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Executive Summary 
 

UK Flood Risk Consultants has been commissioned to prepare this Flood Risk 
Assessment (FRA) in support of a proposal consisting of change of use from B1a 
Offices to C3 Residential Flats located at Delta House, 70 South View Avenue, 
Caversham, Reading RG4 5BB. 

The main sources of information to undertake flood risk assessment are the flood 
maps and data of the Environment Agency and the previous flood studies by the Local 
Authority. 

The proposed development is categorised as ‘more vulnerable’. 

The site is located in close proximity to the River Thames with the risk of fluvial 
flooding.  

According to the information available from the SFRA and the Environment Agency, 
the site has a history of flooding. There were flooding events in 1947, 
1974,1977,1992,2000,2002 and 2007. The site is located within the flood extent of 
the 1947 event.  

The Environment Agency’s Flood Maps show that the site lies within the Flood Zone 
3 (high probability flooding). The Environment Agency’s flood risk map indicates that 
the risk of flooding to the site is 'medium'. 

The Environment Agency’s modelling data indicated that the site is subject to flooding 
from the 1% AEP (1 in 100 year) plus 35% Higher Central and 70% Upper End CC 
events with the maximum flood depths of 0.78m and 1.10m respectively. This implies 
that the flood hazard to the people and the property from these extreme events is 
high. 

The overall risk of surface water flooding to the site varies from 'low' to 'high' with the 
maximum flood depth less than 300mm. 

The flood risk from other sources including underground water, sewer and reservoir 
is low. 
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In order to afford a level of protection against flooding, it is normally recommended 
that finished floor levels are set a nominal 300mm above the 1 in 100-year annual 
probability fluvial flood (1% AEP) including an allowance for climate change. The 
Environment Agency’s modelling data indicated that the 1 in 100 year (1%AEP) plus 
Higher Central CC water level at the site is 38.04mAOD. The general ground level is 
37.26mAOD and the existing finished floor level of the building is 400mm (0.40m) 
above the general ground level (i.e. 37.66mAOD). It is proposed that the existing floor 
level will be raised to the level of 38.34mAOD which will be 300mm above the 1 in 
100-year annual probability fluvial flood (1% AEP) plus climate change level of 
38.04mAOD. This means, the existing finished floor level will need to be raised by 
680mm. 

In order to minimise the damage and to enable quick recovery and clean up after the 
flooding event, it is proposed that flood resilient measures will be implemented. 

As the site is located within a flood zone area, it will be necessary to make sure that 
the occupants are fully aware of the flood risk and flood warning and evacuation 
during an extreme event. If necessary, during a flood event the first floor will provide 
a safe haven for the occupants.  

The occupants are advised to utilise the Environment Agency’s Flood Warning 
Service available in the area. 

The proposed development will not lead to any increase in the surface runoff from 
the site. 

The proposal will not lead to any increase in the existing building footprint area. This 
means there will be no increase in the displaced floodwater as a result of the building 
footprint.  

The development will not give rise to backwater affects or divert water towards other 
properties. 

This report demonstrates that the proposal will be safe, in terms of flood risk, for its 
design life and will not increase the flood risk elsewhere. 

The risk from flooding to future occupants following the proposed conversion from 
offices to flats can be adequately mitigated as per the recommendation within this 
report. If subsequently it is proposed to demolish the existing office block and build 
new residential accommodation, then it would be required to re-assess any proposal 
to mitigate the risk of flooding. Subject to the sequential test it should be possible to 
raise the finished floor level of any new dwellings and to design out any flooding risks.  
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1.0 Background 
UK Flood Risk Consultants has been commissioned to prepare this Flood Risk 
Assessment (FRA) in support of a proposal consisting of change of use from B1a 
Offices to C3 Residential Flats located at Delta House, 70 South View Avenue, 
Caversham, Reading RG4 5BB. 

This FRA has been carried out in accordance with the requirements of the National 
Planning Policy Framework (NPPF, updated February 2019) and the Environment 
Agency’s Flood Risk Assessment (FRA) Guidance Notes and the best practices in 
flood risk management. 

The National Planning Policy Framework sets out planning policy in order to avoid 
inappropriate development in areas at risk of flooding by directing development away 
from areas at highest risk, but where development is necessary, making it safe without 
increasing flood risk elsewhere.  

2.0 FRA Requirements and Objectives 
The site-specific FRA should address the following: 

• how flood risk affects the proposed development, 

• whether the development type is appropriate for the proposed location, 

• whether the site’s flood risk is too great for the development, 

• whether the proposed development will increase flood risk elsewhere, 

• carry out the Sequential Test and the Exception Test where necessary, 

• meet the additional flood resistance and resilience requirements where 
necessary.  

The objectives of this site-specific flood risk assessment are to establish: 

• whether the proposed development is likely to be affected by current or future 
flooding from any source, 

• whether it will increase flood risk elsewhere, 
• whether the measures proposed to deal with these effects and risks are 

appropriate, 
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3.0 General Description of the Site and the 
Proposals 

3.1. Description of the site 
The proposal site is located at Delta House, 70 South View Avenue, Caversham, 
Reading RG4 5BB approximately centred on the OS NGR SU 72229 74871 
(Appendix A Figure 1). The site is located within the administrative boundary of 
Reading Borough Council, which is the Local Planning Authority. 

Delta House is a detached two storey, L-shaped building which is arranged into four 
office suites (A-D). The building is of brick construction with a pitched, tiled roof. It is 
set back from South View Avenue in a predominantly residential part of Lower 
Caversham. Externally, there are approximately 16 parking spaces. 

The property is not listed or subject to any enhanced planning controls. 

The access to the site is via South View Avenue. The surrounding area consists of 
predominantly residential use (Appendix A Figure 2). 

The site is located in close proximity to the River Thames with the risk of fluvial 
flooding. 

The site topography is relatively flat and level with the general elevation of 
37.26mAOD. The finished floor level of the building is 37.66mAOD. Further details 
about the existing site are provided in Appendix B.  

 

3.2. Proposed Development  
The proposal consists of change of use from B1a Offices to C3 Residential Flats. The 
proposal will not lead to any increase in the existing building footprint area. Further 
details about the proposals have been provided in Appendix B. 
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4.0 Development and Flood Risk Policy 
4.1. National Planning Policy Framework (NPPF) 
The National Planning Policy Framework (NPPF, updated February 2019) sets out the 
government’s planning policies for England. The NPPF sets out planning and policies 
related to development planning and flood risk using a sequential characterisation of 
risk based on planning zones and the Environment Agency’s Flood Maps.  The aim of 
the flood risk assessment is to identify which Flood Zones the site is located in and 
vulnerability classification relevant to the proposed development, based on an 
assessment of current and future conditions. 

4.2. Flood Zones 
The Flood Zones refer to the probability of river and sea flooding which ignores the 
presence of defences. The national flood maps have been developed by the 
Environment Agency that shows the risk of tidal and/or fluvial flooding across England 
and Wales for different return period events. The Environment Agency’s Flood Maps 
are the maps which have been developed using broad scale hydraulic modelling. It is 
therefore important to understand that the flood maps may not be very accurate at a 
site-specific level which may need further field observation and measurements. The 
Flood Zones do not take into account of the climate change impacts which must be 
considered in any flood risk assessment as required by the NPPF.  

4.3. Sequential and Exception Tests 
As set out in the NPPF, the overall aim of the Sequential Test should be to steer new 
development to Flood Zone 1 (Low Probability Flooding). Where there are no 
reasonably available sites in Flood Zone 1, the Local Authority should take into 
account the flood risk vulnerability of land uses and consider reasonably available sites 
in Flood Zone 2, applying the Exception Test if required. Where there are no 
reasonably available sites in Flood Zones 1 or 2, the suitability of sites in Flood Zone 
3 should be considered, taking into account the flood risk vulnerability of land uses 
and applying the Exception Test if required.  

As the proposal consists of change of use to the existing building, the Sequential Test 
will not be required. 

The Exception Test, as set out in paragraphs 159, 160 and 161 of the Framework, is 
a method to demonstrate and help ensure that flood risk to people and property will 
be managed satisfactorily, while allowing necessary development to go ahead in 
situations where suitable sites at lower risk of flooding are not available. There are two 
requirements to meet for the Exception Tests. The proposed development will provide 
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wider sustainability benefits to the community that outweigh flood risk, and that it will 
be safe for its lifetime, without increasing flood risk elsewhere and where possible 
reduce flood risk overall. 

4.4. Vulnerability of Use and Flood Risk Assessment 
The site is located in Flood Zone 3 (high probability flooding). The proposed 
development is categorised as ‘more vulnerable’ (Table 2). It should be ensured that 
all types of flood risk are considered as part of the Flood Risk Assessment: ‘A site-
specific Flood Risk Assessment must demonstrate that the development will be safe 
for its lifetime taking account of the vulnerability of its users, without increasing flood 
risk elsewhere, and, where possible, will reduce flood risk overall’. 

This FRA aims to demonstrate that the proposal will remain safe for its lifetime and will 
not increase flood risk elsewhere. 

4.5. NPPF Flood Zones 
Table 1 below shows the NPPF Flood Zones and the requirements and policy aims 
in terms of undertaking site-specific flood risk assessment.  
Table 1 - NPPF Flood Zones and Requirements (NPPF Technical Guidance Table 1) 

Zone 1: Low 
Probability Flood Zone 

This is defined as the land assessed as having a 
less than 1 in 1000 annual probability of river or 
sea flooding in any year (<0.1%). 

Appropriate uses 
 
FRA requirements 
 
 
 
 
 
 
Policy aims 
 
 

All uses of land are appropriate in this zone. 
 
For development proposals on sites comprising 1 ha or 
above the vulnerability to flooding from other sources 
as well as from river and sea flooding, and the potential 
to increase flood risk elsewhere through the addition of 
hard surfaces and the effect of the new development 
on surface water run-off, should be incorporated in a 
FRA.   
 
Developers and local authorities should seek 
opportunities to reduce the overall level of flood risk 
through the layout and form of the development, and 
the appropriate application of sustainable drainage 
techniques.  
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Zone 2: Medium 
Probability Flood Zone 

This is defined as the land assessed as having 
between a 1 in 100 and 1 in 1000 annual probability 
of river flooding (1% - 0.1%) or between a 1 in 200 
and 1 in 1000 annual probability of sea flooding 
(0.5% - 0.1%) in any year. 

Appropriate uses 
 
 
 
 
FRA requirements 
 
 
Policy aims 
 

The water-compatible, less vulnerable and more 
vulnerable uses of land and essential infrastructure in 
Table 2 are appropriate in this zone. 
Highly vulnerable uses in Table  2 are only appropriate 
in this zone if the Exception Test is passed. 
 
All proposals in this zone should be accompanied by a 
FRA. 
 
Developers and local authorities should seek 
opportunities to reduce the overall level of flood risk 
through the layout and form of the development, and 
the appropriate application of sustainable drainage 
techniques. 

Zone 3a: High 
Probability Flood Zone 

This is defined as the land assessed as having a 1 
in 100 or greater annual probability of river flooding 
(<1%) or a 1 in 200 or greater annual probability of 
flooding from the sea (>0.5%) in any year. 

Appropriate uses 
 
 
 
 
 
 
 
FRA requirements 
 
Policy aims 
 
 

The water-compatible and less vulnerable uses of land 
in Table 2 are appropriate in this zone. 
The highly vulnerable uses (Table 2) should not be 
permitted in this zone. 
The more vulnerable and essential infrastructure uses 
in Table 2 should only be permitted in this zone if the 
Exception Test is passed. 
All proposals in this zone should be accompanied by a 
FRA. 
 
Developers and local authorities should seek 
opportunities to: 
v reduce the overall level of flood risk through the 

layout and form of the development and the 
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 appropriate application of sustainable drainage 
techniques; 

v relocate existing development to land with a lower 
probability of flooding; 

v create space for flooding to occur by allocating and 
safeguarding open space for flood storage.  

Zone 3b: Functional 
Floodplain 

This is the land where water has to flow or be 
stored in times of flood.  This zone is generally 
defined as the land which would flood with an 
annual probability of 1 in 20 (5%AEP) or greater in 
any year. The Local Council may define the 
Functional Floodplain area with a different annual 
probability of event.  

Appropriate uses 
 
 
 
 
 
 
 
 
FRA requirements 
 
 
Policy aims 
 
 
 

Only the water-compatible uses and the essential 
infrastructure listed in Table 2 that has to be there 
should be permitted.  It should be designed and 
constructed to: 
v remain operational and safe for users in times of 

flood; 
v result in no net loss of floodplain storage; 
v not impede water flows;  
v not increase flood risk elsewhere. 
 
All proposals in this zone should be accompanied by a 
FRA. 
In this zone, developers and local authorities should 
seek opportunities to: 
v reduce the overall level of flood risk through the 

layout and form of the development and the 
appropriate application of sustainable drainage 
techniques; 

v relocate existing development to land with a lower 
probability of flooding. 
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Table 2 - Flood Risk Vulnerability Classification (NPPF Technical Guidance Table 2) 

Essential 
Infrastructure 

Essential transport infrastructure and strategic utility 
infrastructure, including electricity generating power stations 
and grid and primary substations. 

Highly 
Vulnerable 

v Police stations, Ambulance stations and Fire stations and 
Command Centres and telecommunications installations 
and emergency dispersal points. 

v Basement dwellings, caravans, mobile homes and park 
homes intended for permanent residential use. 

v Installations requiring hazardous substances consent. 

More 
Vulnerable 

v Hospitals, residential institutions such as residential care 
homes, children’s homes,  

v Social services homes, prisons and hostels. 
v Buildings used for: dwelling houses, student halls of 

residence, drinking establishments, nightclubs, hotels and 
sites used for holiday or short-let caravans and camping. 

v Non–residential uses for health services, nurseries and 
education. 

v Landfill and waste management facilities for hazardous 
waste. 

Less Vulnerable v Buildings used for shops, financial, professional and other 
services, restaurants and cafes, offices, industry, storage 
and distribution, and assembly and leisure. 

v Land and buildings used for agriculture and forestry. 
v Waste treatment (except landfill and hazardous waste 

facilities), minerals working and processing (except for 
sand and gravel). 

v Water treatment plants and sewage treatment plants (if 
adequate pollution control measures are in place). 
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Water-
compatible 
Development 

 

v Flood control infrastructure, water transmission 
infrastructure and pumping stations. 

v Sewage transmission infrastructure and pumping stations. 
v Sand and gravel workings. 
v Docks, marinas and wharves, navigation facilities. 
v MOD defence installations. 
v Ship building, repairing and dismantling, dockside fish 

processing and refrigeration and compatible activities 
requiring a waterside  location 

v Water-based recreation (excluding sleeping 
accommodation). 

v Lifeguard and coastguard stations. 
v Amenity open space, nature conservation and biodiversity, 

outdoor sports and recreation. 
v Essential sleeping or residential accommodation for staff 

required by uses in this category, subject to a warning and 
evacuation plan. 

 
 

Table 3 - Flood Risk Vulnerability and Flood Zone 'compatibility'  

ü Development is appropriate 
        û Development should not be permitted 

  

Vulnerability 
Classification 

(Refer Table 2) 

Essential 
Infrastructure 

Water 
Compatible 

Highly 
Vulnerable 

More 
Vulnerable 

Less 
Vulnerable 

   
   

  F
lo

od
 Z

on
es

   
   

   
   

   
   

   
   

   
 

Flood 
Zone 1 

ü ü ü ü ü 

Flood 
Zone 2 

ü ü Exception 
Test 

ü ü 

Flood 
Zone 3a 

Exception  
Test 

ü û Exception 
Test 

ü 

Flood 
Zone 3b 

Exception  
Test  

ü û û û 
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5.0 Assessment of Flood Risk 
5.1. History of Flooding 
The Reading Borough Council’s Strategic Flood Risk Assessment, SFRA (June 2017) 
has provided brief information about past flooding events in the area. The SFRA 
reported some past flooding incidents in the area including in 1947 with widespread 
flooding. 

In addition, information on historic floods was obtained from the Environment Agency 
(Appendix C). The historical flood maps in Appendix C show that there were flooding 
events in 1947, 1974,1977,1992,2000,2002 and 2007. The site is located within the 
flood extent of the 1947 event.  

Information on the past flooding event was also obtained from the landowner. They 
were not aware of any recent flooding issues at the site. 

5.2. Risk of Fluvial Flooding  
The site is located in close proximity to the River Thames with the risk of fluvial 
flooding. The Environment Agency’s Flood Map around the site is shown in Appendix 
A Figure 3 which shows that the site lies within the Flood Zone 3 (high probability 
flooding). Flood Zone 3 fluvial outline shows a 1 in 100 chance of flooding at a location 
in any one given year (i.e., a 1% annual probability of flooding). 

The flood maps also show that the site is located in an area not benefiting from the 
flood defences. Figure 4 shows the Environment Agency’s flood risk map which 
indicates that the risk of flooding to the site is 'medium'.  

5.3. Modelled Water Levels 
Information on modelled water levels was obtained from the Environment Agency 
(Appendix C). The site-specific modelled flood levels at the proposed development 
site have been taken from the Environment Agency’s Thames (Mapledurham to 
Sonning) Model. The modelled flood extent maps for a range of events are shown in 
Appendix C.  

Appendix C also contains a 1D model node location map near the site. The map 
shows that the nearest model node from the site is 06100_MN_36C.003.  
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Comparison of Modelled Water Levels and the Site Levels 

The modelled water levels (i.e. 06100_MN_36C.003) have been compared against 
the existing site levels (Table 4). The information on the site levels have been taken 
from the topographic map provided in Appendix B.  

Table 4 below shows that the site is not subject to flooding from the 5% AEP (1 in 20 
year) event. Therefore, the site is located outside of the functional floodplain. However, 
the site is subject to flooding from the 1% AEP (1 in 100 year) plus 35% Higher Central 
and 70% Upper End CC events with the maximum flood depths of 0.78m and 1.10m 
respectively. This implies that the flood hazard to the people and the property from 
these extreme events is high. 

Table 4 – Comparison of modelled water levels against the site levels 

Events 
Modelled 

levels, mAOD 
General Site 
Level, mAOD 

Max flood 
depth, m 

5% AEP (1 in 20 year) 37.24 37.26 No flooding 
1% AEP (1 in 100 year) 37.73 37.26 0.47 

♯1% AEP (1 in 100 year) plus 
35% CC 38.04 37.26 0.78 

♯1% AEP (1 in 100 year) plus 
70% CC 38.36 37.26 1.10 

0.1 %AEP (1 in 1000 year) 38.25 37.26 0.99 
♯ 35% Higher Central and 70% Upper End climate change allowances applicable for this site, 
see Chapter 5.10.  

5.4. Risk of Tidal Flooding 
The River Thames is not influenced by tidal waves at this location. The risk of tidal 
flooding is therefore low. 

5.5. Risk of Flooding From Artificial Water Bodies 
There were no known flood risks from any artificial water bodies near the site.   
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5.6. Risk of Groundwater Flooding 
In recent years groundwater has been recognised as a significant source of flooding 
in the UK. According to the British Geological Survey, groundwater flooding occurs 
when the water table in permeable rocks rises to enter basements/cellars or comes 
up above the ground surface. Groundwater flooding is not necessarily linked directly 
to a specific rainfall event and is generally of longer duration than other causes of 
flooding (possibly lasting for weeks or even months).  

Evidence of historical groundwater flooding within the SFRA is very limited, however 
it is important to recognise that the risk of groundwater flooding is highly variable and 
heavily dependent upon local conditions at any particular time. 

According to the information available from the landowner, there were no records of 
any groundwater flooding incidents around the site. Based on these evidences and 
information, it is reasonable to consider that the risk of groundwater flooding to the site 
is low. 

5.7. Risk of Surface Water Flooding 
The surface water flooding arises when the infiltration capacity of land or the drainage 
capacity of a local sewer network is exceeded and the excess rainwater flows 
overland. The severity of surface water flooding depends on several factors such as 
the degree of saturation of the soil before the event, the permeability of soils and 
geology, hill slope steepness and the intensity of land use. 

Information on the risk of surface water flooding is held by the Environment Agency. 
The Environment Agency’s Surface Water Flood Risk Maps are provided in Appendix 
A Figure 5 and Figure 6 which indicate that the risk of surface water flooding to the 
site varies from 'low' to 'high'.  The flood depth is likely to be less than 300mm. 

5.8. Risk of flooding from Reservoirs 
The Environment Agency’s reservoir flood map in Appendix A Figure 7 indicated that 
the proposal site is located outside of the maximum extent of flooding from reservoir. 
According to the Environment Agency, the reservoir flooding is extremely unlikely to 
happen and reservoirs in the UK have an extremely good safety record; indeed there 
has been no loss of life in the UK from reservoir flooding since 1925. The Environment 
Agency is the enforcement authority for the Reservoirs Act 1975 in England and 
Wales. All large reservoirs must be inspected and supervised by reservoir panel 
engineers on a regular basis. It is therefore assumed that these reservoirs are 
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regularly inspected, and essential safety work is carried out. These reservoirs 
therefore present a managed residual risk.  

5.9.  Flood Risk from Sewers  
Sewer flooding is often caused by excess surface water entering the drainage network 
causing sewers to surcharge. The SFRA has provided very limited information on 
sewer flooding within the area, however, there were no records of sewer flooding 
incidents at the site. It is important to note that previous sewer flood incidents or the 
lack thereof do not indicate the current or future risk to the site as upgrade work could 
have been carried out to alleviate any issues or conversely in areas that have not 
experienced sewer flooding incidents the local drainage infrastructure could 
deteriorate leading to future flooding. 

According to the information obtained from the landowner, there were no records of 
sewer flooding incidents at the site in the past.  

5.10.  Impact of Climate Change 
The Environment Agency released new climate change guidance for flood risk 
assessments on 19th February 2016 outlining the allowances for the impact of climate 
change on peak river flows, peak rainfall intensities, sea level rise, offshore wind 
speeds and extreme wave height. They are based on climate change projections and 
different scenarios of carbon dioxide (CO2) emissions to the atmosphere. There are 
different allowances for different epochs or periods of time over the next century. 
The range of allowances in Table 5 below is based on percentiles. A percentile is a 
measure used in statistics to describe the proportion of possible scenarios that fall 
below an allowance level. The 50th percentile is the point at which half of the possible 
scenarios for peak flows fall below it and half fall above it. The central allowance is 
based on the 50th percentile, higher central is based on the 70th percentile and the 
upper end is based on the 90th percentile. 

Table 5 - Peak river flow allowances by river basin district (use 1961 to 1990 
baseline) 

River basin 
district 

Allowance 
category 

Total potential 
change 
anticipated for 
the ‘2020s’ (2015 
to 2039) 

Total potential 
change 
anticipated for the 
‘2050s’ (2040 to 
2069) 

Total potential 
change anticipated 

for the ‘2080s’ 
(2070 to 2115) 

Northumbria 
  

Upper end 20% 30% 50% 

Higher central 15% 20% 25% 
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  Central 10% 15% 20% 

Humber 
  
  

Upper end 20% 30% 50% 

Higher central 15% 20% 30% 

Central 10% 15% 20% 

Anglian 
  
  

Upper end 25% 35% 65% 

Higher central 15% 20% 35% 

Central 10% 15% 25% 

South East 
  
  

Upper end 25% 50% 105% 

Higher central 15% 30% 45% 

Central 10% 20% 35% 

Thames 
  
  

Upper end 25% 35% 70% 

Higher central 15% 25% 35% 

Central 10% 15% 25% 

South West 
  
  

Upper end 25% 40% 85% 

Higher central 20% 30% 40% 

Central 10% 20% 30% 

Severn 
  
  

Upper end 25% 40% 70% 

Higher central 15% 25% 35% 

Central 10% 20% 25% 

Dee 
  
  

Upper end 20% 30% 45% 

Higher central 15% 20% 25% 

Central 10% 15% 20% 

North West 
  

Upper end 20% 35% 70% 

Higher central 20% 30% 35% 



 

14 

  Central 15% 25% 30% 

Solway 
  
  

Upper end 20% 30% 60% 

Higher central 15% 25% 30% 

Central 10% 20% 25% 

Tweed 
  
  

Upper end 20% 25% 45% 

Higher central 15% 20% 25% 

Central 10% 15% 20% 

 

Using peak river flow allowances for flood risk assessments 

The guideline suggests to consider the flood zone and the appropriate flood risk 
vulnerability classification to decide which allowances applies to the development or 
plan.  

In flood zone 2 

Essential infrastructure – use the higher central and upper end to assess a range of 
allowances 

Highly vulnerable – use the higher central and upper end to assess a range of 
allowances 

More vulnerable – use the central and higher central to assess a range of 
allowances 

Less vulnerable – use the central allowance 

Water compatible – use none of the allowances 

In flood zone 3a 

Essential infrastructure – use the upper end allowance 

Highly vulnerable – development should not be permitted 

More vulnerable – use the higher central and upper end to assess a range of 
allowances 

Less vulnerable – use the central and higher central to assess a range of allowances 

Water compatible – use the central allowance 
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In flood zone 3b 

Essential infrastructure – use the upper end allowance 

Highly vulnerable – development should not be permitted 

More vulnerable – development should not be permitted 

Less vulnerable – development should not be permitted 

Water compatible – use the central allowance 

 

Assessment of Climate Change Impact for the Site 

The site is located within the Thames River Basin District. As the proposed 
development is categorised as ‘more vulnerable’ and the site is located in Flood Zone 
3 (high probability flooding), the guideline recommends to use the Higher Central and 
Upper End allowances for assessing the impact of climate change. The Higher Central 
and Upper End allowances for the Thames River Basin District are 35% & 70% 
respectively for the period between 2070 and 2115. These allowances are greater 
than that currently used and incorporated into the Environment Agency’s existing 
Fluvial Flood Model Levels where allowance of 20% was used.  

Stage-Discharge Curve 

The water levels for the new climate change allowances have been estimated by 
developing a Stage-Discharge Curve for the nearest model node from the site (i.e. 
06100_MN_36C.003, Appendix C) as shown in the Figure below. It can be seen that 
the 1 in 100 year plus 35% & 70% climate change water levels are 38.04mAOD and 
38.36mAOD respectively. These water levels have been utilised for assessing the 
flood risk for the site in Chapter 5.3 above.  
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Figure 1 Stage-Discharge Curve at the nearest model node 
(06100_MN_36C.003)  

 
 

6.0 Mitigation Measures 
6.1. Recommended Finished Floor Level 
In order to afford a level of protection against flooding it is normally recommended that 
finished floor levels are set a nominal 300mm above the 1 in 100-year annual 
probability fluvial flood (1% AEP) including an allowance for climate change. The 
Environment Agency’s modelling data indicated that the 1 in 100 year (1%AEP) plus 
Higher Central CC water level at the site is 38.04mAOD. The general ground level is 
37.26mAOD and the existing finished floor level of the building is 400mm (0.40m) 
above the general ground level (i.e. 37.66mAOD).  

It is proposed that the existing floor level will be raised to the level of 38.34mAOD 
which will be 300mm above the 1 in 100-year annual probability fluvial flood (1% AEP) 
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plus climate change level of 38.04mAOD. This means, the existing floor will need to 
be raised by 680mm. 

In addition to raising the floor level, additional mitigations will be provided in the form 
of flood resilient measures as described below. 

6.2. Flood Resilient Measures (Up to 1m from Ground 
Level)  

The following flood resilient measures will be adopted, where practicable, to minimise 
the damage and to enable quick recovery and clean up after the flooding event: 

• Water, electricity and gas meters will be located above predicted flood level. 

• Non-return valves will be used in the drainage system to prevent back-flow of 
diluted sewage in situations where there is an identified risk of the foul sewer 
surcharging.  

• All service entries will be sealed (e.g. with expanding foam or similar closed cell 
material). 

• Closed cell insulation will be used for pipes which are below the predicted flood 
level. 

• Boiler units and ancillary devices will be installed above predicted flood level 
and preferably on the first floor of two-storey properties.  

• Wiring for telephone, TV, Internet and other services will be protected by 
suitable insulation to minimise damage.  

6.3. Flood Warning and Evacuation 
As the site is located within a flood zone area, it will be necessary to make sure that 
the occupants are fully aware of the flood risk and flood warning and evacuation during 
an extreme event. If necessary, during a flood event the first floor will provide a safe 
haven for the occupants. 

6.3.1. Flood Warnings Direct 
The occupants are advised to utilise the Environment Agency’s Flood Warnings Direct 
which is a free flood warning service called Floodline Warnings Direct (FWD). This 
service generally gives an advance notice of when flooding is likely to happen and 
time to prepare for a flood event.  Property owners on the proposed development site 
will be able to sign up to FWD online using the following contact details (Table 6): 
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Table 6- Contacts for flood warning services 

Methods Remarks 

Online https://fwd.environment-
agency.gov.uk/app/olr/register 

Telephone 0345 988 1188 

6.3.2. Flood Warning Service 
The Flood Warning Service is provided by the Environment Agency across England 
and Wales in areas at risk of flooding from rivers or the sea. This is provided using up 
to date rainfall, river level and sea condition monitoring 24 hours a day to forecast the 
possibility of flooding. If flooding is forecast, the Environment Agency will issue 
warnings using a set of three different warning types (Table 7). Many areas of England 
are covered by the full four stages of the Environment Agency’s Flood Warning 
Service. The site is located in an area covered by the Flood Alert Services (Appendix 
A Figure 8). The Environment Agency’s Flood Warning target lead time; the time 
between a flood warning being issued and the onset of flooding is approximately two 
hours. Providing the Environment Agency can meet their target Flood Warning lead 
time, the occupants of the proposed development will have two hours to ensure that 
property is relocated to minimise risk and evacuation to safe locations can be carried 
out. 

Table 7 - Environment Agency’s Flood Warning Codes 

Flood Warning 
Code 

Meaning Actions to be taken 

 

 
 
Flooding is possible.  Be 
prepared. 
 

• Be prepared to act on your 
flood plan.   

• Prepare a flood kit of 
essential items.   

• Monitor local water levels 
and the flood forecast on 
our website.  
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Flooding is expected.  
Immediate action required. 
 

• Move family, pets and 
valuables to a safe place.   

• Turn off gas, electricity and 
water supplies if safe to do 
so.   

• Put flood protection 
equipment in place.  

 

 
 
 
Severe flooding.  Danger 
to life. 
 

• Stay in a safe place with a 
means of escape.   

• Be ready should you need 
to evacuate from your 
home.   

• Co-operate with the 
emergency services.   

• Call 999 if you are in 
immediate danger. 

 
 
Warnings no 
longer in force 
 

 
 
No further flooding is 
currently expected in your 
area. 
 

• Be careful.  Flood water 
may still be around for 
several days.   

• If you've been flooded, ring 
your insurance company as 
soon as possible.   

 

 

6.4. Sustainable Urban Drainage Systems (SuDS) 
There will be no increase in the existing building footprint area. Also, there will be no 
increase in the impermeable area. Therefore, the proposal will not lead to any increase 
in the surface runoff from the site.   

7.0 Assessment of Impact on flow of floodwater 
The proposed development consists of change of use from B1a Offices to C3 
Residential Flats. The proposal will not lead to any increase in the existing building 
footprint area. This means there will be no increase in the displaced floodwater as a 
result of the building footprint.  The development will not give rise to backwater affects 
or divert water towards other properties.  
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8.0 Conclusion 
The proposal consists of change of use from B1a Offices to C3 Residential Flats 
located at Delta House, 70 South View Avenue, Caversham, Reading RG4 5BB. 

The proposed development is categorised as ‘more vulnerable’. 

The site is located in close proximity to the River Thames with the risk of fluvial 
flooding.  

According to the information available from the SFRA and the Environment Agency, 
the site has a history of flooding. There were flooding events in 1947, 
1974,1977,1992,2000,2002 and 2007. The site is located within the flood extent of the 
1947 event.  

The Environment Agency’s Flood Maps show that the site lies within the Flood Zone 
3 (high probability flooding). The Environment Agency’s flood risk map indicates that 
the risk of flooding to the site is 'medium'. 

The Environment Agency’s modelling data indicated that the site is subject to flooding 
from the 1% AEP (1 in 100 year) plus 35% Higher Central and 70% Upper End CC 
events with the maximum flood depths of 0.78m and 1.10m respectively. This implies 
that the flood hazard to the people and the property from these extreme events is high. 

The overall risk of surface water flooding to the site varies from 'low' to 'high' with the 
maximum flood depth less than 300mm. 

The flood risk from other sources including underground water, sewer and reservoir is 
low. 

In order to afford a level of protection against flooding, it is normally recommended 
that finished floor levels are set a nominal 300mm above the 1 in 100-year annual 
probability fluvial flood (1% AEP) including an allowance for climate change. The 
Environment Agency’s modelling data indicated that the 1 in 100 year (1%AEP) plus 
Higher Central CC water level at the site is 38.04mAOD. The general ground level is 
37.26mAOD and the existing finished floor level of the building is 400mm (0.40m) 
above the general ground level (i.e. 37.66mAOD). It is proposed that the existing floor 
level will be raised to the level of 38.34mAOD which will be 300mm above the 1 in 
100-year annual probability fluvial flood (1% AEP) plus climate change level of 
38.04mAOD. This means, the existing finished floor level will need to be raised by 
680mm. 
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In order to minimise the damage and to enable quick recovery and clean up after the 
flooding event, it is proposed that flood resilient measures will be implemented. 

As the site is located within a flood zone area, it will be necessary to make sure that 
the occupants are fully aware of the flood risk and flood warning and evacuation during 
an extreme event. If necessary, during a flood event the first floor will provide a safe 
haven for the occupants.  

The occupants are advised to utilise the Environment Agency’s Flood Warning Service 
available in the area. 

The proposed development will not lead to any increase in the surface runoff from the 
site. 

The proposal will not lead to any increase in the existing building footprint area. This 
means there will be no increase in the displaced floodwater as a result of the building 
footprint.  

The development will not give rise to backwater affects or divert water towards other 
properties. 

This report demonstrates that the proposal will be safe, in terms of flood risk, for its 
design life and will not increase the flood risk elsewhere. 

The risk from flooding to future occupants following the proposed conversion from 
offices to flats can be adequately mitigated as per the recommendation within this 
report. If subsequently it is proposed to demolish the existing office block and build 
new residential accommodation, then it would be required to re-assess any proposal 
to mitigate the risk of flooding. Subject to the sequential test it should be possible to 
raise the finished floor level of any new dwellings and to design out any flooding risks. 
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South View Avenue, Caversham, ReadingProduct 4 (Detailed Flood Risk) for 
Our Ref: THM182935

Please note:Product 4 includes the following information:

Flood Map flood storage areas (where available/relevant);
Historic flood events outlines (where available/relevant, not the Historic Flood Map) and 
unique identifiers;

Product 4 is designed for developers where Flood Risk Standing Advice FRA (Flood Risk Assessment) Guidance Note 3 Applies. This is:
i) "all applications in Flood Zone 3, other than non-domestic extensions less than 250 sq metres; and all domestic extensions", and

Statutory (Sealed) Main River (where available within map extents);

i) Model node X/Y coordinate locations, unique identifiers, and levels and flows for
defended  scenarios.

If you will be carrying out computer modelling as part of your Flood Risk 
Assessment, please request our guidance which sets out the requirements 
and best practice for computer river modelling.

This information is provided subject to the enclosed notice which you should 
read.

ii) "all applications with a site area greater than 1 ha" in Flood Zone 2.

https://www.gov.uk/government/publications/pre-planning-application-enquiry-
form-preliminary-opinion

Ordnance Survey 1:25k colour raster base mapping;
Flood Zone 2 and Flood Zone 3;
Relevant model node locations and unique identifiers (for cross referencing to the water 
levels, depths and flows table);

A table showing:

Model extents showing defended scenarios;
FRA site boundary (where a suitable GIS layer is supplied);
Flood defence locations (where available/relevant) and unique identifiers; (supplied 
separately)

iv) Local flood history data (where available/relevant).

This information is based on that currently available as of the date of this 
letter.  You may feel it is appropriate to contact our office at regular intervals, 
to check whether any amendments/ improvements have been made. Should 
you re-contact us after a period of time, please quote the above reference in 
order to help us deal with your query.

This letter is not a Flood Risk Assessment. The information supplied can be 
used to form part of your Flood Risk Assessment. Further advice and 
guidance regarding Flood Risk Assessments can be found on our website at:

If you would like advice from us regarding your development proposals you 
can complete our pre application enquiry form which can be found at: 

Flood Map areas benefiting from defences (where available/relevant);

https://www.gov.uk/guidance/flood-risk-assessment-local-planning-authorities

ii) Flood defence locations unique identifiers and attributes; (supplied seperately)
iii) Historic flood events outlines unique identifiers and attributes; and

Red Kite House, Howbery Park, Wallingford, Oxon OX10 8BD
Customer services line: 08708 506 506
Email: WTenquiries@environment-agency.gov.uk www.environment-agency.gov.uk

https://www.gov.uk/government/publications/pre-planning-application-enquiry-form-preliminary-opinion
https://www.gov.uk/government/publications/pre-planning-application-enquiry-form-preliminary-opinion
https://www.gov.uk/guidance/flood-risk-assessment-local-planning-authorities
https://www.gov.uk/guidance/flood-risk-assessment-local-planning-authorities


Contact Us: National Customer Contact Centre, PO Box 544, Rotherham, S60 1BY. Tel: 03708 506 506 (Mon-Fri 8-6). Email: enquiries@environment-agency.gov.uk
© Environment Agency copyright and / or database rights 2020. All rights reserved. © Crown Copyright and database right. All rights reserved. Environment Agency, 100024198, 2020.

Flood risk for planning map centred on South View Avenue, Caversham, Reading
Created on 7/09/2020 REF: THM182935

Flooding from rivers or sea without 
defences (Flood Zone 3)  shows the area that
could be affected by flooding:
- from the sea with a 1 in 200 or greater
chance of happening each year
- or from a river with a 1 in 100 or greater
chance of happening each year.

The Extent of an extreme flood (Flood Zone 2)
shows the extent of an extreme flood from rivers 
or the sea with up to a 1 in 1000 chance of 
occurring each year.

Legend
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Defence information THM 182935

Defence Location: No defences on Main River

Description: This location is not currently protected by any formal defences and we do not currently have any flood alleviation works planned for the 
area. However we continue to maintain certain watercourses and the schedule of these can be found on our internet pages. 

© Environment Agency 2020



Model information THM 182935

Model: Thames (Mapledurham to Sonning) 2011

Description: The information provided is taken from the Thames (Reading Complex Change) Flood Alleviation Study completed in June 2011.  The study was carried out using 2D modelling 
software (ISIS-Tuflow).

Model design runs:
1 in 5 / 20% Annual Exceedance Probabilty (AEP); 1 in 20 / 5% AEP; 1 in 50 / 2% AEP; 1 in 100 / 1% AEP; 1 in 1000 / 0.1% AEP and 1 in 100+20% / 1% AEP plus 20% increase in 
flows

Mapped Outputs:
1 in 5 / 20% AEP; 1 in 20 / 5% AEP; 1 in 50 / 2% AEP; 1 in 100 / 1% AEP and 1 in 1000 / 0.1% AEP 

Model accuracy:
Levels ± 250mm

© Environment Agency 2020



Modelled in-channel flood flows and levels

The modelled flood levels and flows for the closest most appropriate model node points for your site that are within the river channel are provided below:

Node label Model Easting Northing 20% AEP 5% AEP 1% AEP 1% AEP (+20% 
increase in flows)

1% AEP (+25% 
increase in flows)

1% AEP (+35% 
increase in flows)

1% AEP (+70% 
increase in flows) 0.1% AEP

06100_MN_36.011 Thames (Mapledurham to Sonning) 2011 471817 174063 36.96 37.30 37.72 37.86 0.00 0.00 0.00 38.04
06100_MN_36c.007 Thames (Mapledurham to Sonning) 2011 472004 174146 36.93 37.29 37.75 37.91 0.00 0.00 0.00 38.10
06100_MN_36c.003 Thames (Mapledurham to Sonning) 2011 472193 174287 36.86 37.24 37.73 37.95 0.00 0.00 0.00 38.25
06100_MN_35.093 Thames (Mapledurham to Sonning) 2011 472230 174179 36.59 36.86 37.15 37.33 0.00 0.00 0.00 37.57
06100_MN_35.089 Thames (Mapledurham to Sonning) 2011 472375 174276 36.58 36.86 37.17 37.36 0.00 0.00 0.00 37.61
06100_MN_35.081 Thames (Mapledurham to Sonning) 2011 472578 174194 36.50 36.76 37.02 37.17 0.00 0.00 0.00 37.38
06100_MN_35.073 Thames (Mapledurham to Sonning) 2011 472876 174013 36.36 36.58 36.81 36.94 0.00 0.00 0.00 37.09

Node label Model Easting Northing 20% AEP 5% AEP 1% AEP 1% AEP (+20% 
increase in flows)

1% AEP (+25% 
increase in flows)

1% AEP (+35% 
increase in flows)

1% AEP (+70% 
increase in flows) 0.1% AEP

06100_MN_36.011 Thames (Mapledurham to Sonning) 2011 471817 174063 223.08 281.34 353.30 405.25 0.00 0.00 0.00 476.08
06100_MN_36c.007 Thames (Mapledurham to Sonning) 2011 472004 174146 14.29 18.33 56.07 87.02 0.00 0.00 0.00 136.00
06100_MN_36c.003 Thames (Mapledurham to Sonning) 2011 472193 174287 14.26 19.66 30.60 36.18 0.00 0.00 0.00 45.91
06100_MN_35.093 Thames (Mapledurham to Sonning) 2011 472230 174179 208.04 242.64 269.57 278.19 0.00 0.00 0.00 294.47
06100_MN_35.089 Thames (Mapledurham to Sonning) 2011 472375 174276 219.81 255.44 287.00 301.74 0.00 0.00 0.00 324.74
06100_MN_35.081 Thames (Mapledurham to Sonning) 2011 472578 174194 220.63 273.20 335.95 378.04 0.00 0.00 0.00 438.02
06100_MN_35.073 Thames (Mapledurham to Sonning) 2011 472876 174013 217.79 267.91 322.32 357.83 0.00 0.00 0.00 414.98

Note:

For further advice on the new allowances please visit

Flood Levels (mAOD)

Flood Flows (m3/s)

THM 182935

Due to changes in guidance on the allowances for climate change, the 20% increase in river flows should no longer to be used for development 
design purposes. The data included in this Product can be used for interpolation of levels as part of an intermediate level assessment. 

https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances 

© Environment Agency 2020

https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances
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Detailed FRA map centred on South View Avenue, Caversham, Reading
Created on 7/09/2020 REF: THM182935

AEP = Annual Exceedance Probability
The probability of a flood of a particular
magnitude, or greater, occuring in any
given year

Where available climate change extents 
have been calculated with an additional 
flow added to an AEP event. An example 
of how this is written is 1%+20% AEP.  
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Modelled floodplain flood levels
The modelled flood levels for the closest most appropriate model grid cells for your site are provided below:

2D grid cell 
reference Model Easting Northing 20% AEP 5% AEP 1% AEP

1% AEP (+20% 
increase in 

flows)
0.1% AEP

Flood point 1 472,234 174,878 no data no data 37.54 37.72 37.96
Flood point 2 472,420 174,912 no data no data no data 37.69 37.93
Flood point 3 472,364 174,512 no data 37.07 37.45 37.64 37.89
Flood point 4 472,441 174,330 36.54 36.81 37.11 37.28 37.51
Flood point 5 472,381 174,704 no date no data 37.48 37.67 37.92

This flood model has represented the floodplain as a grid.
The flood water levels have been calculated for each grid cell. 

Note:

For further advice on the new allowances please visit

THM 182935

Due to changes in guidance on the allowances for climate change, the 20% increase in river 
flows should no longer to be used for development design purposes. The data included in this 
Product can be used for interpolation of levels as part of an intermediate level assessment. 

https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances 

flood levels (mAOD)

© Environment Agency 2020
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Historic flood extent map centred on South View Avenue, Caversham, Reading
Created on 7/09/2020 REF: THM182935

Flooding from rivers or sea without 
defences (Flood Zone 3)  shows the area that
could be affected by flooding:
- from the sea with a 1 in 200 or greater
chance of happening each year
- or from a river with a 1 in 100 or greater
chance of happening each year.

The Extent of an extreme flood (Flood Zone 2)
shows the extent of an extreme flood from rivers 
or the sea with up to a 1 in 1000 chance of 
occurring each year.
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Historic flood data THM 182935

Our records show that the area of your site has been affected by flooding.
Information on the floods that have affected your site is provided in the table below:

Flood Event Code Flood Event Name Start Date End Date Source of Flooding Cause of Flooding

EA0619470300429 06MarchSpring1947 01/01/1947 12/12/1947 main river channel capacity exceeded (no raised defences)
EA0619741100359 06NovemberAutumn1974 01/01/1974 12/12/1974 main river channel capacity exceeded (no raised defences)
EA0619770800237 06AugustSummer1977 01/01/1977 12/12/1977 main river channel capacity exceeded (no raised defences)
EA0619920900383 06SeptemberAutumn1992 01/01/1992 12/12/1992 main river channel capacity exceeded (no raised defences)
EA0620001201020 06DecemberWinter2000 01/01/2000 12/12/2000 main river channel capacity exceeded (no raised defences)
EA0620030101899 06JanuaryNewYear2003 23/12/2002 12/01/2003 main river channel capacity exceeded (no raised defences)
EA061231477 Shiplake CP_Fluvial Water 06/07/2007 20/07/2007 main river channel capacity exceeded (no raised defences)

Please note the Environment Agency maps flooding to land not individual properties. Floodplain extents are an indication of the geographical extent of a 
historic flood. They do not provide information regarding levels of individual properties, nor do they imply that a property has flooded internally.

Start and End Dates shown above may represent a wider range where the exact dates are not available.

© Environment Agency 2020
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Thames Area Climate Change Allowances 
Guidance for their use in flood risk assessments Jan 2017 

 
We recently updated our national guidance on climate change allowances for 
Flood Risk Assessments. The following information provides additional local 
guidance which applies to developments within our Thames area boundary. 

Climate change allowances - overview 
The National Planning Practice Guidance refers planners, developers and advisors to the Environment 
Agency to our guidance on considering climate change in Flood Risk Assessments. We updated this 
guidance in February 2016 and it should be read in conjunction with this document to inform planning 
applications, local plans, neighbourhood plans and other projects. It provides: 

• Climate change allowances for peak river flow, peak rainfall, sea level rise, wind speed and wave 
height  

• A range of allowances to assess fluvial flooding, rather than a single national allowance 
• Advice on which allowances to use for assessments based on vulnerability classification, flood zone 

and development lifetime 
Updated climate change allowances guidance: 
https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances 
National Planning Practice Guidance: 
http://planningguidance.communities.gov.uk/ 

Assessing climate change impacts on fluvial flooding 
Table A below indicates the level of technical assessment of climate change impacts on fluvial flooding 
appropriate for new developments depending on their scale and location (flood zone). Please note that this 
should be used as a guide only. Ultimately, the agreed approach should be based on expert local 
knowledge of flood risk conditions, local sensitivities and other influences.  

Applicants and consultants may contact the Environment Agency at the pre-planning application stage to 
confirm the assessment approach on a case-by-case basis. We provide standard guidance free of charge 
or bespoke advice for a fee for developments for which we are a statutory consultee. If your development 
is instead covered by Flood Risk Standing Advice, we recommend you contact the relevant Local Planning 
Authority for their guidance and confirmation of the assessment approach. Flood Risk Standing Advice can 
be found here: 

https://www.gov.uk/flood-risk-assessment-local-planning-authorities  

Table A defines three possible approaches to account for flood risk impacts due to climate change in new 
development proposals: 

1. Basic - Developer can add an allowance to the 'design flood' (i.e. 1% annual probability) peak levels to 
account for potential climate change impacts. The allowance should be derived and agreed locally by 
Environment Agency teams. 

2. Intermediate - Developer can use existing modelled flood and flow data to construct a stage-discharge 
rating curve, which can be used to interpolate a flood level based on the required peak flow allowance 
to apply to the ‘design flood’ flow. 

3. Detailed - Perform detailed hydraulic modelling, through either re-running Environment Agency 
hydraulic models (if available) or construction of a new model by the developer.  

https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances
https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances
http://planningguidance.communities.gov.uk/
https://www.gov.uk/flood-risk-assessment-local-planning-authorities
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Table A – Indicative guide to assessment approach 
Vulnerability 
classification 

 Flood zone Assessment by development type 
Minor  Small-Major  Large-Major  

Essential 
infrastructure 

Zone 2 Detailed 

Zone 3a Detailed 

Zone 3b Detailed 

Highly vulnerable Zone 2 Intermediate/Basic Intermediate/Basic Detailed 

Zone 3a Not appropriate development 

Zone 3b Not appropriate development 

More vulnerable Zone 2 Basic Basic Intermediate/Basic 

Zone 3a Basic Detailed Detailed 

Zone 3b Not appropriate development 

Less vulnerable Zone 2 Basic Basic Intermediate/Basic 

Zone 3a Basic Basic Detailed 

Zone 3b Not appropriate development 

Water compatible Zone 2 None 

Zone 3a Intermediate/Basic 

Zone 3b Detailed 

 
Definitions of terms in Table A 
Minor 
1-9 dwellings/less than 0.5 ha; office/light industrial under 1ha; general industrial under 1 ha; retail under 1 
ha; travelling community site between 0 and 9 pitches. 

Small-Major  
10 to 30 dwellings; office/light industrial 1ha to 5ha; general industrial 1ha to 5ha; retail over 1ha to 5ha; 
travelling community site over 10 to 30 pitches. 

Large-Major 
30+ dwellings; office; light industrial 5ha+; general industrial 5ha+; retail 5ha+; gypsy/traveller site over 30+ 
pitches; any other development that creates a non-residential building or development over 1000 sqm. 

Further info on vulnerability classifications: 
http://planningguidance.communities.gov.uk/blog/guidance/flood-risk-and-coastal-change/flood-zone-and-
flood-risk-tables/table-2-flood-risk-vulnerability-classification/ 

Further info on flood zones: 
http://planningguidance.communities.gov.uk/blog/guidance/flood-risk-and-coastal-change/flood-zone-and-
flood-risk-tables/table-2-flood-risk-vulnerability-classification/ 

Specific local considerations 
Where the Environment Agency and the applicant or their consultant has agreed that a basic level of 
assessment is appropriate, the figures in Table B below can be used as an allowance for potential climate 
change impacts on peak design (i.e. 1% annual probability) fluvial flood level rather than undertaking 
detailed modelling. 
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Table B – Local allowances for potential climate change impacts 
Watercourse Central Higher central Upper 
Thames 500mm 700mm 1000mm 

Use of these allowances will only be accepted after discussion with the Environment Agency. 

Fluvial food risk mitigation 
Please use the national guidance to find out which allowances to use to assess the impact of climate 
change on flood risk. 

For planning consultations where we are a statutory consultee and our Flood Risk Standing Advice does 
not apply, we use the following benchmarks to inform flood risk mitigation for different vulnerability 
classifications.  

These benchmarks are a guide only. We strongly recommend you contact us at the pre-planning 
application stage to confirm this on a case-by-case basis. Please note you may be charged for pre-
planning advice.  
For planning consultations where we are not a statutory consultee or where our Flood Risk Standing 
Advice does apply, we recommend local planning authorities and developers use these benchmarks but 
we do not expect to be consulted. 
Essential Infrastructure  
For these developments, our benchmark for flood risk mitigation is for it to be designed to the upper end 
climate change allowance for the epoch that most closely represents the lifetime of the development, 
including decommissioning. 

Highly Vulnerable  
For these developments in flood zone 2, the higher central climate change allowance is our minimum 
benchmark for flood risk mitigation. In sensitive locations it may be necessary to use the upper end 
allowance. 

More Vulnerable  
For these developments in flood zone 2, the central climate change allowance is our minimum benchmark 
for flood risk mitigation. In flood zone 3 the higher central climate change allowance is our minimum 
benchmark for flood risk mitigation. In sensitive locations it may be necessary to use the higher central (in 
flood zone 2) and the upper end allowance (in flood zone 3). 

Water Compatible or Less Vulnerable  
For these developments, the central climate change allowance for the epoch that most closely represents 
the lifetime of the development is our minimum benchmark for flood risk mitigation. In sensitive locations it 
may be necessary to use the higher central to inform built in resilience, particularly in flood zone 3. 

Further info on our Flood Risk Standing Advice: 
https://www.gov.uk/guidance/flood-risk-assessment-local-planning-authorities 

There may be circumstances where local evidence supports the use of other data or allowances. 
Where you think this is the case we may want to check this data and how you propose to use it. 

For more information 
Please contact our Thames area Customers and Engagement team: 

Enquiries_THM@environment-agency.gov.uk 
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