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Royal Elm Park (32690) 

Planning Reference: Application 160199 

 

Following the Topic Meeting held on Tuesday 25th October 2022, Reading Borough Council set out that the required 

pre-commencement conditions would only need to be discharged based on implementing the single pile. BWnS 

conducted an initial review and submitted a Non-Material Amendment application on 20th December 2022. Upon 

further review based upon liaison with the Case Officer we propose a further Non-Material Amendment application in 

relation to the following conditions in in Table 1. 

Table 1: Conditions for Non-Material Amendment application(s). Draft proposed amendment text additions are 
underlined (excluding ‘Contamination (including ground gas)’ in Condition 3 as this is already included in the wording) 

Conditions for NMA  
3 No development of any phase or part of phase shall take place until an assessment of the nature 

and extent of contamination (including ground gas) has been submitted to and approved in 
writing by the Local Planning Authority. This assessment must be undertaken by a competent person, 

in accordance with relevant guidance and British Standards and shall assess any contamination on 

the site, whether or not it originates on the site. Moreover, it must include: 
(i) a survey of the extent, scale and nature of contamination; 

(ii) an assessment of the potential risks to: 
• human health, 

• property (existing or proposed) including buildings, crops, livestock, pets, woodland 

and service lines and pipes, 
• adjoining land, 

• surface waters, 
• ecological systems, 

• archaeological sites and ancient monuments; 
7 a) Ground Gas 

Prior to implementation of any phase or part of phase of the development a management plan 

shall be submitted to and approved in writing by the Local Planning Authority setting out the: 
• Frequency and type of monitoring of ground gases to be undertaken to include on and off site gas 

migration; 

• Frequency and method of reporting the results; 
• What remedial actions will be taken in the event of results or readings showing a worsening of 

earlier readings. 
 

The monitoring, reporting and consequent management of ground gas shall be undertaken in 
accordance with the approved plan, prior to, during and post construction and until the waste is 

unlikely to present a hazard to human health, i.e. when monitoring demonstrates that the site 

Characterisation CS2 has been reached (demonstrated by the results of a minimum of 24 datasets 
over two consecutive years at this level). 

 
b) Gas Mitigation Measures 
Prior to construction of any phase or part of phase a management plan shall be submitted to and 

approved in writing by the Local Planning Authority. This will set out the: 
• Proposed gas mitigation measures for the buildings; 

• Type and frequency of monitoring and recording of gas levels within buildings; 
• Operations and maintenance procedures, including the method of reporting 

(including incidents), replacement of mitigation measures, detection systems and the corrective 

actions which would be implemented in the case of the failure of the identified mitigation measures. 
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The monitoring, reporting and management shall be undertaken in accordance with the approved 
plan. 

Should detailed design of each phase of the development require changes to the approved 
management plan then an amended plan shall be submitted to and approved in writing by the Local 

Planning Authority, prior to the occupation of a phase. 

 
c) Management Company 
(i) Prior to construction of any phase or part of phase details of the company, including their level 
and type of experience, who will be employed to undertake the monitoring, reporting, management 

and maintenance requirements in accordance with the plan approved under 7a, shall be submitted 
to and approved in writing by the Local Planning 

Authority. 

(ii) Prior to the occupation of the first phase, details of the site wide management company, including 
their level and type of experience, who will have overarching responsibility for the management of 

the site, including management of the company employed prior to construction as under 7c) (i) 
above, and who will undertake the ongoing monitoring, reporting, management and maintenance 

requirements in accordance with the plans approved under 7a and 7b above, shall be submitted to 

and approved in writing by the Local Planning Authority. 
 

Any subsequent changes of the Management Company shall be submitted to and 
approved in writing by the Local Planning Authority, one month prior to the change. 

70 No development of any phase or part of a phase shall take place until a monitoring plan to protect 

groundwater quality in the two aquifers below the site has been submitted to and approved in writing 
by the Local Planning Authority. 

a) In order to protect the aquifers under this site, during all phases of the development, groundwater 
monitoring should be carried out as detailed below:- 

(i) Prior to Construction - Carry-out 3 sets of groundwater monitoring of the River Terrace Gravels 

and plus 2 No. Chalk boreholes at monthly intervals, the last set being at least two months prior to 
any excavation. 

(ii) During Ongoing Construction of any phase or part of phase - Carry out monthly groundwater 
monitoring of 4 River Terrace Gravels boreholes close to each phase of construction from the start 

of excavation and continue until the site surface is resealed by reinstatement of gas resistant 

membrane 
and capping layer and placement of the ground floor slab (defined as the end of the construction 

phase); plus 2 No. Chalk boreholes. 
(iii) Post construction – Monthly monitoring from 4 River Terrace Gravel boreholes for 6 months 

(these 4 boreholes will change depending on the phasing of the development) and monthly 
monitoring from 2 No Chalk boreholes for a period of 12 months post 

completion of the ground slabs. 

b) If results of monitoring of the site show a deterioration in groundwater quality above pre-agreed 
trigger levels (agreed with the Environment Agency) during construction (piling) or post construction 

(for each of the six phases of the development) this should then trigger the Action Plan in Table 7 - 
item 11.2.5 of the Environmental Strategy Revision C , dated 7th December 2017. In the event that 

a significant offsite pollution plume is identified, then hydraulic containment will be required for the 

impacted aquifer and the monitoring plan should be extended. 
71   No development of any phase or part of phase shall take place until details of proposed trigger 

values for groundwater monitoring within the underlying aquifers are submitted to and approved in 
writing by the Local Planning Authority. Each groundwater monitoring well will require an individual 

trigger value for specific determinants to be agreed. The methodology for calculating the trigger 

values is detailed in Appendix D of the Environmental Strategy, Revision C dated 7th December 
2017. The time frame for submission of these proposed trigger values should be three months prior 

to commencement of construction. 
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72 No development of any phase or part of phase shall take place until the Action Plan (item 11.2.5 
of the Environmental Strategy Revision C, dated 7th December 2017) is submitted to and approved 

in writing by the Local Planning Authority that details the protocol to be used in the event of 
deterioration in the quality of the groundwater in the aquifers above trigger levels. The Action Plan 

shall be implemented in accordance with the approved details. 
73 Prior to development of any phase or part of phase taking place the Environment Agency need 

to be satisfied that the groundwater dewatering system installed on this site is operational and fit 

for purpose. The Environment Agency will need to visually inspect the groundwater dewatering 
system prior to any development taking place on this site. The onsite inspection of the groundwater 

dewatering system shall be approved in writing by the Local Planning Authority. 
80 Prior to the commencement of development of any phase or part of a phase excluding first pile 

foundation of phase 1, detailed surface water drainage proposals, which align with the general 

strategic approach identified in Condition 79 above, shall be submitted to and approved in 

writing by the Local Planning Authority. The scheme shall subsequently be implemented in 
accordance with the approved details. The detailed surface water drainage proposals shall cover: 

1. A comparison of existing and proposed impervious areas for the entire development site; 
2. A comparison of existing, greenfield and proposed runoff rates and volumes for the 1 year, 30 

year and 100 year plus climate change storms; 
3. Demonstration of the use of green roofs or a substantiated justification of why they have not 

been adopted; 

4. Demonstration of the use of (vegetated) rills and urban bio- retention features or a justification 
of why they have not been adopted; and 

5. Full construction drawings of the proposed surface water drainage systems. 
 

 


