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otten timber on frame

[Timber has rot on the stiles at the
bottom of the window (right)

W1

Crack in Mortar above window
Staining on the wall around the hopper
for downpipe

Internal staining from water ingress
Rotten window cill

/Rotten timber on frame

/Meeting bar requires repair

Timber has rot on the stiles at the
bottom of the window (left)

W5 rack in glazing by Vent

e Rotten window cill

Timber has rot on the stiles at the
bottom of the window (left and right)

W2

Rotten window cill

/onen timber on frame

/Meeting bar requires repair

Vents in the glazing to be
/ replaced (see specification)

W6

Rotten window cill

We St E I evati O n Visible Defects from Ground Level

.

Timber on the left has
cracked

\Rotten timber on frame

Timber has rot on the stiles at the
bottom of the window (left and right)

W3

Rotten window cill

W4

/\Aeeting bar requires repair

e Rotten window cill with old resin repair

e Internal staining from water ingress

/onen timber on frame

/\Aeeting bar requires repair

Timber has rot on the stiles at the

bottom of the window (left)

W7

Rotten window cill

5

W8

e  Rotten window cill
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DO NOT SCALE FOR CONSTRUCTION PURPOSES.

ALL DIMENSIONS TO BE CHECKED & VERIFIED

ON SITE PRIOR TO CONSTRUCTION

GENERAL:

A. On the meeting bars some

of the braces appear to be rotten.
To what extent we are unsure until
a key test is arranged.

B. All Sash Guides have paint
flaking on both side on ALL windows
All windows to be prepared for
redecoration.

C. Many of the glazing bars -
Horizontial and Vertical need
replacement. The extent

will be known once windows have
assessed off site in workshop.

D. Beading on both side of ALL
windows require replacement.

E. An issue on the majority of the
windows is that the paint and timber
have been damaged from the
constant opening of the sash windows.

F. Check windows for cracks.
The glass in windows is to be
preserved where possible in the
restoration.

G. All top sash windows are to be
fixed shut.

H. All windows to be removed in an
arranged phased programme.

|. Temporary windows to be fitted.

J. All sash cords to be replaced.
See R&D survey for Asbestos.

K. Schedule of Repairs to be
completed before work commences.
L. See R&D and Lead Survey
Reports.

M. All Vents to be replaced with New,
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