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[Planting Schedule] Om  5m  10m 20m

Trees H:_

NOTES:

Based upon the Ordnance Survey map with permission of The Controller of Her Majesty's Stationery
Office, © Crown Copyright.

Aspect Landscape Planning Ltd, West Court, Hardwick Business Park, Noral Way, Banbury OX16 2AF.
Licence 100045345

Proposed Multistem Trees
Shrubs P

Number | Abbreviation|Species

Number | Abbreviation|Species Specification Girth Height

2- ACECAM | Acer campestre Heavy Standard :Clear Stem min. 200 :RB 12-14cm|3.5-4.0m Copyright reserved

6 - AcSt Acer campestre 'Streetwise' Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m

1- BET PUB  |Betula pubescens Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m

4- BET PUB  |Betula pubescens Advanced Nursery Stock: Multistem 3 stems :Clear Stem min. 150 :C 3.5-4.0m

3- BETDALA |Betula pendula 'Dalecarlica’ Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m KEY:

3- CARBETF |Carpinus betulus 'Fastigiata' Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m

4 - CARBETLU |Carpinus betulus 'Lucas’ Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m E Site Boundary

4- GLESUNA |Gleditsia triacanthos 'Sunburst'  |Advanced Nursery Stock :Clear Stem min. 200 :RB 14-16cm|3.5-4.0m

1- LIQST Liquidambar styraciflua Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m ‘g

2- MAGGR Magnolia grandiflora Heavy Standard :Clear Stem min. 200 :RB 12-14cm|3.5-4.0m Existing Trees

6 - MAGKO Magnolia kobus Heavy Standard :Clear Stem min. 200 :RB 12-14cm|3.5-4.0m ] o

3- MAGST Magnolia stellata 3 Stems :3/5 brks 150-175cm 7777 Existing Shrubs

5- MALSY Malus sylvestris Heavy Standard :Clear Stem min. 200 :RB 12-14cm|3.5-4.0m

2- MALTRI Malus triobata Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m Proposed Trees

3- Sal‘ SOl'bUS aria Heavy Standard :Clear Stem min. 200 :RB 12-14cm|3.5-4.0m (to be positioned 2m from h|ghway
2- SORAUCR |Sorbus aucuparia 'Cardinal Royal'|Advanced Nursery Stock :Clear Stem min. 200 :RB 16-18cm|4.0-4.5m boundary and 1m from kerb edge)
Total :51 - m

Specification Height Pot Size|Density

| | Proposed Native Hedge

2- AMELAM |Amelanchier lamarckii Multistem 3 stems :3/5 brks :C 175-200cm|15-20L |Counted : .

10-  |BUXSER  |Buxus sempervirens 'Rotundifolia'  |Bushy: Clipped box cone :3/6 brks|100-125cm|15-20L |Counted (Ganed and Rabbit guards added with 50mm bark mulch)
8- BUXSER Buxus sempervirens 'Rotundifolia’ Bushy: Clipped box ball :3/6 brks |40-60cm |10L Counted Proposed Ornamental Hedge

43 - CAP Choisya 'Aztec Pearl' Bushy :6/7 brks 60-80cm  |10L 3/m? ] P 9

(Initially clipped to 0.5m high and subsequently

34 - CORSAMF |Cornus sanguinea 'Midwinter Fire maintained at 0.6m high, offset 0.5m from back

Branched :7/8 brks 60-80cm |10L 3/m?

185- |EfEnG Euonymus fortunei 'Emerald 'n' Gold' |Bushy :3/4 brks 30-40cm  [10L 3/m? f hiah bound ith 2 0.5m bark mulch

5- FATJAVA |Fatsia japonica '"Variegata' Branched :4/6 brks 100-125¢cm|15L Counted orhighway boundary with a 8.om bark mulc

203- |LaH Lavandula angustifolia 'Hidcote' Bushy :3/4 brks 30-40cm  [10L 4/m? strip)

2- P'YW Phormium "Yellow Wave' 15 leaves :C 80-100cm [10L Counted

17-  |PHOJE _ |Phormium ‘Jester 15 leaves :C 80-100cm |[10L |Counted K (& Proposed Feature Shrub

10 - PITTELI Pittosporum tenuifolium 'Limelight'  |Bushy :5/6 brks 30-40cm  |10L 3/m?

63- |PITTETT _|Pittosporum tenuifolium ‘Tom Thumb'|Bushy :3/4 brks 30-40cm |10 |4/m? Proposed Climbers

61 - ROSOF Rosmarinus officinalis Bushy :3/4 brks 30-40cm  |10L 4/m? (Fixed onto pressure-treated golden brown timber
75 - SjRu Skimmia japonica 'Rubella’ Bushy :5/6 brks 30-40cm |10L 3/m? fan trellis - Dimensions: H1055 x W614mm.

Supplier and Product Code: Grange; HDFANM4)

Number | Abbreviation| Species Specification|Pot Size |Density
12 - E pu'M Echinacea purpurea 'Magnus' 5-7.5L |No.
72 - Vb Verbena bonariensis 5L No.

Proposed Ornamental Shrubs
(50mm Bark mulch to be included around planting)

Proposed Bulb Planting

(Scattered Randomly where to be planted)

Number | Abbreviation|Species
25 - DRY MAS |Dryopteris filix-mas

Specification|Pot Size|Density
5-7.5L |4/m?

Proposed Premium Grade Turf

(150mm min gravel strip with timber edge to be installed along building edge)
Rolawn Medallion Turf Rolls or Similar to plot frontages

Number | Abbreviation|Species Specification|Pot Size|Density

72
[ 1 Proposed Root Barrier
L]

209- |ALLGLO Allium 'Globemaster' 12/m?

43 - CROCHBP |Crocus chrysanthus 'Blue Pear!' 10 cm 20/m? (ReRoot 1000 or equivalent)

43 - CROCHCB |Crocus chrysanthus 'Cream Beauty'|10 cm 20/m?

43 - CROTORG |Crocus tommasinianus 'Ruby Giant'|10 cm 20/m? . .

57- |GALRI Galanthus nivalis 10 cm 20/m? 450mm HighTimber Square Bollard
29 - NARJU Narcissus juncifolius 10 cm 20/m? B?('I 7 Domed-Square Bollard

71 - NARPSE |Narcissus pseudonarcissus 10 cm 20/m? Size:200x750mm

Climbers| Supplier: Broxap

Number |Abbreviation|Species Specification Height Pot Size Small 30mm Decorative Gravel

9- CLEMOR |Clematis montana rubens|Several Shoots :3/5 brks: Fixed onto fan trellis |[100-150cm|5-7.5L . .

Total 9 - overlaid over geotextile membrane

(Gravel to be agreed with Bellway before
Instillation and include a timber edge)

Euonymus Hedge|
Number | Abbreviation|Species
93 - EUOJAMI

Specification Height |Pot Size Density
Euonymus japonicus 'Microphyllus' Bushy :4/6 brks :Clipped level at 0.3m high|30-40cm|10L 5/m

Proposed Curved Bench
Helston Curved Bench
Supplier: Broxap

I
Lk

Hornbeam Hedge|

Number | Abbreviation|Species Specification Height |Pot Size Density Finish: Treated Softwood timber
101- |CARBET  |Carpinus betulus|Bushy :3/4 brks :Clipped level at 0.5m high: BR: Double staggered row |60-80cm 5/m Size/: .L2000mm W450mm H450mm
Prunus lusitanica hedge] Root Fixed L<'angth 300mm
Number Abbreviation|Species Specification Height |Pot Size Density Frame finish;' Powder Coated Ral 7016
552 - PRULUM  |Prunus lusitanica 'Myrtifolia'| Bushy :4/6 brks :Clipped level at 0.5m high|60-80cm|10L 4/m Ref: BX14 4523/BC
Total :552 - )
B== | Proposed Riga Seat
Sweet Box Hedge| Supplier: Street Furniture Direct
Number Abbreviation|Species Specification  |Height |Pot Size|Density Finish:Hardwood
711 - SARCO Sarcococca confusa|Bushy :3/6 brks|40-60cm|5L 4/m Size/: L2000mm W400mm H441mm
Total :711 - Frame finish;Steel frame powder-coated black
Medium Mix 3 Product Code: SFD216-1
Number Abbreviation|Species Specification  |Height |Pot Size Density|% Artro Block Pavin
96 - EfEnG Euonymus fortunei 'Emerald 'n' Gold' Bushy :3/4 brks|30-40cm|10L 3/m?  125% L ted POS fg toath
96 - HEBRA  |Hebe rakaiensis Bushy :3/4 brks|30-40cm|5L 3Im?  [25% ocated on ootpaths
96 - LAVANAL |Lavandula angustifolia 'Alba’ Bushy :3/4 brks|30-40cm|5L 3Im?  |25% Autumn and Carbon or similar approved.
96 - SKIJARU  |Skimmia japonica 'Rubella’ Bushy :3/4 brks|30-40cm|10L 3/m?  [25% .
Total :384 - P . : E Standard Bow Top Railing

Galvanized Steel
Black Powder Coated

Native Hedge Mix|

Number Abbreviation|Species Specification Height |Density|% . .

47 - Ac Acer campestre BR :Double staggered row|60-80cm|5/m 10% Size:1200mm high

47 - Cav Corylus avellana BR :Double staggered row|60-80cm|5/m 10% . )

233 - Cmo Crataegus monogyna BR :Double staggered row|60-80cm|5/m  |50% Potential Public Arts Feature

24 - LIGVU Ligustrum vulgare BR :Double staggered row|60-80cm|5/m 5%

47 - PRUSP Prunus spinosa BR :Double staggered row|60-80cm|5/m 10% i

47 - VIBLA Viburnum lantana BR :Double staggered row|60-80cm|5/m 10% E gaﬁed Eiedls dai 500 H
24 - VIBOP Viburnum opulus BR :Double staggered row|60-80cm|5/m 5% orten steel edging max mm
Total :469 - o @ | 1200mm Lighting Bollard to POS

Ornamental Herbaceous Mix 2| Stratton Single llluminated Timber Bollard

Number Abbreviation|Species Specification Height |Pot Size Density Size:140x140mm
50 - EUOFOECU Euonymus fortunei 'Emerald Cushion' Bushy :3/4 brks :C|30-40cm|5L 3/m? Supplier: Street Furniture Direct
22 - GEROXATJ |Geranium oxonianum 'A T Johnson' |Full Pot 3L 3/m? Product Code: SFD-WL002
50 - HEBRA Hebe rakaiensis Bushy :3/4 brks :C|30-40cm 5L 3/m? :
42 - HEUFI Heuchera 'Firebird' Full Pot 3L 3/m? @ :
42- SALNELU _|Salvia nemorosa 'Lubecca’ Full Pot 3L 3/m? Proposed Bin
Total :206 - Greengate Litter Bin
[ i Powder Coated Steel and Timber Slates
arge IIX A :
Number Abbreviation |Species Specification Height |Pot Size|Density|% Size:1000mm high
_ i . . _ 2 0 .
31 CHOTE Choisya te(nata' _ : Bushy :5/7 brks :C 30-40cm|10L 3/m2 200/0 Amenity Turf | Proposed Underground Rooting Crates
39 - EUOJAAURM|Euonymus jap. 'Aureomarginatus Bushy :5/7 brks :C|30-40cm|10L 3/m 25% Rolawn Medallion Turf or Similar
31- PITTEVA Pittosporum tenuifolium 'Variegatum' Bushy :5/7 brks :C|30-40cm|10L 3Im*  120% PLANTING NOTES .
31 - PRULAOL Prunus laurocerasus 'Otto Luyken' Bushy :5/7 brks :C|30-40cm|10L 3/m? 20% . . A|||I pllantts totbg sIL:p;:)Iieg in accc(;rdance mtg;ﬁigs'l;ﬁcl\l_lsg%nsaggazt Spfch':ific?tior}‘ arﬁ frc:iT a HTC;jAé:etrti;ilgdhpurT_eryaAll pIar:Dtls a{\c'i gereis Ito”be ;:jlalﬂtedciinBaScscg;(;ance with BS3936 and BS8545. Delivery and handling of E Tree SpeC|eS
24 - ROSOF Rosmarinus officinalis Bushy :5/7 brks :C|30-40cm|10L 3Im>  115% Wildflower Grass Mix | Planting it and Tromeh Preparation. ode of Practice for Handiing and Establishing Landscape Flants Parts |, Il and lll an -
Total :156 - Emorsgate EM2 Standard General Purpose Meadow Tree pits in soft landscape to be excavated to Tmx1mx1m depth prior to topsoiling and all shrub planting areas excavated to 450mm depth. All proposed hedge planting trenches to be excavated to 600mm
Mixture. Sown at 40kg/ha depth.Unless otherwise specified, all tree pits sizes within hard landscape areas are subject to soil volume requirements base on specific tree species , backfilled with compacted Urban Tree Soil.
Large Mix 2 The preparation of planting pits, bed or trenches shall comply with the appropriate British Standards, namely BS4043, BS4428, BS5837 and BS8545.
Number Abbreviation Species Specification Height Pot Size Density % Exca:atioqlof planti;g(;)itts, bel?ts 01; trgg%r;%szsgall notltake place wzenptﬂet grou'r|1ddis frozetn (tJ)r therlogf;gedksuchdtha:)glarTage n::y o;gurto(}he st:ucturz of thet;oil.dAI:)gxi:v?ted aretaifto be 'tt):ct:rljfilledt V\Slth :ithert si;e
- CHOSUNA_Choisya ternala Sundance: Bushy 5/7 brks :C30-40cm 10L__[3/m? _|25% plants, The Gonractor shallbreak up and culfivate ot the base of th renches or planting pits. The sides of th trenches or planting pits shal b oosened with a fork o other smilar implement. Al stones and he fke
- ornus alba €ganussima ushy : rKs . -4Ucm m o . : i H H H [P over 75mm in any dimension, deleterious matter, weeds and weed roots brought to the surface by any cultivation or excavation shall be removed off site. The Contractor shall remove off site the excavated subsoilffill
11 - EUOBRAA Euonymus japonicus 'Bravo' Bushy ‘5/7 brks :C|30-40cm|10L 3/m?2 25% NB SpGCleS Wlthm plantmg mixes tO be planted In groups or 3! 5! and 7 sin material when preparing planting pits. The imported topsoil should make up any deficiencies caused by the removal of the subsoil/fill material. Trenches and pits shall have the topsoil and any subsoil/fill material
- i idii : : - 2 9 random positions ensuring that contrasting blocks are provided. thoroughly broken up and mixed prior to backfilling.
N All trees shall be supplied root balled, unless otherwise stated. Root balled trees shall be well grown, healthy and with a compact, contained rootball. They shall be nursery grown and have been regularly watered.
]r1t - Vd Viburnum davidii Bushy :5/7 brks :C|30-40cm|10L 3Im>  |25% p g g p N . | o low
otal . - Prior to planting, all plant material shall be stored and sorted at in accordance with best practice. C | 060123 p ateF}{aitl?ntg teo ?:t(e)ssf : ggct!an comments PC ICwW
: All frontage hedges to be positioned 0.5m back of highway Planting , , B , , o _ i , i o B |05.01.23 POS has been redesigned PC |CW
Ornamental MIX‘ . . All plants shall be planted in a random fashion avoiding formal regimented lines at densities indicated in the schedule, unless otherwise specified. Unless otherwise specified, all hedgerows shall be planted in single A |22.12.22 Updated to the lates layout PC PC
Number Abbreviation|Species Specification Height |Pot Size|Density| % boundary with a 0.5m bark mulch to the front. Tree plantlng to be rows and hedgerow mixes shall be planted in groups of 7, 9 & 13s at densities indicated on the schedule. Ornamental shrub planting mixes shall be planted in groups of 5, 7 & 11s and native shrub planting mixes shall REV| DATE NOTE Drawn|Chk'd
14 - CAROSE Carex oshimensis ‘Evergold' Full Pot :C 20-30cm 10L 3/m2 25% |Ocated minimum 1 m from kerb edge and 2m from hlghway boundary be pladnted in gtftép;s‘;;%.;;i 1‘_5rs, Wit.hfa cane and Trqte(jctive sdpiral g.uatr: irl1cludded to all native ple;ntti.ng. The selection, procurement, handling, storage and planting operations of all proposed trees shall be in
B - . 2 259 . accordance wi . : - Trees: from nursery to independence in the landscape, recommendations. . . ' ' '
14 FESGL Festuca glauca - Full Pot :C 20-30cm 10L 3/m ° Where pOSS|b|e, Planting and associated operations shall comply with BS4043, BS4428, BS5837 and BS8545. Unless otherwise stated planting shall be carried out during the period of 1 Nov to 31 March when the ground is not frozen
14 - HEBSU Hebe 'Sutherlandii' Bushy :3/4 brks :C |20-30cm|10L 3/m? 25% or water logged. If planting is required outside this period agreement shall be sought and all bare root plants shall be substituted with container grown stock.
14 - LaH Lavandula angustifolia 'Hidcote' Bushy ‘4/6 brks :C |20-30cm|10L 3/m? 25% . . . . . Provide Bamboo cane support and 'Treebio Biodegradeable Spiral Guards' (Green-tech Product code: 160PS1031-PRO) or similar to all native shrubs and hedgerows, young sapling trees, whips and feather planting,
Total :56 - 150mm min grave| strip with timber edge to be installed a|ong house ensuring that the main or terminal bud is protruding out above the top of the spirals. aSpeC
Mediom Mix i and lawn interface to frontage. 30mm decorative gravel to be agreed Watering
edium ix i i i i i All plants shall be watered in to field capacity immediately after planting and mulched with 50mm depth of medium grade crushed mulch. The Contractor shall water the trees, shrubs and hedges once planted so that
Number Abbreviation|Species Specification Height |Pot Size |Density|% with Bellway before installation and laid over geOteXtIIe membrane. the entire tree pit or planted area is moistened to field capacity, i.e. “the amount of water retained by previously saturated soil once full drainage has ceased". Watering to field capacity shall continue frequently and on TITLE

a regular basis as considered necessary by the landscape contractor and as necessary to ensure the successful establishment and continued thriving of all planting. Additional watering shall be undertaken during

89 - EUOFOEG |Euonymus fortunei 'Emerald Gaiety' Bushy :4/6 brks :C |20-30cm|10L 3Im*  125%

Medium Mix 2

specifed.
Root Barriers
Root barriers (ReRoot 1000 or equivalent) to be included adjacent to buildings and services where necessary. Landscape contractor shall check all planting operations comply with appropriate standards and that in the

site specific soil shrinkage and tree water demand in line with NHBC standards 2022 (Chapter 4.2 - Building Near Trees). Planting plans have been prepared for planning purposes and in the absence of fully detailed
ground investigations, geological or hydrological surveys and planting design or species choice may be subject to change - suitability should be confirmed on site by the landscape contractor. Detailed site specific soil
analysis and suitable site drainage should be checked by landscape contractor to ensure planting can be implemented in accordance with approved drawings prior to implementation.

_ . R 2 0, H H H H : : summer months and/or periods of drought. Post planting management and maintenance specifically for new tree planting shall include ongoing irrigation and formative pruning as outlined in BS8545. The period over H H H
89 FESGL Festuca glauca SN TIRTET, y Full POF :C 20 3qcm 10L 3/m2 250A) C“m_be.rs tO be tralned (_)nto tre.ated tlmber fan trellls' DlmenSIOnS (H 1 055 X W61 4mm) which regular irrigation required for transplanted trees is likely to be at least two full growing seasons to ensure successful establishment. As the root system develops the frequency of irrigation can be reduced. Dee Road F I re Statlon ] Read I ng
89 - LaH Lavandl_JIa angggtlfo[la Hidcote Bushy :4/6 brks :C |20-30cm|10L 3/m 25% or Similar to be propor“onal with proposed wall. Staking PI . Pl O .
89 - ROSOF Rosmarinus officinalis Bushy :4/6 brks :C |30-40cm 10L 3/m? 25% All trees within soft landscape areas to be double staked with cross bar and tied, using 1.5m long, 75mm diameter rounded tree stakes 75mm brace, rubber tie and spacer block. Stakes not to extend more than 650mm a ntl ng an verview
. - above ground level. All trees within hardstanding/highways visibility splays to be clear stem to 1.5m high unless otherwise specified. Trees within hardstanding / specific pits to be underground guyed unless otherwise
Total :356

CLIENT

Number Abbreviation Species SpeCiﬁcation Height Pot Size DenSity % absence of detailed surveys, any necessary underground investigations are undertaken to ensure there are no conflicts with existing or proposed utilities, services or foundations. Be I IWay H Omes Th a meS Va I Iey
78 - CAROSE  |Carex oshimensis 'Evergold' Full Pot :C 20-30cm 10L 3Im*  |25% PROTECTION OF EXISTING VEGETATION TO BE RETAINED
78 - EUOFOENG Euonymus fortunei 'Emerald 'n’ Gold' BUShy :4/6 brks :C_|20-30cm|10L 3/m* 25% Existing trees to be retained shall be protected in accordance with approved Arboricultural Impact Assessment, from commencement to completion of all works on site SCALE DATE DRAWN CHKD
78 - LAVANVE |Lavandula angustifolia 'Vera' Bushy :4/6 brks :C |20-30cm|10L 3m?  125% ’ ' 1:500@A1 JUL 2022 |PC CcwW
B [P A [} ' . . 2 0,
78 - SKIJARU Skimmia Japonica Rubella BUShy :4/6 brks :C_|30-40cm|10L 3/m 25% N.B. All planting proposals including tree planting have been developed in order to create a high quality environment and gain planning consent for the development. All tree species have been reviewed in line with
Total :312 - NHBC guidance (2022) and in the absence of any building foundation depths or detailed soil analysis information for the site. Where possible only low and moderate water demand species are proposed in close DRAWING NUMBER REVISION
proximity to new buildings. A number of varied cultivars of these species as well as ornamental species that have a smaller overall mature height (which are not currently assessed within NHBC guidance 2022) are 788 1 PP 5 0 D
proposed to provide variety in the scheme and engineer's should consider these locations & species. Where necessary new building foundation depths shall be designed to accommodate the approved tree species, " "
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