General Nofes (where applicablel

Main confractor fo ensure fthat all parfies
refer to drawing xxxx -xx -xxx for sfandard
construction notation. and ensure that all
maferials are 'fif for purpose prior fo order
All works. quanfifies and corresponding cosfs
to be approved by Project Manager and QS
prior fto order. applicafion, consfrucfion or
manufacture

All suppliers listed are indicafive aonly - Main
confractor fo seek compefifive guofes for all
elements on a 'like for like' basis. any
alternafive specificafions fo be presented to
Architect and Designer for approval prior fo
order

All structural companents fo be detailed by
Structural engineer fo ensure compliance with
currenf stfatufory and Building Regulafions
requirements prior fo manufacture

All site dimensions fo be confirmed by Main
confractor fo ofher parfies as necessary prior
to manufacture order or fabricafion

All specifications fo satisfy all statutory and
local requiremenfs. and be to fhe safisfaction
of Designer. It Is the nominafed supplier's
responsibility fo ensure that all specificafions
are fully compliant with all relevant applicable
British Standards. All works fo be carried out
In strict accordance with fthe "Building
Regulations as Presenft. Latest Amendments’
and to the safisfaction of the Bulding Surveyor
All wall and celling finishes fo public areas fo
achieve a minimum of Class | all escape
routes fo be (lass 0. and ‘small rooms

(Max 30m*) fto be C(lass 3. unless specified
ofherwise by nominated Fire Consultant. N.B
Suppliers fo be responsible for ensuring fhaf

any specialist finishes or materials comply

with fthe reguired rafing (and obfain wriffen
evidence of compliance fo be passed fo
Designer), OR to check and be respansible

for achieving any requirements In excess of
these sfandards

All specifications to be agreed with Designer
All acousfic works fto be confirmed by Acousftic
consultant - refer to separate consulfants
drawing where applicable and when required

All works fo be by Main confractor unless
ofherwise stated

Main confracfor fo liaise with Architect and
Oesigner over exact celling requirements and
inform all relevant parties of ceiling
consfruction to enable infegration of lights,
ducting efc prior fo starf on sife

Main confractor fo liaise with Archifect over
fire comparfmenfation requiremenfts and fire
barrier seffing-out Impact on finished cellings
to be assessed and any conflicts brought

to fhe affention of fhe Designer and Archifect
Any existing fire barriers fo be refained enfirely
and made good like for lke if disturbed during
ofher confracted works

All bespoke ifems fo be coordinated befween
manufacturer and Designer. Wherever paossible,
defails and finished samples fto be provided

to Uesigner for approval prior fo order

All cellings to be made good where necessary
unless otherwise specified. ready fao receive
finishes

All cellings to be suitably prepared by Main
confractor prior fo application e apply base
coafs, sitk finish efc Specialist painfer

to apply suitable glaze to final applications
where apprapriate

Samples of all paint finishes to be provided

by Main confractor for approval by Designer
prior fo application

All "wef areas’ such as bars, glass-wash's,
tollets eftc. etc. fo receive anti-fungicidal
quality finish

Any exposed strucfural steel elemenfs fo
receive Iintumescent paint finish. Infumescent
finishes fo be applied as per Building regulafions,
generally 60 minufes fire resistance

Main confracfor to ascertain reqguirements prior
to application of any finishes and liaise with
Architect and Designer prior fo sftart on sife and
confirm what type of specification chosen
Samples of all sfains and paint finishes fo be
provided by Main confractor for approval by
Designer prior to application

Main confracfor fo make sllowances for access
hafches where reqguired Locafions of all celling
access hafches fbc. All specialist sub-contractors
to forward proposed locations fto Designer as
soon as possible All confractors must confirm
all access requirements with Main contractor
prior fo construcfion of ceilings

All celling heights shown are fffl unless
ofherwise stated

Over sfaircases min 2000mm headroom from
pifch fo be achieved af a mimimum

All celling heights shown are indicative of
Design infentions only and are ‘ideal heights’
subject fo feasibility afforded by exisfing
ceilings and M&E installations - final heights
to be agreed with Oesigner and Architect in
due course

All false ceilings fo allow for ‘concealed M&E
insfallafions above - Main contracfor fo
highlight any pofenfial conflicts to Designer
prior to installation and agree revision. Layout
to be finalised subject to Mechanical layouf
from nominated confractor, read drawing In
conjunction with installer drawing ref: fbc

Any new roof void above suspended ceilings to
have automatic fire defecfion fiffings, all designed
and installed by nominated elecfrical confractor
all connected fo fire alarm system and certified
with certfificates supplied to Architect - Designer
Drawing fo be read in conjunction with
appropriate details and B(l's

Fire Sfraftegy and Bullding Regulafions drawings
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ANY DISCREPANCIES TO BE REPORTED TO THE SUPERVISING DESIGNER

ALL DIMENSIONS TO BE CHECKED ON SITE BEFORE ANY WORK COMMENCES




