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1:50PROPOSED GROUND FLOOR PLAN
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PROPOSED ALTERATIONS TO:

99 Chiltern Road
Caversham
Reading      RG4 5HS

For:  Mr & Mrs G. Harris

Contractor to provide all necessary temporary support and 
Personal Protective Equipment to ensure the safety of all 
personnel working at the site and to others at risk of being 
impacted by site activities. In particular when excavating 
foundations (whether services are present or not) and when 
lifting heavy loads (e.g new steel beams and pallets of 
materials). 

Contractor to check all dimensions on site before 
commencing work.

Any work carried out prior to the receipt of Planning and 
Building Regulations approvals is undertaken at the 
homeowner's risk and may be subject to alteration or 
removal, as requested by the Local Authority. 

Contractor to determine location of all services prior to 
starting work on site and the homeowner shall ensure the 
contractor is fully aware of any other risks associated 
with the site.

No internal or external finishes were removed in preparation 
of plans, therefore, Contractor to check accuracy and 
adequacy of existing structure and foundations to receive 
proposed works as shown upon commencement of any 
excavation or removal of existing finishes.

This set of drawings has been produced to seek Planning
and/or Building Regulation consent only (to determine whether
construction is permitted to start), and does not represent a 
detailed specification. It is expected the proposals are to be 
constructed using tried and tested methods and techniques 
by a suitably competent and experienced contractor who is 
knowledgeable of the construction details not included on 
these plans. The contractor will also employ appropriately 
qualified staff familiar with this type of work and the site-wide 
construction risks. All works are to be carried out in accordance 
with Building Regulations, and according to Regulation 7; in a 
workmanlike manner using materials complying to relevant 
British Standards, BBA Agrement Certificates, Product 
Certification of Schemes, manufacturer instructions, and 
show relevant CE markings.

97 x 47mm (C24) framing faced both sides 
with 12mm (10kg/m2 min) plasterboard. 
Min 100mm thick Rockwool Flexi Acoustic 
partition slab infill to provide sound insulation.
Studding at 450mm centres.

Extractor fan to be fitted to Kitchen to provide
60 litres/sec extraction rate. If a cooker hood,
capacity to be 30 litres/sec.

Extractor fan to be fitted to Utility
to provide 15 litres/sec
extraction rate.

Extractor fan to be fitted 
to WC to provide 
15 litres/sec 
extraction rate.

All sanitaryware to have min. 75mm deep seal traps.
All sanitary pipework and building drainage to comply 
generally with BS5572 & BS8301 and Building 
Regulations Approved Document H1.

Waste pipe sizes:-
Svp, stub stack: 110mm dia
W.C. & branches: 110mm dia. (fall 18 to 90mm 
per metre)
Basin (less than 1700mm run.) 
32mm dia. (fall 18 to 22mm per metre)
Kitchen sink & bath (basins & bidets with run 
exceeding 1700mm) up to 3m run: 40mm dia. 
(fall 18 to 90mm per metre)
Baths up to 3m run, kitchen sink and bath with run 
up to 4m: 50mm dia. (fall 18 to 90mm per metre)

All drains formed in 110mm dia. PVCu pipework 
(BS 4660 & BS5481) laid to min. 1:60 fall bedded 
in pea shingle to BS 882:1983 Table 4 or 
BS 8301:1985 Appendix D. All joints to be flexible.
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New structural steel connection details to be determined by 
the contractor's appointed steel fabricator/supplier
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Grade C30 concrete padstones
for all new steel beams
(440x215x100mm)
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pocket door unit

Triple flat roof joists bolted at 600 ctrs
on all sides supporting roof lantern

B

60

60

5000

3
7
4
2

2m x 1m roof lantern

2
4
0
0

BEAM A

B
E

A
M

 B
B

E
A

M
 C

2
7
0
0

HARRIS-0422-01

C
at

ni
c 

lin
te

l C
H

90
/1

00

Notwithstanding the representation on the drawings, the foundations are 
to meet the requirements of the Local Authority in all respects.

New pad foundation to be 1m2 to suitable subsoil, 1000mm deep (min) if in 
clay, but at least to level of existing adjacent buildings and invert level of 
all drains passing within 1m of new works. Contractor to ensure all 
necessary temporary support, edge guarding and Personal Protective 
Equipment is provided to ensure the safety of all people at risk from this 
activity. Depending upon subsoil conditions, the foundations may need to 
be in excess of 1m deep in accordance with NHBC practice note 4.2. 
Foundations may require additional structural design in accordance with 
recognised guidelines for building close to trees should shrinkable 
sub-soils be encountered.

COLUMN A:
178 x 102 x 19UB
with 10mm thick end plates bolted to underside of new steel beam(s) 
above, and to concrete pad foundation below.

COLUMN A

BEAM SCHEDULE

BEAM A:
203 x 203 x 46UC
with 10mm steel plate welded to top flange
to support full width of cavity wall above

BEAM B:
152 x 152 x 30UC
with 10mm steel plate welded to underside
to support outer bricks and door assembly

BEAM C:
203 x 203 x 46UC
with 10mm steel plate welded to top flange
to support full width of cavity wall above

BEAM D:
203 x 203 x 46UC
with 10mm steel plate welded to top flange to 
support full width of cavity wall above (if required)


