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Existing walls / partitions to be retained

Walls / partitions proposed  to be demolished

Proposed new walls / partitions

-  Obscured glazingOG
-  Soil vent pipeSVP
-  Rainwater pipeRWP
-  Foul water pipeFWP

Wall / partitions key: Key:

Facing brickwork wall to match boundary wall above

Existing vault opened up to provide daylight to
bedroom (final design TBC by Structural Engineer)

Create new window opening and
install slim steel frame Crittall window

Proposed new painted timber
entrance door in new structural
opening

Expose and refurbish existing lightwell grate.
Install slim steel framed Crittall window

Note: All existing lower ground floor
finishes/structure to be removed and
replaced with suitable insulated ground
bearing reinforced concrete floor slab with
damp proofing.

Extent of Building
Footprint above

Proposed new path of flow & return pipework
for centralised heating & hot water system in

external plant room ref: 18009-PL-03 &
18009-PL-18

Replacement slim steel framed Crittall
windows installed to replace existing

dilapidated windows

Proposed new window opening created via
re-use of removed 2nd floor window (S.02 or

S.03) surrounds. Install slim steel framed Cristtall
window

Flagstone paving in Living Room (indicated in
hatched area) to be lifted and reinstated

following installation of suitable floor slab and
damp proofing

Existing chimney breast modified to contain
hob

Replacement slim steel framed Crittal
windows installed to replace existing

dilapidated windows

Existing steps to be repaired to match existing

Painted timber door fitted to
existing opening

Mass concrete retaining wall back-fill

Proposed new pre-cast concrete steps
finished with sandstone paving slabs

and fitted with PPC steel railed
balustrade, colour: black. Final design

TBC with Local Authority

-  Radiator positionR
-  Tower rail positionTR

Hatch indicates proposed
tanking & dry-lining extent

New opening determined by
existing high level window
location

New
opening

New opening

06/06/22 Revised following RBC's comments IG CTWA
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