ROAD LIGHTING TO CLOUDED AREA. REFER
TO HIGHWAY CONSULTANT

XU1®

REF: XL1

$ XU1

LINEAR LED INTEGRATED INTO
HANDRAIL FOR AMBIENT LIGHTING.
REFER TO DETAIL:
SHRN-DPA-S2-77-DR-Y-0003

REF: XLM

SURFACE MOUNTED LINEAR LED LUMINAIRES MOUNTED VERTICALLY END TO END TO FULL
HEIGHT OF GLAZING ARTWORK FEATURE AT PODIUM LEVEL FOR BACK LIGHTING OF
ARTWORK. EXACT LUMINAIRE LOCATIONS TO BE COORDINATED WITH LIFT SHAFT
EQUIPMENT AND AGREED WITH LIFT ENGINEER, ARCHITECT AND LIGHTING CONSULTANT.

REF: XD3

MINIATURE DOWNLIGHT WITHIN LIFT
DOOR SOFIT.

REF: XL14
INGROUND LINEAR LUMINAIRE FOR
WASH OF LIGHT TO EXTERIOR LIFT
WALL.

REF: XL8
LINEAR LED GRAZER FOR ACCENT
LIGHTING TO VERTICAL PLANTING
REFER TO DETAIL:
SHRN-DPA-S2-77-DR-Y-0005

ALLOWANCE FOR PHOTOCELL TO BE CONNECTED
TO LIGHTING CONTROL SYSTEM TO MONITOR
AMBIENT DAYLIGHT LEVELS.

INDICATIVE LOCATION OF PHOTOCELL,

FINAL,LOCATION TO BE AGREED WITH ARCHITECT.

REF: XU1

GROUND RECESSED UPLIGHT FOR ACCENT
LIGHTING TO TREES.

REFER TO DETAIL:
SHRN-DPA-S2-77-DR-Y-0001

REF: XP5
MULTIFUNCTIONAL TOTEMS TO PROVIDE
AMBIENT LIGHTING.

Tm IN HEIGHT, WHERE APPROPRIATE
TOTEMS TO INCLUDE CCTV CAMERAS,
TEMPORARY POWER FOR EVENTS TO
MEP/ SECURITY CONSULTANTS
REQUIREMENTS.

REF: XL10

ALLOWANCE FOR LIGHTING TO
HOARDING ARTWORK/ FEATURE.
DETAILS TBC. SUBJECT TO
HOARDING DESIGN/ ARTWORK
STRATEGY.

REF: XP5a

MULTIFUNCTIONAL TOTEMS TO PROVIDE

AMBIENT LIGHTING WITH BANNER. /

7m IN HEIGHT, WHERE APPROPRIATE /
TOTEMS T0 INCLUDE CCTV CAMERAS, |
TEMPORARY POWER FOR EVENTS TO j

MEP/ SECURITY CONSULTANTS

REQUIREMENTS. /

Xu2

A

REFER TO: 1003

v

LIGHTING NOTES:

(RO

Indicates lighting control area

Lot

D1

Indicates lighting control channel

Indicates luminaire type

Refer to appropriate dpa luminaire and
lighting control schedules for further details.

Scaled dimensions should not be taken
from this drawing. All dimensions to be
checked on-site.

Where appropriate refer to associated
lighting detail drawings for the exact
location of luminaires.

All equipment supplied by the installing
contractor shall comply with the relevant
EN, BS, CE & IEC regulations, and be
capable of installation in accordance with
the current edition of the IEE wiring
regulations. All equipment shall comply
with all other statutory and local authority
requirements.

Installing Contractor to ensure that all
transformers and control gear are
compatible with the lighting control
system dimmers.

Final locations of lighting control plates,
manual sliders and dimmer racks to be
co-ordinated with Architect and M&E
consultant. Exact locations to be agreed
on-site and approved by client.

Emergency lighting system and signage
by others.
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