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TYPICAL DETAIL - STEPS TO REST SET 03
08

500

SECTION SCALE 1:25

300mm

RECONSTITUTED STONE FLAG PAVING UNITS TO STEP TREAD;

200MM X 380MM X 80MM; RECONSTITUTED STONE FLAG PAVING

UNITS; OATMEAL 40%; INDIAN 20%; REGULAR COURSE; SMOOTH

FINISH; MODAL BY MARSHALL'S OR EQUAL AND APPROVED; REFER

TO SPECIFICATION REFERENCE Q25/315A

PAVING TYPE 01; REFER TO LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100 &101 FOR DETAIL AND

SPECIFICATION (BUILD UP OVER DEEPER SLAB TBC WITH

ENGINEER'S)

400X400X50MM; TACTILE HAZARD WARNING PAVING

STANDARD CHARCOAL FINISH BY MARSHALLS OR SIMILAR

APPROVED

INTEGRATED CONTRASTING GRANITE STRIP BY

MARSHALL'S OR EQUAL AND APPROVED

RECONSTITUTED STONE FLAG PAVING UNITS TO STEP RISER;

200MM X 140MM X 80MM;  REGULAR COURSE; SMOOTH FINISH;

MODAL BY MARSHALL'S OR EQUAL AND APPROVED; REFER

TO SPECIFICATION REFERENCE Q25/315A

30MM MORTAR

CONCRETE STEP UNIT TO ENGINEER'S DETAIL AND

SPECIFICATION

45MM Ø GRADE 316 S/S DOUBLE SIDED HANDRAIL; WITH

INTEGRATED UNDERLIGHTING (REFER TO LIGHTING DESIGNERS

DRAWINGS)  SATIN BRUSHED FINISH FIXED TO MANUFACTURER'S

RECOMMENDATION AND TO ENGINEER'S APPROVAL

400X400X50MM; TACTILE HAZARD WARNING PAVING

STANDARD CHARCOAL FINISH BY MARSHALLS OR SIMILAR

APPROVED

PAVING TYPE 05; REFER TO LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100 &101 FOR DETAIL AND

SPECIFICATION
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TYPICAL DETAIL - STEPS TO REST SET 04
09

500

SECTION
SCALE 1:25

300mm

RECONSTITUTED STONE FLAG PAVING UNITS TO STEP TREAD;

200MM X 400MM X 80MM; RECONSTITUTED STONE FLAG PAVING

UNITS; OATMEAL 40%; INDIAN 20%; REGULAR COURSE; SMOOTH

FINISH; MODAL BY MARSHALL'S OR EQUAL AND APPROVED; REFER

TO SPECIFICATION REFERENCE Q25/315A

PAVING TYPE 01; REFER TO LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100 &101 FOR DETAIL AND

SPECIFICATION (BUILD UP OVER DEEPER SLAB TBC WITH

ENGINEER'S)

400X400X50MM; TACTILE HAZARD WARNING PAVING

STANDARD CHARCOAL FINISH BY MARSHALLS OR SIMILAR

APPROVED

INTEGRATED CONTRASTING GRANITE STRIP BY

MARSHALL'S OR EQUAL AND APPROVED

RECONSTITUTED STONE FLAG PAVING UNITS TO STEP RISER;

200MM X 130MM X 80MM;  REGULAR COURSE; SMOOTH FINISH;

MODAL BY MARSHALL'S OR EQUAL AND APPROVED; REFER

TO SPECIFICATION REFERENCE Q25/315A

30MM MORTAR

CONCRETE STEP UNIT TO ENGINEER'S DETAIL AND

SPECIFICATION

45MM Ø GRADE 316 S/S DOUBLE SIDED HANDRAIL; WITH

INTEGRATED UNDERLIGHTING (REFER TO LIGHTING DESIGNERS

DRAWINGS) SATIN BRUSHED FINISH FIXED TO MANUFACTURER'S

RECOMMENDATION AND TO ENGINEER'S APPROVAL

400X400X50MM; TACTILE HAZARD WARNING PAVING

STANDARD CHARCOAL FINISH BY MARSHALLS OR SIMILAR

APPROVED

PAVING TYPE 05; REFER TO LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100 &101 FOR DETAIL AND

SPECIFICATION
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This drawing should be considered along with the risk information
contained in the CDM Pre Construction Information. This information
will include details of the SIGNIFICANT risks which LDA Design has
identified which may arise from constructing their designs shown on
this drawing. A Competent Contractor should be aware of the typical
risks associated with doing this work.

DO NOT START YOUR WORK unless you know the Risks and
Controls relating to the work on this drawing (including SAFE
SEQUENCES OF WORK and EQUIPMENT).

Do not issue copies of parts of this drawing without the above Note
for Workers (unless you are sure that the Workers can undertake the
work safely).
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