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Unit B4, Worton Grange. 
Noise Impact Assessment – Desktop 
Assessment. 

1. Introduction. 

Drawing No PL003B (attached) indicates the current proposed layout for planning at the proposed MasterTech 

site located at Unit B4, Worton Grange, Reading. 

The development site, which is currently vacant, has approval for B8 use only, whereas the applicant seeks a 

change of use in order to enable flexible B2 and B8 use for the purposes of vehicle repair.  

Measurements undertaken by Hoare Lea at similar sized facilities indicate that noise from B2 units is normally 

limited to that of internal noise break-out, noise from HGV manoeuvres across the site, reversing alarms and 

external plant noise.  However, in this instance, there will be no HGV movements associated with 

delivery/despatch activities and all works will take place within the building.  On this basis, only noise break-out 

from the building will be assessed. 

The nearest dwellings to the development site lie to the east at a distance in excess of 470 metres.  Between 

the development site and the dwellings are additional industrial units on the Worton Grange site, the Whitley 

Wood Recreation Ground and the B3031 Basingstoke Road, a busy access road from the A327 in the north 

through to Junction 11 of the M4 in the south.   

These nearest residential dwellings lie on the far side of Basingstoke Road at a nearest distance of 15 metres 

from the nearest kerb.   

2. Site description and development proposals. 

The development site is located to the north of Worton Drive on the Worton Grange industrial park, 

approximately 3km south of Reading town centre. 

The existing Unit B4 industrial (1,000 sqm) adjoins units B1 to B3 and is accessed via Worton Drive to the 

south.  There is an access door on the western and northern elevations of the building with car parking around 

the perimeter of the building.  

It is proposed that the new occupier will be MasterTech, providing maintenance and diagnostic repairs on 

commercial vehicles from 3 tons to 44 tons. 

In order to conduct these works, machinery will be utilised within the unit consisting primarily of a column lift 

and an air compressor together with handtools.   

Normal operational hours will be between the hours of 7am to 6pm but there may at times be the requirement 

for 24/7 operation.  On this basis, the assessment will be based upon the more sensitive night time periods. 

3. Noise Break-out from the Warehouse Building. 

Noise break-out from the proposed units will be determined by the sound reduction provided by the building 

fabric and by the distance to the nearest affected dwellings located to the east on Basingstoke Road.   

The specific existing building construction is unknown although it is understood that the main building fabric is 

constructed from steel frame with an outer cladding. As a worst case, it is assumed that cladding will comprise 

composite thermal panels with a minimum manufacturer’s rated sound reduction of RW 27/mean 25dB(A). 

Measurement exercises carried out in several large motor industry manufacturing workshops indicate 

reasonably consistent levels in the range LAeq 75-77dB with an overall mean level of LAeq,1hr 76dB and highest 
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maximum levels in the range LAmax 90-95dB. These levels are quite loud and would require shouted 

conversation for communication between two individuals 1m apart.  

Although specific noise levels for either the lift or compressor by MasterTech have not yet been established, it 

is understood that operations at their existing facilities do not require the use of ear defenders.  This would 

imply that the noise level of these operations does not exceed a level of LAeq,T 80dB (equivalent to the Noise at 

Work First Action Level).  There will be no external works occurring at the development site. 

The assessment below has been based on the higher sound levels equivalent to the Noise at Work First Action 

Level.  On this basis, the break-out sound level just outside the building, from standard theory, would be 

approximately LAeq 49dB.   

For positions at a significant distance from the proposed building, there will be additional distance attenuation 

and an accepted method of determining noise breakout for a distant receptor is as follows: 

splext = splint – TL – 20logr + 10logs – 14dB      where r is the distance and s is wall area 

The predicted break-out sound levels are as follows: 

 Unit B4 

splint 80dB(A) 

-TL -25 

-20logr -53.4 (470m) 

+10logs +22.6 (184m2) 

constant -14 

splext dBA 10.2 

 

It is noted that the assessment is based on a high internal noise level typical of a noisy engineering workshop 

and, given the relatively small size of Unit B4, it is probable that true operational noise levels will be lower.  

Lower operational sound levels within the buildings will result in reduced impact upon the dwellings compared 

to the assessment above.  In addition, it is noted that much of the existing building is screened from view from 

the nearest dwellings by intervening industrial buildings which will provide further attenuation.  However, this 

additional screening or lower levels of internal noise have not been relied upon in the assessment. 

4. BS8233 Assessment. 

British Standard BS 8233:2014 provides guidance on acceptable sound levels in and around dwellings. It is 

considered that the new development would need to achieve the BS 8233 criteria for new dwellings. The 

Standard advises a night time internal noise level of LAeq 30dB.  It must be assumed that windows may be open 

for ventilation and BS 8233 advises that an open window provides a sound reduction of 15 dB. Other available 

measurement data together with Napier University report NAN R116:2013 indicates that mid-frequencies 

(500Hz-2kHz) will be reduced by a further 5dB for room effect. From this information, the allowable external 

level to achieve the BS 8233 internal requirement during the night would be LAeq 50dB.  

The highest calculated noise immission levels will be for noise break-out from the building which have been 

established above as LAeq 10dB at the nearest dwellings. The calculated levels are 40dB below the derived 

criterion above and would readily achieve the BS 8233 internal criterion with open windows. 

In the case of gardens during daytime, BS 8233 advises a preferred limit level of LAeq 50dB. All of the calculated 

noise levels for the development are below this level by a significant margin. 
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5. BS4142 Assessment. 

At present, a formal BS4142 assessment cannot be undertaken unless a site survey has been undertaken to 

determine background sound levels at the nearest dwellings.  However, given the calculated immission levels at 

the nearest dwellings, along with the likely traffic noise levels at the dwellings from Basingstoke Road, it is 

considered that noise from the proposed development will be significantly below background sound levels.  

This would comfortably result in a BS4142 assessment of ‘low impact’ even if relatively high levels of character 

correction were to be taken into consideration.  

6. Summary 

The assessment above indicates that noise break-out sound levels at the nearest dwellings attributable to the 

Unit B4 development (assuming higher sound levels typical of internal B2 use) would be expected achieve a 

condition of ‘low impact’ when rated in accordance with BS4142. 

The assessment also indicates that BS 8233 internal and external criteria would readily be achieved at the 

nearest dwellings.   

The assessment has been based upon the highest assumed operating sound levels listed above and internal 

sound levels are likely to be significantly lower, with additional attenuation due to screening provided by 

intervening industrial units. These latter factors will result in significantly lower levels of noise at the nearest 

dwellings on Basingstoke Road. 

On the basis of the above, the proposed change of use for Unit B4 by MasterTech is not deemed likely to 

impact upon the nearest dwellings located on Basingstoke Road to the east of the development site.  
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Figure 1: Drawing PL003B 

 


