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LIGHTING NOTES:

1.

3.

4.

5.

control schedules for further details. 
Refer to appropriate dpa luminaire and lighting accordance with the current edition of the IEE

detail drawings for the exact location of luminaires.

All equipment supplied by the installing contractor 
shall comply with the relevant EN, BS, CE & IEC 
regulations, and be capable of installation in 

Where appropriate refer to associated lighting 

wiring regulations.  All equipment shall comply with
all other statutory and local authority requirements.

control system dimmers.
and control gear are compatible with the lighting 
Installing Contractor to ensure that all transformers 

6. Final locations of lighting control plates, manual 
sliders and dimmer racks to be co-ordinated with 
Architect and M&E consultant. Exact locations to 
be agreed on-site and approved by client.

7. Emergency lighting system and signage by others.
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drawing. All dimensions to be checked on-site.
Scaled dimensions should not be taken from this 
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Level 8 & 15
Typical Handrail Lighting Detail
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AutoCAD SHX Text
CONNECTION TO REMOTE DRIVER

AutoCAD SHX Text
SLOT RECESS TO UNDERSIDE OF HANDRAIL TO ACCOMMODATE FUTURE  LINEAR LED STRIP LIGHT

AutoCAD SHX Text
INDICATES LINEAR LED STRIP LIGHT INSTALLED WITHIN SLOT RECESS

AutoCAD SHX Text
INTERNAL CABLE CHANNEL IN LINE WITH EACH VERTICAL HANDRAIL PROFILE 

AutoCAD SHX Text
FULL HEIGHT GLASS SCREEN

AutoCAD SHX Text
HANDRAIL COMPLETE WITH SLOT RECESS TO UNDERSIDE TO ALLOW FOR FUTURE HANDRAIL LIGHTING TO BE INCORPORATED.

AutoCAD SHX Text
POTENTIAL MOUNTING LOCATION FOR EXTERIOR RATED REMOTE DRIVER FOR THE FUTURE HANDRAIL LIGHTING.
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