ADJUSTABLE, RECESSED DOWNLIGHTS
WITH MEDIUM BEAM FOR FOCUSED
LIGHTING TO LIFT DOORS.

LINEAR LUMINAIRE INTEGRATED INTO
CEILING COFFER FOR AMBIENT LIGHTING.

SHRN-DPA-BG-ZZ-DR-Y-2003

LINEAR LUMINAIRE INTEGRATED INTO
WOODEN BATTEN CEILING FOR AMBIENT

SHRN-DPA-BG-ZZ-DR-Y-2001

REFER TO ARCHITECT'S DETAILS FOR
WALL AND SETTING OUT REQUIREMENTS.
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LIGHTING NOTES:

/R Indicates lighting control area
w Indicates lighting control channel

D1 Indicates luminaire type

1. Refer to appropriate dpa luminaire and
lighting control schedules for further details.

2. Scaled dimensions should not be taken
from this drawing. All dimensions to be
checked on-site.

3. Where appropriate refer to associated
lighting detail drawings for the exact
location of luminaires.

4, All equipment supplied by the installing
contractor shall comply with the relevant
EN, BS, CE & IEC regulations, and be
capable of installation in accordance with
the current edition of the IEE wiring
regulations. All equipment shall comply
with all other statutory and local authority
requirements.

S. Installing Contractor to ensure that all
transformers and control gear are
compatible with the lighting control
system dimmers.

6. Final locations of lighting control plates,
manual sliders and dimmer racks to be
co-ordinated with Architect and M&E
consultant. Exact locations to be agreed
on-site and approved by client.

7. Emergency lighting system and signage
by others.
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