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CONNECTION TO REMOTE DALI BIMMABLE
DRIVER, TO BE LOCATED IN A DRY,
ACCESSIBLE, WELL VENTILATED LOCATION.

XL3:

/7LINEAR LED LUMINAIRE WITHIN EXTRUDED
ALUMINUM PROFILE COMPLETE WITH
DIFFUSER, MOUNTED WITHIN SECONDARY
METAL U-CHANNEL TO PROVIDE
STRENGTHENED FIXING DETAIL AND TO
CONCEAL LIGHT SOURCE.

\DOWN STAND TO CONCEAL LUMINAIRE.
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LIGHTING NOTES: Project: o '
L8147 - Station Hill, Reading
ﬂ Indicates lighting control area Where appropriate refer to associated lighting 5. Installing Contractor to ensure that all transformers . ) .
Indicates lighting control channel detail drawings for the exact location of luminaires. and control gear are compatible with the lighting Phase 2 - North Site d lighting consultants London
All equipment supplied by the installing contractor conirol system dimmers.
D1 Indicates luminaire type. shall comply with the relevant EN, BS, CE & IEC 6. Final locations of lighting control plates, manual Drawing Title: 1 Aylesford Street Telephone +44 (0) 20 3142 6300
regulations, and be capable of installation in sliders and dimmer racks to be co-ordinated with Bench London, SW1V 3RY, UK Email  london@dpalighting.com
1. Refer to appropriate dpa luminaire and lighting accordance with the current edition of the IEE Architect and M&E consultant. Exact locations to R . . .
control schedules for further details. wiring regulations. All equipment _shaII comply with be agreed on-site and approved by client. Typ|ca| |_|ght|ng Deta||s
2. Scalgd d\men;ions §hould not be taken from this all other statutory and local authority requirements. 7. Emergency lighting system and signage by others. T01 Tender Issue IC 25/11/2020
drawing. All dimensions to be checked on-site. First Issue |Stage 4a Issue HR 05/06/2020 Scale: Drawn By: | Date: Drawing No: Revision: @ Copyright dpa lighting consultants London. Do not scale drawing. Figured dimensions must be
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