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TYPICAL DETAIL - RAISED PLANTER EDGE TYPE 01 - METAL 

PAVING TYPE VARIES; REFER TO

LDA HARDWORKS GA FOR

LOCATIONS

FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

6MM GALVANIZED STEEL EDGE; PPC BY INTERPON,

PRODUCT COLOUR REF SW306G BY LOGIC

MANUFACTURED BESPOKE OR EQUAL AND

APPROVED; SPECIFICATION Q31/295
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6MM GALVANIZED STEEL EDGE; PPC BY

INTERPON, PRODUCT COLOUR REF SW306G BY

LOGIC MANUFACTURED BESPOKE OR EQUAL AND

APPROVED; SPECIFICATION Q31/295

50MM MULCH

TRIANGULAR STEEL SUPPORT BRACKET AND

FOOTPLATE, INCLUDING FIXINGS TO

SUPPLIER'S DETAIL.

CONCRETE BLOCKWORK OR INSITU BASE TO

EDGING SUPPLIER'S REQUIREMENTS.

FILTER FABRIC TO WRAP AROUND CONCRETE

FOOTING AND INSIDE EDGE OF STEEL EDGING

PERMAVOID WITH POLYPIPE CAPILLARY CONE INSERTS UNDER

SOFT BUILDUPS  TO ENGINEER'S DETAILS AND SPECIFICATIONS

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

500MM MINIMUM TOPSOIL

500MM SUBSOIL (VARIES; MIN 120MM, REFER TO

GA FOR PLANTER HEIGHTS)

VARIES
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TYPICAL DETAIL - RAISED PLANTER EDGE TYPE 01  - METAL

FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

PAVING TYPE VARIES; REFER TO

LDA HARDWORKS GA FOR

LOCATIONS

TBC

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

SSL 44.55
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ADJACENT PAVING TYPE VARIES, REFER

TO HARDWORKS GA FOR LOCATION AND

LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100 &101  FOR

DETAIL AND SPECIFICATION

HARDWOOD TIMBER SLAT, 150MM x 50MM X

MAX 2M LONG; HARDWOOD TIMBER, MAX 8MM

SPACING,  UNDERSIDE FIXED TO S/S TUBING,

BOLTED INTO WALL UNIT; HIDDEN FIXINGS

RAISED SEATING STRUCTURE TO STATION SQUARE

FFL VARIES

STRENGTHENING FIN PLACED AT REGULAR INTERVALS

FIXED TO CONCRETE STRIP OR PAD FOUNDATION;

REFER TO MANUFACTURERS RECOMMENDATIONS; BY

LOGIC MANUFACTURED BESPOKE OR EQUAL AND

APPROVED; SPECIFICATION Q31/295

PERFORATED STEEL TOP SHEET AND STEEL

SUPPORT FRAME BELOW BATONS; PPC BY

INTERPON, PRODUCT COLOUR REF SW306G TO

MANUFACTURER'S DETAIL AND SPECIFICATION

STRUCTURAL SLAB TO ENGINEER'S

DESIGN
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VARIES

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

REFER TO HARDWORKS GA FOR OVERALL

LENGTH, WIDTH AND HEIGHT

INTEGRATED LIGHTING, REFER TO LIGHTING

SPECIALISTS DRAWINGS

40MM DRAINAGE WATER RETENTION MAT,

FINCO, ALUMASC OR SIMILAR;

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

VARIES
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RAILING TO ARCHITECT'S DESIGN

RETAINING WALL STRUCTURE TO

ENGINEER'S DETAIL AND SPECIFICATION

WALL FINISH TO ARCHITECT'S DETAIL AND

SPECIFICATION
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FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

TYPICAL DETAIL -  RAISED PLANTING EDGE TYPE 1A TO BRIDGE

TBC

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

SSL VARIES

50MM MULCH

TRIANGULAR STEEL SUPPORT BRACKET AND

FOOTPLATE, INCLUDING FIXINGS TO

SUPPLIER'S DETAIL.

CONCRETE FOOTING TO MANUFACTURER'S

DETAIL AND SPECIFICATION AND ENGINEER'S

APPROVAL

500MM TOP SOIL

6MM GALVANIZED STEEL EDGE;  PPC BY

INTERPON, PRODUCT COLOUR REF SW306G BY

LOGIC MANUFACTURED BESPOKEOR EQUAL AND

APPROVED; SPECIFICATION Q31/295

40MM DRAINAGE WATER RETENTION MAT,

FINCO, ALUMASC OR SIMILAR;

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

VARIES

1
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RAILING TO ARCHITECT'S DESIGN

RETAINING WALL STRUCTURE TO

ENGINEER'S DETAIL AND SPECIFICATION

WALL FINISH TO ARCHITECT'S DETAIL AND

SPECIFICATION
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FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

TYPICAL DETAIL -  RAISED PLANTING EDGE TYPE 1A TO BRIDGE WITH SEATING 

TBC

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

SSL VARIES

50MM MULCH

TRIANGULAR STEEL SUPPORT BRACKET AND

FOOTPLATE, INCLUDING FIXINGS TO

SUPPLIER'S DETAIL.

CONCRETE FOOTING TO MANUFACTURER'S

DETAIL AND SPECIFICATION AND ENGINEER'S

APPROVAL

500MM TOP SOIL

6MM GALVANIZED STEEL EDGE; PPC BY INTERPON,

PRODUCT COLOUR REF SW306G BY LOGIC

MANUFACTURED BESPOKE OR EQUAL AND

APPROVED; SPECIFICATION Q31/295
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30mm

HARDWOOD TIMBER SLAT, 150MM x 50MM HARDWOOD

TIMBER, MAX 8MM SPACING, UNDERSIDE FIXED TO S/S

TUBING, BOLTED INTO WALL UNIT;

PERFORATED STEEL TOP SHEET AND STEEL SUPPORT

FRAME BELOW BATONS; PPC BY INTERPON, PRODUCT

COLOUR REF SW306G TO MANUFACTURER'S DETAIL

AND SPECIFICATION
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STEEL SUPPORT TO BENCH FIXED TO

CONCRETE UPSTANDS TO

MANUFACTURER'S RECOMMENDATIONS

AND ENGINEER'S APPROVAL

TRIANGULAR SUPPORT FIN AND CONCRETE

UP STAND TO MANUFACTURER'S

RECOMMENDATIONS AND ENGINEER'S

APPROVAL

HARDWOOD TIMBER SLAT, 150MM x 50MM HARDWOOD

TIMBER, MAX 8MM SPACING, UNDERSIDE FIXED TO S/S

TUBING, BOLTED INTO WALL UNIT; BY WOODSCAPE OR

EQUAL AND APPROVED

SLAB OPENING TO ENGINEER'S

DETAIL AND SPECIFICATION

WATER OUTLET TO ENGINEER'S

DETAIL AND SPECIFICATION

VARIES

TBC
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TYPICAL DETAIL - RAISED PLANTER EDGE TYPE 02 - PERFORATED STEEL

DECORATIVE & PERFORATED STEEL PANEL TO

SPECIALIST DESIGN (TBC); PPC BY INTERPON,

PRODUCT COLOUR REF SW306G; 70% FREE AREA

TO PROVIDE  11MSQ FREE AREA IN TOTAL;

SPECIFICATION Q31/295

50MM MULCH

550MM HIGH QUALITY TOPSOIL

500MM SUBSOIL

FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

50MM GRANULAR DRAINAGE LAYER

GEOTEXTILE & WATERPROOFING LAYER TO

ARCHITECT'S AND ENGINEER'S DETAIL AND

SPECIFICATION

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

FALL
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PAVING TYPE 01; REFER TO LDA

DRAWING SHRN-LDA-S2-ZZ-PL-L-500-100

&101 DETAILS 01/02/03/04 FOR DETAIL

AND SPECIFICATION

4
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m

m

FALL

VARIES

SSL 44.555

HARDWOOD TIMBER SLAT, 150MM x 50MM HARDWOOD

TIMBER, MAX 8MM SPACING, UNDERSIDE FIXED TO S/S

TUBING, BOLTED INTO WALL UNIT;

FOR SOFTWORKS DETAILS

AND SPECIFICATIONS REFER

TO LDA SOFTWORKS SERIES

50MM MULCH

PERMAVOID WITH POLYPIPE CAPILLARY CONE

INSERTS UNDER SOFT BUILDUPS  TO ENGINEER'S

DETAILS AND SPECIFICATIONS

450MM TOPSOIL

150MM (MIN) SUBSOIL ; (345MM SUBSOIL MAX))

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

STRENGTHENING FIN PLACED AT REGULAR

INTERVALS FIXED TO CONCRETE STRIP OR PAD

FOUNDATION; REFER TO MANUFACTURERS

RECOMMENDATIONS; BY LOGIC MANUFACTURED

BESPOKE OR EQUAL AND APPROVED

PERFORATED STEEL TOP SHEET AND STEEL

SUPPORT FRAME BELOW BATONS; PPC BY

INTERPON, PRODUCT COLOUR REF SW306G; TO

MANUFACTURER'S DETAIL AND SPECIFICATION ;

SPECIFICATION Q31/295

RAISED PLANTING EDGE TYPE 01 WITH SEATING & BACKREST

449mm

30mm

INTEGRATED LIGHTING, REFER TO LIGHTING

SPECIALISTS DRAWINGS

TIMBER CLADDING TAPERED FROM 50MM TO

100MM DEEP x ROBINA  FSC CERTIFIED BATON

FIXED TO CONCRETE WITH HIDDEN FIXINGS BY

WOODSCAPE OR EQUAL AND APPROVED

50mm

FFL VARIES
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TYPICAL DETAIL - PLANTERS FOR CLIMBING PLANTS AT LIFT AREA
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FOR SOFTWORKS DETAILS AND

SPECIFICATIONS REFER TO LDA

SOFTWORKS SERIES

TRELLIS SYSTEM FOR CLIMBING PLANTS;

TECHNI PRO TRELLIS OR EQUAL AND

APPROVED

4MM STAINLESS STEEL TENSILE  WIRE;

CUT TO APPROPRIATE LENGTH TO

MANUFACTURER'S DETAIL AND

SPECIFICATION

96MM SURFACE MOUNTING STAINLESS

STEEL HUBS;  DUAL THREAD PIN FIXING,

450MM VERTICAL AND HORIZONTAL

INTERVALS, 200MM FROM EDGE OF WALL.

TO MANUFACTURER'S DETAIL AND

SPECIFICATION

50MM MULCH

350MM TOPSOIL

RAILING TO ARCHITECT'S DESIGN

RETAINING CONCRETE WALL TO

ARCHITECT'S DETAIL AND SPECIFICATION

WALL FINISH TO ARCHITECT'S DETAIL AND

SPECIFICATION

STRUCTURAL SLAB & WALL TO ENGINEER'S

DETAIL AND SPECIFICATION

PAVING TYPE 02; REFER TO LDA DRAWING

SHRN-LDA-S2-ZZ-PL-L-500-100/1/2

100MM GRANULAR DRAINAGE LAYER

EXISTING PAVING RETAINED/ RETAINED AND

RELAYED WHERE POSSIBLE; REFER TO LDA

DRAWING SHRN-LDA-S2-ZZ-PL-L-500-100/1/2/3

6MM GALVANIZED STEEL EDGE; PPC BY

INTERPON, PRODUCT COLOUR REF SW306G

BY LOGIC MANUFACTURED BESPOKE OR

EQUAL AND APPROVED; SPECIFICATION

Q31/295

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

VARIES

RAILING TO ARCHITECT'S DESIGN

RETAINING WALL STRUCTURE TO

ENGINEER'S DETAIL AND SPECIFICATION

WALL FINISH TO ARCHITECT'S DETAIL AND

SPECIFICATION
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TYPICAL DETAIL -  SEATING TO EASTERN SIDE OF BRIDGE

SSL VARIES

CONCRETE FOOTING TO MANUFACTURER'S

DETAIL AND SPECIFICATION AND ENGINEER'S

APPROVAL

6MM GALVANIZED STEEL EDGE;BY LOGIC

MANUFACTURED BESPOKE OR EQUAL AND

APPROVED, PPC BY INTERPON, PRODUCT COLOUR

REF SW306G; SPECIFICATION Q31/295
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30mm

HARDWOOD TIMBER SLAT, 150MM x 50MM HARDWOOD

TIMBER, MAX 8MM SPACING, UNDERSIDE FIXED TO S/S

TUBING, BOLTED INTO WALL UNIT;

PERFORATED STEEL TOP SHEET AND

STEEL SUPPORT FRAME BELOW BATONS

TO MANUFACTURER'S DETAIL AND

SPECIFICATION

1
2

0
0

m
m

INTEGRATED LIGHTING REFER TO LIGHTING

SPECIALISTS DRAWINGS
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PAVING TYPE 01; REFER TO LDA

DRAWING SHRN-LDA-S2-ZZ-PL-L-500-100

&101 DETAILS 01/02/03/04 FOR DETAIL

AND SPECIFICATION

4
5
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m

FALL

VARIES

SSL 44.555

HARDWOOD TIMBER SLAT, 150MM x 50MM HARDWOOD

TIMBER, MAX 8MM SPACING, UNDERSIDE FIXED TO S/S

TUBING, BOLTED INTO WALL UNIT;

FOR SOFTWORKS DETAILS

AND SPECIFICATIONS REFER

TO LDA SOFTWORKS SERIES

50MM MULCH

PERMAVOID WITH POLYPIPE CAPILLARY CONE

INSERTS UNDER SOFT BUILDUPS  TO ENGINEER'S

DETAILS AND SPECIFICATIONS

450MM TOPSOIL

150MM (MIN) SUBSOIL ; (345MM SUBSOIL MAX))

UNDERGUYING SYSTEM

IRRIGATION AND APPROPRIATE ROOTBALL

ACCESSORIES

GEOTEXTILE & WATERPROOFING LAYER TO

ENGINEER'S/ARCHITECT'S DETAIL AND

SPECIFICATION

STRENGTHENING FIN PLACED AT REGULAR

INTERVALS FIXED TO CONCRETE STRIP OR PAD

FOUNDATION; REFER TO MANUFACTURERS

RECOMMENDATIONS; BY LOGIC MANUFACTURED

BESPOKE OR EQUAL AND APPROVED

PERFORATED STEEL TOP SHEET AND STEEL

SUPPORT FRAME BELOW BATONS; PPC BY

INTERPON, PRODUCT COLOUR REF SW306G; TO

MANUFACTURER'S DETAIL AND SPECIFICATION ;

SPECIFICATION Q31/295

RAISED PLANTING EDGE TYPE 01 WITH SEATING

449mm

30mm

INTEGRATED LIGHTING, REFER TO LIGHTING

SPECIALISTS DRAWINGS

FFL VARIES
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