
Any glazing in door panels to provide full integrity
in a fire situation e.g. "Georgian wired glass".

Any glazing lower than 800mm above finished 
floor level to be toughened safety glass. All
glazing in door panels to be toughened
safety glass. All glazing within 300mm of a door
to be toughened safety glass to a height of 
1500mm above ground level.
If the area of glazing within 1m from any boundary
exceeds 1m2, windows must be fixed shut and 
half-hour fire resistant glass and frames must be provided.

All windows and glazed doors to be wood, aluminium
or PVC-U frames and be double-glazed with
PILKINGTON 'K' glass with 16mm minimum
gap (argon filled) to provide U value of
1.6W/m2K and be Band C or better, and comply 
with BS 6206. All habitable rooms to have 
5000mm2 Equivalent Area ventilation 
(2500 sq mm for non-habitable rooms) and have 
a clear opening casement of 750 x 450mm with 
the sill positioned a maximum of 1100mm above 
finished floor level. Ventilation openings to be 
reasonably secure, adjustable, and located 1750mm 
(typically) above floor level. Window & door 
frames to be sealed with mastic internally and externally.

Tiles to match existing house colour on battens 
and breathable felt (e.g. Klober Permo Air open 
underlay roofing breather felt - or similar). Roof tiles
selected must be suitable for roof pitch.
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Timber infill panels to be constructed of hanging tiles to match roof colour 
on battens and felt on 97 x 47mm framing lined internally with 12mm foil 
backed plasterboard and filled with 100mm Celotex, with an additional 
25mm Celotex on internal faces. To be faced with 19mm exterior grade 
plywood beneath finishings with noncombustible material such as 
'Supalux' (or similar) to provide 30 minute fire resistance.
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Rendered blockwork wall
to match existing

All structural supports to be incorporated within glazing 
manufacturer's door and window assembly:
100x100x10mm SHS with 10mm end plates bolted to underside
of BEAM C and to top of 1m2 concrete pad foundation below


