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PROFESSIONAL SYSTEM 

Satin Finished Grade 316 Stainless Steel Uprights and Top Rail (42.4mm Dia Round Tube) 

10mm Clear Toughened Glass Infill. 

1121mm High from Base 

Floor Mounted upright posts, 120mm Dia levelling base plate , 12Smm Dia cover, saddle, 

handrail and D-Shaped glass clamps for securing the infill. 
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Stainless Handrail Systems Ltd. Unit E6/E7 West Point, Middlemore Lane West, Aldridge, Walsall, West Mids, WS9 BBG 
Phone: +44 1922 743842 Fax: +44 1922 744050 Email: sales@shsproducts.co.uk 
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SHS Professional

SHS Products
Unit E6 West Point

Middlemore Lane
Walsall WS9 8BG



1100mm Panel

 1100.00 
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SECTION A-A
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 1100.00 
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PROFESSIONAL SYSTEM
 
Satin Finished Grade 316 Stainless Steel Uprights and Top Rail (42.4mm 
diameter Round Tube).
10mm Clear Toughened Glass Infill. 
1121mm High from Base Floor Mounted upright posts, 120mm diameter 
levelling base plate, 128mm diameter cover, saddle, handrail and D-Shaped 
glass clamps for securing glass infill. 
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