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Ventilated roof

1. elZinc® standing seam

2, Structured separating membrane

3, Direct support

4. Timber battens

5. Ventilating air layer

6. Breather membrane (optional)

7. Wooden rafters

8. Insulation between rafters

9. Vapour control layer with sealed laps
10. internal finish
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Ref: | - CUPA 2 Dark grey roof slate tile

Sound masonry substrate or
‘background prepared for

Insulant - expanded
polystyrene, phenolic,
‘mineral fibre slab or PIR
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PROPOSED FRONT ELEVATION
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High-Performance Continuous Insulation Panels

* Provides air, water, thermal -
and vapor protection in a e

single-panel component e Y

metal panel

High-

= No thermal bridges periormance

-conti

insulation metal
. & barrier wall panel
= Quick and easy to install .

behind any type of fagade

» Separated from the interior of
the building by an approved
thermal barrier

Ref: 3 - Vertical Zinc Panels

Suitable fixing

‘weber.rend LAC

Meshcloth

weber.rend LAC

‘weber PR310 or weber PR330
as appropriate

Synthetic finish

weber.plast TF, weber.plast DF,
weber sil TF, weber.plast P,
plastene SG or weber.sil P
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Ref: 2 - Parex External Render
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GENERAL NOTES:
Ref:

I) Non-carbonated slate formed by
tectonic compression.

2) Parex Render. GOO Natural White
finish.

3) Vertical Zinc Panels installed
onto a lock in system. The panels
are to be screwed into the external
wall.

4) Obscured Level 3 Glass Window.
Offering a medium level of privacy.
Clock face partially obscured.

5) Zinc Standing Seam Roof:
QUARTZ-ZINC offers an appearance
and texture that does not change
over time. When QUARTZ-ZINC 15
scratched, it will self heal. The grey
tones of QUARTZ-ZINC blend well
with existing construction — ideal for
refurbishment.
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Do ot scale from this drawing. The information may be
suttable for discussion purposes and for obtaining
Planning Approval Only. This drawing 15 NOT for
construction purposes and should not be relied upon
for any other works. This drawing s copyright and may
not be copied or altered in any way except by way of
written permission from the designers.
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