
493 Basingstoke Road control of noise, dust and debris (Rev A 14/12/16) 

METHOD STATEMENT CONTROL of DUST and DEBRIS  

Dust will be reasonably contained by damping  

Workplaces will be isolated as far as reasonably practicable.  

Screening/sheeting will be installed where necessary. Site management to be consulted.  

Suitable temporary and directional signage will be installed as necessary.  

Operatives will wear appropriate PPE Dust masks.  

COSHH Regulations, exposure limits, to be observed  

All areas will be left tidy after operations are complete.  

Site Inductions to emphasise procedures  

Dust and debris will be generated during the works. This will be controlled as far as reasonably 

practicable.  

Competent operatives will be employed and power tools grinding, cutting drilling and hand tools will 

be suitably designed for the task. Dust producing tools will be properly managed and used as little as 

possible.  

Whilst working internally dust will be contained within working areas and suitable ventilation will be 

arranged.  

Dust areas will contain operative personnel only No other persons as far as reasonably practicable  

METHOD STATEMENT for NOISE CONTROL  

Noise Control   

 The site has residential properties adjacent to it so due care will be given to ensure that the level of 

noise is controlled so as to not cause a nuisance to neighbours.    

 In accordance with the Planning Approval, the general the hours of construction work for the site 

will be: Monday to Friday - 08.00 to 18.00  Saturday  - 09.00 to 13.00 No working shall take place on 

Sundays, Bank or Public Holidays.  

No work or ancillary operations, that may be audible at the site boundary, will occur outside the 

working hours noted above, unless it can be fully justified to the Local Authority due health and 

safety or engineering necessity.  Any such work would be kept to minimum and carried out 

efficiently to ensure any potential disruption is reduced.    

Any works that require the breaking out of concrete will done by munching, sawing or similar, rather 

than by percussion, as far as is practicable.   

Any plant or equipment will be sited as far away as practicable from noise sensitive buildings.    

Windows and external doors will be kept closed during construction work unless it is a total 

necessity to open them.       

Where there is the potential for disturbance from the construction work, machines and tools will be 

fitted with silencers of the type recommended by the manufacturers.   Contractors will be required 



to compare the noise levels of power tools when hiring them, to ensure they select the quietest 

machinery.     

Vehicles and mechanical plant used for the purpose of the works shall be maintained in good and 

efficient working order and operators will be reminded of the need to operate such vehicles and 

plant in a manner that minimises noise emissions. Fixed plant located as far away from nearby 

residents as possible. 

 Care shall be taken loading and unloading vehicles, moving materials and dismantling scaffold to 

reduce impact noise.   

Operatives will be advised to take breaks away from neighbouring properties and to keep the 

volume of any discussions at reasonable levels so as not to cause disruption or irritation to the users 

of neighbouring properties.  No radios will be audible off site 

The contractor’s details will be made available to the neighbouring properties so that the occupants 

have a point of contact should they have any concerns about noise generated from the works.  Any 

concerns will be address as swiftly as possible and the contractor will look to alleviate such concerns 

so long as the concern is reasonable and justified whereby a practical solution is possible.   


