Luminaire Schedule
Symbol Qy Label Arrangement Description Lumens Wattage S/PRatio | Total MF
O» 34 KM1 WW RD 700mA SINGLE Kirium Mini 1, 5 x 3K 700mA LED Road Array, 10° Tilt, 5m TLS 1135 15 1.20 0.748

Parking Area 2

Private Road 1

Calculation Summary

Label CalcType Units Avg Max Min Min/Avg Min/Max
Footpath Link 1 llluminance Lux 4.16 7.8 1.3 0.31 0.17
Parking Area 1 llluminance Lux 411 7.8 1.6 0.39 0.21
Parking Area 2 llluminance Lux 4.06 7.6 1.1 0.27 0.14
Private Road 1 llluminance Lux 4.04 82 1.0 0.25 0.12
Private Road 2 llluminance Lux 4.52 84 1.3 0.29 0.15
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Kirium Mini 1, Direct Entry, 5 x 3K 700mA LED Road Array,
10° Tilt, RAL7046 Grey Finish, 35lux Photocell.

5m Tubular steel column, galvanised finish.

Lighting Classes:

P4 Adjusted for 1.2 SP Ratio:

This scheme has been designed to:

4.0- 6.0lux Av
BS EN 13201-2:2015 0.8lux Min
Road lighting - Part 2: Performance requirements . )
Category P4 25% Uo for SBD Compliance
Subsidiary roads

Horizontal illuminance

>5 lux Maintained average illuminance (Eav)

<7.5 lux Maintained average illuminance (Eav)

>1 lux Maintained minimum point illuminance (Emin)

This scheme has been designed to:

Secured By Design, New Homes 2016 [Section 18)
181

All street lighting for both adopted highways and
footpaths, private estate roads and footpaths

and car parks must comply with BS 54892013,

183

Bollard lighting is not compliant with BS5489:2013
because it does not project sufficient light at the right
height to aid facial recognition and reduce fear of crime.
184

Care should be taken to ensure that landscaping,
tree planting and lighting schemes work together

to mitigate the effects of seasonal variations.

185

The colour rendering qualities of lamps used in

an SBD development should achieve a minimum

of at least 60Ra on the Colour Rendering Index

18.7

Light Pollution must be minimised

188

Low energy light sources should be utilised >40imy/CCT W
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Please note that this proposed lighting scheme is a lighting solution that has been designed with information
provided by the client. The solution does not include site, installation engineering and risk assessment considerations.
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