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Block A - Typical Construction Details 1:25@A1
.
GABION WALL TO BE ENGINEERS DESIGN AND SPECIFICATION. PROPOSED FEATURE TREE. 25+ GIRTH 75MM DEPTH OF ORNAMENTAL
GRADE BARK MULCH
TREE ROOTBALL
TOPSOIL: 600MM DEPTH
— PROPOSED SHRUB
[— 75MM DEPTH OF ORNAMENTAL GRADE BARK MULCH
HANDRAIL/BALUSTRADE TO BE SPECIFIED AND /
DETAILED BY ARCHITECTS. TO MATCH PREVIOUS
PHASES. FIXING METHOD TO BE SPECIFIED BY
ARCHITECTS.
- GENERAL PURPOSE TOPSOIL TO BS 3882 (2015) SPECIFICATION FOR
WOODSCAPE FSC HARDWOOD TIMBER SEAT TYPE 6 STRAIGHT. TOPSOIL R o
1100mm L 400mm [ 2500MM LENGTH. HARDWOOD LEGS. FIXED USING L SHAPED R o 7N
7 A BRACKET. SECURED TO INSIDE OF BENCH LEG TO DECKING LUE BRINDLE BRICKAORG L oUS
- m&;ﬁg‘g&e‘fﬁf’ 1100MM FROM RAILING. TIMBER EDGING BOARD SURROUNDING TREE PIT. TO MATCH PHASES, WALL CONSTRUCTION /FOUNDATIONS TO
’ o DECKING. ENGINEERS DETAILS AND SPECIFICATION. T~ VL2
DECKING TO MATCH PREVIOUS PHASES. DECKING WEEP HOLES AND ASSOCIATED GRANULAR ===
DECKING TO MATCH PREVIOUS PHASES. DECKING L
1 AND FOUNDATIONS TO ARCHITECTS DETALL AND AND FOUNDATIONS TO ARCHITECTS DETAIL AND BACKFILLTO ENGINEERS SPECIFICATION AND DESIGN EEEEEEEEE=
£ SPECIFICATION. I JEMEMEMEMEMEJEJE Il
PAVING MAKE UP TO 200x100x60MM MARSHALLS 'LA LINIA' H ‘ ‘*‘ ‘ ‘*‘ ‘ ‘:‘ ‘ ‘*‘ ‘ ‘*‘ ‘ ‘*‘ ‘ ‘*‘ ‘ ‘*‘ ‘
[} = FOUNDATION WITHIN TREE PIT —— ENGINEERS SPECIFICATION COLOUR: ANTHRACITE BASALT' LAID — :‘ ‘ ‘:
o o SOLDIER COURSE I LT
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——H . GREEN BLUE URBAN ROOT DIRECTOR TO BE SET VER[TICALLY BELLO
—_ ‘ ‘:‘ ‘ ‘ «. | —GROUNDLEVEL. MANUFACTURER: GREENLEAF. TO BEINSTALLED TO
Ll MANUFACTUERES INSTRUCTIONS—FEt—01#24438285 PRODUCT CODE
. ‘RD10S0A
|— 150MM D)A. PERFORATED PIPE. TO ETAILS.
A== REEN BLUE URBAN REROOT 10004 ROOT BARRIER TO BE SET VERTICALLY
v —| == ONG SIDES OF THE TREE PIT TO A DEPTH OF IM BELOW BARK MU
L - H:H CK AND SEAL WITH SEALING TAPE FOLLOWING MANUFACTURER' ‘ ‘ ‘
L= INSTRUCTIONS
o TOPSOIL DIRECTLY BENEATH [ — 7:“17 |— |FREE DRAINING GRANULAR BACKFILL—400MM DEPTH 450MM WIDTH
OR DECKING TO BE LOCALLY COMPACTED ‘ ‘i‘ ‘ ‘i‘ ‘ ‘i‘ ‘ ‘i‘ _— CHANNEL
. (RED HATCH) TO AVOID| SUBSIDENCE. e Al A R R A el
11 ‘ ‘ ‘ |
g L TERRAM ROOTGUARD. PERMEABLE. TO ENCASE GRANULAR SUBSTRATE. ‘
R R IDE PROTECTION TO THE PIPE FROM Tl
=1 1 | 1 |l |l 1 1 |l 1 1 |l |l | PR 1 |
TREES TO BE ANCHORED USING PLATYPUS — LAYERED AND COMPACTED SUBSOIL.
A TREE ANCHORING SYSTEM
A A
DECKING, TIMBER BENCH, TREE PIT, RESIN BOUND SURFACE PAVING AND RETAINING WALL ADJACENT BLOCK A
1:225@A1
75MM DEPTH OF ORNAMENTAL
GRADE BARK MULCH. TOP OF
MULCH TO BE 100MM BELOW
TOP OF WALL
WATERPROOF MEMBRANE BY
INTEGRITANK BRUSHED INTO
REAR OF BLOCKWORK
BLUE BRINDLE BRICKWORK TO MATCH
PREVIOUS PHASES, WALL
CONSTRUCTION /FOUNDATIONS TO -
ENGINEERS DETAILS AND
SPECIFICATION.
TOPSOIL: 600MM DEPTH
WEEP HOLES AND ASSOCIATED GRANULAR o
BACKFILLTO ENGINEERS SPECIFICATION AND DESIGN
300X600XB0MM MARSHALLS 'PALLAS' \
COLOUR: LIGHT GRANITE' LAID STRETCHER , .
200x100X60MM MARSHALLS 'LA LINIA
BOND WITH 10MM MORTAR POINTING GAP COLOUR: ANTHRACITE BASALT' LAID
SOLDIER COURSE
| I ’ | I
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FOUNDATIONS OF PLANTER TO ENGINEERS DETAILS LOOSE-FILLED SUBSOIL, NON-COMPACTED
A AND SPECIFICATION %
Trees to be anchored using J N
B Platypus Tree anchoring B
system
RAISED BRICK PLANTER WITH ADJACENT PAVING AND TREE INSTALLATION
1:25@A1
BOLLARDS WITHIN PALLAS AND SAXON PAVING.
PAVING UNIT TO BE CUT INTO TWO PIECES WITH A
SEMI CIRCLE CUT OUT OF EACH THAT HAS A RADIUS
OF BMM GREATER THAN THE PROPOSED BOLLARD.
GAP TO BE INFILLED WITH MORTAR (FOR BOLLARDS
WITHIN SAXON PAVING, USEMARSHALLS SAXON
TEXTURED BOLLARD SURROUND UNIT. COLOUR:
NATURAL. ONLY TO BE USED IF BOLLARD HAS
A MAXMUM DIAMETER OF 114MM) NON-REMOVABLE BOLLARD TO MATCH PREVIOUS
PHASES WITH CONCRETE FOUNDATION.
FOUNDATION TO MANUFACTURERS SPECIFICATION
AND ENGINEERS DETAILS.
LA LINIA EDGING. 200X100X60MM. COLOUR:
ANTHRACITE BASALT. LAID IN SOLDIER
COURSE. WITH CONCRETE HAUNCH
300x600x80MM MARSHALLS PALLAS' COLOUR: LIGHT GRANITE'
LAID STRETCHER BOND WITH 10MM MORTAR POINTING GAP.
BELOW SURFACE MAKE UP TO ENGINEERS DETAIL AND [— STANDARD KERB UNIT LAID FLUSH WITH
SPECIFICATION ROAD AND ADJACENT PAVING. TO
ENGINEERS DETAIL AND SPECIFICATION
L | | |
A R O R R R R A ORISR ROAD KERB,
TARMACADAM, HAUNCHES
AND FOUNDATIONS TO BE
£\ CONSTRUCTED TO
v | EncineEers
‘ { [ ‘ ‘ ‘ ‘ ‘ SPECIFICATION
C c
BOLLARD DETAIL
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e Referto TLP drawing B08043.48 for Block A
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Planting Proposals
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S e Referto TLP drawing B08043.49 for Block A
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Hardwork Proposals
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A A ) Engineer and a Highways Engineer and the Client.
%o a2
~ Landscape proposals revised to accord with latest D oT 22-06-2016
B ~ Architects layouts
Landscape proposals revised to accord with latest C oT 24-03-2016
. + Architects layouts
¢ P Landscape proposals revised to accord with latest B oT 02-02-2016
TR . .
A ¢ Architects and Engineers layouts
,@ ( : Landscape proposals revised to accord with drainage layout A oT 13-07-2015
\%k Revision Number By Date
NG 7
S\
S %
%
kS \ \
) "ﬂ@w
AN\ thel '
Y )

planning and designing environments for life
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Kennet Island, Phase 3c, Block A

Drawing

Block A - Typical Construction Details
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Do not scale off drawing. All dimensions & Levels are to
be checked on site. Any discrepancies must be reported
to the landscape architect immediately.
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