DO NOT SCALE

NOTES

IF THIS DRAWING HAS BEEN RECEIVED ELECTRONICALLY IT IS THE RECIPIENTS
RESPONSIBILITY TO PRINT THE DOCUMENT TO THE CORRECT SCALE.

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS STATED OTHERWISE IT IS RECOMMENDED
THAT INFORMATION IS NOT SCALED OFF THIS
DRAWING.

THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT
DRAWINGS AND SPECIFICATIONS FORMING THE
EXTENT OF THIS WORKS PACKAGE.

CROSS REFERENCE SHOULD BE MADE TO ARCHITECTS & STRUCTURAL ENGINEERING
DRAWINGS WHERE APPLICABLE.

THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE ARCHITECTS FIRE STRATEGY

TYPICAL TYPE 2 EBB (GROUP 1 & 2) TYPICAL TYPE 1 EBB (GROUP 1 & 2) DRAWING FOR COMPARTMENTATION WHERE APPLICABLE.
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NOTES:

E@QUIIPPOTENTIAL BONDING BAR (o) (o) (o) (o) o (o) 1, EQUIPOTENTIAL SOCKETS

SUPPLEMENTARY EQUIPOTENTIAL BONDING CONNECTION POINTS
FOR THE CONNECTION OF ME EQUIPMENT SHALL BE PROVIDED
o o IN EACH GROUP 1 MEDICAL LOCATION. A MINIMUM OF ONE

o o | MAIN EARTH FROM DB PROTECTIVE EARTH SOCKET PER PATIENT LOCATION.

2, ANY ADDITIONAL SUPPLEMENTARY BONDING REQUIRED BY IET
o o REGULATIONS 710.415.2, BUT NOT INDICTED ON THIS SCHEMATIC
SHALL BE PROVED AND THE CONNECTION INCLUDED ON THE AS

BUILT DRAWING FOR THE PROJECT

o) (o) o o o o (o) o (o) (o)

3, THE MAXIMUM RESISTANCE OF THE PROTECTIVE CONDUCTOR
REMOVABLE LINK EQUIPOTERNYTAL BETWEEN THE EARTH TERMINAL OF ANY SOCKET OUTLET OR
BONDING [BAR FIXED EQUIPMENT AND ANY EXTRANEOUS CONDUCTIVE PART
(o) (o) SHALL NOT EXCEED 0.2 OHM'’s.

4, THE NUMBER OF EQUIPOTENTIAL BONDING BAR LINKS TO LOCAL
EARTH BARS IS INDICATIVE. ACTUAL NUMBER OF EBB'S TO BE
o o TAKEN FROM THE POWER DRAWINGS.

o) o o o o o o o
5, EQUIPOTENTIAL BONDING BARS SHALL BE IN ACCORDANCE WITH
REMOVABLE LINK BS7671, SECTION 710.

@ @ 6. EACH EQUIPOTENTIAL BONDING BAR (EBB) TO HAVE A
SEPARATE CONNECTION TO EARTH BAR AND WILL NOT BE
DAISY CHAINED.

o) o o o o o) o o
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10mm* G/Y SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION
READERS OF THIS DRAWING:
ALL EFFORTS HAVE BEEN TAKEN BY DSSR TO DESIGN OUT
SIGNIFICANT HAZARDS WITHIN THE DESIGN RISK
ASSESSMENT PROCESS. IT IS OUR OPINION THAT THE
HAZARDS DETAILED BELOW CANNOT BE DESIGNED OUT BY
US GIVEN THE CONSTRAINTS OF THE BRIEF AND ARE
HIGHLIGHTED SO THAT OTHER MEANS CAN BE DEVELOPED
TO MITIGATE THE RESIDUAL RISKS IDENTIFIED.
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l><| IT IS ASSUMED THAT A COMPETENT M&E CONTRACTOR OR

USER WILL BE AWARE OF THE STANDARD FORESEEABLE
GENERAL RISKS ASSOCIATED WITH WORKING WITH THE TYPE OF
SERVICES DETAILED WITHIN THE DRAWING.
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