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Tree Specification

1. Trees are to be ere:
es are to be free

Parkin

and true to type in regard to form
from defects such as tight forks, rubbing braches, pests

3. New trees to be minimum 3m high and have a minimum girth of 100mm. Once planted
tied to supporting stake

4. Trees are to conform to BS: 3936: 1992 Part: 1 Nursery Stock: Specification for
‘Trees and Shrubs and industry Best Practice

5. All ordinary nursery stock trees to be supported by a 50mm round stake, 1.25m
long, driven to a depth of 750mm

6. Trees are t. ¥ wat

ed prior to planting

Inplementation timetable

7. Plant handling and planting operations shall be undertaken in accordance with
Horticultural Trades Association "Handling and Establishing Landscape Plants"
(parts 1-111)

the landscape planting works shall be obtained from site material
To 6 make v @ Imported fopsoil snail be fertile
“lay content
e free be perennial weeds fating
201l o be  ameliorated  and/o il
Sheciication, Trported topsoil shall be to B 3 man
1 he ence approvec cal source and to accord with the above specification
timber fence 5. entation shall be undertaken by the end of the next
e £ o ‘availanle plancing season and during the following period
tree foliage 10 Trees and shrube: Lsce Octeber to
: 11. Container grown plants: At any time if ground and weather conditions are
favourabls.
-
3  dug one thir: er than root balls with the sides and
voe base Teosencd with 4 fork th aia future roce penciration
Ry TS e - . The location of drainage ruas, and inspection chambers are to be
R, - Oy ST e T Nt T4 " - identified prior to planting where pc
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T e O R e e i S I R e B M e e Cabies sres
i e Lok o St e 2 T T T 16. If the ground is found to be susceptible to water-logging then an alternative
| T e e AR e o i Tocation should be sovght (depending on species being planced)
N L AT o Ot Syl
N e A B T A e ST,
e R et A S T S — Planting Mediun
9 A 17, The top 200mn of planting areas to be replaced with good quality top soil
AR 18] Large debris such as bricks or concrete to be removed
S 15. Tree planting compost is to be mixed with materisl excavated from pit at a
B fatio of ono-third Compost to two-thirds original pit excavations
20 nere excavations are of insufficient quantity the difference is to be made up

of tree planting compost
The addition of a water retaining polymer my help r noisture in the root
n mycorrhizal fungi s recommended as it is believed the

Following planting increases the

i

the size of tree being planted

b manufacturer's
to prevent
reduce the

o be left sligntly raised around the outside of the pit to produce a
1o rainwater to become trapped inside and to filter down to the root

Adepunoq ays

31. Mulching around the base of the tree s to be to a depth of between 75mm to
100mm to prevent competition from weed growth
32. Mulehing must not be piled up the stem

Aappunoq pis

Maintenance

33 to be guaranteed for 5 years. After the 5 years defects p
to match existing or seek approval for alternative

. ALl planted beds to be maintained weed free, thy and tidy until handover

neibility of the landscape management passes on to the

od any trees

te slow release fertiliser to aid plant establishment
sib: contractor with the appropriate

(Bpril/iiay) and reg
to be watered following planting f

s the first
litres per week.

39. Trees are to be inspected annually, to remove weeds from around base, topping
Upof mulch, checking tree ties and adjusting as necessacy, removal Of post it
40. Root barriers/deflectors are to be incoroporated into all tree pits Wihtin

Pl paved areas up to min 300mm deep

a1,

Any tree that fails/dies shall be replaced with a tree of the same type and
specification

i onre: " excess soll ate. 19 to be to be ranoved from sice and
pv 13 o 1 vouten materiats sse taralised wood (encept vhere using hardwoods) and
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‘ Additional Notes

erials
4. Roots are to be protected during transport

45. Crowns and stems are to be protected from abrasions with vehicle sides
46. Bvery effort is to be made to prevent desiccation during transport

‘ Transport of Plant

47, Storage of plant material on s
48. 1f containerised trees are to be used then plants are to be secured upright

une £ ing
9. led or bare root trees are to be used then these are to be healed in

to prevent desiccation

Landscaping Key

Sensory shrub planting mixture of:
Set out groups groups of 3,5 or 7 generally) of plants randomly.
hpprox. 4 plants per sq.m

RIVE

Salvia officinalis (Common Sage) - 15% Planted Spread 0.5m &

Feight 0.35m

+ lLavandula (Levender) 0.5m & Height 0.5m - 15%

+ Rosmarius Officinalls (Rosemary) Planted Spread 0.5m & Height
0.25m - 15%

« Liriope muscari Planted s 0.3m & Height 0.4m -

+ Thymis Leucotrichus (Thyme)Planted Spread 0.2m & Height 0.2m -
108

« lavandula angustifolia 'hidcote’ Planted Spread 0.45m & Height
0.45m ~10%
+ Mentha spicata - (Spearmint) - 0.45m & Height 0.45m -10%

Mixed Native Hedgin:

1.5m planting Strip set out centrally with 2 double staggered rows
650nm apart. S00mm between plants. Hedge maintain to height of
approx 1500mm including

boguood
Beech

Hornbeam

Hawth
Blackthorn

New (Pleached) Tree

Photinia fraseri Red Robin.

New Tree:-
Acer palmatum(Japanese maple)

pv

450 x 450 concrete paving slabs -
Brett, natural stone, Colour Olive
Black

Porous Asphalt, such as
drive" by Tarmac. Co

el N )

New lawn, either laid as turf or
repaired with seed

Concrete setts formin
raffic calming

rutble strips across road as

NO.27

Green roof

NO.25

1.8n High CB

Shrubs: (approximate Ssan of garden area)
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+ Ceanothus 'Blue mound' (evergreen blue flowers)
nted d 0.5m & Height 0.35m -15% (approx. 2 plants)

. leatus - 20%

{approx. Flanteq Spread 0.5m & Height 0.5m - 208 (approx. 2 plants)

ius Officinalls (Rosen
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Sm & Height 0.25m - 20% (approx. 2 plants)
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Liriope nuscari

{approx.Flanted Spread 0.3m & eight 0.4m - 20% (approx. 2 plants)
Thymus Leucotrichus (Thyme)

(approx. Planted Spread 0.2 & Height 0.2m - 20% (approx. 2 plants)
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