Detail 1

Detail 2

Detail 3

SECTION
SCALE: 1220 @ A3

Existing Sashbox - Retain &
Repair:

Carry out repairs to sashboxes as
required retaining as much
existing timber as possible. Install

quick release parting and staff
beads with draught seals for
thermal comfort & ease of
maintenance.

Sashes:

Install new timber sashes
designed to carry slim double
glazing. Paint off site to same
colour and specification as the
sash box.

ELEVATION: BAY WINDOW OVERHAUL
SCALE: 120 @ A3

Detail 4

Glazing:
Slim Double Glazing Units with
white spacer bars.

Paint:

Paint Sash Box by hand with 3
coats of a 100% Acrylic Paint
(as suggested in HE Guidance)
to best match the colour and
texture of existing windows.

Detail 5

PLAN: BAY WINDOW OVERHAUL
SCALE: 1220 @ A3

Install modern square
sash weights to
increase counter
weight achieveable and
minimise length of
weights. This will
permit a greater range
of opening.

DETAIL 4
SCALE: 15 @ A3

Indicative Detail (No access)

Stone Mullion

Install draught stripping to
new parting bead around

I\

upper sash.

New timber upper sash
incoroporating
draughtproof seals.

Slim Double Glazing Units
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NOTES

Install chrome plated pulleys

with white spacer bars.

to replace damaged and
painted over existing.

Ensure sash cords are sized

DETAIL1- SECTION
SCALE: 5@ A3

\
Install glazing in rebates

and retain with chamfered

appropriately for the weight
of glazing and install increase
sash counterweights in
pocket.

timber beads to give similar
appearance to traditional
glazing with putty.

DETAIL 2 -
SCALE: 1.5 @ A3

New timber lower sash

SECTION

incoroporating
draughtproof seals.

Rout groove into the

bottom rail of the lower
sash to accept a rebated
draughtstrip
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DETAIL 3 - SECTION
SCALE: 15 @ A3
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DETAILS
SCALE: 1.5 @ A3

Install chrome plated sash
fastener.

Install chrome plated sash
lifts to all sash windows to
improve grip / ease of
operation.

Install draught stripping to
new staff bead around lower
sash.
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THIS DRAWING MAY ONLY BE SCALED FOR PLANNING APPLICATION PURPOSES.

THIS DRAWING WAS PRODUCED FOR A SPECIFIC PURPOSE AGREED WITH THE
INSTRUCTING PARTY AND PROVIDES A COMENSURATE DEGREE OF ACCURACY.
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MANUFACTURE
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