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1. Scale this drawing for Planning Purposes only

2. Do not scale for working drawings all dimensions shall be checked on site prior to commencing the works and any errors or
admissions reported to the Architect

3. This drawing is the copyright of HFP Architects and must not be used or reproduced without their permission
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% Window Reguirements
o All windows obs O '
o \l/ Openable o Jpenable g / ‘\ ﬁ 8 \l/openome Site verification dimensions must be taken prior to manufacture
2 %2 J/ o Q Windows shall be white UPVC double glazed
9 1100mm_ max 8 2 8 1463 Q) 4 100min max M e Windows shall be obtained from a manufacturer as may be acceptable to
© 4 N © © [ 1100mm max | © the Employer and approved by the planning authority and be in full compliance with 'Secured by Design’
Fixed Fixed (Pas 24)WG04 W104 W204 W304 Fixed W;ndows sholl)be Eloz'edtwcijth |hermeﬁic||ollg seoledd dr:)ublet—hgloging units (otcajsi:jurbed t’;o tiothqogrrjs, Cllaookro?(.ms g?fc'j
shower rooms). aminate ass shall be used where s is recommende e local Crime Prevention cer.
(POS 24)WGO5 W1 05 W2O5 WBO5 requirementS. | d | | Y | | |
(Pas 24) WGO7 W107 W207 W307 900 Obscure glazing shall be provided to windows indicated upon elevations.
Window designs should incorporate a
1125 1463 (Pas 24) WG12 W114 W214 W314 opening section for natural ventilation purposes.
W11S Wary 918 (Pes 29wG13 w1 w22
24) WGO1 W101 W20 (Pas 24)WGO/ w108  Wo0S EEOS ijr;\\//v\/glé Whes W22z ?lkllol\,IVirtliovlzpgggug;nil(xgqnzwirg:n thrzmr?gcclile Grgssr')l'ng mechanisms should operate so that the first position the
as | inside. | | | iti
24) WGO2 W102 W202 (Pas 24) WGO8 V\X/l?% YX/%?% (Pas 24)\/\/@20 handle engages from closed is the normal opening position and the second position being for full opening
24) WG03 W105 W203 (POS 24) WGO9 (cleaning). The cleaning position must not be capable of being engaged first for safety reasons. It should also have
24) WG17 w118 W218 (Pas 24) WG10 W1T11 W211 a release mechanism. All windows must incorporate a suitable key operated locking device. Replacement parts
24) WG18 W119 W219 (Pas 24) WG1 1 Y/\/V:II 1% \\;\/\/%1% must be readily available in the UK.
24) WG19 W120 W220 Latches to all windows, including those in communal areas, must be reachable
from a standing position and easily manipulated with one hand. All windows without easy access shall be provided
with robust Teleflex controls.
Type 5. Type 0. Type 7. Type 8. Type 9. Ground floor and other easily accessible windows should be secure windows to meet British Standard publication
PAS 24:2016. Frames should be mechanically fixed to the structure of the building in accordance with the
910S.0 6855.0 575S,0 685 5.0 575S,0 manufacturers installation instructions.
/lI/ /II/ /II/ /II/ /I" ’IL ’II/ /I" /II/ /ID
Laminated glass to be installed in all ground floor windows and obscure to bathrooms.
Toughened kite marked glazing required below 800mm to Building Regulation requirements.
8 dpenablé 8 Gpenable 8 obenable 8 doenabld 8 cbenable The junctions between all window frames and external walls to be pointed in an appropriate mastic colour matched.
8 % @) O @) o 8 % g % 22 mm thick moisture resistant MDF bull-nosed window board is to be
= T T00mm mad: = 0 T oom ol ._(O) 0 oo m—" 8 = Moome marl| X < I — provided to.oII Winfiows inter.nolly. Cills to ki.tc.hens, bathrooms, WCs, shf)wer or.1d utility rooms are to be tiled. Cills
T T T T located behind basins and sinks to be a minimum 100 mm above basin or sink top.
All windows are to include draught proofing. Seals etc. and to be kept free of paint or other contamination.
Fixed Fixed Fixed Fixed Fixed
Provide the following ironmongery:
900 675 563 675 565 ‘Easiclean’ stainless steel hinges with 100mm child proof restrictor where required
Multi—point stainless steel lockable espagnolette bolt with mushroom head and twin night vent keeps
1sgm AOV rooflight electrically activated by firemans switch within Ground Floor entrance
W30T w311 (Pas 24) WGO6 W116 W306 W315
W302 W312 W106 W216
W303 w313 W206 Glazing Acoustic Performance
W08 w317
anufacture of windows shall incorporate coustic consultants report recommendations attached wi e plannin ermission.
W309 w318 Manufact f wind hall incorporate KP Acousti ltants report dati ttached with the planning permissi
W310 W319 Residential flats facing North, West & South Elevations glazing shall be 8.8lam/16/6
Residential flats facing East Elevations glazing shall be 4/12/6
Ex Door Type 1 Ex Door Type 2 Thermal Performance
1015
10225.0 Window U value as required within SAP report shall be achieved by the windows to meet thermal requirements.
Windows 1.2W/m2k.
Doors (solid) within heated corridor space 1.4W/m2k.
Fixed glazing Fixed glazing cxternal Door Reguirements
External communal partially glazed front doors, frames and, if appropriate, sidelights are to be pre—finished
aluminium framed doors and to meet 'Secured by Design’ and tested to achieve PAS23 & 24 2016.
S S Doors to achieve minimum 800mm clear opening.
wm )
ﬁ g ﬁ 8 Provide the following ironmongery:
x § § § S no. 150mm c.p. steel butt hinges
Double recessed 'Maglock’ linked to door entry system with ’proximity device reader’ (fob system)
1 no. Briton 4000 series overhead door closer and door restrictor
Pull handle externally and push plate internally
10172 1005
DG EXO1 DG EXQ2
(Pas 24) (Pas 24)
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