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All sanitaryware to have min. 75mm deep seal traps. All sanitary pipework 
and building drainage to comply generally with BS5572 & BS8301 and 
Building Regulations Approved Document H1.

All pipework in PVCu with patent joint/seals. Svp's to terminate 1m (min) 
above highest window opening with durable cage. Stub stack to terminate 
above level of highest waste trap connected to it.

Waste pipe sizes:-
Svp, stub stack: 110mm dia
W.C. & branches: 110mm dia. (fall 18-90mm/m)
Kitchen sink, basin & bath (<1.7mm run) 32mm dia. (fall 18-22mm/m)
Kitchen sink, basin & bath ( 1.7-3.0m run) 40mm dia. (fall 18-90mm/m)
Kitchen sink, basin & bath (3.0m-4.0m run) 50mm dia. (fall 18-90mm/m)

All drains formed in 110mm dia. PVCu pipework (BS 4660 & BS5481) laid to 
min. 1:60 fall bedded in pea shingle to BS 882:1983 Table 4 or BS 8301:1985 
Appendix D. All joints to be flexible.

Drains under buildings encased in 100mm pea shingle. Where the crown 
of the pipe is within 300mm of the underside of the slab the drain is to be 
encased in concrete integral with the slab.

Where drains are encased in concrete provide proprietary flexible joints.

Pipes bridged through walls with rc lintels and with min. 50mm clearance 
all round the pipe. The opening is to be masked with rigid sheet material 
to prevent the ingress of vermin or fill.

Drains within 400mm of ground level to be protected by 150mm thick 
concrete slab.

Inspection chambers less than 900mm deep to be formed with proprietary 
black polpropylene units (Osma or similar). Inspection chambers greater 
than 900mm to be formed in 215mm engineering brickwork on 150mm thick 
concrete slab with 1:1 (sand:cement) benching to BS 3921. Inspection 
chamber covers to be cast iron Grade C2 to BS497: Part 1.

All underground drainage to generally comply with Building Regulations 
Approved Document H2.
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Non-loadbearing timber partitions to be 97 x 47mm (C24) framing faced 
both sides with 12mm (10kg/m2 min) plasterboard. Min 100mm thick 
Rockwool Flexi Acoustic partition slab infill to provide sound insulation.
Studding at 400mm centres.

Extractor fans to be fitted to Ensuite and WC/Shower Room 
to provide 15l/s extraction rate to external air with a 15 minute over run.
Fans to be installed a maximum of 400mm below ceiling level and have
a noise level less than 45dB.
Door to be undercut by 10mm to provide adequate ventilation. Fan to be 
tested, commissioned and a certificate notifying of such no later than 
30 days after completion.


