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RAMUSEVANS-TD-24-319-P5

Warm deck roof:
- 1.5mm  Roofing topcoat
- GRP laminate (Roofing resin reinforced by CSM)
- 450g/m2 Chopped Strand Mat
- 18mm OSB3 decking
- 100mm rigid insulation
- 3mm Air gap, GRP vapour control
- 18mm OSB3 decking
- 47x195mm wooden rafter
- 12.5mm gypsum board
- Cross ventilation fitted
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Simulated lead trim to seal at 
junction of new roof to brickwork.
Seal with GRP preformed roof 
trims - use Simulated lead wall 
cover flashing, wall fillet and GRP 
bandage.

Double joists for 4x skylight.
980x780mm approx. openings. 
Size, style and position TBC by client.

B2
B1

Drains where passing through walls or footings to be bridged by R.C. 
Lintels with 100mm min. clearance for I/L depth 1.1m or less. Or 
600mm for depth 1.1m or more. Assumed I/L -0.76m shown.
Bottom of foundatiion to be at min. the same level as drain.
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1. 13.06.24
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Section 2

2. 15.07.24 -
*resize to 8m total length
*step-in ext'n footprint to negate 
tunnel effect on neighbour

3

3. 31.07.24 -
*reduce roof height of proposed 
ext'n.
*remove parapet walls each side 
of roof and replace with raised 
edge instead.


