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300mm Ø

1 1

CL 38.80
IL 36.83

CL 38.80
IL 37.14

Existing Thames Water MH6301
CL 38.965
IL 37.329

Levels based on survey provided 27.05.22

Foul water drain to be constructed above existing culverts -
- subject to obtaining land drainage consent Break chamber

CL 39.00 (approx)
IL 37.50

TW MH 311C
CL 38.619
IL 37.039
Levels based on survey provided 27.05.22

Break chamber
CL 38.60
IL 37.80

Private foul water drain within
public highway - subject to
Highway Authority's approval OR
new adopted sewer subject to
S104 approval by Thames Water

Rising main

CL 38.90
IL 36.77
Refer to Note
3

Foul water downpipe
Proposed foul water drain
Foul water manhole/chamber

Existing public foul water sewer
Foul water downpipe

Proposed foul water discharge route

REV DATE DESCRIPTION

CONTRACTOR

DRAWING TITLE

DRAWING PURPOSE

SCALEDATE

REVISIONPROJECT - ORIGINATOR - ZONE - LEVEL - TYPE - ROLE - NUMBER

MEDIADRAWN BY CHK'D BY

PROJECT

CONSULTANT

CLIENT

-

© Copyright Hexa Consulting Ltd

Notes
1. Do not scale this drawing. All dimensions must be checked/ verified

on site. If in doubt ask.

2. This drawing is to be read in conjunction with all relevant architects,
engineers and specialists drawings and specifications.

3. All dimensions in millimetres unless noted otherwise. All levels in
metres unless noted otherwise.

4. Any discrepancies noted on site are to be reported to the engineer
immediately.
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CONSTRUCTION

FOUL WATER DRAINAGE LAYOUT
- SHEET 2

RIVER ACADEMY, READING

Design Notes

Application for land drainage consent in progress.
Coordination with pump manufacturer ongoing.
Construction of watercourse crossing not to be
undertaken prior to obtaining approval.

Route of rising main in abeyance. Coordination with
pump manufacturer and arboriculturist ongoing.

Section 106 application in progress - to be completed
once route of rising main is agreed and pump details
provided by manufacturer.

IN ABEYANCE:

C01 02/11/22 CONSTRUCTION ISSUE

P01 13/10/21 DRAFT CONTRACTOR PROPOSALS SUBMISSION
P02 09/12/21 PLANNING SUBMISSION
P03 13/12/21 SITE BOUNDARY REVISED
P04 28/01/22 CONTRACTORS PROPOSALS

P06 12/08/22 DRAFT CONSTRUCTION ISSUE
P05 18/03/22 LAYOUT AMENDED AS CLOUDED TO SUIT REVISED SITE

LAYOUT

1. Connection to public foul water sewer subject to Section 106 approval by
Thames Water.

2. Based on the proposed school occupancy of 1500 pupils plus approx.
156 staff the expected average daily foul flow is 149,040 litres or
149m3 per day (5.9l/s over an average of 7 operational hours per
day).

3. Internal foul pop up locations as per DBS drawings
FS0949-DBS-01-00-DR-N-5000-5001 rev P03

C02 06/12/22 AMENDED TO SUIT  REVISED SITE LAYOUT
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