
Roof Main roof - Pitched roof - insulated at ceiling 

Roof Type: Pitched Roof, insulated Ňat ceiling

Total resistance: Upper limit = 8.955 m² K/W Lower limit = 8.646 m² K/W Average = 8.801 m² K/W

U-value (unrounded) = 0.11  W/m² KTotal correcƟon = 0.0000 m² K/W

Unheated space: RoomInRoof

Total thickness: 416 mm U-value: 0.11  W/m² K Kappa: 12.17  kJ/m² K

Layer DescripƟon Thickness 
(mm)

ConducƟvity 
(W/m²K)

Resistance 
(m²K/W)

FracƟon   
(%)

Density  
( kg/m³)

Heat Cap. 
(J/kgK)

Ext surface 0.0400
Layer 1 Roof space 

Main construcƟon 0 0.0600 0.0600 100.00
Layer 2 Mineral wool quilt

Main construcƟon 200 0.0440 4.5455 100.00
          CorrecƟons - Air Gap: Level 0, Fasteners: None or 
plasƟc

Layer 3 Mineral wool quilt between joists
Main construcƟon 200 0.0440 4.5455 90.50
Main construcƟon 200 0.1300 1.5385 9.50
          CorrecƟons - Air Gap: Level 0, Fasteners: None or 
plasƟc

Layer 4 Plasterboard, standard
Main construcƟon 12.5 0.2100 0.0595 100.00 950 840

Layer 5 Plaster, standard
Main construcƟon 3 0.4000 0.0075 100.00 600 1000

Int surface 0.1000

Building Elements

7358-0001Assessor IDMr. James Turner, J E Turner, Tel: 01437710954, 
jim.thinkinggreen@gmail.com

Assessor Details

Client Greg Farrell, 052
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General Requirements Compliance
CO₂ Emissions (t/year)

  0  
  0  

Environmental
SAP RaƟng

Property Reference
Assessment Reference

04/09/2024Issued on Date
Prop Type Ref

7358-0001-GF-80MP
Proposed

Project Proposed dwelling adjacent, 80 Mount Pleasant, Reading, RG1 2DT
CalculaƟon Type New Build (As Designed)

04/09/2024
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