
Wall Main cavity wall

Wall Type: Standard Wall

Total resistance: Upper limit = 5.701 m² K/W Lower limit = 5.618 m² K/W Average = 5.660 m² K/W

U-value (unrounded) = 0.18  W/m² KTotal correcƟon = 0.0057 m² K/W

Unheated space: None

Total thickness: 330 mm U-value: 0.18  W/m² K Kappa: 61.78  kJ/m² K

Layer DescripƟon Thickness 
(mm)

ConducƟvity 
(W/m²K)

Resistance 
(m²K/W)

FracƟon   
(%)

Density  
( kg/m³)

Heat Cap. 
(J/kgK)

Ext surface 0.0400
Layer 1 Brick, outer leaf

Main construcƟon 102 0.7700 0.1325 82.81
Main construcƟon 102 0.9407 0.1084 17.19

Layer 2 Standard cavity
Main construcƟon 10 0.0275 0.3632 100.00
          CorrecƟons - Cavity UnvenƟlated, Emissivity: 
Normal

Layer 3 Celotex Thermaclass 21
Main construcƟon 90 0.0210 4.2857 100.00
          CorrecƟons - Air Gap: Level 1, Fasteners: Wall Ɵes, 
Cross secƟonal area: 12.50 mm², Lambda: 17.000 W/m.K, 
per m²: 2.500

Layer 4 Blockwork, light
Main construcƟon 100 0.1800 0.5556 93.43 680 1050
Main construcƟon 100 0.8803 0.1136 6.57 680 1050

Layer 5 airspace/plaster dabs
Main construcƟon 15 0.0882 0.1700 80.00
Main construcƟon 15 0.0882 0.1700 20.00
          CorrecƟons - Cavity UnvenƟlated, Emissivity: 
Normal

Layer 6 Plasterboard, standard
Main construcƟon 12.5 0.2100 0.0595 100.00 950 840

Int surface 0.1300

Building Elements

7358-0001Assessor IDMr. James Turner, J E Turner, Tel: 01437710954, 
jim.thinkinggreen@gmail.com
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Client Greg Farrell, 052
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Property Reference
Assessment Reference

04/09/2024Issued on Date
Prop Type Ref

7358-0001-GF-80MP
Proposed

Project Proposed dwelling adjacent, 80 Mount Pleasant, Reading, RG1 2DT
CalculaƟon Type New Build (As Designed)

04/09/2024
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