
Floor Basement Ňoor

Floor Type: Basement Floor
Area = 27.79 m², Perimeter = 21.89 m, Wall thickness = 400.00 mm, Soil: Unknown
Depth of Ňoor below ground level:2.100 m
Earth ConducƟvity = 2.00 W(m.K)

Total resistance: Upper limit = 7.205 m² K/W Lower limit = 7.205 m² K/W Average = 7.205 m² K/W

U-value (unrounded) = 0.12  W/m² KTotal correcƟon = 0.0090 m² K/W

Unheated space: None

Total thickness: 516 mm U-value: 0.12  W/m² K Kappa: 65.52  kJ/m² K

Layer DescripƟon Thickness 
(mm)

ConducƟvity 
(W/m²K)

Resistance 
(m²K/W)

FracƟon   
(%)

Density  
( kg/m³)

Heat Cap. 
(J/kgK)

Ext surface 0.0400
Layer 1 Concrete, reinforced (2% steel)

Main construcƟon 300 2.5000 0.1200 100.00
Layer 2 Polythene,1200 gauge

Main construcƟon 0.3 0.0000 0.0000 100.00
Layer 3 Celotex XR4000

Main construcƟon 150 0.0220 6.8182 100.00 30 1400
          CorrecƟons - Air Gap: Level 1, Fasteners: None or 
plasƟc

Layer 4 Polythene, 500 gauge
Main construcƟon 0.2 0.0000 0.0000 100.00

Layer 5 Screed
Main construcƟon 65 1.1500 0.0565 100.00 1200 840

Int surface 0.1700

Building Elements

7358-0001Assessor IDMr. James Turner, J E Turner, Tel: 01437710954, 
jim.thinkinggreen@gmail.com

Assessor Details

Client Greg Farrell, 052
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General Requirements Compliance
CO₂ Emissions (t/year)

  0  
  0  

Environmental
SAP RaƟng

Property Reference
Assessment Reference

04/09/2024Issued on Date
Prop Type Ref

7358-0001-GF-80MP
Proposed

Project Proposed dwelling adjacent, 80 Mount Pleasant, Reading, RG1 2DT
CalculaƟon Type New Build (As Designed)

04/09/2024
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