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Volvo EC380EHR, E480EHR, EC750EHR 
in detail
Engine 

The latest generation, Volvo engine Tier 4f (Stage IV) emissions 
certified diesel engine fully meets the demands of the latest, emsissions 
regulations. Featuring Volvo Advanced Combustion Technology (V-ACT), 
it is designed to deliver superior performance and fuel efficiency. The 
engine uses precise, highpressure fuel injectors, turbo charger and air-
to-air intercooler, and electronic engine controls to optimize machine 
performance. Air Filter: 3-stage with precleaner. Automatic Idling System: 
Reduces engine speed to idle when the levers and pedals are not activated 
resulting in less fuel consumption and low cab noise levels.

EC380EHR

Engine Tier 4f (Stage IV) Volvo D13J

Max power at r/s / r/min 28 / 1 700

Net, ISO 9249/SAE J1349 kW / hp 229 / 311

Gross, ISO 14396/SAE J1995 kW / hp 230 / 313

Max torque at Nm / r/min 1 692 / 1 275

No. of cylinders 6

Displacement l 12.8

Bore mm 131

Stroke mm 158

EC480EHR

Engine Tier 4f (Stage IV) Volvo D13J

Max power at r/s / r/min 30 / 1 800

Net, ISO 9249/SAE J1349 kW / hp 283 / 385

Gross, ISO 14396/SAE J1995 kW / hp 284 / 386

Max torque at Nm / r/min 1 928 / 1 350

No. of cylinders 6

Displacement l 12.8

Bore mm 131

Stroke mm 158

EC750EHR

Engine Tier 4f (Stage IV) Volvo D16J

Max power at r/s / r/min 30 / 1 800

Net, ISO 9249/SAE J1349 kW / hp 392 / 533

Gross, ISO 14396/SAE J1995 kW / hp 393 / 534

Max torque at Nm / r/min 2 570 / 1 350

No. of cylinders 6

Displacement l 16.1

Bore mm 144

Stroke mm 165

Swing system

The swing system uses an axial piston motors, driving a planetary gearbox 
for maximum torque. An automatic holding brake and anti-rebound valve 
are standard.

EC380EHR EC480EHR EC750EHR

Max. slew speed r/min 10.2 9.3 7

Max. slew torque kNm 130.5 166.3 275.3

Drive

Each track is powered by an automatic two-speed shift travel motor. The 
track brakes are multi-disc, spring-applied and hydraulic released. The 
travel motor, brake and planetary gears are well protected within the track 
frame.

EC380EHR EC480EHR EC750EHR

Max. drawbar pull kN 276.5 333 472

Max. travel speed  
(1st Gear/2nd Gear) km/h 3.4/5.3 3.2/5.2 2.9/4.6

Gradeability ° 35 35 33

Undercarriage

The undercarriage has a robust X-shaped frame. Greased and sealed track 
chains are standard.

EC380EHR EC480EHR EC750EHR

Track pads 2 x 50 2 x 52 2 x 52

Link pitch mm 215.9 215.9 260.4

Shoe width,  
triple grouser mm 600 / 700 / 

800 / 900
600 / 700 / 
800 / 900 -

Shoe width,  
double grouser mm 600 600 650 / 750 / 

900

Bottom rollers 2 x 9 2 x 9 2 x 9

Top rollers 2 x 2(2 x 3*) 2 x 2(2 x 3*) 2 x 3

* Retractable undercarriage

Electrical system

High-capacity electrical system that is well protected. Waterproof double-
lock harness plugs are used to secure corrosion-free connections. The main 
relays and solenoid valves are shielded to prevent damage. The master 
switch is standard. Contronics provides advanced monitoring of machine 
functions and important diagnostic information. 

EC380EHR EC480EHR EC750EHR

Voltage V 24 24 24

Batteries V 2 x 12 2 x 12 2 x 12

Battery capacity Ah 200 200 210

Alternator V / Ah 28 / 80 28 / 80 28 / 80
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Hydraulic system

The new electro-hydraulic system and new MCV (main control valve) use 
intelligent technology to control on-demand flow for high-productivity, 
high-digging capacity and excellent fuel consumption. 
The following important functions are included in the system: 
Summation system: Combines the flow of both hydraulic pumps to a 
single function to ensure quick cycle times and high productivity. 
Boom priority: Gives priority to the boom operation for faster raising when 
loading or performing deep excavations. 
Arm priority: Gives priority to the arm operation for faster cycle times in 
leveling and for increased bucket filling when digging.Swing priority: Gives 
priority to swing functions for faster simultaneous operations. 
Regeneration system: Prevents cavitation and provides flow to other 
movements during simultaneous operations for maximum productivity. 
Power boost: All digging and lifting forces are increased. 
Holding valves: Boom and arm holding valves prevent the digging 
equipment from creeping

EC380EHR EC480EHR EC750EHR

Main pump, Type 2 x variable displacement axial piston pumps

Maximum flow l/min 2 x 300 2 x 376 2 x 450

Pilot pump, Type Gear pump

Maximum flow l/min 32.6 32 34.5

Hydraulic motors

Travel: Variable displacement axial piston motor with mechanical brake 
Slew: Fixed displacement axial piston motor with mechanical brake

EC380EHR EC480EHR EC750EHR

Relief valve setting

Implement MPa 32.4/35.3 32.4/35.3 33.8/35.8

Travel circuit MPa 35.3 32.4 33.8

Slew circuit MPa 27.9 25.8 26.5

Pilot circuit MPa 3.9 3.9 3.9

Base boom cylinder

Qty
Bore Stroke

ø mm mm

EC380EHR Base boom cylinder 2 165 1 530

EC480EHR Base boom cylinder 2 180 1 590

EC750EHR Base boom cylinder 2 230 1 697

Service refill capacities

EC380EHR EC480EHR EC750EHR

Fuel tank l 620 680 800

AdBlue/DEF tank l 62.5 62.5 80

Hydraulic system, total l 500 525 655

Hydraulic tank l 225 270 350

Engine oil l 42 42 52

Engine coolant l 60 60 66

Slew reduction unit l 6.5 2 x 6 2 x 6.8

Travel reduction unit l 2 x 6.8 2 x 7.5 2 x 13.5

Tilting Cab

The standard hydraulically tilting cabin tilts up to 30 degrees to enhance 
visibility and reduce operator fatigue and neck strain on high-reach jobs.
The operator’s cab has easy access via a wide door opening.
The cab is supported on hydraulic dampening mounts to reduce shock and 
vibration levels. These along with sound absorbing lining provide low noise 
levels. The cab has excellent all-round visibility, especially upward, with a 
wide front glass and top wiper. 
Integrated air-conditioning and heating system: The pressurized and 
filtered cab air is supplied by an automatically-controlled fan. The air is 
distributed throughout the cab from 14 vents. 
Ergonomic operator’s seat: The adjustable seat and joystick console move 
independently to accommodate the operator. The seat has 12 different 
adjustments plus a seat belt for the operator’s comfort and safety.
Refrigerant of the type R134a is used when this machine is equipped 
with air conditioning. Contains fluorinated greenhouse gas R134a, Global 
Warming Potential 1.430 t CO2-eq

Sound Level

EC380EHR EC480EHR EC750EHR

Sound level in cab according to ISO 6396

LpA dB(A) 71 71 72

External sound level according to ISO 6395 and EU Noise Directive 
(2000/14/EC) and 474-1:2006 +A1:2009

LwA dB(A) 105 106 108



4

Specifications
MACHINE WEIGHTS

EC380EHR
600 mm shoe 600 mm shoe -

Fixed 
undercarriage

Hydraulically 
retracted 

-

At Demolition Equipment
Base machine kg 36 540 40 740 -
3-piece demolition equipment (incl cradle) kg 7 510 7 510 -
Additional CWT kg 2 750 2 750 -
Total weight kg 46 800 51 000 -

At Digging Equipment
Base machine kg 36 540 40 740 -
Digging equipment with 3.35m arm (incl cradle) kg 5 180 5 180 -
Boom extension  (incl cradle) kg NO 3 850 -
Total weight without boom extension kg 41 720 45 920 -
Total weight with boom extension kg NO 49 770 -

EC480EHR (Hydraulically removable counterweight)
600 mm shoe 600 mm shoe 600 mm shoe

Fixed 
undercarriage

Mech. retracted 
undercarriage

Hydr. retracted 
undercarriage

At Demolition Equipment
Base machine kg 44 520 45 485 50 265
3-piece demolition equipment (incl cradle) kg 9 755 9 755 9 755
Additional CWT kg 3 500 3 500 3 500
Total weight kg 57 775 58 740 63 520

At Digging Equipment
Base machine kg 44 520 45 685 50 265
Digging equipment with 3.35m arm (incl cradle) kg 6 350 6 350 6 350
Boom extension (incl cradle) kg NO NO 3 845
Total weight without boom extension kg 50 870 51 835 56 615
Total weight with boom extension kg NO NO 60 460

EC750EHR (Hydraulically removable counterweight)
750 mm shoe

Hydr. retracted 
undercarriage

At Demolition Equipment
Base machine (with undercarriage) kg 79342
Undercarriage (2) kg 39248
3-piece demolition equipment (incl cradle) kg 19500
Additional CWT kg 4186
Total weight kg 103028

At Digging Equipment
Base machine (with undercarriage) kg 79342
Undercarriage (2) kg 39248
Digging equipment with 3.35m arm (incl cradle) kg 10880
Boom extension (incl cradle) kg 6780
Total weight without boom extension kg 89460
Additional CWT kg 4186
Total weight with boom extension kg 101188
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GROUND PRESSURE
Description Shoe width Operating weight Ground pressure Overall width

mm kg kPa mm
EC380EHR
Demolition mode; fixed undercarriage, with 12.57 m base boom + demo. boom, 2.5 m inter. arm,  
6.7 m demolition arm, 2 500 kg crusher, 10 000 kg counterweight

Triple grouser

600 48 615 86.7 3 980
700 49 055 75.0 4 080
800 49 505 66.2 4 180
900 49 955 59.4 4 280

Triple grouser (HD) 600 49 065 87.5 3 980
Double grouser 600 48 895 87.2 3 980
EC380EHR
Demolition mode; hydraulically retractable undercarriage, with 12.57 m base boom + demo. boom, 2.5 m inter. arm,  
6.7 m demolition arm, 3 000 kg crusher, 10 000 kg counterweight

Triple grouser

600 53 310 95.1 3 980
700 53 750 82.2 4 080
800 54 200 71.7 4 180
900 54 650 65.0 4 280

Triple grouser (HD) 600 53 760 95.9 3 980
Double grouser 600 53 590 95.6 3 980
EC480EHR
Demolition mode; fixed undercarriage, with 15.60 m base boom + demo. boom, 2.5 m inter. arm,  
8.5 m demolition arm, 3 000 kg crusher, 13 000 kg counterweight

Triple grouser

600 60 340 104.3 3 340
700 60 840 90.2 3 440
800 61 345 79.5 3 540
900 61 845 71.3 3 640

Double grouser 600 60 390 104.4 3 340
EC480EHR 
Demolition mode; mech. retractable undercarriage, with 15.60 m base boom + demo. boom, 2.5 m inter. arm,  
8.5 m demolition arm, 3 000 kg crusher, 13 000 kg counterweight

Triple grouser

600 61 305 105.5 3 490
700 61 805 91.2 3 590
800 62 310 80.4 3 690
900 62 810 72.1 3 790

Double grouser 600 61 355 105.6 3 490
EC480EHR
Demolition mode; hydraulically retractable undercarriage, with 15.60 m base boom + demo. boom, 2.5 m inter. arm,  
8.5 m demolition arm, 3 500 kg crusher, 13 000 kg counterweight

Triple grouser

600 66 585 114.4 3 980
700 67 085 98.8 4 080
800 67 590 87.1 4 180
900 68 090 78 4 280

Double grouser 600 66 635 114.5 3 980
EC750EHR
Demolition mode; hydraulically retractable undercarriage, with 20.35 m base boom + demo. boom, 2.6 m inter. arm,  
11.55 m demolition arm, 3 600 kg crusher, 15 000 kg counterweight

Double grouser
650 103 267 136.3 3 795 / 3 700*
750 104 029 119 3 800
900 105 172 100.3 3 950

EC750EHR
Demolition mode; hydraulically retractable undercarriage, with 13.88 m base boom + demo. boom, 2.6 m inter. arm,  
7.41 m demolition arm, 5 000 kg crusher, 15 000 kg counterweight

Double grouser
650 100 183 132.3 3 795 / 3 700*
750 100 945 115.5 3 800
900 102 088 97.3 3 950

EC750EHR
Demolition mode; hydraulically retractable undercarriage, with 12.67 m base boom + EXT. boom + demo. boom,  
4.2 m digging arm, 9 100 kg tool, 15 000 kg counterweight

Double grouser
650 107 678 142.2 3 795 / 3 700*
750 108 440 124.1 3 800
900 109 583 104.5 3 950

EC750EHR
Demolition mode; hydraulically retractable undercarriage, with 8.3 m base boom + digging boom,  
4.2 m digging arm, 7 260 kg tool, 11 200 kg counterweight

Double grouser
650 95 875 126.6 3 795 / 3 700*
750 96 637 110.6 3 800
900 97 780 93.2 3 950

* without welding block
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Specifications

DIMENSIONS

Description EC380EHR EC480EHR EC750EHR

Unit
Undercarriage 

fixed

Undercarriage 
hydraulically 
retractable

Undercarriage 
fixed

Undercarriage 
mechanically 

retractable

Undercarriage 
hydraulically 
retractable

Undercarriage 
hydraulically 
retractable

A Width superstructure mm 2 990 2 990 2 990 2 990 2 990 3420

B Overall width with walk way (Only left side) mm 3 320 3 320 3 320 3 320 3 320 -

Overall width with SIPS(both side) 
& Cab entrance step(Left side) mm 3 415 3 415 3 415 3 415 3 415 3904

Overall width without SIPS(both side) 
& Cab entrance step(Left side) mm 2 990 2 990 2 990 2 990 2 990 -

C Overall height mm 3 235 3 265 3 280 3 390 3 390 3484

C1 Overall height (incl. FOG) mm 3 330 3 360 3 390 3 500 3 500 3562

D Tail swing radius mm 3 600 3 600 3 880 3 880 3 880 4238

E Overall height of Handrail mm 3 690 3 720 3 735 3 845 3 845 3941

E Overal height of Diffuser mm 3 470 3 500 3 515 3 625 3 625 3790

F Minimum Counterweight clearance * mm 1 220 1 220 1 250 1 360 1 360 1480

G Tumbler length mm 4 240 4 240 4 370 4 370 4 370 5280

H Track length mm 5 180 5 210 5 370 5 370 5 370 6518

I Track gauge (extended) mm 2 740 3 380 2 740 2 890 3 380 4300

Track gauge (retracted) mm - 2 390 - 2 390 2 390 3050

J Shoe width mm 600 600 600 600 600 750

K Min. ground clearance * mm 500 480 515 710 485 563

L Overall length mm 7 065 7 065 7 535 7 535 7 535 8728

* With shoe grouser

DIMENSIONS OF THE COUNTERWEIGHT

Description Unit EC380EHR EC480EHR EC750EHR

standard additional cwt standard
additional cwt  

 w/ manual

additional cwt  
w/ hyd 

removable
standard

additional cwt  
w/ hyd 

removable

A Width counterweight mm 2 974 2 950 2 990 2 950 2 950 3 406 3 240

B Thickness counterweight mm 734 590 920 590 590 808 658

C Height counterweight mm 1 395 270 1 140 360 360 1 747 360

Total weight counterweight kg 7 250 2 750 9 750 3 350 3 500 11 200 4 186

CAUTION:  The machine can transported with the digging boom fitted. If it’s transported without digging boom but with additional counterweight, take 
care of stability (tilting back) during the loading / unloading on truck.
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DIMENSIONS OF DIGGING EQUIPMENT

Description Unit EC380EHR EC480EHR EC750EHR

3.2 m 3.9 m 3.35 m 3.9 m 4.2 m

A Length - mounting to arm end mm 6 865 7 600 8 775 8 785 8 190

B Overall height mm 2 320 2 340 2 500 2 480 2 945

C Length of support cradle mm 1 185 1 185 2 565 2 565 2 565

D Width of support cradle mm 1 630 1 630 2 080 2 080 2 080

Weight of digging boom  
with transport cradle kg 5 180 5 320 6 350 6 440 11 075

DIMENSIONS OF DIGGING BOOM EXTENSION

Description Unit EC380EHR EC480EHR EC750EHR

A Overall length mm 3 730 4 465 5 383

B Overall height mm 2 645 2 500 3 584

C  Length of support cradle mm 2 690 4 740 3 776

D Width of support cradle mm 2 180 2 180 2 280

Weight, including support cradle kg 3 850 3 845 6 618

DIMENSIONS OF 3-PIECE DEMOLITION BOOM IN SUPPORT CRADLE

Description Unit EC380EHR EC480EHR
EC750EHR

26m 36m

A Overall length mm 10 075 13 380 11 082 17 306

B Overall height mm 3 012 3 050 3 569 3 597

C Length of support cradle mm 2 565 2 585 8 510 13 838

D Width of support cradle mm 2 080 2 040 2 416 2 416

Weight of working equipment without attachment, including support cradle kg 7 510 9 755 14 240 19 500
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DIMENSION OF BASE MACHINE, TRANSPORTATION MODE

Description Unit
EC750EHR

Hydraulically retractable  
Undercarriage

A. Overall width with Handrail on FOG mm 3 498

B. Width lower frame center mm 2 095

B1. Overall width lower frame center mm 3 044

C. Overall height mm 2 971

C1. Overall height (incl. FOG) mm 3 050

D. Swing radius center to CWT linkage mm 3 867

E. Overall height of Diffuser mm 3 277

F. Minimum upper frame clearance mm 921

G. Length lower frame center mm 2 859

G. Overall length lower frame center mm 3 781

H. Overall length mm 8 353

Base machine weight kg 28 895

DIMENSION OF BASE MACHINE, TRACK FRAME

Description Unit
EC750EHR

Hydraulically retractable  
Undercarriage

A. Width track mm 750

B. Overall width track and frame mm 855

C. Length mm 6 518

D. Height mm 1 406

Total weight kg 19 624

Specifications
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DIMENSIONS WITH DIGGING EQUIPMENT (POSITION FOR TRANSPORT)

Unit

EC380EHR EC480EHR EC750EHR

Boom Straight boom 6.8 m Straight boom 7.5 m
Straight boom 

8.3 m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

A Overall length mm 11 555 11 420 12 735 12 720 13 899

B Swing centre to front of equipment mm 7 955 7 820 8 855 8 835 9 660

C Maximum height of boom in transport position mm 3 085 3 960 3 510 3 670 4 243

Operating weight. excluding bucket kg 45 525 45 665 56 330 56 420 89 377

DIMENSIONS WITH DIGGING BOOM EXTENSION

Unit

EC380EHR EC480EHR EC750EHR

Boom Straight & Straight Boom 9.8 m Straight Boom 10.85m
Straight Boom 

12.7m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

A Overall length mm 14 580 14 520 16 075 16 070 18 311

B Swing centre to front of equipment mm 10 980 10 920 12 190 12 190 14 072

C Maximum height of boom in transport position mm 3 300 3 720 3 755 3 840 4 418

Operating weight. excluding tool , cradle kg 48 500 48 640 59875 59945 99 340

DIMENSIONS WITH 3-PIECE DEMOLITION ATTACHMENT

Unit EC380EHR EC480EHR
EC750EHR

26m 36m

A Overall length mm 16 515 20 045 18 939 25 156

B Swing centre to front of equipment mm 12 915 16 165 14 701 20 918

C Maximum height of boom in transport position   mm 3 110 3 095 3 621 3 489

Operating weight, excluding crusher kg 50 310 63 085 95 945 100 429
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Specifications
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WORKING RANGES WITH STRAIGHT BOOM

EC380EHR EC480EHR EC750EHR

Boom
Straight  

boom 6.8 m
Straight  

boom 7.5 m
Straight  

boom 8.3 m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

Bucket tip radius mm 1 846 1 846 1 960 1 960 2 190

A Maximum digging reach mm 11 825 12 500 12 815 13 330 14 567

B Maximum digging reach on ground mm 11 625 12 310 12 590 13 115 14 339

C Maximum digging depth mm 5 800 6 500 6 470 7 020 6 861

D Maximum digging depth (2.4 m level) mm 5 650 6 370 6 325 6 890 6 744

E Maximum vertical wall digging depth mm 4 300 4 815 5 060 5 520 4 684

F Maximum cutting height mm 13 495 14 090 13 905 14 275 15 810

G Maximum dumping height mm 9 810 10 410 10 030 10 410 11 465

H Minimum front swing radius mm 3 250 3 580 3 970 3 940 4 906

DIGGING FORCES WITH STRAIGHT BOOM

EC380EHR EC480EHR EC750EHR

Boom
Straight  

boom 6.8 m
Straight  

boom 7.5 m
Straight  

boom 8.3 m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

Bucket tip radius mm 1 846 1 846 1 960 1 960 2190

Breakout force-bucket (Normal/Power boost) ISO kN 201/219 201/219 243/265 243/265 304/317

Tearout force-arm (Normal / Power boost) ISO kN 162/177 142/155 198/216 177/193 255/266

Rotation angle, bucket ° 178 178 183 183 173.4

WORKING RANGES WITH BENT BOOM

EC380EHR EC480EHR EC750EHR

Boom
Bent  

boom 6.5 m
Bent  

boom 7.0 m
Bent  

boom 7.7 m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

Bucket tip radius mm 1 846 1 846 1 960 1 960 2 190

A Maximum digging reach mm 11 285 11 935 12 095 12 585 13 697

B Maximum digging reach on ground mm 11 075 11 735 11 855 12 355 13 452

C Maximum digging depth mm 7 010 7 710 7 730 8 280 8 324

D Maximum digging depth (2.4 m level) mm 6 860 7 575 7 585 8 150 8 207

E Maximum vertical wall digging depth mm 5 740 6 340 5 530 5 865 7 257

F Maximum cutting height mm 11 420 11 790 10 990 11 135 12 520

G Maximum dumping height mm 7 995 8 375 7 490 7 655 8 558

H Minimum front swing radius mm 3 660 3 710 5 065 4 935 5 354

DIGGING FORCES WITH BENT BOOM

EC380EHR EC480EHR EC750EHR

Boom
Bent  

boom 6.5 m
Bent  

boom 7.0 m
Bent  

boom 7.7 m

Arm 3.2 m 3.9 m 3.35 m 3.9 m 4.2m

Bucket tip radius mm 1 846 1 846 1 960 1 960 2190

Breakout force-bucket (Normal/Power boost) ISO kN 201/219 201/219 243/265 243/265 304/317

Tearout force-arm (Normal / Power boost) ISO kN 162/177 142/155 198/216 177/193 255/266

Rotation angle. bucket ° 178 178 183 183 173.4
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Specifications

WORKING RANGES AND MAX. TOOL WEIGHT (machines with 3-piece demolition boom)

Description Unit
EC380EHR

Undercarriage,  
fixed

Undercarriage hydraulically 
retractable

A Maximum pin height mm 23 025 23 060

Pin height H/2 20 354 20 389

B Maximum pin reach mm 14 490 14 490

Pin reach H/2 11 390 11 390

Maximum tool weight t 2.5 3

C Operating angle ° 24.4 24.4
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WORKING RANGES AND MAX. TOOL WEIGHT (machines with 3-piece demolition boom)

Description Unit
EC480EHR

Undercarriage,  
fixed

Undercarriage mechanically 
retractable

Undercarriage hydraulically 
retractable

A Maximum pin height mm 28 030 28 140 28 140

Pin height H/2 24 188 24 298 24 298

B Maximum pin reach mm 16 090 16 090 16 090

Pin reachH/2 13 419 13 419 13 419

Maximum tool weight t 3 3 3.5

C Operating angle ° 18.8 18.8 18.8



14

WORKING RANGES AND MAX. TOOL WEIGHT (machines with 3-piece demolition boom)

Description Unit

EC750EHR

26 m 36 m

Undercarriage hydraulically 
retractable

Undercarriage hydraulically 
retractable

A Maximum pin height mm 26 000 36 000

Pin height H/2 22 600 31 922 / 31 271*

B Maximum pin reach mm 15 589 22 273 / 20 626*

Pin reachH/2 12 672 17 348 / 17 023*

Maximum tool weight t 5 3.6

C Operating angle ° 23.5 23.5 / 18.5

*Across

Specifications
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WORKING RANGES AND MAX. TOOL WEIGHT (machines with digging boom extension)

EC380EHR

Boom Straight & Straight Boom 9.8 m Bent & Bent boom 8.7 m

Arm 3.9m arm 3.9m arm

Description Unit Undercarriage, hydraulically retractable

A Maximum pin height mm 15 245 9 810

B Maximum pin reach mm 13 620 11 885

Maximum tool weight t 4.3 5.6

C Maximum pin depth mm NO 8 518
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WORKING RANGES AND MAX. TOOL WEIGHT (machines with digging boom extension)

EC480EHR

Boom Straight Boom 10.85m Bent boom 10.08m

Arm 3.9m arm 3.9m arm

Description Unit Undercarriage, hydraulically retractable

A Maximum pin height mm 15775 13025

B Maximum pin reach mm 14560 13330

Maximum tool weight t 4.7 5.7

C Maximum pin depth mm NO 7 052
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WORKING RANGES AND MAX. TOOL WEIGHT (machines with digging boom extension)

EC750EHR

Boom Straight & Straight Boom 11.9 m Bent & Bent boom 11.0 m

Arm 4.2m arm 4.2m arm

Description Unit Undercarriage, hydraulically retractable

A Maximum pin height mm 15 083 10 570

B Maximum pin reach mm 15 314 14 198

Maximum tool weight t 6.5 9.5

C Maximum pin depth mm NO 9 509
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LIFTING CAPACITY EC380EHR with hydraulically retractable undercarriage

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

Lifting 
hook 

related 
to 

ground 
level

3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m Max. reach

Across  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across 
UC

m

Bent boom 
6.5 m 
Arm 
3.9 m 
Shoe  
600 mm 
CWT 
7 250 kg

9.0 m kg *6 170 *6 170 7.4

7.5 m kg *9 030 *9 030 *5 730 *5 730 8.6

6.0 m kg *10 190 *10 190 *7 430 *7 430 *5 570 *5 570 9.3

4.5 m kg *15 310 *15 310 *12 560 *12 560 *10 990 *10 990 *9 560 9 010 *5 580 *5 580 9.8

3.0 m kg *19 220 *19 220 *14 460 *14 460 *12 000 11 650 *10 510 8 790 *5 760 *5 760 10.1

1.5 m kg *22 270 *22 270 *16 150 15 640 *12 930 11 220 10 680 8 560 *6 110 *6 110 10.1

0.0 m kg *9 000 *9 000 *23 500*23 500 *17 140 15 070 *13 510 10 880 10 480 8 370 *6 690 *6 690 9.8

-1.5 m kg *9 270 *9 270 *13 970 *13 970 *23 110 *23 110 *17 210 14 780 *13 510 10 690 10 390 8 290 *7 640 *7 640 9.4

-3.0 m kg *14 670 *14 670 *20 430*20 430 *21 350 *21 350 *16 210 14 740 *12 610 10 670 *9 290 8 830 8.6

-4.5 m kg *23 940 *23 940 *17 970 *17 970 *13 720 *13 720 *9 850 *9 850 *9 800 *9 800 7.5

Straight boom 
6.8 m 
Arm 
3.9 m 
Shoe  
600 mm 
CWT 
7 250 kg

10.5 m kg *9 680 *9 680 *7 470 *7 470 6.6

9.0 m kg *9 630 *9 630 *9 020 *9 020 *6 410 *6 410 8.2

7.5 m kg *9 280 *9 280 *9 680 *9 680 *7 540 *7 540 *5 890 *5 890 9.2

6.0 m kg *8 790 *8 790 *9 980 *9 980 *10 400 *10 400 *9 520 8 960 *5 640 *5 640 10.0

4.5 m kg *16 300 *16 300 *13 530 *13 530 *12 360 11 720 *10 910 8 790 *5 550 *5 550 10.4

3.0 m kg *16 530 15 840 *13 270 11 290 10 680 8 570 *7 160 6 740 *5 630 *5 630 10.6

1.5 m kg *17 280 15 130 *13 610 10 900 10 460 8 350 *7 610 6 670 *5 820 *5 820 10.7

0.0 m kg *15 390 *15 390 *17 060 14 680 *13 410 10 620 10 300 8 200 *6 180 *6 180 10.5

-1.5 m kg *9 020 *9 020 *19 640 *19 640 *15 760 14 510 *12 450 10 490 *9 710 8 150 *6 780 *6 780 10.0

-3.0 m kg *16 350 *16 350 *13 300 *13 300 *10 450 *10 450 *7 330 *7 330 *6 230 *6 230 9.3

-4.5 m kg *9 360 *9 360 8.3

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.

Specifications
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LIFTING CAPACITY EC380EHR with hydraulically retractable undercarriage

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m Max. reach

Across  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across 
UC

Max. 
m

Straight & Straight 
boom  
9.8 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT 
10 000 kg

15.0 m kg *10 650 *10 650 4.4

13.5 m kg *10 250 *10 250 *7 720 *7 720 7.5

12.0 m kg *9 530 *9 530 *9 610 *9 610 *8 220 *8 220 *6 660 *6 660 9.4

10.5 m kg *9 000 *9 000 *9 550 *9 550 *8 330 *8 330 *7 420 *7 420 *6 100 *6 100 10.8

9.0 m kg *8 410 *8 410 *9 430 *9 430 *9 810 *9 810 *8 400 *8 400 *7 380 *7 380 *5 790 *5 790 11.8

7.5 m kg *12 580 *12 580 *10 170 *10 170 *8 580 *8 580 *7 430 *7 430 *6 540 5 820 *5 620 5 300 12.5

6.0 m kg *10 600 *10 600 *8 800 *8 800 *7 520 7 180 *6 530 5 700 *5 560 4 820 13.1

4.5 m kg *10 950 *10 950 *8 970 8 660 *7 580 6 860 *6 520 5 520 *5 560 4 510 13.4

3.0 m kg *11 000 10 430 *9 000 8 160 *7 560 6 550 *6 430 5 340 *5 250 4 340 13.6

1.5 m kg *10 640 9 900 *8 820 7 780 *7 390 6 290 *6 230 5 180 *4 930 4 280 13.6

0.0 m kg *9 890 9 660 *8 370 7 540 *7 040 6 110 *5 870 5 070 *4 560 4 330 13.4

-1.5 m kg *8 820 *8 820 *7 630 7 450 *6 440 6 030 *5 260 5 030 *4 100 *4 100 13.1

-3.0 m kg *7 520 *7 520 *7 450 *7 450 *6 580 *6 580 *5 530 *5 530 *4 270 *4 270 *3 500 *3 500 12.6

-4.5 m kg *5 750 *5 750 *5 150 *5 150 *4 180 *4 180 *2 670 *2 670 11.8

Straight & Bent 
boom 9.3 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT  
10 000 kg

12.0 m kg *7 670 *7 670 *6 210 *6 210 8.0

10.5 m kg *8 770 *8 770 *7 660 *7 660 *5 780 *5 780 9.6

9.0 m kg *8 960 *8 960 *7 870 *7 870 *6 600 *6 600 *5 600 *5 600 10.7

7.5 m kg *11 330 *11 330 *9 370 *9 370 *8 070 *8 070 *7 150 *7 150 *5 560 *5 560 11.6

6.0 m kg *12 410 *12 410 *9 930 *9 930 *8 370 *8 370 *7 290 *7 290 *6 450 5 910 *5 630 *5 630 12.1

4.5 m kg *13 510 *13 510 *10 510 *10 510 *8 690 *8 690 *7 440 7 210 *6 520 5 740 *5 810 5 310 12.5

3.0 m kg *12 030 *12 030 *10 920 *10 920 *8 930 8 630 *7 560 6 870 *6 530 5 550 *6 090 5 020 12.7

1.5 m kg *9 440 *9 440 *11 020 10 430 *9 010 8 170 *7 580 6 560 *6 460 5 360 *5 960 4 890 12.7

0.0 m kg *11 220 *11 220 *10 750 10 020 *8 870 7 840 *7 440 6 330 *6 250 5 220 *5 810 4 890 12.5

-1.5 m kg *11 900 *11 900 *10 140 9 840 *8 470 7 650 *7 070 6 190 *5 800 5 150 *5 630 5 050 12.2

-3.0 m kg *10 570 *10 570 *10 550 *10 550 *9 180 *9 180 *7 740 7 600 *6 410 6 160 *5 350 *5 350 11.6

-4.5 m kg *8 850 *8 850 *8 830 *8 830 *7 830 *7 830 *6 610 *6 610 *5 250 *5 250 *4 900 *4 900 10.8

-6.0 m kg *6 560 *6 560 *5 930 *5 930 *4 840 *4 840 *4 100 *4 100 9.7

Bent & Straight 
boom 9.4 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT  
10 000 kg

12.0 m kg *6 460 *6 460 8.6

10.5 m kg *6 650 *6 650 *5 940 *5 940 10.1

9.0 m kg *6 710 *6 710 *6 240 *6 240 *5 690 *5 690 11.1

7.5 m kg *7 950 *7 950 *6 980 *6 980 *6 330 *6 330 *5 570 *5 570 11.9

6.0 m kg *10 800 *10 800 *8 680 *8 680 *7 400 *7 400 *6 550 *6 550 *5 990 5 970 *5 570 5 490 12.5

4.5 m kg *9 490 *9 490 *7 870 *7 870 *6 830 *6 830 *6 110 5 800 *5 660 5 080 12.9

3.0 m kg *10 210 *10 210 *8 320 *8 320 *7 100 6 910 *6 250 5 600 *5 790 4 840 13.0

1.5 m kg *10 670 10 470 *8 660 8 210 *7 320 6 610 *6 360 5 410 *5 790 4 730 13.1

0.0 m kg *10 800 10 090 *8 810 7 890 *7 420 6 390 *6 370 5 270 *5 800 4 750 12.9

-1.5 m kg *11 860 *11 860 *10 620 9 920 *8 750 7 720 *7 350 6 250 *6 220 5 200 *5 800 4 900 12.5

-3.0 m kg *9 690 *9 690 *12 190 *12 190 *10 140 9 910 *8 430 7 670 *7 050 6 220 *5 760 5 240 12.0

-4.5 m kg *12 670 *12 670 *11 060 *11 060 *9 320 *9 320 *7 780 7 750 *6 390 6 310 *5 630 *5 630 11.2

-6.0 m kg *10 710 *10 710 *9 460 *9 460 *8 040 *8 040 *6 620 *6 620 *5 330 *5 330 10.2

-7.5 m kg *7 120 *7 120 *5 970 *5 970 *4 610 *4 610 8.7

Bent & Bent boom 
8.7 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT  
10 000 kg

9.0 m kg *5 570 *5 570 9.7

7.5 m kg *6 080 *6 080 *5 820 *5 820 *5 580 *5 580 10.6

6.0 m kg *7 350 *7 350 *6 520 *6 520 *6 020 *6 020 *5 710 *5 710 11.3

4.5 m kg *10 480 *10 480 *8 300 *8 300 *7 080 *7 080 *6 340 *6 340 *5 970 *5 970 11.7

3.0 m kg *12 180 *12 180 *9 280 *9 280 *7 690 *7 690 *6 720 *6 720 *6 170 5 940 11.9

1.5 m kg *13 380 *13 380 *10 120 *10 120 *8 250 *8 250 *7 090 6 960 *6 380 5 730 11.9

0.0 m kg *13 940 *13 940 *10 690 10 670 *8 690 8 320 *7 380 6 690 *6 650 5 700 11.7

-1.5 m kg *11 730 *11 730 *14 030 *14 030 *10 960 10 340 *8 940 8 050 *7 540 6 500 *6 960 5 860 11.3

-3.0 m kg *12 330 *12 330 *16 500 *16 500 *13 760 *13 760 *10 930 10 200 *8 950 7 920 *7 490 6 420 *7 320 6 270 10.7

-4.5 m kg *16 830 *16 830 *16 720 *16 720 *13 120 *13 120 *10 540 10 240 *8 620 7 940 *7 750 7 090 9.8

-6.0 m kg *19 630 *19 630 *15 040 *15 040 *11 950 *11 950 *9 630 *9 630 *8 210 *8 210 8.6

-7.5 m kg *15 710 *15 710 *12 340 *12 340 *9 840 *9 840 *8 640 *8 640 6.8

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC480EHR with hydraulically retractable undercarriage

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

Lifting 
hook 

related 
to 

ground 
level

3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m Max. reach

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across 
UC

Max. 
m

Bent boom 
7 m 
Arm 
3.9 m 
Shoe  
600 mm 
CWT 
9 750 kg

9.0 m kg *7 870 *7 870 8.3

7.5 m kg *9 310 *9 310 *7 520 *7 520 9.3

6.0 m kg *11 820 *11 820 *11 240 *11 240 *7 430 *7 430 10.0

4.5 m kg *15 320 *15 320 *13 160 *13 160 *11 920 11 470 *7 540 *7 540 10.4

3.0 m kg *25 080*25 080 *18 080 *18 080 *14 700 14 620 *12 790 11 100 *8 940 8 720 *7 850 *7 850 10.6

1.5 m kg *21 910 *21 910 *20 420 19 380 *16 120 14 010 *13 630 10 750 *9 400 8 540 *8 370 *8 370 10.6

0.0 m kg *8 450 *8 450 *22 190 *22 190 *21 870 18 690 *17 140 13 560 13 560 10 480 *9 210 8 590 10.3

-1.5 m kg *10 980 *10 980 *15 030 *15 030 *27 700 *27 700 *22 310 18 350 17 460 13 300 13 400 10 320 *10 540 9 110 9.9

-3.0 m kg *17 290 *17 290 *22 480 *22 480 *28 670 *28 670 *21 690 18 300 *17 100 13 240 13 420 10 340 *12 830 10 160 9.1

-4.5 m kg *32 210 *32 210 *25 680 *25 680 *19 710 18 520 *15 260 13 440 *13 700 12 270 8.0

-6.0 m kg *20 180 *20 180 *15 100 *15 100 *13 650 *13 650 6.4

Straight boom 
7.5 m 
Arm 
3.9 m 
Shoe  
600 mm 
CWT 
9 750 kg 

12.0 m kg *10 420 *10 420 6.0

10.5 m kg *10 970 *10 970 *8 570 *8 570 7.9

9.0 m kg *12 320 *12 320 *9 600 *9 600 *7 730 *7 730 9.2

7.5 m kg *12 200 *12 200 *12 880 *12 880 *12 170 11 590 *7 300 *7 300 10.2

6.0 m kg *14 580 *14 580 *14 860 *14 860 *14 630 *14 630 *12 960 11 370 *9 770 8 780 *7 090 *7 090 10.8

4.5 m kg *19 200 *19 200 *15 690 14 620 *13 480 11 050 11 100 8 650 *7 070 *7 070 11.2

3.0 m kg *21 080 19 400 *16 700 13 980 13 790 10 690 10 910 8 470 *7 200 *7 200 11.4

1.5 m kg *22 100 18 500 *17 340 13 440 13 450 10 370 10 730 8 310 *7 480 7 410 11.4

0.0 m kg *11 880 *11 880 *21 970 18 020 17 230 13 090 13 220 10 150 10 620 8 200 *7 950 7 580 11.1

-1.5 m kg *17 680 *17 680 *20 710 17 870 *16 590 12 930 13 120 10 060 *10 450 8 210 *8 710 8 030 10.7

-3.0 m kg *22 290 *22 290 *18 340 17 980 *14 850 12 980 *11 730 10 120 *9 030 8 880 10.0

-4.5 m kg *14 620 *14 620 *11 710 *11 710 9.0

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.

Specifications

LIFTING CAPACITY EC480EHR with hydraulically retractable undercarriage

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m 13.5 m Max. reach

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Max. 
m

Straight boom 
10.85 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT  
13 000 kg

15.0 m kg *10 170 *10 170 7.1

13.5 m kg *12 260 *12 260 *10 110 *10 110 *8 780 *8 780 9.3

12.0 m kg *12 270 *12 270 *10 620 *10 620 *9 430 *9 430 *8 090 *8 090 10.9

10.5 m kg *12 390 *12 390 *12 490 *12 490 *10 690 *10 690 *9 390 *9 390 *8 090 7 650 *7 700 7 570 12.1

9.0 m kg *19 510 *19 510 *15 960 *15 960 *12 920 *12 920 *10 910 *10 910 *9 470 *9 470 *8 380 7 640 *7 500 6 510 13.0

7.5 m kg *17 100 *17 100 *13 480 *13 480 *11 200 *11 200 *9 610 9 350 *8 410 7 440 *7 430 5 920 *7 350 5 800 13.6

6.0 m kg *14 030 *14 030 *11 490 11 180 *9 750 8 870 *8 460 7 160 *7 400 5 800 *6 990 5 320 14.1

4.5 m kg *14 280 13 040 *11 660 10 390 *9 830 8 380 *8 460 6 840 *7 330 5 630 *6 660 4 990 14.4

3.0 m kg *11 590 9 730 *9 770 7 930 *8 360 6 550 *7 190 5 450 *6 340 4 810 14.5

1.5 m kg *11 210 9 280 *9 520 7 590 *8 140 6 310 *6 930 5 300 *6 010 4 730 14.5

0.0 m kg *10 210 *10 210 *10 510 9 030 *9 050 7 360 *7 730 6 140 *6 480 5 200 *5 630 4 770 14.4

-1.5 m kg *10 280 *10 280 *9 540 8 960 *8 310 7 260 *7 080 6 060 *5 770 5 180 *5 160 4 940 14.0

-3.0 m kg *8 720 *8 720 *8 270 *8 270 *7 280 7 270 *6 130 6 080 *4 580 *4 580 *4 560 *4 560 13.5

-4.5 m kg *6 840 *6 840 *6 660 *6 660 *5 880 *5 880 *4 710 *4 710 *3 730 *3 730 12.8

Bent boom 10.08 m 
Arm  
3.9 m 
Shoe  
600 mm 
CWT  
13 000 kg

12.0 m kg *8 370 *8 370 *7 760 *7 760 9.2

10.5 m kg *9 670 *9 670 *7 650 *7 650 *7 490 *7 490 10.5

9.0 m kg *11 370 *11 370 *9 880 *9 880 *8 830 *8 830 *7 430 *7 430 11.5

7.5 m kg *20 120 *20 120 *14 910 *14 910 *12 070 *12 070 *10 260 *10 260 *9 010 *9 010 *8 110 7 790 *7 510 7 420 12.3

6.0 m kg *16 580 *16 580 *12 910 *12 910 *10 740 *10 740 *9 270 *9 270 *8 220 7 560 *7 740 6 670 12.8

4.5 m kg *13 710 *13 710 *11 200 *11 200 *9 540 8 980 *8 350 7 250 *7 610 6 160 13.2

3.0 m kg *14 200 13 290 *11 540 10 530 *9 740 8 500 *8 440 6 940 *7 510 5 840 13.3

1.5 m kg *14 210 12 520 *11 660 9 940 *9 810 8 080 *8 430 6 660 *7 430 5 670 13.3

0.0 m kg *13 800 12 120 *11 500 9 540 *9 700 7 770 *8 290 6 440 *7 340 5 660 13.1

-1.5 m kg *14 320 *14 320 *13 040 11 960 *11 050 9 320 *9 360 7 580 *7 920 6 310 *7 230 5 810 12.7

-3.0 m kg *13 300 *13 300 *11 970 *11 970 *10 280 9 260 *8 720 7 510 *7 230 6 290 *7 040 6 170 12.2

-4.5 m kg *11 570 *11 570 *10 530 *10 530 *9 120 *9 120 *7 650 7 580 *6 700 *6 700 11.4

-6.0 m kg *9 230 *9 230 *8 550 *8 550 *7 390 *7 390 *6 060 *6 060 10.3

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

Lifting 
hook 

related 
to 

ground 
level

3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m Max. reach

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across 
UC

Max. 
m

Boom 
7.7 m 
Arm  
4.2 m  
Shoe 
900 mm 
Hyd. Removal CWT 
12 816 kg

10.5 m kg *11 030 *11 030 8.3

9 m kg *13 480 *13 480 *10 330 *10 330 9.5

7.5 m kg *16 280 *16 280 *10 030 *10 030 10.4

6 m kg *21 010 *21 010 *18 880 *18 880 *13 860 *13 860 *10 000 *10 000 11.0

4.5 m kg *40 660*40 660*30 390*30 390 *24 910 *24 910 *21 510 *21 510 *16 830 16 570 *10 180 *10 180 11.3

3 m kg *33 680*33 680 *26 770 *26 770 *22 550 20 630 *19 610 15 910 *10 600 *10 600 11.5

1.5 m kg *35 820 *35 820 *28 140 25 930 *23 330 19 540 19 220 15 260 *11 280 *11 280 11.5

0 m kg *23 020*23 020 *36 370 34 780 *28 680 24 580 *23 590 18 660 18 660 14 730 *12 320 *12 320 11.2

-1.5 m kg *17 320 *17 320 *30 250*30 250 *35 370 33 760 *28 190 23 750 *23 070 18 080 18 330 14 410 *13 900 *13 900 10.8

-3 m kg *26 390 *26 390*40 850*40 850*32 840*32 840 *26 420 23 410 *21 360 17 870 *16 470 15 300 10.1

-4.5 m kg *37 440 *37 440 *35 150 *35 150 *28 460*28 460*22 860 *22 860 *17 340 *17 340 *17 070 *17 070 9.1

-6 m kg *21 180 *21 180 *15 700 *15 700 7.6

Boom 
8.3 m 
Arm  
4.2 m 
Shoe 
900 mm 
Hyd. Removal CWT 
12 816 kg

13.5 m kg *16 030 *16 030 5.7

12 m kg *15 460 *15 460 *12 820 *12 820 8.0

10.5 m kg *16 230 *16 230 *14 450 *14 450 *11 370 *11 370 9.5

9 m kg *16 080 *16 080 *16 170 *16 170 *11 340 *11 340 *10 590 *10 590 10.6

7.5 m kg *15 940 *15 940 *17 110 *17 110 *17 300 *17 300 *15 450 *15 450 *10 180 *10 180 11.3

6 m kg *22 910 *22 910 *21 010 *21 010 *19 700 *19 700 *17 580 15 940 *9 990 *9 990 11.9

4.5 m kg *34 970 *34 970 *27 870 27 010 *23 290 19 970 19 270 15 360 *12 910 12 010 *10 000 *10 000 12.2

3 m kg *36 300 35 670 *28 600 25 130 *23 580 18 880 18 610 14 720 14 870 11 720 *10 220 *10 220 12.4

1.5 m kg *34 430 33 290 *28 480 23 630 22 930 17 950 18 020 14 160 14 600 11 460 *10 610 *10 610 12.3

0 m kg *33 050 32 120 *27 250 22 670 22 230 17 290 17 600 13 760 *13 370 11 320 *11 240 11 190 12.1

-1.5 m kg *17 550 *17 550 *29 750 *29 750 *24 810 22 240 *20 450 16 960 *16 460 13 590 *12 190 11 810 11.7

-3 m kg *26 470 *26 470 *24 610 *24 610 *21 040 *21 040 *17 240 16 980 *12 910 *12 910 *10 420 *10 420 11.0

-4.5 m kg *15 580 *15 580 *12 110 *12 110 10.1

Boom 
7.7 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. Removal CWT 
12 816 kg

10.5 m kg *11 030 *11 030 8.3

9 m kg *13 480 *13 480 *10 330 *10 330 9.5

7.5 m kg *16 280 *16 280 *10 030 *10 030 10.4

6 m kg *21 010 *21 010 *18 880 *18 880 *13 860 *13 860 *10 000 *10 000 11.0

4.5 m kg *40 660*40 660*30 390*30 390 *24 910 *24 910 *21 510 *21 510 *16 830 16 340 *10 180 *10 180 11.3

3 m kg *33 680*33 680 *26 770 *26 770 *22 550 20 340 19 600 15 680 *10 600 *10 600 11.5

1.5 m kg *35 820 *35 820 *28 140 25 550 *23 330 19 250 18 920 15 020 *11 280 *11 280 11.5

0 m kg *23 020*23 020 *36 370 34 250 *28 680 24 200 23 370 18 370 18 360 14 490 *12 320 *12 320 11.2

-1.5 m kg *17 320 *17 320 *30 250*30 250 *35 370 33 230 *28 190 23 370 22 760 17 790 18 030 14 170 *13 900 13 680 10.8

-3 m kg *26 390 *26 390*40 850*40 850*32 840*32 840 *26 420 23 040 *21 360 17 580 *16 470 15 050 10.1

-4.5 m kg *37 440 *37 440 *35 150 *35 150 *28 460*28 460*22 860 *22 860 *17 340 *17 340 *17 070 *17 070 9.1

-6 m kg *21 180 *21 180 *15 700 *15 700 7.6

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

Lifting 
hook 

related 
to 

ground 
level

3.0 m 4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m Max. reach

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across  
UC

Along  
UC

Across 
UC

Max. 
m

Boom 
8.3 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. Removal CWT 
12 816 kg

13.5 m kg *16 030 *16 030 5.7

12 m kg *15 460 *15 460 *12 820 *12 820 8.0

10.5 m kg *16 230 *16 230 *14 450 *14 450 *11 370 *11 370 9.5

9 m kg *16 080 *16 080 *16 170 *16 170 *11 340 *11 340 *10 590 *10 590 10.6

7.5 m kg *15 940 *15 940 *17 110 *17 110 *17 300 *17 300 *15 450 *15 450 *10 180 *10 180 11.3

6 m kg *22 910 *22 910 *21 010 *21 010 *19 700 *19 700 *17 580 15 940 *9 990 *9 990 11.9

4.5 m kg *34 970 *34 970 *27 870 27 010 *23 290 19 970 19 270 15 360 *12 910 12 010 *10 000 *10 000 12.2

3 m kg *36 300 35 670 *28 600 25 130 *23 580 18 880 18 610 14 720 14 870 11 720 *10 220 *10 220 12.4

1.5 m kg *34 430 33 290 *28 480 23 630 22 930 17 950 18 020 14 160 14 600 11 460 *10 610 *10 610 12.3

0 m kg *33 050 32 120 *27 250 22 670 22 230 17 290 17 600 13 760 *13 370 11 320 *11 240 11 190 12.1

-1.5 m kg *17 550 *17 550 *29 750 *29 750 *24 810 22 240 *20 450 16 960 *16 460 13 590 *12 190 11 810 11.7

-3 m kg *26 470 *26 470 *24 610 *24 610 *21 040 *21 040 *17 240 16 980 *12 910 *12 910 *10 420 *10 420 11.0

-4.5 m kg *15 580 *15 580 *12 110 *12 110 10.1

Boom 
7.7 m 
Arm  
4.2 m 
Shoe 
650 mm 
Hyd. Removal CWT 
12 816 kg

10.5 m kg *11 030 *11 030 8.3

9 m kg *13 480 *13 480 *10 330 *10 330 9.5

7.5 m kg *16 280 *16 280 *10 030 *10 030 10.4

6 m kg *21 010 *21 010 *18 880 *18 880 *13 860 *13 860 *10 000 *10 000 11.0

4.5 m kg *40 660*40 660*30 390*30 390 *24 910 *24 910 *21 510 21 310 *16 830 16 180 *10 180 *10 180 11.3

3 m kg *33 680*33 680 *26 770 *26 770 *22 550 20 150 19 400 15 520 *10 600 *10 600 11.5

1.5 m kg *35 820 *35 820 *28 140 25 300 *23 330 19 050 18 720 14 860 *11 280 *11 280 11.5

0 m kg *23 020*23 020 *36 370 33 900 *28 680 23 950 23 120 18 170 18 160 14 330 *12 320 *12 320 11.2

-1.5 m kg *17 320 *17 320 *30 250*30 250 *35 370 32 880 *28 190 23 120 22 510 17 590 17 840 14 010 *13 900 13 530 10.8

-3 m kg *26 390 *26 390*40 850*40 850*32 840 32 580 *26 420 22 790 *21 360 17 380 *16 470 14 880 10.1

-4.5 m kg *37 440 *37 440 *35 150 *35 150 *28 460*28 460*22 860 *22 860 *17 340 *17 340 *17 070 *17 070 9.1

-6 m kg *21 180 *21 180 *15 700 *15 700 7.6

Boom 
8.3 m 
Arm  
4.2 m 
Shoe 
650 mm 
Hyd. Removal CWT 
12 816 kg

13.5 m kg *16 030 *16 030 5.7

12 m kg *15 460 *15 460 *12 820 *12 820 8.0

10.5 m kg *16 230 *16 230 *14 450 *14 450 *11 370 *11 370 9.5

9 m kg *16 080 *16 080 *16 170 *16 170 *11 340 *11 340 *10 590 *10 590 10.6

7.5 m kg *15 940 *15 940 *17 110 *17 110 *17 300 *17 300 *15 450 *15 450 *10 180 *10 180 11.3

6 m kg *22 910 *22 910 *21 010 *21 010 *19 700 *19 700 *17 580 15 780 *9 990 *9 990 11.9

4.5 m kg *34 970 *34 970 *27 870 26 750 *23 290 19 780 19 070 15 200 *12 910 11 870 *10 000 *10 000 12.2

3 m kg *36 300 35 320 *28 600 24 880 *23 580 18 690 18 410 14 560 14 710 11 590 *10 220 *10 220 12.4

1.5 m kg *34 430 32 940 *28 480 23 380 22 680 17 750 17 820 14 000 14 430 11 320 *10 610 *10 610 12.3

0 m kg *33 050 31 770 *27 250 22 420 21 990 17 090 17 410 13 600 *13 370 11 190 *11 240 11 050 12.1

-1.5 m kg *17 550 *17 550 *29 750 *29 750 *24 810 21 990 *20 450 16 760 *16 460 13 440 *12 190 11 670 11.7

-3 m kg *26 470 *26 470 *24 610 *24 610 *21 040 *21 040 *17 240 16 790 *12 910 *12 910 *10 420 *10 420 11.0

-4.5 m kg *15 580 *15 580 *12 110 *12 110 10.1

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With 
Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m 13.5 m 15.0 m 16.5 m Max. reach

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Max. 
m

Bent & 
Bent 
boom 
11.0 m 
Arm  
4.2 m 
Shoe 
900 mm 
Hyd. 
Removal 
CWT 
16526 kg

10.5 m kg *9 980 *9 980 11.8

9 m kg *11 400 *11 400 *10 090 *10 090 12.7

7.5 m kg *12 920 *12 920 *11 740 *11 740 *10 360 *10 360 13.3

6 m kg *19 300 *19 300 *15 830 *15 830 *13 660 *13 660 *12 200 *12 200 *11 190 *11 190 *10 800 *10 800 13.8

4.5 m kg *21 300 *21 300 *17 030 *17 030 *14 440 *14 440 *12 710 *12 710 *11 500 *11 500 *11 150 10 860 14.1

3 m kg *22 800 *22 800 *18 080 *18 080 *15 170 *15 170 *13 200 *13 200 *11 810 11 220 *11 310 10 260 14.2

1.5 m kg *22 790 *22 790 *18 820 *18 820 *15 750 15 610 *13 620 12 900 *12 080 10 740 *11 530 9 910 14.2

0 m kg *23 540 23 380 *19 210 18 290 *16 120 14 870 *13 900 12 330 *12 240 10 340 *11 800 9 800 14.0

-1.5 m kg *15 930 *15 930 *23 210 23 070 *19 250 17 770 *16 250 14 370 *14 000 11 920 *12 240 10 050 *12 130 9 940 13.6

-3 m kg *16 630 *16 630 *23 840 *23 840 *22 570 *22 570 *18 940 17 520 *16 080 14 090 *13 840 11 690 *12 490 10 390 13.1

-4.5 m kg *24 320 *24 320 *25 330 *25 330 *21 550 *21 550 *18 250 17 520 *15 550 14 030 *13 300 11 660 *12 870 11 280 12.3

-6 m kg *26 900 *26 900 *23 450 *23 450 *20 050 *20 050 *17 080 *17 080 *14 520 14 220 *13 240 12 870 11.3

-7.5 m kg *23 730 *23 730 *20 730 *20 730 *17 840 *17 840 *15 170 *15 170 *13 480 *13 480 10.0

-9 m kg *16 740 *16 740 *14 390 *14 390 *13 250 *13 250 8.2

Bent & 
Straight 
boom 
12.1 m 
Arm  
4.2 m 
Shoe 
900 mm 
Hyd. 
Removal 
CWT 
16 526 kg

13.5 m kg *10 790 *10 790 11.5

12 m kg *11 940 *11 940 *10 320 *10 320 12.7

10.5 m kg *13 240 *13 240 *12 000 *12 000 *11 120 *11 120 *10 070 *10 070 13.7

9 m kg *15 670 *15 670 *13 670 *13 670 *12 230 *12 230 *11 160 *11 160 *9 980 *9 980 14.5

7.5 m kg *20 190 *20 190 *16 570 *16 570 *14 210 *14 210 *12 550 *12 550 *11 330 *11 330 *10 420 9 530 *10 020 9 430 15.1

6 m kg *17 510 *17 510 *14 800 *14 800 *12 920 *12 920 *11 530 11 350 *10 480 9 290 *10 170 8 670 15.5

4.5 m kg *18 320 *18 320 *15 330 *15 330 *13 260 13 040 *11 740 10 810 *10 560 8 970 *10 060 8 140 15.7

3 m kg *18 770 17 940 *15 700 14 810 *13 520 12 310 *11 890 10 300 *10 610 8 640 *9 960 7 790 15.9

1.5 m kg *18 790 17 040 *15 860 14 010 *13 650 11 700 *11 950 9 850 *10 580 8 340 *9 870 7 610 15.8

0 m kg *18 440 16 580 *15 760 13 490 *13 600 11 250 *11 880 9 510 *10 420 8 120 *9 790 7 600 15.7

-1.5 m kg *17 780 16 400 *15 380 13 200 *13 330 10 970 *11 610 9 300 *10 050 8 000 *9 680 7 760 15.3

-3 m kg *18 650 *18 650 *16 860 16 430 *14 730 13 110 *12 800 10 860 *11 090 9 220 *9 510 8 130 14.8

-4.5 m kg *17 130 *17 130 *17 230 *17 230 *15 620 *15 620 *13 750 13 200 *11 940 10 920 *10 180 9 320 *9 250 8 770 14.2

-6 m kg *15 610 *15 610 *15 340 *15 340 *13 990 *13 990 *12 350 *12 350 *10 610 *10 610 *8 790 *8 790 13.3

-7.5 m kg *12 850 *12 850 *11 790 *11 790 *10 320 *10 320 *8 400 *8 400 *8 000 *8 000 12.2

Straight 
& Bent 
boom 
11.9 m 
Arm  
4.2 m 
Shoe 
900 mm 
Hyd. 
Removal 
CWT 
16 526 kg

15 m kg *11 140 *11 140 8.9

13.5 m kg *11 360 *11 360 *10 440 *10 440 10.7

12 m kg *17 060 *17 060 *15 330 *15 330 *10 390 *10 390 *10 100 *10 100 12.0

10.5 m kg *18 120 *18 120 *15 790 *15 790 *14 020 *14 020 *9 980 *9 980 13.1

9 m kg *27 850 *27 850 *22 230 *22 230 *18 600 *18 600 *16 040 *16 040 *14 110 *14 110 *12 600 12 280 *10 020 *10 020 13.9

7.5 m kg *23 240 *23 240 *19 140 *19 140 *16 330 *16 330 *14 250 *14 250 *12 620 11 910 *10 200 *10 200 14.5

6 m kg *24 040 *24 040 *19 600 *19 600 *16 580 *16 580 *14 360 13 990 *12 630 11 410 *10 500 9 380 14.9

4.5 m kg *19 780 19 760 *16 690 16 060 *14 390 13 170 *12 580 10 880 *11 030 8 980 *10 830 8 750 15.2

3 m kg *19 520 18 250 *16 570 14 990 *14 270 12 420 *12 430 10 360 *10 810 8 660 *10 470 8 340 15.3

1.5 m kg *18 770 17 260 *16 170 14 170 *13 960 11 800 *12 110 9 910 *10 430 8 370 *10 100 8 110 15.3

0 m kg *17 640 16 720 *15 450 13 600 *13 400 11 330 *11 590 9 570 *9 830 8 150 *9 700 8 070 15.1

-1.5 m kg *16 580 *16 580 *16 200 *16 200 *14 410 13 280 *12 560 11 040 *10 800 9 350 *9 220 8 230 14.8

-3 m kg *14 750 *14 750 *14 450 *14 450 *13 020 *13 020 *11 380 10 920 *9 630 9 280 *8 610 *8 610 14.3

-4.5 m kg *12 430 *12 430 *12 320 *12 320 *11 220 *11 220 *9 750 *9 750 *7 890 *7 890 *7 770 *7 770 13.6

-6 m kg *9 710 *9 710 *8 890 *8 890 *7 460 *7 460 *6 550 *6 550 12.7

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With 
Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m 13.5 m 15.0 m 16.5 m Max. reach

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Max. 
m

Straight & 
Straight 
boom 
12.7 m 
Arm  
4.2 m 
Shoe 
900 mm 
Hyd. 
Removal 
CWT 
16 526 kg

18 m kg *16 660 *16 660 6.1

16.5 m kg *16 850 *16 850 *13 590 *13 590 *13 390 *13 390 9.0

15 m kg *16 190 *16 190 *14 320 *14 320 *11 900 *11 900 11.0

13.5 m kg *15 550 *15 550 *16 160 *16 160 *16 060 *16 060 *13 820 *13 820 *11 040 *11 040 12.5

12 m kg *16 110 *16 110 *16 750 *16 750 *16 660 *16 660 *14 590 *14 590 *12 020 11 820 *10 520 *10 520 13.7

10.5 m kg *21 980 *21 980 *20 160 *20 160 *19 360 *19 360 *16 750 *16 750 *14 600 *14 600 *12 850 11 800 *10 200 9 800 14.6

9 m kg *24 070 *24 070 *19 850 *19 850 *16 870 *16 870 *14 610 14 290 *12 810 11 490 *11 220 9 190 *10 040 8 680 15.3

7.5 m kg *20 030*20 030 *16 920 16 800 *14 590 13 540 *12 730 11 030 *11 120 8 990 *9 980 7 880 15.9

6 m kg *16 820 15 550 *14 460 12 730 *12 570 10 500 *10 940 8 690 *9 490 7 310 16.3

4.5 m kg *16 460 14 410 *14 180 11 960 *12 300 9 980 *10 660 8 350 *8 910 6 960 *8 870 6 930 16.5

3 m kg *15 760 13 500 *13 680 11 290 *11 870 9 510 *10 230 8 040 *8 460 6 800 *8 240 6 700 16.6

1.5 m kg *14 710 12 890 *12 930 10 790 *11 240 9 130 *9 630 7 780 *7 760 6 680 *7 570 6 610 16.6

0 m kg *13 330 12 560 *11 900 10 460 *10 360 8 870 *8 790 7 610 *6 810 6 660 16.4

-1.5 m kg *11 710 *11 710 *11 670 *11 670 *10 580 10 310 *9 210 8 740 *7 650 7 540 *5 930 *5 930 16.1

-3 m kg *9 460 *9 460 *9 710 *9 710 *8 930 *8 930 *7 710 *7 710 *6 070 *6 070 *4 870 *4 870 15.7

-4.5 m kg *7 420 *7 420 *6 900 *6 900 *5 770 *5 770 *3 670 *3 670 *3 530 *3 530 15.1

Bent & 
Bent 
boom 
11.0 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. 
Removal 
CWT 
16 526 kg

10.5 m kg *9 980 *9 980 11.8

9 m kg *11 400 *11 400 *10 090 *10 090 12.7

7.5 m kg *12 920 *12 920 *11 740 *11 740 *10 360 *10 360 13.3

6 m kg *19 300 *19 300 *15 830 *15 830 *13 660 *13 660 *12 200 *12 200 *11 190 *11 190 *10 800 *10 800 13.8

4.5 m kg *21 300 *21 300 *17 030 *17 030 *14 440 *14 440 *12 710 *12 710 *11 500 *11 500 *11 150 10 700 14.1

3 m kg *22 800 *22 800 *18 080 *18 080 *15 170 *15 170 *13 200 *13 200 *11 810 11 050 *11 310 10 100 14.2

1.5 m kg *22 790 *22 790 *18 820 *18 820 *15 750 15 370 *13 620 12 690 *12 080 10 560 *11 530 9 740 14.2

0 m kg *23 540 23 000 *19 210 18 000 *16 120 14 630 *13 900 12 130 *12 240 10 160 *11 800 9 630 14.0

-1.5 m kg *15 930 *15 930 *23 210 22 690 *19 250 17 470 *16 250 14 130 *14 000 11 720 *12 240 9 870 *12 130 9 760 13.6

-3 m kg *16 630 *16 630 *23 840 *23 840 *22 570 *22 570 *18 940 17 230 *16 080 13 850 *13 840 11 490 *12 490 10 210 13.1

-4.5 m kg *24 320 *24 320 *25 330 *25 330 *21 550 *21 550 *18 250 17 230 *15 550 13 800 *13 300 11 460 *12 870 11 080 12.3

-6 m kg *26 900 *26 900 *23 450 *23 450 *20 050 *20 050 *17 080 *17 080 *14 520 13 980 *13 240 12 650 11.3

-7.5 m kg *23 730 *23 730 *20 730 *20 730 *17 840 *17 840 *15 170 *15 170 *13 480 *13 480 10.0

-9 m kg *16 740 *16 740 *14 390 *14 390 *13 250 *13 250 8.2

Bent & 
Straight 
boom 
12.1 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. 
Removal 
CWT 
16 526 kg

13.5 m kg *10 790 *10 790 11.5

12 m kg *11 940 *11 940 *10 320 *10 320 12.7

10.5 m kg *13 240 *13 240 *12 000 *12 000 *11 120 *11 120 *10 070 *10 070 13.7

9 m kg *15 670 *15 670 *13 670 *13 670 *12 230 *12 230 *11 160 *11 160 *9 980 *9 980 14.5

7.5 m kg *20 190 *20 190 *16 570 *16 570 *14 210 *14 210 *12 550 *12 550 *11 330 *11 330 *10 420 9 530 *10 020 9 430 15.1

6 m kg *17 510 *17 510 *14 800 *14 800 *12 920 *12 920 *11 530 11 350 *10 480 9 290 *10 170 8 670 15.5

4.5 m kg *18 320 *18 320 *15 330 *15 330 *13 260 13 040 *11 740 10 810 *10 560 8 970 *10 060 8 140 15.7

3 m kg *18 770 17 940 *15 700 14 810 *13 520 12 310 *11 890 10 300 *10 610 8 640 *9 960 7 790 15.9

1.5 m kg *18 790 17 040 *15 860 14 010 *13 650 11 700 *11 950 9 850 *10 580 8 340 *9 870 7 610 15.8

0 m kg *18 440 16 580 *15 760 13 490 *13 600 11 250 *11 880 9 510 *10 420 8 120 *9 790 7 600 15.7

-1.5 m kg *17 780 16 400 *15 380 13 200 *13 330 10 970 *11 610 9 300 *10 050 8 000 *9 680 7 760 15.3

-3 m kg *18 650 *18 650 *16 860 16 430 *14 730 13 110 *12 800 10 860 *11 090 9 220 *9 510 8 130 14.8

-4.5 m kg *17 130 *17 130 *17 230 *17 230 *15 620 *15 620 *13 750 13 200 *11 940 10 920 *10 180 9 320 *9 250 8 770 14.2

-6 m kg *15 610 *15 610 *15 340 *15 340 *13 990 *13 990 *12 350 *12 350 *10 610 *10 610 *8 790 *8 790 13.3

-7.5 m kg *12 850 *12 850 *11 790 *11 790 *10 320 *10 320 *8 400 *8 400 *8 000 *8 000 12.2

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With 
Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m 13.5 m 15.0 m 16.5 m Max. reach

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Max. 
m

Straight 
& Bent 
boom 
11.9 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. 
Removal 
CWT 
16 526 kg

15 m kg *11 140 *11 140 8.9

13.5 m kg *11 360 *11 360 *10 440 *10 440 10.7

12 m kg *17 060 *17 060 *15 330 *15 330 *10 390 *10 390 *10 100 *10 100 12.0

10.5 m kg *18 120 *18 120 *15 790 *15 790 *14 020 *14 020 *9 980 *9 980 13.1

9 m kg *27 850 *27 850 *22 230 *22 230 *18 600 *18 600 *16 040 *16 040 *14 110 *14 110 *12 600 12 100 *10 020 *10 020 13.9

7.5 m kg *23 240 *23 240 *19 140 *19 140 *16 330 *16 330 *14 250 *14 250 *12 620 11 730 *10 200 10 120 14.5

6 m kg *24 040 *24 040 *19 600 *19 600 *16 580 *16 580 *14 360 13 790 *12 630 11 240 *10 500 9 230 14.9

4.5 m kg *19 780 19 470 *16 690 15 820 *14 390 12 970 *12 580 10 700 *11 030 8 830 *10 830 8 600 15.2

3 m kg *19 520 17 950 *16 570 14 750 *14 270 12 220 *12 430 10 190 *10 810 8 500 *10 470 8 180 15.3

1.5 m kg *18 770 16 970 *16 170 13 930 *13 960 11 600 *12 110 9 740 *10 430 8 220 *10 100 7 960 15.3

0 m kg *17 640 16 430 *15 450 13 360 *13 400 11 130 *11 590 9 390 *9 830 8 000 *9 700 7 920 15.1

-1.5 m kg *16 580 *16 580 *16 200 *16 200 *14 410 13 050 *12 560 10 840 *10 800 9 180 *9 220 8 070 14.8

-3 m kg *14 750 *14 750 *14 450 *14 450 *13 020 12 940 *11 380 10 720 *9 630 9 100 *8 610 8 460 14.3

-4.5 m kg *12 430 *12 430 *12 320 *12 320 *11 220 *11 220 *9 750 *9 750 *7 890 *7 890 *7 770 *7 770 13.6

-6 m kg *9 710 *9 710 *8 890 *8 890 *7 460 *7 460 *6 550 *6 550 12.7

Straight & 
Straight 
boom 
12.7 m 
Arm  
4.2 m 
Shoe 
750 mm 
Hyd. 
Removal 
CWT 
16 526 kg

18 m kg *16 660 *16 660 6.1

16.5 m kg *16 850 *16 850 *13 590 *13 590 *13 390 *13 390 9.0

15 m kg *16 190 *16 190 *14 320 *14 320 *11 900 *11 900 11.0

13.5 m kg *15 550 *15 550 *16 160 *16 160 *16 060 *16 060 *13 820 *13 820 *11 040 *11 040 12.5

12 m kg *16 110 *16 110 *16 750 *16 750 *16 660 *16 660 *14 590 *14 590 *12 020 11 820 *10 520 *10 520 13.7

10.5 m kg *21 980 *21 980 *20 160 *20 160 *19 360 *19 360 *16 750 *16 750 *14 600 *14 600 *12 850 11 800 *10 200 9 800 14.6

9 m kg *24 070 *24 070 *19 850 *19 850 *16 870 *16 870 *14 610 14 290 *12 810 11 490 *11 220 9 190 *10 040 8 680 15.3

7.5 m kg *20 030*20 030 *16 920 16 800 *14 590 13 540 *12 730 11 030 *11 120 8 990 *9 980 7 880 15.9

6 m kg *16 820 15 550 *14 460 12 730 *12 570 10 500 *10 940 8 690 *9 490 7 310 16.3

4.5 m kg *16 460 14 410 *14 180 11 960 *12 300 9 980 *10 660 8 350 *8 910 6 960 *8 870 6 930 16.5

3 m kg *15 760 13 500 *13 680 11 290 *11 870 9 510 *10 230 8 040 *8 460 6 800 *8 240 6 700 16.6

1.5 m kg *14 710 12 890 *12 930 10 790 *11 240 9 130 *9 630 7 780 *7 760 6 680 *7 570 6 610 16.6

0 m kg *13 330 12 560 *11 900 10 460 *10 360 8 870 *8 790 7 610 *6 810 6 660 16.4

-1.5 m kg *11 710 *11 710 *11 670 *11 670 *10 580 10 310 *9 210 8 740 *7 650 7 540 *5 930 *5 930 16.1

-3 m kg *9 460 *9 460 *9 710 *9 710 *8 930 *8 930 *7 710 *7 710 *6 070 *6 070 *4 870 *4 870 15.7

-4.5 m kg *7 420 *7 420 *6 900 *6 900 *5 770 *5 770 *3 670 *3 670 *3 530 *3 530 15.1

Bent & 
Bent 
boom 
11.0 m 
Arm  
4.2 m 
Shoe 
650 mm 
Hyd. 
Removal 
CWT 
16 526 kg

10.5 m kg *9 980 *9 980 11.8

9 m kg *11 400 *11 400 *10 090 *10 090 12.7

7.5 m kg *12 920 *12 920 *11 740 *11 740 *10 360 *10 360 13.3

6 m kg *19 300 *19 300 *15 830 *15 830 *13 660 *13 660 *12 200 *12 200 *11 190 *11 190 *10 800 *10 800 13.8

4.5 m kg *21 300 *21 300 *17 030 *17 030 *14 440 *14 440 *12 710 *12 710 *11 500 11 450 *11 150 10 580 14.1

3 m kg *22 800 *22 800 *18 080 *18 080 *15 170 *15 170 *13 200 *13 200 *11 810 10 930 *11 310 9 990 14.2

1.5 m kg *22 790 *22 790 *18 820 18 690 *15 750 15 210 *13 620 12 560 *12 080 10 450 *11 530 9 630 14.2

0 m kg *23 540 22 750 *19 210 17 800 *16 120 14 470 *13 900 11 990 *12 240 10 040 *11 800 9 520 14.0

-1.5 m kg *15 930 *15 930 *23 210 22 440 *19 250 17 280 *16 250 13 970 *14 000 11 590 *12 240 9 760 *12 130 9 650 13.6

-3 m kg *16 630 *16 630 *23 840 *23 840 *22 570 22 380 *18 940 17 040 *16 080 13 690 *13 840 11 360 *12 490 10 090 13.1

-4.5 m kg *24 320 *24 320 *25 330 *25 330 *21 550 *21 550 *18 250 17 040 *15 550 13 640 *13 300 11 330 *12 870 10 950 12.3

-6 m kg *26 900 *26 900 *23 450 *23 450 *20 050 *20 050 *17 080 *17 080 *14 520 13 820 *13 240 12 500 11.3

-7.5 m kg *23 730 *23 730 *20 730 *20 730 *17 840 *17 840 *15 170 *15 170 *13 480 *13 480 10.0

-9 m kg *16 740 *16 740 *14 390 *14 390 *13 250 *13 250 8.2

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.
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LIFTING CAPACITY EC750EHR

At the arm end without bucket. For lifting capacity including bucket, simply subtract actual weight of the direct fit bucket or the bucket with quick fit from the following values.

With 
Boom 
extension

Lifting 
hook 

related 
to 

ground 
level

4.5 m 6.0 m 7.5 m 9.0 m 10.5 m 12.0 m 13.5 m 15.0 m 16.5 m Max. reach

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Along 
UC

Across 
UC

Max. 
m

Bent & 
Straight 
boom 
12.1 m 
Arm  
4.2 m 
Shoe 
650 mm 
Hyd. 
Removal 
CWT 
16 526 kg

13.5 m kg *10 790 *10 790 11.5

12 m kg *11 940 *11 940 *10 320 *10 320 12.7

10.5 m kg *13 240 *13 240 *12 000 *12 000 *11 120 *11 120 *10 070 *10 070 13.7

9 m kg *15 670 *15 670 *13 670 *13 670 *12 230 *12 230 *11 160 *11 160 *9 980 *9 980 14.5

7.5 m kg *20 190 *20 190 *16 570 *16 570 *14 210 *14 210 *12 550 *12 550 *11 330 *11 330 *10 420 9 430 *10 020 9 320 15.1

6 m kg *17 510 *17 510 *14 800 *14 800 *12 920 *12 920 *11 530 11 230 *10 480 9 190 *10 170 8 570 15.5

4.5 m kg *18 320 *18 320 *15 330 *15 330 *13 260 12 910 *11 740 10 690 *10 560 8 860 *10 060 8 040 15.7

3 m kg *18 770 17 750 *15 700 14 650 *13 520 12 170 *11 890 10 180 *10 610 8 530 *9 960 7 690 15.9

1.5 m kg *18 790 16 840 *15 860 13 860 *13 650 11 560 *11 950 9 740 *10 580 8 240 9 830 7 520 15.8

0 m kg *18 440 16 380 *15 760 13 330 *13 600 11 120 *11 880 9 400 *10 420 8 020 *9 790 7 500 15.7

-1.5 m kg *17 780 16 210 *15 380 13 040 *13 330 10 840 *11 610 9 180 *10 050 7 900 *9 680 7 660 15.3

-3 m kg *18 650 *18 650 *16 860 16 240 *14 730 12 950 *12 800 10 720 *11 090 9 110 *9 510 8 030 14.8

-4.5 m kg *17 130 *17 130 *17 230 *17 230 *15 620 *15 620 *13 750 13 040 *11 940 10 780 *10 180 9 200 *9 250 8 660 14.2

-6 m kg *15 610 *15 610 *15 340 *15 340 *13 990 *13 990 *12 350 *12 350 *10 610 *10 610 *8 790 *8 790 13.3

-7.5 m kg *12 850 *12 850 *11 790 *11 790 *10 320 *10 320 *8 400 *8 400 *8 000 *8 000 12.2

Straight 
& Bent 
boom 
11.9 m 
Arm  
4.2 m 
Shoe 
650 mm 
Hyd. 
Removal 
CWT 
16 526 kg

15 m kg *11 140 *11 140 8.9

13.5 m kg *11 360 *11 360 *10 440 *10 440 10.7

12 m kg *17 060 *17 060 *15 330 *15 330 *10 390 *10 390 *10 100 *10 100 12.0

10.5 m kg *18 120 *18 120 *15 790 *15 790 *14 020 *14 020 *9 980 *9 980 13.1

9 m kg *27 850 *27 850 *22 230 *22 230 *18 600 *18 600 *16 040 *16 040 *14 110 *14 110 *12 600 11 990 *10 020 *10 020 13.9

7.5 m kg *23 240 *23 240 *19 140 *19 140 *16 330 *16 330 *14 250 *14 250 *12 620 11 620 *10 200 10 010 14.5

6 m kg *24 040 *24 040 *19 600 *19 600 *16 580 *16 580 *14 360 13 650 *12 630 11 120 *10 500 9 120 14.9

4.5 m kg *19 780 19 270 *16 690 15 660 *14 390 12 840 *12 580 10 590 *11 030 8 720 *10 830 8 500 15.2

3 m kg *19 520 17 760 *16 570 14 590 *14 270 12 090 *12 430 10 070 *10 810 8 400 *10 470 8 080 15.3

1.5 m kg *18 770 16 770 *16 170 13 770 *13 960 11 460 *12 110 9 620 *10 430 8 110 *10 100 7 860 15.3

0 m kg *17 640 16 230 *15 450 13 200 *13 400 11 000 *11 590 9 280 *9 830 7 900 *9 700 7 810 15.1

-1.5 m kg *16 580 *16 580 *16 200 16 010 *14 410 12 890 *12 560 10 700 *10 800 9 060 *9 220 7 960 14.8

-3 m kg *14 750 *14 750 *14 450 *14 450 *13 020 12 780 *11 380 10 580 *9 630 8 990 *8 610 8 350 14.3

-4.5 m kg *12 430 *12 430 *12 320 *12 320 *11 220 *11 220 *9 750 *9 750 *7 890 *7 890 *7 770 *7 770 13.6

-6 m kg *9 710 *9 710 *8 890 *8 890 *7 460 *7 460 *6 550 *6 550 12.7

Straight & 
Straight 
boom 
12.7 m 
Arm  
4.2 m 
Shoe 
650 mm
Hyd. 
Removal 
CWT 
16526kg

18 m kg *16 660 *16 660 6.1

16.5 m kg *16 850 *16 850 *13 590 *13 590 *13 390 *13 390 9.0

15 m kg *16 190 *16 190 *14 320 *14 320 *11 900 *11 900 11.0

13.5 m kg *15 550 *15 550 *16 160 *16 160 *16 060 *16 060 *13 820 *13 820 *11 040 *11 040 12.5

12 m kg *16 110 *16 110 *16 750 *16 750 *16 660 *16 660 *14 590 *14 590 *12 020 11 710 *10 520 *10 520 13.7

10.5 m kg *21 980 *21 980 *20 160 *20 160 *19 360 *19 360 *16 750 *16 750 *14 600 *14 600 *12 850 11 690 *10 200 9 690 14.6

9 m kg *24 070 *24 070 *19 850 *19 850 *16 870 *16 870 *14 610 14 160 *12 810 11 370 *11 220 9 090 *10 040 8 580 15.3

7.5 m kg *20 030*20 030 *16 920 16 640 *14 590 13 400 *12 730 10 910 *11 120 8 890 *9 980 7 780 15.9

6 m kg *16 820 15 390 *14 460 12 600 *12 570 10 390 *10 940 8 580 9 450 7 220 16.3

4.5 m kg *16 460 14 250 *14 180 11 820 *12 300 9 860 *10 660 8 250 *8 910 6 860 *8 870 6 840 16.5

3 m kg *15 760 13 340 *13 680 11 160 *11 870 9 390 *10 230 7 940 *8 460 6 710 *8 240 6 610 16.6

1.5 m kg *14 710 12 730 *12 930 10 660 *11 240 9 010 *9 630 7 680 *7 760 6 590 *7 570 6 520 16.6

0 m kg *13 330 12 400 *11 900 10 330 *10 360 8 750 *8 790 7 510 *6 810 6 570 16.4

-1.5 m kg *11 710 *11 710 *11 670 *11 670 *10 580 10 170 *9 210 8 620 *7 650 7 440 *5 930 *5 930 16.1

-3 m kg *9 460 *9 460 *9 710 *9 710 *8 930 *8 930 *7 710 *7 710 *6 070 *6 070 *4 870 *4 870 15.7

-4.5 m kg *7 420 *7 420 *6 900 *6 900 *5 770 *5 770 *3 670 *3 670 *3 530 *3 530 15.1

Notes: 1. The above loads are in compliance with SAE and ISO Hydraulic Excavator Lift Capacity Standards. 2. They do not exceed 87% of hydraulic lifting capacity or 75% of 
tipping load. 3. Rated loads marked with an asterisk (*) are limited by hydraulic capacity rather than tipping load.

Specifications
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Equipment

Not all products are available in all markets. Under our policy of 
continuous improvement, we reserve the right to change 
specifications and design ithout prior notice. The illustrations do 
not necessarily show the standard version of the machine.

STANDARD EQUIPMENT EC380EHR, EC480EHR, EC750EHR
Engine
Turbocharged, 4 stroke diesel engine with water cooling, direct injection and charged 
air cooler that meets Tier4f/EU Stage IV requirements.
Air intake heater
Fuel filter and water separator
Fuel filler pump: 50 l/min, with automatic shut-off
Alternator, 80 A
Precleaner, Cyclone

Electric/Electronic control system
Contronics
   Advanced mode control system 
   Self-diagnostic system
Machine status indication
Engine speed sensing power control
Automatic idling system
One-touch power boost 
Safety stop/start function
Adjustable two LCD color monitors
Master electrical disconnect switch
Engine restart prevention circuit
High-capacity halogen lights(Optional selection to LED):
   Frame-mounted 2
   Boom-mounted 4
Batteries, 2 x 12 V / 200 Ah
Start motor, 24 V / 7 kW
CareTrack
Engine emergency stop switch
Overload Warning (TMI & Slew limitation)
Front camera for demolition
Rear view camera on counterweight
Cleaning air gun
Dust supperssion system

Hydraulic system
Hose rupture valve for UHR: 
  boom cylinder and arm
Hydraulic piping:
 Hammer & shear:
   Two pump flow
   Slope & rotator
   Oil leak (drain) line
   Quick fit piping
   Additional return filter
Overload warning device
Automatic sensing hydraulic system
   Summation system
   Boom priority
   Arm priority
   Swing priority
Boom and arm regeneration valves
Slew anti-rebound valves
Boom and arm holding valves
Multi-stage filtering system
Cylinder cushioning
Cylinder contamination seals
Auxiliary hydraulic valve
Automatic two-speed travel motors
Hydraulic oil, ISO VG 46

Superstructure
Full height counterweight: 7 250 kg (EC380EHR)
Full height counterweight: 9 750 kg (EC480EHR)
Full height counterweight: 11 200 kg (EC750EHR)
Additional counterweight for high reach: 2 750 kg (EC380EHR)
Additional counterweight for high reach: 3 350 kg (EC480EHR manual CWT)
Additional counterweight for high reach: 3 500 kg (EC480EHR hyd removable CWT)
Additional counterweight for high reach: 4 186 kg (EC750EHR hyd removable CWT)
HD undercover plate (8 mm)
HD double thickness side doors with micro mesh
Access way with handrail
Punched metal anti-slip plates
Tool storage area

Undercarriage
Fixed undercarriage
Retractable undercarriage (EC750EHR)
Swing ring guard
HD Undercover plate (10 mm)
Hydraulic track adjusters
Greased and sealed track link
Standard track guards
Foot support bar

OPTIONAL EQUIPMENT EC380EHR, EC480EHR, EC750EHR
Engine
Block heater: 120 V, 240 V
Oil bath pre-cleaner
Diesel coolant heater ,10kW
Water separator with heater
Reversible cooling fan

Electric
Extra lights(halogen or LED):
   Cab mounted x2 (front) x1 (rear)
   Counterweight mounted x1
Travel alarm
Anti-theft system
Rotating warning beacon 
Side view camera

Hydraulic system
Hose rupture valve for digging boom : Arm
Hydraulic piping:
   Work tool management system (Up to 20 programmable memories)
   Grapple for digging boom
   Quick fit piping for digging boom 
Volvo hydraulic quick fit, (SQF S3,VQC-HU,DR38) for digging boom (EC380EHR)
Volvo hydraulic quick fit, (SQF S3,VQC-HU,DR48) for digging boom (EC480EHR)
Straight travel pedal
Hydraulic oil, ISO VG 32, 68
Hydraulic oil, biodegradable 46
Hydraulic oil, longlife oil 32, 46, 68
Boom cylinder guard
Bucket cylinder guard

Superstructure
Side Impact Protection System
Side walk-way for tilting cab

Cab and interior
Seat, Mech. susp w/o heater, w/o X-Isolator
Seat, Air susp w/ heater, w/ X-Isolator
Pilot control pattern change
Smoker kit (ashtray & lighter)
Safety net for front window
Lower wiper with intermittent control
Specific key

Undercarriage
Hydraulically retractable undercarriage
Mechanically retractable undercarriage (EC480EHR)
Full track guards

Track shoes
600/700/800/900 mm triple grouser shoes
600 mm double grouser shoes
650/750/900 mm double grouser shoes (EC750EHR)

Digging equipment
Digging boom Straight 6,8 m / Bent 6,5 m (EC380EHR)
Arm: 3.2 m / 3.9 m (EC380EHR)
Digging boom Straight 7.5 m / Bent 7.0 m (EC480EHR)
Arm: 3.35 m / 3.9 m (EC480EHR)
Digging boom Straight 8.3 m / Bent 7.7 m (EC750EHR)
Arm: 4.2 m (EC750EHR)
Boom extension 3.0 m (EC380EHR)
Boom extension 3.41m (EC480EHR)
Boom extension  4.39 m (EC750EHR)
Manual centralized lubrication

High reach
Boom HR-3 piece: 23 m (EC380EHR)
Boom HR-3 piece: 28 m (EC480EHR)
Boom HR-3 piece: 26 m (EC750EHR)
Boom HR-3 piece: 36 m (EC750EHR)
Additional front camera for demolition(left hand side)

Service 
Spare parts
Tool kit, full scale
Tool kit, daily maintenance  

STANDARD EQUIPMENT EC380EHR, EC480EHR, EC750EHR
Tilting cab, and interior
Tilting cab
Seat, mech. susp w/ heater, w/o X-Isolator
Control Joystick with 3 switch & 1 prop. control
Air-conditioner climate control
Silicon oil and rubber mounts with spring
Adjustable operator seat and joystick control console
AM/FM stereo with CD Player and MP3 input with bluetooth
Flexible antenna
Hydraulic safety lock lever
Cab, all-weather sound suppressed, includes:
   Cup holder
   Door locks
   Tinted glass
   Floor mat
   Horn
   Large storage area
   Seat belt, 3 inch retractable
   Safety glass(front and side)
   LEXAN glass(roof)
   Sun shields, front, roof, rear
   Windshield wipers with intermittent feature(front and roof)
   Master key
Frame mounted Falling object guard (FOG)
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PC290LC/NLC-10

ENGINE POWER
159 kW / 213 HP @ 2.050 rpm

OPERATING WEIGHT
PC290LC-10: 29.900 - 32.230 kg

PC290NLC-10: 29.800 - 32.130 kg

BUCKET CAPACITY
max. 2,02 m³

Hydraulic Excavator

PC
290
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Walk-Around
Built around the EU Stage IIIB/EPA Tier 4 interim engine platform, Komatsu’s latest generation 

of excavators continues a long tradition of uncompromising quality and total customer support, 

while renewing a commitment to safety and environmental protection. Increased net horse-

power, lower fuel consumption and emissions, and the advanced electronic control system that 

manages airfl ow rate, fuel injection and combustion parameters to optimize performance and 

further reduce particulate matter and nitrogen oxides in the exhaust: you can trust “Dash 10” 

machines to keep their promises of excellence.

Total versatility
• Ideal for a wide range of applications

• 6 working modes

• Wide choice of options

• Built-in versatility

• Ultimate operator control

Powerful and environmentally 
friendly
• Low consumption EU Stage IIIB/

EPA Tier 4 interim engine

• Fuel-saving engine and hydraulic technology

• Adjustable Eco-gauge and idle caution

• Reduced wastage

Komatsu Wireless 

Monitoring System

Complimentary maintenance 

program for customers
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PC290-10

ENGINE POWER
159 kW / 213 HP @ 2.050 rpm

OPERATING WEIGHT
PC290LC-10: 29.900 - 32.230 kg

PC290NLC-10: 29.800 - 32.130 kg

BUCKET CAPACITY
max. 2,02 m³

First-class operator comfort
• Fully air suspended operator station

• Low noise design

• Low vibration levels

• Large, widescreen hi-res display monitor

• Improved operator convenience

Highest safety standards
• Safe SpaceCab™ 

ROPS compliant with ISO12117-2:2008

• Low profi le rear view camera

• Optimal jobsite safety

• Safe access, easy maintenance

• Falling Object Protection System (FOPS) optional

Quality you can rely on
• Reliable and effi cient

• Rugged design

• Komatsu-quality components

• Extensive dealer support network
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Total Versatility
Ideal for a wide range of 
applications

Powerful and precise, the Komatsu 

PC290-10 is equipped to effi ciently 

carry out any task your business 

requires. On big sites or small, for 

digging, trenching, landscaping or 

site preparation, the Komatsu origi-

nal equipment hydraulic system 

always ensures maximum produc-

tivity and control.

6 working modes

Power, Lifting, Breaker, Economy, 

Attachment Power and Attachment 

Economy modes are all available, 

ensuring that the PC290-10 delivers 

the power you need with minimised 

fuel usage. The Economy mode 

can be adjusted for an ideal bal-

ance between power and economy 

to match your work. The oil fl ow 

delivered to hydraulic attachments 

is adjustable directly on the class-

leading wide screen monitor panel.

Built-in versatility

A standard fi t additional hydrau-

lic circuit, controlled by a slid-

ing joystick push button and a 

fl oor mounted pedal, gives the 

PC290-10 excellent versatility. Ten 

attachment memory settings are 

provided, with individually defi nable 

names. In combination with the 

standard-fi t hydraulic quick coupler 

power circuit, changing working 

style is now even simpler. A second 

auxiliary hydraulic line is available 

for attachments which require extra 

hydraulic actuation.

A wide choice of options

With a choice of arms and un-

dercarriages, you can confi gure 

the PC290-10 to match specifi c 

demands for transport, working 

envelope or duty. Extra hydraulic 

arrangements are available for 

every boom and arm confi gura-

tion, making sure that the machine 

always contributes strongly to your 

business.

Ultimate operator control

The PC290-10 comes with a “Top-

con ready” option for 3D machine 

guidance systems. Topcon’s latest 

technology for precise positioning 

and machine control, with its easy-

to-use GX60 touch screen monitor, 

reduces work time and enhances 

job safety. It allows millimetre accu-

racy when digging or grading and 

puts the operator in total control of 

the excavation task.
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Powerful and Environmentally Friendly
Fuel-saving engine and 
hydraulic technology

The PC290-10 features variable 

speed matching of the engine and 

hydraulic pump, and an automatic 

low idle. The new engine and pump 

control technology lower total fuel 

consumption and guarantee ef-

fi ciency and precision during single 

and combined movements.

Adjustable Eco-gauge and idle 
caution

The new Eco-gauge can be set to 

target a fuel consumption value, 

encouraging the operator to work 

as effi ciently as possible. And to 

further avoid wasting fuel when 

the machine is not actually work-

ing, a standard-fi t idle caution is 

displayed if the engine idles for 5 

minutes or more.

Komatsu Diesel Particulate Filter (KDPF)

Komatsu’s high effi ciency DPF captures 

more than 90% of particulate matter. It 

includes a special oxidation catalyst with fuel 

injection system that can incinerate trapped 

particulates by either active or passive re-

generation with no need to interrupt machine 

operations.

Exhaust Gas Recirculation (EGR)

Cooled EGR is a technology well-proven 

in current Komatsu engines. The increased 

capacity of the EGR cooler now ensures 

very low NOx emissions and a better engine 

performance.

Komatsu Variable Geometry Turbo (KVGT)

The KVGT provides optimal air fl ow to the 

engine combustion chamber under all speed 

and load conditions. Exhaust gas is cleaner, 

fuel economy is improved while machine 

power and performance are maintained.

High-Pressure Common Rail (HPCR)

To achieve complete fuel burn and lower 

exhaust emissions, the heavy duty High-

Pressure Common Rail fuel injection system 

is computer controlled to deliver a pre-

cise quantity of pressurised fuel into the 

redesigned engine combustion chamber by 

multiple injections.

Variable nozzle

Oxidation catalyst

Soot fi lter

KVGT
EGR valve

Cooler

EGR cooler

Komatsu Closed Crankcase Ventilation 

(KCCV)

Crankcase emissions (blow-by gas) are 

passed through a CCV fi lter. The oil mist 

trapped in the fi lter is returned back to the 

crankcase while the fi ltered gas is returned 

to the air intake.

Injector

Electronic 

Control Unit

Common rail

Supply pump

KVGT KCCV

New Komatsu engine 
technology

The powerful and fuel-effi cient 

Komatsu SAA6D107E-2 engine 

in the PC290-10 delivers 159 

kW/189 HP and is EU Stage IIIB/

EPA Tier 4 interim certifi ed. To 

maximise power, fuel effi ciency and 

emission compliance, it is turbo 

charged and features direct fuel 

injection, air-to-air after cooling and 

cooled EGR.
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Reduced wastage

Standard equipment on all 

PC290-10 includes an electric fuel 

pump, simple to operate and with 

an automatic shut-off. To further 

increase the system’s safety, a bar-

rier and special foams help to avoid 

any spilt fuel fl owing towards hot 

areas of the machine.
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First-Class Operator Comfort

Hot and cool box

Joysticks with proportional control button for 

attachments

Newly designed, spacious cab

The wide spacious cab features a 

new, fully air suspended operator 

control station that incorporates the 

side consoles mounted together 

with a high back, fully adjustable 

seat, heated for improved comfort.

Low noise design

Komatsu Dash 10 crawler excava-

tors have very low external noise 

levels and are especially well-suited 

for work in confi ned spaces or 

urban areas. Reduced fan speed, a 

large capacity radiator, and the op-

timal usage of sound insulation and 

of sound absorbing materials help 

to make noise levels inside Dash 

10 excavators comparable to those 

inside an executive car.

Improved operator 
convenience

With increased in-cab storage 

space, an auxiliary input (MP3 jack) 

and 12 V and 24 V power supply, 

the cab offers maximum conveni-

ence. The automatic air conditioner 

allows the operator to easily and 

precisely set the cab’s atmosphere.

Cab damper mounting 

The built-in stability of the Komatsu 

PC290-10, combined with a highly 

rigid deck and a sprung multi-layer 

viscous mount system, drastically 

reduces vibration levels for the 

operator.

Automatic air conditioner
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Large, widescreen hi-res 
display monitor

To enable safe, accurate and 

smooth work, the user friendly 

monitor is the highly intuitive user 

interface for the machine’s Equip-

ment Management and Monitoring 

System (EMMS). Easily customized 

and with a choice of 25 languages, 

it features simple switches and 

multifunction keys that provide the 

operator with fi ngertip access to a 

wide range of functions and operat-

ing information.
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Highest Safety Standards
Safe SpaceCab™

The new cab is ROPS compliant 

with ISO 12117-2:2008. It has a tu-

bular steel frame and provides very 

high shock absorbency, impact 

resistance and durability. The seat 

belt is designed to keep the opera-

tor in the safety zone of the cab in 

the event of a roll-over. Optionally 

it can be fi tted with an ISO 10262 

Level 2 Falling Object Protective 

System (FOPS) with openable front 

guard.

Rear view camera

A standard fi tment camera gives 

an exceptionally clear view of the 

rear work zone on the wide-screen 

monitor panel. The low profi le cam-

era is adjustable and integrated into 

the counterweight’s shape.

Optimal job site safety

Safety features on the Komatsu 

PC290-10 comply with the latest 

industry standards and work 

together as a system to minimise 

risks to personnel in and around the 

machine. An audible travel alarm 

further promotes job site safety. 

Highly durable anti-slip plates – 

with additional high friction cover-

ing – maintain long term traction 

performance.

Safe and easy maintenance

Thermal guards are placed around 

high temperature parts of the 

engine. The fan belt and pulleys 

are well protected and in case of 

damage, fi re risk is reduced by a 

pump/engine partition that prevents 

hydraulic oil from spraying onto the 

engine. The engine hood is hinged 

to the rear, with anti-slip plates 

positioned around the engine bay 

to ensure safe and easy access 

from all sides. Exceptionally sturdy 

handrails further contribute to a 

high safety level.

Low profi le rear view camera

Safe SpaceCab™ Large handrails
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Quality You Can Rely On

Extensive dealer support 
network

The extensive Komatsu distribution 

and dealer network is standing by 

to help keep your fl eet in optimum 

condition. Customised servic-

ing packages are available, with 

express availability of spare parts, 

to make sure that your Komatsu will 

continue to perform at its peak.

Komatsu-quality components

With the latest computer design 

techniques and a thorough test pro-

gramme, Komatsu’s global know-

how produces machines that are 

designed, manufactured and tested 

to meet your highest standards.

Rugged design

Maximum toughness and durabil-

ity – along with top class customer 

service – are the cornerstones of 

Komatsu’s philosophy. Single piece 

plates and castings are used in 

key areas of the machine’s struc-

ture for good load distribution. 

Highly durable rubbing strips on the 

underside of the arm protect the 

structure from material falling from 

the bucket.

Reliable and effi cient

Productivity is the key to suc-

cess – all major components of the 

PC290-10 are designed and directly 

manufactured by Komatsu. Essen-

tial machine functions are perfectly 

matched for a highly reliable and 

productive machine.

Cast boom foot Single piece boom plates



13



14

Komatsu Wireless Monitoring System
The easy way to higher 
productivity

KOMTRAX™ is the latest in wire-

less monitoring technology. It 

delivers insightful and cost saving 

information about your fl eet and 

equipment and offers you a wealth 

of information to facilitate peak 

machine performance. By creating 

a tightly integrated web of support 

it allows pro active and preventive 

maintenance and helps you to ef-

fi ciently run a business.

Knowledge

You get quick answers to basic and 

critical questions about your ma-

chines - what they’re doing, when 

they did it, where they’re located, 

how they can be used more ef-

fi ciently, and when they need to 

be serviced. Performance data is 

relayed by satellite from your ma-

chine to your computer and to your 

local Komatsu distributor - who’s 

readily available for expert analysis 

and feedback.

Convenience

KOMTRAX™ helps to conveniently 

manage your fl eet on the web, 

wherever you are. Data is analysed 

and packaged specifi cally for easy 

and intuitive viewing in maps, 

lists, graphs and charts. You can 

anticipate the type of service and 

parts your machines could require, 

or troubleshoot problems before 

Komatsu technicians arrive on site.
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KOMTRAX™
Power

The detailed information that KOMTRAX™ puts at your fi ngertips 24 hours a day, 7 days a week gives you the 

power to make better daily and long-term strategic decisions. You can anticipate problems, customize mainte-

nance schedules, minimize downtime and keep your machines where they belong – working on the job site.

Through the web application, a 

variety of search parameters are 

available to quickly fi nd information 

about specifi c machines based on 

key factors such as utilization rates, 

age, various notifi cation messages, 

and more.

A simple chart shows the machine’s 

fuel consumption and helps you to 

calculate total costs for a job site 

and conveniently schedule fuel 

deliveries.
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Easy Maintenance

Water 
separator

This is stand-

ard equipment 

which removes 

any water that 

has become 

mixed with the 

fuel, preventing fuel system dam-

age.

Quick access to fi lters and 
fuel drain valve

The engine oil fi lter, the fuel fi lters 

and the fuel drain valve are mount-

ed remotely to make them acces-

sible from ground level.

Easy cleaning of coolers

Hinged air conditioning cooler and 

side-by-side radiator and oil cooler 

allow easy access for cleaning.

Long-life oil fi lters

The hydraulic oil fi lter uses high-

performance fi ltering material for 

long element 

replacement 

intervals, which 

signifi cantly 

reduces mainte-

nance costs.

Diesel particulate fi lter 
regeneration

Soot trapped in the diesel particu-

late fi lter is periodically and auto-

matically oxidized using the heat 

from the engine exhaust.

Komatsu CARE is a complimentary 

maintenance program for Komatsu 

customers that comes as standard 

with every new Komatsu EU Stage 

IIIB construction machine. For the 

fi rst 3 years or 2.000 hours it covers 

factory-scheduled maintenance, 

performed by Komatsu-trained 

technicians with Komatsu Genuine 

parts. It also offers up to a maxi-

mum of 2 complimentary Komatsu 

Diesel Particulate Filter (KDPF) ex-

change units and a KDPF warranty 

for the fi rst 5 years or 9.000 hours.
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ENGINE

HYDRAULIC SYSTEM

ENVIRONMENT

SWING SYSTEM

DRIVES AND BRAKES

UNDERCARRIAGE

SERVICE REFILL CAPACITIES

Fuel tank ...................................................................................400 ltr

Radiator ...................................................................................36,0 ltr

Engine oil .................................................................................23,1 ltr

Swing drive ................................................................................7,2 ltr

Hydraulic tank ..........................................................................132 ltr

Final drive (each side) ................................................................8,5 ltr

Construction .................................................. X-frame centre section

 with box section track frames

Track assembly

 Type .............................................................................Fully sealed

 Shoes (each side)........................................................................48

 Tension ...................................Combined spring and hydraulic unit

Rollers

 Track rollers (each side) ................................................................8

 Carrier rollers (each side) ..............................................................2

Steering control ........................................2 levers with pedals giving

 full independent control of each track

Drive method ................................................................... Hydrostatic

Travel operation ....................................Automatic 3-speed selection

Gradeability .........................................................................70%, 35°

Max. travel speeds

 Lo / Mi / Hi ....................................................... 3,0 / 4,1 / 5,5 km/h

Maximum drawbar pull .......................................................25.400 kg

Brake system ........................................ Hydraulically operated discs

 in each travel motor

Type ..............................................Axial piston motor driving through

 planetary double reduction gearbox

Swing lock ..................................Electrically actuated wet multi-disc

 brake integrated into swing motor

Swing speed ................................................................... 0 - 10,5 rpm

Swing torque ......................................................................... 88 kNm

Max. pressure ...................................................................295 kg/cm²

Engine emissions ..........................Fully complies with EU Stage IIIB

 and EPA Tier 4 interim exhaust emission regulations

Noise levels

 LwA external ................................104 dB(A) (2000/14/EC Stage II)

 LpA operator ear ........................70 dB(A) (ISO 6396 dynamic test)

Vibration levels (EN 12096:1997)*

 Hand/arm ............................≤ 2,5 m/s² (uncertainty K = 0,37 m/s²)

 Body ...................................≤ 0,5 m/s² (uncertainty K = 0,17 m/s²)

* for the purpose of risk assessment under directive 2002/44/EC, 

please refer to ISO/TR 25398:2006.

Type ..............HydrauMind. Closed-centre system with load sensing

 and pressure compensation valves

Additional circuits ....................2 additional circuits with proportional

 control can be installed

Main pump ............................2 variable displacement piston pumps

 supplying boom, arm, bucket, swing and travel circuits

Maximum pump fl ow ................................................2 × 239,5 ltr/min

Relief valve settings

 Implement .....................................................................380 kg/cm²

 Travel .............................................................................380 kg/cm²

 Swing ............................................................................295 kg/cm²

 Pilot circuit ......................................................................33 kg/cm²

Model .......................................................... Komatsu SAA6D107E-2

Type ...............................Common rail direct injection, water-cooled,

 emissionised, turbocharged, after-cooled diesel

Engine power

 at rated engine speed .................................................... 2.050 rpm

 ISO 14396 ..............................................................159 kW/213 HP

 ISO 9249 (net engine power) .................................147 kW/196 HP

No. of cylinders ................................................................................6

Bore × stroke ...............................................................107 × 124 mm

Displacement ...........................................................................6,69 ltr

Battery ...................................................................... 2 × 12 V/155 Ah

Alternator ............................................................................ 24 V/60 A

Starter motor .................................................................. 24 V/5,5 kW

Air fi lter type .......................Double element type with monitor panel

 dust indicator and auto dust evacuator

Cooling .................. Suction type cooling fan with radiator fl y screen

Specifi cations

Operating weight, including specifi ed work equipment, 3,2 m arm, 1.300 kg (1,2 m³) bucket, 

operator, lubricant, coolant, full fuel tank and the standard equipment.

OPERATING WEIGHT (APPR.)

MONO BOOM TWO-PIECE BOOM

PC290LC-10 PC290NLC-10 PC290LC-10 PC290NLC-10

Triple grouser shoes Operating weight Ground pressure Operating weight Ground pressure Operating weight Ground pressure Operating weight Ground pressure

600 mm 29.900 kg 0,53 kg/cm² 29.800 kg 0,53 kg/cm² 31.230 kg 0,56 kg/cm² 31.130 kg 0,56 kg/cm²

700 mm 30.300 kg 0,46 kg/cm² 30.200 kg 0,46 kg/cm² 31.630 kg 0,48 kg/cm² 31.530 kg 0,48 kg/cm²

800 mm 30.700 kg 0,41 kg/cm² 30.600 kg 0,41 kg/cm² 32.030 kg 0,43 kg/cm² 31.930 kg 0,43 kg/cm²

850 mm 30.900 kg 0,39 kg/cm² 30.800 kg 0,39 kg/cm² 32.230 kg 0,41 kg/cm² 32.130 kg 0,40 kg/cm²
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Dimensions & Performance Figures

MACHINE DIMENSIONS PC290LC-10 PC290NLC-10

A Overall width of upper structure  2.850 mm  2.850 mm

B Overall height of cab 3.180 mm 3.180 mm

C Overall length of basic machine 5.380 mm 5.380 mm

D Tail length 2.905 mm 2.905 mm

Tail swing radius 2.940 mm 2.940 mm

E Clearance under counterweight 1.215 mm 1.215 mm

F Machine tail height 2.380 mm 2.380 mm

F` Machine tail height (top of engine cover) 2.715 mm 2.715 mm

G Ground clearance 500 mm 500 mm

H Tumbler centre distance 4.030 mm 4.030 mm

I Track length 4.955 mm 4.955 mm

J Track gauge 2.590 mm 2.390 mm

K Track shoe width 600, 700, 800, 850 mm 600, 700, 800, 850 mm

L Overall track width with 600 mm shoes 3.190 mm 2.990 mm

Overall track width with 700 mm shoes 3.290 mm 3.090 mm

Overall track width with 800 mm shoes 3.390 mm 3.190 mm

Overall track width with 850 mm shoes 3.440 mm 3.240 mm

K G 

B 

L 

J 

A 

O 

D 
M 

H 

F´ 

E 

I
N

C

F 

M

N

P O

TRANSPORT DIMENSIONS MONO BOOM TWO-PIECE BOOM

Arm length 2,0 m 2,65 m 3,2 m 3,5 m 2,65 m 3,2 m 3,5 m

M Transport length 10.080 mm 10.240 mm 10.185 mm 10.195 mm 10.060 mm 10.030 mm 9.970 mm

N Length on ground (transport) 6.615 mm 6.425 mm 5.625 mm 5.350 mm 6.825 mm 6.155 mm 5.765 mm

O Overall height (to top of boom) 3.160 mm 3.425 mm 3.340 mm 3.375 mm 3.180 mm 3.210 mm 3.230 mm

P Overall height (to top of hose) – – – – 3.565 mm 3.620 mm 3.730 mm

MONO BOOM

TWO-PIECE BOOM
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BUCKET AND ARM FORCE

Arm length 2,0 m 2,65 m 3,2 m 3,5 m

Bucket digging force 21.600 kg 21.600 kg 18.800 kg 18.800 kg

Bucket digging force at PowerMax 23.100 kg 23.100 kg 20.200 kg 20.200 kg

Arm crowd force 17.600 kg 15.280 kg 13.420 kg 12.000 kg

Arm crowd force at PowerMax 18.800 kg 16.320 kg 14.370 kg 12.800 kg

PC290LC-10 / MAX. BUCKET CAPACITY AND WEIGHT

MONO BOOM

Arm length 2,0 m 2,65 m 3,2 m 3,5 m

Material weight up to 1,2 t/m³ 2,02 m³ 1.400 kg 2,02 m³ 1.400 kg 2,02 m³ 1.400 kg 2,02 m³ 1.400 kg

Material weight up to 1,5 t/m³ 2,02 m³ 1.400 kg 1,98 m³ 1.375 kg 1,78 m³ 1.300 kg 1,72 m³ 1.275 kg

Material weight up to 1,8 t/m³ 1,93 m³ 1.350 kg 1,71 m³ 1.275 kg 1,50 m³ 1.200 kg 1,49 m³ 1.175 kg

TWO-PIECE BOOM

Arm length 2,65 m 3,2 m 3,5 m

Material weight up to 1,2 t/m³ 2,02 m³ 1.400 kg 2,02 m³ 1.400 kg 1,99 m³ 1.400 kg

Material weight up to 1,5 t/m³ 1,95 m³ 1.375 kg 1,75 m³ 1.275 kg 1,68 m³ 1.250 kg

Material weight up to 1,8 t/m³ 1,69 m³ 1.250 kg 1,52 m³ 1.175 kg 1,46 m³ 1.150 kg

PC290NLC-10 / MAX. BUCKET CAPACITY AND WEIGHT

MONO BOOM

Arm length 2,0 m 2,65 m 3,2 m 3,5 m

Material weight up to 1,2 t/m³ 2,02 m³ 1.400 kg 2,02 m³ 1.400 kg 1,88 m³ 1.350 kg 1,82 m³ 1.300 kg

Material weight up to 1,5 t/m³ 2,00 m³ 1.400 kg 1,77 m³ 1.300 kg 1,59 m³ 1.200 kg 1,54 m³ 1.200 kg

Material weight up to 1,8 t/m³ 1,73 m³ 1.275 kg 1,53 m³ 1.175 kg 1,30 m³ 1.125 kg 1,33 m³ 1.100 kg

TWO-PIECE BOOM

Arm length 2,65 m 3,2 m 3,5 m

Material weight up to 1,2 t/m³ 2,02 m³ 1.400 kg 1,85 m³ 1.325 kg 1,78 m³ 1.300 kg

Material weight up to 1,5 t/m³ 1,74 m³ 1.275 kg 1,56 m³ 1.200 kg 1,50 m³ 1.175 kg

Material weight up to 1,8 t/m³ 1,51 m³ 1.175 kg 1,35 m³ 1.100 kg 1,30 m³ 1.075 kg

Max. capacity and weight have been calculated according to ISO 10567:2007.

Please consult with your distributor for the correct selection of buckets and attachments to suit the application.
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Working Range
MONO BOOM

ARM LENGTH 2,0 m  2,65 m 3,2 m 3,5 m

A Max. digging height 9.780 mm 9.985 mm 10.345 mm 10.355 mm

B Max. dumping height 6.830 mm 7.040 mm 7.370 mm 7.435 mm

C Max. digging depth 5.720 mm 6.360 mm 6.915 mm 7.220 mm

D Max. vertical wall digging depth 3.910 mm 5.365 mm 6.135 mm 5.110 mm

E Max. digging depth of cut for 2,44 m level 5.500 mm 6.175 mm 6.755 mm 7.070 mm

F Max. digging reach 9.570 mm 10.095 mm 10.635 mm 10.890 mm

G Max. digging reach at ground level 9.370 mm 9.905 mm 10.455 mm 10.715 mm

H Min. swing radius 3.620 mm 3.740 mm 3.680 mm 3.740 mm
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G.L. 

TWO-PIECE BOOM

ARM LENGTH 2,0 m  2,65 m 3,2 m 3,5 m

A Max. digging height 10.960 mm 11.295 mm 11.880 mm 12.065 mm

B Max. dumping height 7.870 mm 8.315 mm 8.785 mm 8.985 mm

C Max. digging depth 5.255 mm 5.870 mm 6.430 mm 6.715 mm

D Max. vertical wall digging depth 4.110 mm 4.535 mm 5.250 mm 5.440 mm

E Max. digging depth of cut for 2,44 m level 5.150 mm 5.775 mm 6.340 mm 6.630 mm

F Max. digging reach 9.545 mm 10.120 mm 10.675 mm 10.945 mm

G Max. digging reach at ground level 9.345 mm 9.935 mm 10.495 mm 10.770 mm

H Min. swing radius 2.680 mm 3.190 mm 3.055 mm 3.110 mm
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Lifting Capacity

A

B

C

With 700 mm shoes

– Reach from swing center

– Bucket hook height

– Lifting capacities

– Rating over front

– Rating over side

– Rating at maximum reach

MONO BOOMPC290LC-10

Arm length

9,0 m 7,5 m 6,0 m 4,5 m 3,0 m

* Load is limited by hydraulic capacity rather than tipping. Ratings are based on SAE Standard No. J1097.

Rated loads do not exceed 87% of hydraulic lift capacity or 75% of tipping load.

Lifting capacity stated is based on lifting with bare arm. When lifting with additional equipment installed to the arm, please subtract the 

weight of all additional equipment from the values stated.

7,5 m kg *4.310 *4.310

6,0 m kg *4.160 *4.160 *6.620 6.110

4,5 m kg *4.170 *4.170 *7.340 5.970 *8.000 *8.000

3,0 m kg *4.310 4.230 *5.760 4.430 *8.030 5.780 *9.340 7.940 *12.010 *12.010

1,5 m kg *4.590 4.120 6.500 4.330 8.460 5.570 *10.660 7.550 *14.480 11.260

0,0 m kg *5.060 4.180 *6.050 4.250 8.280 5.410 11.480 7.270 *15.840 10.810 *7.940 *7.940

- 1,5 m kg *5.850 4.440 8.180 5.320 11.310 7.130 *16.080 10.650 *12.180 *12.180

- 3,0 m kg *7.310 5.010 8.200 5.330 11.300 7.110 *15.350 10.670 *17.770 *17.770

- 4,5 m kg *8.640 6.290 *10.100 7.250 *13.450 10.870 *18.480 *18.480

7,5 m kg *4.720 *4.720

6,0 m kg *4.530 *4.530 *6.810 6.050 *7.380 *7.380

4,5 m kg *4.530 *4.530 *7.600 5.930 *8.360 8.260 *9.860 *9.860

3,0 m kg *4.670 4.390 *4.810 4.400 *8.250 5.740 *9.670 7.880 *12.600 11.910

1,5 m kg *4.980 4.270 *5.580 4.320 8.440 5.550 *10.920 7.520 *14.920 11.180

0,0 m kg *5.510 4.340 8.280 5.410 11.470 7.260 *16.030 10.800

- 1,5 m kg *6.410 4.640 8.200 5.340 11.330 7.150 *16.040 10.680 *12.240 *12.240

- 3,0 m kg 8.100 5.300 8.250 5.380 11.350 7.160 *15.100 10.740 *18.740 *18.740

- 4,5 m kg *8.740 6.810 *9.570 7.330 *12.890 10.970 *17.440 *17.440

7,5 m kg *6.990 *6.990 *7.860 *7.860

6,0 m kg *6.700 5.940 *6.730 5.950 *8.090 *8.090

4,5 m kg *6.730 5.170 *8.110 5.870 *9.010 8.140 *10.940 *10.940

3,0 m kg *7.000 4.780 8.600 5.700 *10.240 7.780 *13.640 11.650

1,5 m kg 7.000 4.650 8.420 5.540 *11.350 7.460 *15.610 11.030

0,0 m kg 7.190 4.750 8.290 5.420 11.450 7.260 *16.220 10.780

- 1,5 m kg 7.820 5.130 8.250 5.390 11.370 7.190 *15.820 10.750 *12.950 *12.950

- 3,0 m kg *9.180 6.020 *11.040 7.250 *14.470 10.870 *19.320 *19.320

- 4,5 m kg *9.130 8.300 *11.580 11.170

6,5 m kg *8.010 *8.010

6,0 m kg *7.540 6.720 *8.950 8.320 *10.040 *10.040

4,5 m kg *7.520 5.730 *8.710 5.830 *9.780 8.080 *12.260 *12.260

3,0 m kg *7.800 5.270 8.600 5.720 *10.920 7.750 *14.940 11.450

1,5 m kg 7.720 5.140 8.460 5.590 11.700 7.490

0,0 m kg 7.990 5.280 8.380 5.510 11.530 7.340 *16.240 10.910

- 1,5 m kg 8.850 5.800 11.510 7.330 *15.390 10.950 *12.450 *12.450

- 3,0 m kg *9.620 7.060 *10.290 7.460 *13.560 11.130 *16.990 *16.990

- 4,5 m kg

Weights:

With 2,0 and 2,65 m arm: bucket 
linkage and bucket cylinder: 
390 kg

With 3,2 and 3,5 m arm: bucket 
linkage and bucket cylinder: 
363 kg

3,5 m

3,2 m

2,65 m

2,0 m

6,0 m kg *3.840 *3.840 *6.340 6.090 *6.590 *6.590

4,5 m kg *3.790 *3.790 *4.940 4.440 *7.190 5.940 *8.190 *8.190 *7.940 *7.940

3,0 m kg *3.840 *3.840 *6.340 4.340 *8.190 5.690 *9.590 7.940 *12.290 12.140

1,5 m kg *4.040 3.890 6.490 4.190 8.490 5.440 *10.640 7.390 *14.440 11.090

0,0 m kg *4.390 3.940 5.290 4.140 8.240 5.240 *11.290 7.040 *15.340 10.440

- 1,5 m kg *4.940 4.190 *5.990 4.090 8.140 5.140 11.240 6.840 *15.190 10.240

- 3,0 m kg *8.140 5.140 *10.590 6.840 *13.940 10.240

3,5 m

6,0 m kg *4.090 *4.090 *6.640 6.040 *7.190 *7.190

4,5 m kg *4.040 *4.040 *7.740 5.890 *8.940 *8.240 *9.140 *9.140

3,0 m kg *4.090 *4.090 *6.040 4.340 *8.390 5.690 *9.890 7.840 *12.840 11.990

1,5 m kg *4.340 4.040 6.490 4.240 8.490 5.440 *10.890 7.390 *14.840 11.040

0,0 m kg *4.690 4.090 6.440 4.140 8.290 5.240 *11.440 7.040 *15.490 10.490

- 1,5 m kg *5.340 4.390 8.190 5.190 *11.290 6.940 *15.090 10.340

- 3,0 m kg *10.440 6.940

6,0 m kg *5.990 5.640 7.040 5.840 *8.640 8.440 *8.490 *8.490

4,5 m kg *5.940 4.890 *8.190 5.740 *9.440 8.090 *11.490 11.490

3,0 m kg *6.140 4.490 8.590 5.540 *10.340 7.640 *13.490 11.590

1,5 m kg *6.540 4.390 8.390 5.340 *11.140 7.240

0,0 m kg 6.990 4.490 8.240 5.240 11.390 6.990 *15.490 10.440

- 1,5 m kg 7.590 4.840 8.190 4.590 *11.140 6.940 14.640 10.440

- 3,0 m kg

6,0 m kg *6.240 6.190 *9.240 8.140 *10.690 *10.690

4,5 m kg *6.140 5.290 *8.590 5.540 *9.940 7.840 *12.440 *12.140

3,0 m kg *6.340 4.840 *8.440 5.440 *10.740 7.440 *14.390 11.240

1,5 m kg *6.840 4.690 8.290 5.240 *11.390 7.140

0,0 m kg 7.590 4.840 8.190 5.190 11.390 6.990 *15.190 10.440

- 1,5 m kg *10.740 6.990

- 3,0 m kg

TWO-PIECE BOOMPC290LC-10

Arm length

9,0 m 7,5 m 6,0 m 4,5 m 3,0 m

3,2 m

2,65 m

2,0 m

A

B

C

With 600 mm shoes

– Reach from swing center

– Bucket hook height

– Lifting capacities

– Rating over front

– Rating over side

– Rating at maximum reach

Weights:

With 2,0 and 2,65 m arm: bucket 
linkage and bucket cylinder: 
390 kg

With 3,2 and 3,5 m arm: bucket 
linkage and bucket cylinder: 
363 kg
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MONO BOOMPC290NLC-10

A

B

C

With 600 mm shoes

– Reach from swing center

– Bucket hook height

– Lifting capacities

– Rating over front

– Rating over side

– Rating at maximum reach

Arm length

9,0 m 7,5 m 6,0 m 4,5 m 3,0 m

* Load is limited by hydraulic capacity rather than tipping. Ratings are based on SAE Standard No. J1097.

Rated loads do not exceed 87% of hydraulic lift capacity or 75% of tipping load.

Lifting capacity stated is based on lifting with bare arm. When lifting with additional equipment installed to the arm, please subtract the 

weight of all additional equipment from the values stated.

7,5 m kg *4.310 *4.310

6,0 m kg *4.160 *4.160 *6.620 5.520

4,5 m kg *4.170 4.070 *7.340 5.380 *8.000 7.500

3,0 m kg *4.310 3.790 *5.760 3.970 *8.030 5.190 *9.340 7.120 *12.010 10.720

1,5 m kg *4.590 3.690 6.310 3.870 8.220 4.990 *10.660 6.740 *14.480 9.950

0,0 m kg *5.060 3.730 *6.050 3.800 8.040 4.830 11.150 6.460 *15.840 9.510 *7.940 *7.940

- 1,5 m kg *5.850 3.690 7.940 4.740 10.980 6.320 *16.080 9.350 *12.180 *12.180

- 3,0 m kg *7.310 4.470 7.950 4.750 10.960 6.310 *15.350 9.380 *17.770 *17.770

- 4,5 m kg *8.640 5.610 *10.100 6.440 *13.450 9.570 *18.480 18.440

7,5 m kg *4.720 *4.720

6,0 m kg *4.530 *4.530 *6.810 5.460 *7.380 *7.380

4,5 m kg *4.530 4.230 *7.600 5.340 *8.360 7.430 *9.860 *9.860

3,0 m kg *4.670 3.930 *4.810 3.940 *8.250 5.160 *9.670 7.060 *12.600 10.580

1,5 m kg *4.980 3.820 *5.580 3.860 8.190 4.970 *10.920 6.700 *14.920 9.870

0,0 m kg *5.510 3.880 8.030 4.830 11.130 6.460 *16.030 9.500

- 1,5 m kg *6.410 4.140 7.960 4.760 11.000 6.340 *16.040 9.390 *12.240 *12.240

- 3,0 m kg 7.860 4.720 8.000 4.800 11.010 6.350 *15.100 9.450 *18.740 18.210

- 4,5 m kg *8.740 6.070 *9.570 6.520 *12.890 9.670 *17.440 *17.440

7,5 m kg *6.990 6.810 *7.860 7.680

6,0 m kg *6.700 5.350 *6.730 5.360 *8.090 7.590

4,5 m kg *6.730 4.640 *8.110 5.280 *9.010 7.320 *10.940 *10.940

3,0 m kg 6.950 4.290 8.350 5.120 *10.240 6.960 *13.640 10.330

1,5 m kg 6.790 4.160 8.170 4.950 11.350 6.650 *15.610 9.730

0,0 m kg 6.970 4.250 8.040 4.840 11.120 6.450 *16.220 9.480

- 1,5 m kg 7.590 4.580 8.010 4.810 11.040 6.380 *15.820 9.450 *12.950 *12.950

- 3,0 m kg 9.000 5.370 *11.040 6.440 *14.470 9.570 *19.320 18.490

- 4,5 m kg *9.130 7.390 *11.580 9.860

7,5 m kg *8.010 *8.010

6,0 m kg *7.540 6.050 *8.950 7.500 *10.040 *10.040

4,5 m kg *7.520 5.160 8.480 5.250 *9.780 7.250 *12.260 10.930

3,0 m kg 7.680 4.730 8.350 5.130 *10.920 6.940 *14.940 10.140

1,5 m kg 7.500 4.600 8.210 5.010 11.360 6.680

0,0 m kg 7.750 4.730 8.130 4.930 11.200 6.540 *16.240 9.610

- 1,5 m kg 8.590 5.190 11.180 6.520 *15.390 9.660 *12.450 *12.450

- 3,0 m kg *9.620 6.300 *10.290 6.650 *13.560 9.820 *16.990 *16.990

- 4,5 m kg

Weights:

With 2,0 and 2,65 m arm: bucket 
linkage and bucket cylinder: 
390 kg

With 3,2 and 3,5 m arm: bucket 
linkage and bucket cylinder: 
363 kg

3,5 m

3,2 m

2,65 m

2,0 m

TWO-PIECE BOOMPC290NLC-10

Arm length

9,0 m 7,5 m 6,0 m 4,5 m 3,0 m

6,0 m kg *3.840 *3.840 *6.340 5.490 *6.590 *6.590

4,5 m kg *3.790 *3.790 *4.940 3.940 *7.190 5.340 *8.190 *7.490 *7.940 *7.940

3,0 m kg *3.840 3.540 6.240 3.890 *8.190 5.090 *9.590 7.090 *12.290 10.790

1,5 m kg *4.040 3.440 6.090 3.740 7.990 4.840 *10.640 6.590 *14.440 9.790

0,0 m kg *4.390 3.490 5.990 3.640 7.740 4.640 10.690 6.240 *15.340 9.140

- 1,5 m kg *4.940 3.690 *5.990 3.640 7.640 4.540 10.490 6.040 *15.190 8.940

- 3,0 m kg 7.640 4.540 *10.490 6.040 *13.940 8.940

3,5 m

6,0 m kg *4.090 *4.090 *6.640 5.440 *7.190 *7.190

4,5 m kg *4.040 3.990 *7.740 5.290 *8.940 7.490 *9.140 9.140

3,0 m kg *4.090 3.690 *6.040 3.840 *8.390 5.090 *9.890 6.990 *12.840 10.640

1,5 m kg *4.340 3.590 6.240 3.740 8.140 4.840 10.890 6.540 *14.840 9.690

0,0 m kg *4.690 3.640 6.190 3.690 7.940 4.640 11.040 6.240 *15.490 9.190

- 1,5 m kg *5.340 3.890 7.890 4.590 10.840 6.090 *15.090 9.040

- 3,0 m kg *10.840 6.140

6,0 m kg *6.190 6.190 *9.240 8.140 *10.690 *10.690

4,5 m kg *6.140 5.290 *8.590 7.840 *9.940 7.840 *12.440 12.140

3,0 m kg *6.340 4.840 8.440 5.440 *10.740 7.440 *14.390 11.240

1,5 m kg *6.840 4.690 8.290 5.240 *11.390 7.140

0,0 m kg 7.590 4.840 8.190 5.190 11.390 6.990 *15.190 10.440

- 1,5 m kg *10.740 6.990

- 3,0 m kg

6,0 m kg *5.990 5.040 *7.040 5.240 *8.640 7.590 *8.490 *8.490

4,5 m kg *5.940 4.340 *8.190 5.140 *9.440 7.240 *11.490 11.240

3,0 m kg *6.140 3.990 8.290 4.940 *10.290 6.840 *13.490 10.240

1,5 m kg 6.540 3.890 8.040 4.740 *11.140 6.440

0,0 m kg 6.990 3.940 7.890 4.640 11.390 6.190 *15.490 9.090

- 1,5 m kg 7.590 4.290 7.890 4.590 10.890 6.090 *14.640 9.140

- 3,0 m kg

3,2 m

2,65 m

2,0 m

A

B

C

With 600 mm shoes

– Reach from swing center

– Bucket hook height

– Lifting capacities

– Rating over front

– Rating over side

– Rating at maximum reach

Weights:

With 2,0 and 2,65 m arm: bucket 
linkage and bucket cylinder: 
390 kg

With 3,2 and 3,5 m arm: bucket 
linkage and bucket cylinder: 
363 kg
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Standard and Optional Equipment

Your Komatsu partner:

PC290LC/NLC-10
Hydraulic Excavator

Further equipment on request

 standard equipment
 optional equipment

ENGINE
Komatsu SAA6D107E-2 turbocharged common rail 

direct injection diesel engine


EU Stage IIIB/EPA Tier 4 interim compliant 

Suction type cooling fan with radiator fl y screen 

Automatic engine warm-up system 

Engine overheat prevention system 

Fuel control dial 

Auto-deceleration function 

Engine key stop 

Engine ignition can be password secured on 

request


Alternator 24 V/60 A 

Starter motor 24 V/5,5 kW 

Batteries 2 × 12 V/155 Ah 

HYDRAULIC SYSTEM
Electronic closed-centre load sensing (E-CLSS) 

hydraulic system (HydrauMind)


Pump and engine mutual control (PEMC) system 

One additional hydraulic circuit 

6-working mode selection system; power mode, 

economy mode, breaker mode, attachment power 

and attachment economy mode, and lifting mode


PowerMax function 

Adjustable PPC wrist control levers for arm, boom, 

bucket and swing, with sliding proportional control 

for attachments and 3 auxiliary buttons


Prepared for hydraulic quick-coupler 

Additional hydraulic functions 

DRIVES AND BRAKES
Hydrostatic, 3-speed travel system with automatic 

shift and planetary gear type fi nal drives, and 

hydraulic travel and parking brakes


PPC control levers and pedals for steering and 

travel


CABIN
Reinforced safety SpaceCab™; highly pressurised 

and tightly sealed hyper viscous mounted cab with 

tinted safety glass windows, large roof window 

with sun shade, pull-up type front window with 

locking device, removable lower window, front 

window wiper with intermittent feature, sun roller 

blind, cigarette lighter, ashtray, luggage shelf, fl oor 

mat



Heated, high back air suspension seat with lumbar 

support, console mounted height adjustable arm 

rests, and retractable seat belt


Automatic climate control system 

12/24 Volt power supplies 

Beverage holder and magazine rack 

Hot and cool box 

Radio 

Auxiliary input (MP3 jack) 

Lower wiper 

Rain visor (not with OPG) 

SERVICE AND MAINTENANCE
Automatic fuel line de-aeration 

Double element type air cleaner with dust indicator 

and auto dust evacuator


KOMTRAX™ - Komatsu satellite monitoring system 

Multi-function video compatible colour monitor with 

Equipment Management and Monitoring System 

(EMMS) and effi ciency guidance


Toolkit 

Komatsu CARE 

Service points 

Automatic greasing system 

SAFETY EQUIPMENT
Rear view camera system 

Electric horn 

Overload warning device 

Audible travel alarm 

Boom safety valves 

Large handrails, rear-view mirrors 

Battery main switch 

ROPS compliant to ISO12117-2:2008 

Emergency engine stop switch 

Arm safety valve 

OPG Level II front guard (FOPS), hinged type 

OPG Level II top guard (FOPS) 

Additional camera, right side mounted 

LIGHTING SYSTEM
Working lights: 2 revolving frame, 1 boom (l.h.) 

Additional working lights: 4 cab roof (front), 1 cab 

roof (rear), 1 boom (r.h.), 1 counterweight (rear), 

beacon



OTHER EQUIPMENT
Standard counterweight 

Remote greasing for swing circle and pins 

Electric refuelling pump with automatic shut-off 

function


Biodegradable oil for hydraulic system 

Customised paint 

Komatsu-Topcon guidance system preparation UNDERCARRIAGE
Track roller guards 

Track frame under-guards 

600, 700, 800, 850 mm triple grouser shoes 

Full length track roller guards 

WORK EQUIPMENT
Mono boom 

Two-piece boom 

2,0 m; 2,65 m; 3,2 m; 3,5 m arms 

Bucket linkage with lifting eye 

Komatsu buckets 

Komatsu breakers 
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