N [ General notes & Maintance plan
Tree Specitication
1. “Irses ars to be erect and ¢

e to type in regard to form
are to be free from defects such as fight forks, rubbing braches, pests

3.7 New trees to be minimum 2.75m high and have a minimum girth of 100mm. Once
planted tied to supporting stake.
rees are to conform to BS: 3936: 1992 Part: 1 Nursery Stock: Specification for
‘Trees and Shrubs and industry Best Practice
A k trees to be supported by a SOmm round stake, 1
long, driven to a depth of 750mm
6. Trees are to be thoroughly wi

d prior to planting
Inplementation timetable
7. Plant handling and planting operations shall be undertaken in accordan
Horticultural Trades Association "Handling and Establishing Landacape
(parts 1-111)
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1. Container grown plants: At any time if ground and weather conditions are
favourable.

root balls with the sides and

of drainage runs, soak-aways and inspection chambers are to be

AT rior to plant. 2aibL
T A R Planting pit locations are to be checked and inspected for both underground and
g e nd services such as gas, water, electric, telephone/communication
S

d is found to be susceptible to water-logging then an alternative
location should be sought (depending on species being planted)

- Planting Medium
: top 300mn of planting azeas to be replaced with good quality top soil
concrete to be rencved
arpost Lot be mixed with materisi excavated from pit at a
one-third cempost to to-thirds original pic excavations
“fe of insutficient quantity the aifference is to be made up

£ a water retaining polymer my help retain moisture in the root
_ e and the addition of mycorrhizal fungi s recommended as it is believed the

T g

ST e A St M e A S Gurlng the ‘early pnases following b incresses the
i S N T A R ability of the tree co becoms established
bt T AN N e S Tt S 22 top soil to be BS3882 2015.
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T TR R Snhaelns S ensure the rootballs are wetted, within 3 hours of plantin
R T e i, 247 31T planted beds to be maintained weed free, halthy and tidy uncil handover
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hessian removed so as not to restrict free movement of roo!
26. Trees are to be planted at the previous planting deptl

and in the

a size and type suitable for the size of tree being planted

1 b manufacturer's
to prevent
reduce the

specifications. Caps mu
Gesiceation. i

B of desice
is to be left slightly raised around the outside of the pit to produce a
to enable rainwater to become trapped inside and to filter down to the root

Adepunog 23Is

. Mulching around the base of the tree s to be to a depth of between 75mm to
00mm to prevent competition from weed growth
32. Mulehing must not be piled up the stem

Maintenance
33. Trees to be guaranteed for 5 years. ‘During the first 5 years, any dead plants,
including trees, to be replaced to match exlsting during the first planting

Alppunoq piis

seds to be maintained weed free, hea d tidy until handover
ter 5 years the responsibility of the landscape management passes on to the

36. ALL beds to incorporate slow release fertiliser to aid plant establishme
37. The client b appointing a contractor with the appropr
dertake watering and maintenance for two y:
trees s d at the beginning of the
gularly throughout the summer. As a guide, trees
for the First 2 seasons following planting,
ber, all trees to n 25

ate
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Up of muleh, checking tree ties and adjusting as necessary, removal Of post if

40. Root barriers/deflectors are to be incoroporated into all tree pits wihtin
Paved areas up to min 300mn deep

. Any tree that fails/dies shall be replaced with a tree of the same type and
specification

Additional Notes
2. ALl debris, excess soll etc. is to be to be removed from site and disposed of
pv at an approved waste transfer site. Any disturbance or damage to surrounding
areas is to be made good to the relev
43. For all wooden materials use tanal
Galvanised ‘screws and nails

specification
sed wood (except where using harduoods) and

‘

ing

led or bare root trees are to be used then these are to be healed in
to prevent desiccation

Landscaping Ke;

Sensory shrub planting mixture of:
Set out groups groups of 3,5 or 7 generally) of plants randomly.
Approx.  plants per sq.m (planting height 400mm)

Salvia officinalis (Common Sage) - 15% Planted Spread 0.5m &

Feight 0.35m

« lLavandula (Levender) 0.5m & Height 0.5m - 15%
Rosmarius Officinalls (Rosemary) Planted Spread 0.5m & Height

0.25m - 15%

+ Liriope muscari Planted Spread 0.3 & Height 0.4m - 15%

+ Thymis Leucotrichus (Thyme)Planted Spread 0.2m & Height 0.2m -
15%

+ lavandula angustifolia 'hidcote’ Planted Spread 0.45m & Height
“45m -15¢
+ Mentha spicata - (Spearmint) - 0.45m & Height 0.45m -10%

Mixed Native Hedging (Planting height 750mm)
1 inting SLrip set out centrally with 2 double staggered rows
5 part. 500mm between plants. Hedge maintain to height of
approx 1500mm including:

« Doguood
Beech

Hawth

158
208
Hornbeam  15%
158
. 208
« Blackthorn 15%

New (Pleached) Tree planting height 2m:-
+ Pl. Pleached Carpinus betulus (Betulacs
+ 22, Holly (Ilex aquifolium)

New Tree (lanting height 2.75m and 8-10cm girth) :
. Pear Tree (Pyrus calleryana
12. Byramid Hornbeam

arpinus betulus Fastigiata)

Root barrier

450 x 450 concrete paving slabs -
Brett, natural stone, Colour Olive
Black

Porous Asphalt, such as "Master
drive by Tarmac. Concrete kerbs.

New lawn, either laid as turf or
repaired with seed

NO.27

Concrete setts forming rumble s
traffic calming

Green roof - Bauder GREEN WB ( WB wildflower blanket
vegetation blanket which contains a broad mix of Britis!

| NO.25

wildflowers grown in substrate on a coir carrier.) 36
species of plants in the blanket with 24 species of native
wildflovers. To be maintained and waterad as per Bauder
quidence

1.8m High CB fence

bs: (approximate 5sn of garden area)

ARTS CENTRE . |

en blue Flowers)

m -153 (approx. 2 plants)

Ceanothus 'Blus mound' (everg:
Planted Spread 0.5n & Height 0

+ Ruscus aculeatus - 20%

T =] open LSS 5002 D m & hesane 0.5m - 20 (approx. 2 plante)
] . smarius Officinalls (Rosemary)

{sppron. Flanted Spread 0.5m & Feioht 0.25m - 20% (spprox. 2 plants)

+Liriope musc
{spbion Franted Saread 0.3n & Height 0.4 - 203 (approx. 2 plants)
+ Thymus Leucotrichus (Thyne)

{approw.Flanted Spread 0.2m & Height 0.Zm - 203 (approx. 2 plants)
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5 T 3 2 Existing and proposed mashole and pipes
g F (located approx 3m below street level). y
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