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This design drawing is for a lighting scheme which has been prepared
for the client in collaboration with the client and other stakeholders,
and is based upon the pre-construction information provided. The
lighting scheme should only be installed and maintained by competent
persons and in accordance with the design drawings, applicable
installation instructions and all applicable laws. No changes should be
made to the design of the lighting scheme without formal written
approval in advance from ZG Lighting (UK) Limited, to ensure that any
risks to health, safety and welfare from any proposed changes can be
identified and properly assessed.

NOTES:

This drawing represents the current luminaire selection,
locations and calculated results for the external lighting at
Hexham Road.

It based on our understanding of the information provided and
is for comment/review with the client and design team. They
are not exhaustive or definitive.

INFORMATION PROVIDED & USED
HEX-EAL-55-0XX-D-E-5404_Electrical Services - External
Lighting_A4 - Authorised (MSC)_T03_1.dwg

And information contained with project E-Mails and
conversations up to and including the date shown below.

PROJECT ASSUMPTIONS

Surface Reflectance's = Building (various surface 70%) and
Ground (20%)

Maintenance Factor (Light Loss Factor) = 1.00

llluminance Targets = Varies. Basic illuminance targets stated
are based on a combination of recommendations from
BS12464-2:2014, CIBSE LG09:2022, BS EN 13201-2:2015,
CIE150:2003 & ILP Guidance notes for the reduction of
obtrusive light (01/20) and other best practice guidance.

The latest recommendations from CIE150:2017 are generally
accepted industry wide to be too stringent regarding source
intensities and so almost all external lighting solutions would be

expected to fail this part of the CIE150:2017 compliance test.

LIGHTING CALCULATIONS

All areas have been calculated as empty spaces (so with no
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affect from furniture or obstructions) except the main
architectural surfaces.
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Do bz T o ba b ba B Ta ba Bah b ba T B b Db b e These lighting calculations show the contribution for the
luminaires shown only.
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The contribution of any natural light (day or night), spill light
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(not shown or provided by others) have not been included or
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All luminaires are dimmed on day 1 to ensure that the
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illuminance values can be maintained throughout the project
lifetime (so called maintenance dimming)

TA RG ET* CA LC U LAT ED RES U LTS *k To achieve all the requirements for pre-curfew all luminaires

need to be dimmable and connected to a suitable and
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Emax LI (cd)max Emax LI (cd)max
Vertical Face (East) 10 10000 9.60 504
Vertical Face (North) 10 10000 2.10 573
Vertical Face (South) 10 10000 3.20 370
Vertical Face (West) 10 10000 0.60 163
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CALCULATED RESULTS (POST-CURFEW)

ILLUMINANCE NO POST-CURFEW ILLUMINANCE TARGETS
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Emax LI (cd)max Emax LI (cd)max
Vertical Face (East) 2 1000 1.80 252
Vertical Face (North) 2 1000 0.40 80
Vertical Face (South) 2 1000 0.40 52
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Vertical Face (West) 1000 0.10 22
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. CIBSE LG09:2022, BS EN 13201-2:2015 and other best practice guidance.
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oy s - **To achieve all the requirements for BOTH pre-curfew and post-curfew all luminaires need to be

dimmable and connected to a suitable and commissioned lighting control system.

All results shown are calculated with a light loss factor (LLF) aka maintenance factor (mf) of 1.0. Therefore,
the results represent that achieved on day 1.

All luminaires are dimmed on day 1to ensure that the illuminance values can be maintained throughout
the project lifetime (so called maintenance dimming)
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VERTICAL FACE (SOUTH)

02 17/10/24 Revised lighting layout with results

01 04/10/24 Revised lighting layout with results

No. Date Revision

ILP{

Project Title:
Hexham Road, External Lighting

TYPE EX1 (Qty. 19) 92926991 TYPE EX2A (Qty. 14) TLGPHASE TYPE EX2B (Qty. 9) 96701231 TYPE EX3 (Qty. 24) TLGCUSTM TYPE EX4 (Qty. 4) T LG7AAAA TYPE EX5 (Qty. 5) 96274861 TYPE EX6 (Qty. 1) 92982794 Calculated Results For Pre-Curfew
EYE CR LED950-830 HFIX S ANT PIAZZA Il LED 1690-830 HFI ANT CESAR AMP M DWN 1L930MB RD BK AXYL TRIM L PERF 6L930 A/S HF BK DALI : TR B S 10L35 BPSW HFX 730 R/S CL1 MGR \ ALUMET CD 24L35-730 WSC-A CL HFX CL1 W4 FORCELED 4000 840HFI Area:

Ground Floor Level (Areas Shown Only)
(With Full Calculation Summary)
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TYPE EX1E (Qty. 31) TLG7TAAAA
EYE CR LED950-830 HFIX S ANT E3D

TYPE EX2AE (Qty. 16) TLGPHASE
PIAZZA 1l LED 1690-830 HFI ANT E3D

With remote LED DALI driver GB IP67 20W 230V Wall recessed (as high as practically possible)
250-700 CL2 HFX (96700028)

Ground mounted. 3m ground mounted column COL VAL 3M MGR Ceiling surface mounted. :
AL NG GRY (TLGCUSTM) Client:

Ceiling surface mounted. Wall surface mounted at approx. 2m AFFL TYPE EX2BE (Qty. 5) 96701231

CESAR AMP M DWN 1L930MB RD BK Seale: Project Number:
7 0002334573
With remote LED DALI driver GB IP67 20W 230V Date: Rev Number:
250-700 CL2 HFX (96700028) and remote E3D 17/10/24 02
emergency pack BOXEMIP68CCDDAS3 (TLGCUSTM)
= Drawn By: Checked By:
Wall surface mounted at approx. 2m AFFL ] RP JG
Drawing Number:
|—®234-1 B & 200 2 200 2200 ZG-DWG-0002334573-EX1-R02-171024
4 Drawing Status:
1250 1250 1250 . 735 | For Approval

95
230 ZG Lighting (UK) Ltd, Chiltern Park,

Chiltern Hill, Chalfont St Peter,
Buckinghamshire, SL9 9FG
3000/4000 3000/4000 3000/4000 Tel: 01753 482650
1901 1901
940 N K

B
350
|
1

(
S
!
L
—2
102

14

| 383 | 195 —]

jgg ’“‘Boj_r THORN = zumToeeL

5
80
o
o @
@140
)
3
U ’(.)
g8
g

N —L L 95
@50 15020 500 1507 8oo 300 —L
1500 | 300 | Ld —
E— @160 oap
MGS MGR MPL ©ZG Lighting (UK) Ltd. 2022
Do not scale from this drawing




	Sheets and Views
	Ground Level


