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VM QUADRACOAT

All our welded wire mesh panels can be finished 
with VM QUADRACOAT® powder coating.
This powder coating is unique in the world and 
developed by and produced for Van Merksteijn. 

MAIN STEPS FOR VM QUADRACOAT®:
1. Galvanizing according to EN10224-2:2010
2. Chemical pre-treatment 
3. Conversion layer based on nanotechnology
4. Finalized with a double layer TOPCOAT

HIGHEST QUALITY
			   OF WELDED WIRE MESH 
FENCING PANELS 
		  IN THE WORLD

STANDARD RAL 
COLORS
Other ral colors available on request

PANELS ARE ENSURED OF  
THE FOLLOWING STANDARDS
- EN ISO 2409:2013, Paints and varnishes – Cross-cut test
- EN ISO 1519:2011, Paints and varnishes – Bend test (cylindrical mandrel)
- �EN ISO 2813:1999, Determinations of specular gloss of non-metallic paint  

films at 60º
- �EN ISO 9227:2012, Corrosion tests in artificial atmospheres-  

1500 h. Salt spray tests

Thickness min. 100µ with an average of 120µ

RAL 6005
MOSS GREEN

RAL 6009
FIR GREEN

RAL 7016
ANTRACITE GREY

RAL 9005
JET BLACK

UNBEATABLE 

QUALITY!

YOUR DEFENCE

BEDRIJVENPARK TWENTE 237      NL-7602 KJ ALMELO      THE NETHERLANDS

TEL: +31 (0) 546 588 200      VMFENCINGSYSTEMS.COM

10 year VM warranty* 
* See warranty terms & conditions fences


