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DRAINAGE STRATEGY NOTES:

SURFACE WATER

e  ALL SURFACE RUNOFF FROM THE EXISTING ROOF AND
RAINWATER PIPES WILL REMAIN AS IS INTO EXISTING

SURFACE WATER NETWORK.

e  SURFACE RUNOFF WITHIN EXTERNAL COURTYARD AREA IS
TO UTILISE SHALLOW OR NO DIG SOLUTION DUE TO THE
HIGH POTENTIAL FOR ARCHAEOLOGICAL REMAINS.

e THAMES WATER HAVE BEEN CONTACTED REGARDING
CAPACITY OF EXISTING THAMES NETWORK.

FOUL WATER

e FOUL FLOWS WILL BE CONNECTED INTO THE EXISTING
NETWORK WHERE FEASIBLE.

4

All Existing Gas, Electric and Water
connections located on front wall of
basement adjacent to Market Place with
routes transitioning into public highway.
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Notes:

do not scale:
detailed drawings and larger scale drawings take precedence. Figured

dimensions only are to be taken from this drawing.

dimensions:
All building and site dimensions, levels and sewer invert levels at

connection points are to be checked and verified on site by the
contractor before the commencement of works. All dimensions are to be
checked prior to the placement of orders for materials or the fabrication
of work and any discrepancy, omission or error is to be reported to the

Architect immediately for verification.

specification:
The Contractor is to comply with current Building Legislation, British

Standard Specifications, Building Regulations etc. whether or not
specifically stated on this drawing. This drawing must be checked
against and read in conjunction with any structural or other relevant
specialist and design documentation provided.
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