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ENERGY STATEMENT

Proposed development at:
1029 Oxford Road, Reading
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This document has been prepared by Energytest for the sole use of our client. Energytest owe no duty of care to any third
parties in respect of its content. No third party may rely upon this document without the prior and express written
agreement of Energytest. The consequences of climate change and the effects of future changes in climatic conditions
cannot be accurately predicted. This report has been based solely on the specific design assumptions and criteria stated
herein.
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1. Executive Summary

This Energy Statement has been prepared by Energytest in support of a full planning
application for demolition of an existing building and construction of eight flats at 1029 Oxford
Road, Reading.

The design has been developed to address the Environment and Climate Strategy
requirements of Reading Borough Council. A target CO. reduction has therefore been set at
19% relative to the Building Regulations 2021, through the application of the energy hierarchy.
Results have been calculated using Government approved SAP 10 software.

A base case has been developed, against which potential savings can be assessed. For this
development the base case is the notional building developed for the Building Regulations
(2021) assessment and is quantified in terms of CO. emissions as the Target Emission Rate
(TER) for each dwelling.

This proposed development features improved insulation standards when compared against
the compliance requirements of Approved Document L1 2021 of the Building Regulations. In
addition, this proposed development will incorporate a mechanical and electrical specification
that surpasses the requirements of Approved Document L1 2021. These combined energy
efficiency measures lead to a reduction in CO. emissions equivalent to 3.8% of the baseline.

Having minimised energy consumption in the first instance, the potential for remaining energy
demands to be met via a decentralised energy source has been considered. It is evident this
proposed development is neither within the coverage of an existing district heating network,
nor is there an expectation that a district heating network will be developed at this site in the
near future.

Due to its size, this development is not suitable for combined heat and power.

An assessment has been carried out to determine the potential for renewable energy systems
to reduce CO, emissions further. In order to meet the expectations of the Strategic Policy it is
proposed that there will be an installation of photovoltaic arrays at roof level totalling 14 kWp.
This development will seek to achieve a reduction in CO. emissions equivalent to 16.9% of the
baseline through the installation of a 14 kWp PV system.

The total reduction in emissions resulting from energy efficiency measures and the installation
of renewable technology is 20.8% compared to the regulated emissions from a building
designed to just meet Building Regulations (2021) Part L1. This surpasses the on-site minimum
target reduction of 19%, as required by the Strategic Policy.
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2. Introduction

Energy use in buildings is a significant contributor to global CO2. emissions and global warming.
Designing energy efficient buildings and incorporating low and zero carbon energy generation
is a vital part of ensuring this development incorporates sustainability as a core part of its
design.

The purpose of the report is to assist evaluating parties to understand the energy consumption
and performance of the proposed development and consider its performance against the
“lean, clean, green” performance standard.

This application, seeks by its design to surpass the CO. emission target of Approved Document
L1 2021 by a minimum of 19% of the regulated energy consumption.

The proposed development will also be designed to fully comply with Approved Document L1
2021, which came into effect on 15 June 2022.

2.1. Overview of the proposed development

The proposed development consists of demolition of an existing building and construction of
eight flats.

Proposed floor plans:

| PLANNING

q

architects
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3. Policies and Drivers
3.1. National and International Policy

The Climate Change Act (2008) sets a legally binding target for reducing UK carbon dioxide
(CO5) emissions to zero by 2050. It also provides for a Committee on Climate Change, which
sets out carbon budgets binding on the Government for 5 year periods.

The National Planning Policy Framework (NPPF) 2021, reflects the requirements of the
Climate Change Act 2008 in paragraphs 153 and 155 as follows:

“Plans should take a proactive approach to mitigating and adapting to climate change, taking
into account the long-term implications for flood risk, coastal change, water supply, biodiversity
and landscapes, and the risk of overheating from rising temperatures. Policies should support
appropriate measures to ensure the future resilience of communities and infrastructure to
climate change impacts, such as providing space for physical protection measures, or making
provision for the possible future relocation of vulnerable development and infrastructure.”

“New development should be planned for in ways that:

a) avoid increased vulnerability to the range of impacts arising from climate change.
When new development is brought forward in areas which are vulnerable, care should
be taken to ensure that risks can be managed through suitable adaptation measures,
including through the planning of green infrastructure; and

b) can help to reduce greenhouse gas emissions, such as through its location, orientation
and design. Any local requirements for the sustainability of buildings should reflect the
Government’s policy for national technical standards.”

“To help increase the use and supply of renewable and low carbon energy and heat, plans
should:

a) provide a positive strategy for energy from these sources, that maximises the
potential for suitable development, while ensuring that adverse impacts are addressed
satisfactorily (including cumulative landscape and visual impacts);

b) consider identifying suitable areas for renewable and low carbon energy sources, and
supporting infrastructure, where this would help secure their development; and

identify opportunities for development to draw its energy supply from decentralised, renewable
or low carbon energy supply systems and for co-locating potential heat customers and
suppliers.”
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3.2. Local Policy: Reading District Council

Sustainability is key to Reading District Council planning policy and should be considered with
every planning application:

CC1: PRESUMPTION IN FAVYOUR OF SUSTAINABLE DEVELOPMENT

A positive approach to considering development proposals will be taken that reflects the
presumption in favour of sustainable development contained in the National Planning
Policy Framework (NPPF). Where appropriate, the Council will work proactively with
applicants jointly to find solutions which mean that proposals can be approved wherever
possible.

Planning law requires that applications for planning permission must be determined in
accordance with the development plan unless material considerations indicate otherwise.
Planning applications that accord with the policies in the development plan (including,
where relevant, with policies in neighbourhood plans) will be approved without delay,
unless material considerations indicate otherwise. Proposed development that conflicts

with the development plan will be refused, unless other material considerations indicate
otherwise.

Where there are no policies relevant to the application or the policies which are most
important to determining the application are out of date at the time of making the
decision then permission will be granted unless material considerations indicate otherwise
- taking into account whether:

= The application of policies in the NPPF that protect areas or assets of particular
importance provides a clear reason for refusing the development proposed; or

= Any adverse impacts of doing so would significantly and demonstrably outweigh the
benefits, when assessed against the policies in the NPPF taken as a whole.

CC2: SUSTAINABLE DESIGN AND CONSTRUCTION

Proposals for new development, including the construction of new buildings and the
redevelopment and refurbishment of existing building stock, will be acceptable where the
design of buildings and site layouts use energy, water, minerals, materials and other

natural resources appropriately, efficiently and with care and take account of the effects
of climate change.
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To meet these requirements:

= All major non-residential developments or conversions to residential are required to
meet the most up-to-date BREEAM ‘Excellent’ standards, where possible;

s All minor non-residential developments or conversions to residential are required to
meet the most up-to-date BREEAM ‘Very Good’ standard as a minimum;

= All non-residential development or conversions to residential should incorporate water
conservation measures so that predicted per capita consumption does not exceed the
appropriate levels set out in the applicable BREEAM standard. Both residential and non-
residential development should include recycling greywater and rainwater harvesting
where systems are energy and cost effective.

CC3: ADAPTATION TO CLIMATE CHANGE

All developments will demonstrate how they have been designed to incorporate measures
to adapt to climate change. The following measures shall be incorporated into
development:

= Wherever possible, new buildings shall be orientated to maximise the opportunities for
both natural heating and ventilation and reducing exposure to wind and other elements;

* Proposals involving both new and existing buildings shall demonstrate how they have
been designed to maximise resistance and resilience to climate change for example by
including measures such as solar shading, thermal mass, heating and ventilation of the
building and appropriately coloured materials in areas exposed to direct sunlight,
green and brown roofs, green walls, etc;

s Use of trees and other planting, where appropriate as part of a landscape scheme, to
provide shading of amenity areas, buildings and streets and to help to connect habitat,
designed with native plants that are carefully selected, managed and adaptable to
meet the predicted changed climatic conditions; and

= All development shall minimise the impact of surface water runoff from the
development in the design of the drainage system, and where possible incorporate
mitigation and resilience measures for any increases in river flooding levels as a result
of climate change
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CC4: DECENTRALISED ENERGY

In meeting the sustainability requirements of this plan, developments of the sizes set out
below shall demonstrate how consideration has been given to securing energy for the
development from a decentralised energy source.

Any development of more than 20 dwellings and/ or non-residential development of over

1,000 sq m shall consider the inclusion of decentralised energy provision, within the site,
unless it can be demonstrated that the scheme is not suitable, feasible or viable for this

form of energy provision.

Where there is existing decentralised energy provision present within the vicinity of an
application site, further developments of 10 dwellings or more or non-residential
development of 1,000 sq m or more will be expected to link into the existing decentralised
energy network or demonstrate why this is not feasible.

H5: STANDARDS FOR NEW HOUSING

New build housing should be built to the following standards, unless it can be clearly
demonstrated that this would render a development unviable:

a. All new build housing outside the Central Area as defined on the Proposals Map will
comply with the nationally-described space standard.

b. Al new build housing will be built to the higher water efficiency standard under
Regulation 36(3) of the Building Regulations™.

c. All major new-build residential development should be designed to achieve zero
carbon homes.

d. All other new build housing will achieve at a minimum a 19% improvement in the
dwelling emission rate over the target emission rate, as defined in the 2013 Building
Regulations.

e. All new build housing will be accessible and adaptable in line with M4(2) of the
Building Regulations, unless it is built in line with M4(3) (see below).

f- On developments of 20 or more new build dwellings, at least 5% of dwellings will be
wheelchair user dwellings in line with M4(3) of the Building Regulations. Any market
homes provided to meet this requirement will be ‘wheelchair adaptable’ as defined in
part M, whilst homes where the Council is responsible for allocating or nominating an
individual may be ‘wheelchair accessible’.

3.2.1. Project policy

Planning policy leads to a minimum on-site target reduction in CO, emissions equal to 19%
compared to 2021 Building Regulations.
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4. Energy hierarchy

In line with best practice the proposed energy strategy for this development will follow the
principals of the energy hierarchy.

The energy hierarchy has three priorities, seeking to reduce energy use before meeting
remaining demand by the cleanest means possible:

1) Be lean - use less energy: Optimise the building fabric, glazing,
and structure to minimise energy consumption in the first
instance by using low U-values and good air tightness, and ensure
that active systems run as energy efficiently as possible.

2) Be clean - supply energy efficiently: Further reduce
carbon emissions through the use of decentralised
energy where feasible, such as combined heat and
power (CHP).

3) Be green - use renewable energy: When the
above design elements have been reasonably
exhausted, supply energy through renewable
sources where practical.

5. Energy efficient design measures (“be lean”)

Enhancing the thermal performance of the building envelope helps to future-proof the
structure and also yields the greatest CO, savings. Adding renewable technology will then yield
maximum carbon reductions with lower long-term costs for the developer.

The proposed development will achieve compliance with Approved Document L1 of the
Building Regulations (2021) without reliance on the contribution of renewable technology'.

The following energy-efficient design measures are proposed:

Proposed L1 2021 requirements
development

Ground floor U-value (W/m?K) 0.10 0.18

External wall U-value (W/m2K) 018 0.26

Roofs U-value (W/m?K) 0.13 0.16

Window and fully glazed door U-value (W/m?K) 120 160

1 Under Approved Document L1 2021, the notional dwelling specification that is used to calculate the TER includes on-site renewable
generation from PV. For the purpose of estimating savings from “Be Lean” measures only, the DER calculation for this stage of the energy
hierarchy includes PV savings matched to the notional dwelling.
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Proposed L1 2021 requirements
development

External door U-value (W/m?K) 120 160

Air permeability 3 m¥/hm? 8 m?/h.m?

Thermal bridging Y=Varies Y=0.15

Having reduced energy demand through improvements to the fabric, this development shall
seek to reduce energy consumption further through the specification of mechanical and
electrical systems with efficiencies that surpass the requirements of Approved Document L1
2021:

Proposed L12021
development requirements

Lighting efficacy 80 Im/W 75 Im/W

Heating controls Programmer Programmer
room thermostat room thermostat
and TRVS and TRVS

Mechanical Ventilation with Heat Recovery SFP =056 W/LS SFP =15 W/LS"
! Efficiency = 80%
Efficiency = 90%

6. Energy efficient systems (“be clean”)
6.1. Combined heat and power

Combined heat and power (CHP) systems use relatively cheap and clean fuels (such as natural
gas) to generate heat and electricity on site. A typical CHP system uses combustion of natural
gas to drive a turbine that produces electricity. The heat generated is captured and used to
produce hot water.

As losses are minimised the carbon footprint of the energy generated is very low. However
this is dependent on there being sufficient year-round local heat demand to fully utilise the
heat generated by the CHP plant. An example would be developments of at least 500
dwellings, universities or hospitals.

Due to its size, this development is not suitable for combined heat and power.

6.2. District heating networks

In a district heating network heat is supplied from one or more central energy centres to
multiple buildings within the network. Supply to multiple buildings guarantees high year-round
local heat demand which in turn allows the use of low carbon technologies within the energy
centre, such as combined heat and power systems. Large plant and aggregated demand
allows systems within the energy centre to run more efficiently.
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Hot water is distributed within the network via highly insulated pipes. To connect to the
network individual boilers are replaced with separately metered heat exchangers.

Due to the fact this proposed development is neither within the coverage of an existing district
heating network, nor is it within an area designated as having potential for a future network,
district heating can be discounted as a viable option.

7. Low and zero carbon energy sources (“be green”)
7.1. Photovoltaics

Solar photovoltaics (PV) capture the sun's energy using photovoltaic cells. The cells convert
sunlight into electricity, which can be utilised on site or transferred into the National Grid. PV
cells are made from layers of semi-conducting material, usually silicon. When light shines on
the cell it creates an electric field across the layers. The stronger the sunshine, the more
electricity is produced. Groups of cells are mounted together in panels or modules that can be
mounted on a roof.

The power of a PV cell is measured in kilowatts peak (kWp). This is the rate at which the cell
generates energy at peak performance in full direct sunlight.

Photovoltaics offer high CO» savings, are simple to install and suitable for most buildings. The
only limiting factor for PV is the availability of suitable roof space.

7.2. Heat Pumps

Heat pumps collect low temperature heat from renewable sources (such as the air or ground)
and concentrate the heat to a usable temperature via a reverse refrigeration cycle. Useable
heat is transferred to the dwelling via a heat exchanger and can be used for low temperature
central heating and domestic hot water, though an immersion top-up may be required for
DHW.

Heat pumps have some impact on the environment as they generally use grid supplied
electricity to run the pumps. It is common for heat pumps to have a coefficient of performance
of three, meaning that for every 1kWh of electricity used, over 3kWh of heat can be generated.
The renewable component of the output is therefore taken as the difference between the
output energy and the input energy, in this scenario the heat pump will be deemed to have
delivered 2kWh of renewable energy.

Ground source heat pumps require external horizontal ground loops, or as is more likely in
built-up environments, vertical loops fed into bore holes. The application of ground source heat
pumps is therefore constrained by site ground conditions and available space.
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Air source heat pumps have a slightly lower seasonal efficiency than ground source heat
pumps, but require less space. Noise and space considerations should be assessed when
determining an appropriate site for external condensing units.

7.3. Solar thermal

Solar thermal systems, use free heat from the sun to warm domestic hot water. A
conventional boiler or immersion heater can be used to make the water hotter, or to provide
hot water when solar energy is unavailable.

Solar thermal systems are most appropriate for buildings with high year-round domestic hot
water demand.

Although a typical solar thermal system will be able to meet half the annual domestic hot
water demand for a dwelling, many will use electricity to run pumps within the system.

7.4. Wind turbines

Wind turbines use blades to catch the wind. When the wind blows, the blades are forced round,
driving a turbine which generates electricity. The stronger the wind, the more electricity
produced.

There are two types of domestic-sized wind turbine: Pole mounted and building mounted. Pole
mounted turbines are free standing and are erected in a suitably exposed position, and are
often about 5kW to 6kW in size. Building mounted turbines are smaller and can be installed on
the roof of a home where there is a suitable wind resource. Often these are around kW to
2kW in size.

Large scale turbines, in exposed locations offer one of the best financial returns of all
renewable energy systems as the payback of the system increases dramatically with the size
of the turbine. However small-scale systems offer much lower levels of performance and
recent studies have questioned the viability and output from such systems, particularly in
urban environments.

7.5. Biomass

Biomass heating systems, burn wood pellets, chips or logs to provide warmth in a single room
or to power central heating and hot water boilers. The carbon dioxide emitted when wood is
burned is the same amount that was absorbed over the months and years that the plant was
growing. The process is sustainable as long as new plants continue to grow in place of those
used for fuel. There are some carbon emissions caused by the cultivation, manufacture and
transportation of the fuel, but as long as the fuel is sourced locally, these are much lower than
the emissions from fossil fuels.
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When specifying biomass heating systems is important to consider the potential technical
issues surrounding delivery and storage of fuel.

Although the CO, savings from biomass are substantial, the high levels of NOx emissions can
make biomass systems unsuitable for urban environments.

7.6. Proposed low and zero carbon energy sources

With carbon emissions within the building(s) already reduced through an enhanced fabric and
energy efficient systems, it is proposed that further reduction will be achieved through
installation of photovoltaic arrays at roof level totalling 14 kWp.

8. Results: Calculated CO- savings
Table 1. Carbon Dioxide Emissions for domestic buildings

Carbon dioxide emissions for domestic buildings
(Tonnes CO, per annum)

Regulated
Baseline: Part L 2021 of the Building 8.0
Regulations Compliant Development
After energy demand reduction 7.7
After heat network / CHP 7.7
After renewable energy 6.4

Table 2: Regulated carbon dioxide savings for domestic buildings

Regulated domestic carbon dioxide savings

(Tonnes CO, per annum) (%)

Savings from energy demand reduction 0.3 3.8
Savings from heat network / CHP 0.0 00
Savings from renewable energy 1.4 16.9
Cumulative on-site savings 1.7 20.8
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9. Water Consumption Calculation

LA
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7029 Oxford Road, Reading ]
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10. Appendix A: ADL1 2021 BREL Reports for a sample of three flats?.

2 Results are extrapolated pro-rata across the whole development.
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Building Regulations England Part L (BREL) Compliance Report

Approved Document L1 2021 Edition, England assessed by Array SAP 10 program, Array

Date: Thu 16 Jan 2025

20:46:15

Project Information

Assessed By

Jonathan Southworth

Building Type

Flat, Semi-detached

OCDEA Registration

EES/019725

Assessment Date

2025-01-16

ssessment Type

As designed

Total Floor Area

Dwelling Details
A

68 m

Site Reference

8711-1

Plot Reference

Flat 1 - 001

Address

1029 Flat 1 Oxford Road, Reading

Client Details

Name Client
Company Company
Address Address, Town, AA11 1AA

This report covers items included within the SAP calculations. It is not a complete report of regulations compliance.

la Target emission rate and dwelling emission rate

Fuel for main heating system

Mains gas

Target carbon dioxide emission rate

14.58 kgCO,/m?
2

Dwelling

Target primary energy

carbon dioxide emission rate
1b Target primary energy rate and dwelling primary energ

13.82 kgCO,/m

77.03 kWhpe/m

OK

Dwelling primary energy

Target fabric energy efficiency

1c Target fabric energy efficiency and dwelling fabric energy efficiency

79.17 kWhpe/m?

40.1 KWh/m

FAIL

Dwelling fabric energy efficiency

36.9 kWh/m?

[oK

2a Fabric U-values

Element Maximum permitted Dwelling average U-Value |Element with highest
average U-Value [W/m?K]  |[W/m3K] individual U-Value

External walls 0.26 0.18 Walls (1) (0.18) OK
Party walls 0.2 0 Party Wall (1) (0) N/A
Curtain walls 1.6 0 N/A N/A
Floors 0.18 0.1 Heatloss Floor 1 (0.1) OK
Roofs 0.16 N/A N/A N/A
Windows, doors, 1.6 1.17 Opening (1.2) OK
and roof windows

Rooflights 2.2 N/A N/A N/A

2b Envelope elements (better than typically expected values are flagged with
Name

a subsequent (1))
Net area [m“]

U-Value [W/m“K]

Exposed wall: Walls (1) 74.3975 0.18
Party wall: Party Wall (1) 17.65 o
Ground floor: Heatloss Floor 1, Heatloss Floor 1 67.72 0.1 (Y

2c Openings (better than typically expected values are flagged with a subseq

uent (1))

Name Area [m?] Orientation Frame factor U-Value [W/m°K]
Opening, DTC 1.89 North West N/A 1

Opening, Window 1.62 South East 0.7 1.2

Opening, Window 1.62 South East 0.7 1.2

Opening, Window 0.92 South East 0.7 1.2

Opening, Window 1.1625 South East 0.7 1.2

Opening, Window 1.1625 North East 0.7 1.2

Opening, Window 1.1625 North 0.7 1.2

Opening, Window 1.1625 East 0.7 1.2

Opening, Window 1.1625 North West 0.7 1.2

2d Thermal bridging (better than typically expected values are flagged with a subsequent (1))
Building part 1 - Main Dwelling: Thermal bridging calculated from linear thermal transmittances for each junction

Date generated: 2025-01-16 20:46:15
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Main element |Junction detail Source Psi value Drawing /
[W/mK] reference
External wall E2: Other lintels (including other | Calculated by person with suitable | 0.05
steel lintels) expertise
External wall E3: Sill Calculated by person with suitable | 0.05
expertise
External wall E4: Jamb Calculated by person with suitable | 0.05
expertise
External wall E5: Ground floor (normal) Calculated by person with suitable | 0.16
expertise
External wall E7: Party floor between dwellings | Calculated by person with suitable | 0.07
(in blocks of flats) expertise
Party wall P1: Ground floor Calculated by person with suitable | 0.08
expertise
Party wall P3: Intermediate floor between SAP table default o
dwellings (in blocks of flats)
External wall E18: Party wall between dwellings | Calculated by person with suitable | 0.06
expertise
External wall E25: Staggered party wall Calculated by person with suitable | 0.06
between dwellings expertise
External wall E16: Corner (normal) Calculated by person with suitable | 0.09
expertise
External wall E17: Corner (inverted - internal Calculated by person with suitable |-0.09
area greater than external area) | expertise

Maximum permitted air permeability at 50Pa

8 m°/hm

3 Air permeability (better than typically expected values are flagged with a subsequent (!))

Dwelling air permeability at 50Pa

3 m*hm?, Design value (1)

[ oK

Air permeability test certificate reference

4 Space heating

Main heating system 1: Boiler with radiators or underfloor heating - Mains gas

Efficiency 89.2%
Emitter type Radiators
Flow temperature 45°C
System type

Manufacturer boiler
Model boiler
Commissioning

Secondary heating system: N/A

Fuel N/A
Efficiency N/A

Commissioning

Cylinder/store - type: N/A

5 Hot water

Capacity N/A
Declared heat loss N/A
Primary pipework insulated N/A
Manufacturer

Model

Commissioning

Waste water heat recovery system 1 - type: N/A

Efficiency

Manufacturer

Model

6 Controls

Main heating 1 - type: Programmer, room thermostat, and TRVs

Function

Ecodesign class

Manufacturer

Model

Water heating - type: N/A

Manufacturer

Model
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Minimum permitted light source efficacy | 75 Im/W
Lowest light source efficacy 80 Im/W | OK
External lights control N/A

8 Mechanical ventilation

System type: Balanced whole-house mechanical ventilation with heat recovery

Maximum permitted specific fan power | 1.5 W/(I/s)

Specific fan power 0.56 W/(l/s) [OK
Minimum permitted heat recovery 73%

efficiency

Heat recovery efficiency 90% [OK

Manufacturer/Model

MRXBOXAB-ECO3, MRXBOXAB-ECO3B

Commissioning

9 Local generation
N/A

10 Heat networks
N/A

11 Supporting documentary evidence

N/A

12 Declarations
a. Assessor Declaration

Compliance Report.

This declaration by the assessor is confirmation that the contents of this BREL Compliance Report
are a true and accurate reflection based upon the design information submitted for this dwelling for
the purpose of carrying out the "As designed" assessment, and that the supporting documentary
evidence (SAP Conventions, Appendix 1 (documentary evidence) schedules the minimum
documentary evidence required) has been reviewed in the course of preparing this BREL

Signed:

Name:

Assessor ID:

Date:

b. Client Declaration

N/A
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Building Regulations England Part L (BREL) Compliance Report

Approved Document L1 2021 Edition, England assessed by Array SAP 10 program, Array

Date: Thu 16 Jan 2025 20:47:01

Project Information
Assessed By

Jonathan Southworth

Building Type

Flat, Semi-detached

OCDEA Registration

EES/019725

Assessment Date

2025-01-16

Dwelling Details
Assessment Type

As designed

Total Floor Area

59 m

Site Reference

8711-2

Plot Reference

Flat 5 - 001

Address

1029 Flat 5 Oxford Road, Reading

Client Details

Name Client
Company Company
Address Address, Town, AA11 1AA

This report covers items included within the SAP calculations. It is not a complete report of regulations compliance.

la Target emission rate and dwelling emission rate
Fuel for main heating system

Mains gas

Target carbon dioxide emission rate

15.47 kgCO,/m?
2

Dwelling

Target primary energy

carbon dioxide emission rate
1b Target primary energy rate and dwelling primary energ

14.59 kgCO,/m

81.9 kWhpe/m

OK

Dwelling primary energy

Target fabric energy efficiency

1c Target fabric energy efficiency and dwelling fabric energy efficiency

83.55 kWhpe/m®

40.6 KWh/m

FAIL

Dwelling fabric energy efficiency

37.8 KWh/m?

[oK

2a Fabric U-values

Element Maximum permitted Dwelling average U-Value |Element with highest
average U-Value [W/m?K]  |[W/m3K] individual U-Value

External walls 0.26 0.18 Walls (1) (0.18) OK
Party walls 0.2 0 Party Wall (1) (0) N/A
Curtain walls 1.6 0 N/A N/A
Floors 0.18 N/A N/A N/A
Roofs 0.16 0.13 Roof (1) (0.13) OK
Windows, doors, 1.6 1.16 Opening (1.2) OK
and roof windows

Rooflights 2.2 N/A N/A N/A

2b Envelope elements (better than typically expected values are flagged with
Name

a subsequent (1))
Net area [m“]

U-Value [W/m“K]

Exposed wall: Walls (1) 72.6175 0.18
Party wall: Party Wall (1) 13.17 o
Exposed roof: Roof (1) 11.47 0.13
Exposed roof: Roof (2) 3.46 0.13

2c Openings (better than typically expected values are flagged with a subseq

uent (1))

Name Area [m7] Orientation Frame factor U-Value [W/m“K]
Opening, DTC 1.89 South East N/A 10

Opening, Window 1.62 North West 0.7 1.2

Opening, Window 0.92 North West 0.7 1.2

Opening, Window 1.1625 North West 0.7 1.2

Opening, Window 1.1625 North East 0.7 1.2

Opening, Window 1.1625 East 0.7 1.2

Opening, Window 1.1625 North 0.7 1.2

Opening, Window 1.1625 South East 0.7 1.2

2d Thermal bridging (better than typically expected values are flagged with a subsequent (1))
Building part 1 - Main Dwelling: Thermal bridging calculated from linear thermal transmittances for each junction
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Main element |Junction detail Source Psi value Drawing /
[WImK] reference
External wall E2: Other lintels (including other | Calculated by person with suitable | 0.05
steel lintels) expertise
External wall E3: Sill Calculated by person with suitable | 0.05
expertise
External wall E4: Jamb Calculated by person with suitable | 0.05
expertise
External wall E7: Party floor between dwellings | Calculated by person with suitable | 0.07
(in blocks of flats) expertise
External wall E14: Flat roof Calculated by person with suitable | 0.08
expertise
External wall E24: Eaves (insulation at ceiling | Calculated by person with suitable | 0.08
level - inverted) expertise
External wall E10: Eaves (insulation at ceiling | Calculated by person with suitable [0 (!)
level) expertise
External wall E12: Gable (insulation at ceiling Calculated by person with suitable | 0.06
level) expertise
Party wall P4: Roof (insulation at ceiling Calculated by person with suitable | 0.12
level) expertise
Party wall P8: Exposed floor (inverted) Calculated by person with suitable | 0.24
expertise
Party wall P3: Intermediate floor between Calculated by person with suitable [0 (!)
dwellings (in blocks of flats) expertise
External wall E16: Corner (normal) Calculated by person with suitable | 0.09
expertise
External wall E17: Corner (inverted - internal Calculated by person with suitable | 0.09
area greater than external area) | expertise
External wall E18: Party wall between dwellings | Calculated by person with suitable | 0.06
expertise
External wall E25: Staggered party wall Calculated by person with suitable | 0.06
between dwellings expertise

8 m*/hm?

3 Air permeability (better than typically expected values are flagged with a subsequent (!))

Maximum permitted air permeability at 50Pa

Dwelling air permeability at 50Pa

3 m*hm?, Design value (1)

[oK

Air permeability test certificate reference

4 Space heating

Main heating system 1: Boiler with radiators or underfloor heating - Mains gas

Efficiency 89.2%
Emitter type Radiators
Flow temperature 45°C
System type

Manufacturer boiler
Model boiler
Commissioning

Secondary heating system: N/A

Fuel N/A
Efficiency N/A

Commissioning

Cylinder/store - type: N/A

5 Hot water

Capacity N/A
Declared heat loss N/A
Primary pipework insulated N/A
Manufacturer

Model

Commissioning

Waste water heat recovery system 1 - type: N/A

Efficiency

Manufacturer

Model
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6 Controls

Main heating 1 - type: Programmer, room thermostat, and TRVs

Function

Ecodesign class

Manufacturer

Model

Water heating - type: N/A

Manufacturer

Model

7 Lighting
Minimum permitted light source efficacy

75 Im/W

Lowest light source efficacy

80 Im/W

[OK

External lights control

N/A

8 Mechanical ventilation

System type: Balanced whole-house mechanical ventilation with heat recovery

Maximum permitted specific fan power | 1.5 W/(I/s)

Specific fan power 0.56 W/(I/s) [OK
Minimum permitted heat recovery 73%

efficiency

Heat recovery efficiency 90% | OK
Manufacturer/Model MRXBOXAB-ECO3, MRXBOXAB-ECO3B

Commissioning

9 Local generation
N/A

10 Heat networks
N/A

11 Supporting documentary evidence
N/A

12 Declarations
a. Assessor Declaration

Compliance Report.

This declaration by the assessor is confirmation that the contents of this BREL Compliance Report
are a true and accurate reflection based upon the design information submitted for this dwelling for
the purpose of carrying out the "As designed" assessment, and that the supporting documentary
evidence (SAP Conventions, Appendix 1 (documentary evidence) schedules the minimum
documentary evidence required) has been reviewed in the course of preparing this BREL

Signed:

Name:

Assessor ID:

Date:

b. Client Declaration

N/A
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Building Regulations England Part L (BREL) Compliance Report

Approved Document L1 2021 Edition, England assessed by Array SAP 10 program, Array

Date: Thu 16 Jan 2025 20:47:39

Project Information

Assessed By

Jonathan Southworth

Building Type

Flat, Semi-detached

OCDEA Registration

EES/019725

Assessment Date

2025-01-16

Dwelling Details
Assessment Type

As designed

Total Floor Area

74 m

Site Reference

8711-3

Plot Reference

Flat 8 - 001

Address

1029 Flat 8 Oxford Road, Reading

Client Details

Name Client
Company Company
Address Address, Town, AA11 1AA

This report covers items included within the SAP calculations. It is not a complete report of regulations compliance.

la Target emission rate and dwelling emission rate
Fuel for main heating system

Mains gas

Target carbon dioxide emission rate

14.95 kgCO,/m?

Dwelling

Target primary energy

carbon dioxide emission rate
1b Target primary energy rate and dwelling primary energ

6.61 kgCO.,/m?

79.04 kWhpe/m

OK

Dwelling primary energy

Target fabric energy efficiency

1c Target fabric energy efficiency and dwelling fabric energy efficiency

40.15 kWhpe/m?

43.9 KWh/m

OK

Dwelling fabric energy efficiency

46.3 KWh/m?

[FAIL

2a Fabric U-values

Element Maximum permitted Dwelling average U-Value |Element with highest
average U-Value [W/m?K]  |[W/m3K] individual U-Value

External walls 0.26 0.18 Walls (1) (0.18) OK
Party walls 0.2 0 Party Wall (1) (0) N/A
Curtain walls 1.6 0 N/A N/A
Floors 0.18 N/A N/A N/A
Roofs 0.16 0.13 Roof (1) (0.13) OK
Windows, doors, 1.6 1.19 Opening (1.3) OK
and roof windows

Rooflights 2.2 N/A N/A N/A

2b Envelope elements (better than typically expected values are flagged with

a subsequent (1))

Name Net area [m“] U-Value [W/m“K]
Exposed wall: Walls (1) 32.16 0.18
Exposed wall: Walls (2) 40.22 0.18
Party wall: Party Wall (1) 26.24 0o
Exposed roof: Roof (1) 57.26 0.13
Exposed roof: Roof (2) 32.6464 0.13

2c Openings (better than typically expected values are flagged with a subsequent (1))
N

ame Area [m“] Orientation Frame factor U-Value [W/m“K]
Opening, DTC 1.89 North East N/A 10
Opening, Window 1.44 North East 0.7 1.2
Opening, Window 1.62 North West 0.7 1.2
Opening, Window 2.43 South West 0.7 1.2
Opening, rooflight 0.6084 North East 0.7 1.3
Opening, rooflight 0.6084 South West 0.7 1.3
Opening, rooflight 0.6084 North West 0.7 1.3
Opening, rooflight 1.3884 North West 0.7 1.3

2d Thermal bridging (better than typically expected values are flagged with a subsequent (1))
Building part 1 - Main Dwelling: Thermal bridging calculated from linear thermal transmittances for each junction
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Main element |Junction detail Source Psi value Drawing /
[WImK] reference
External wall E2: Other lintels (including other | Calculated by person with suitable | 0.05
steel lintels) expertise
External wall E3: Sill Calculated by person with suitable | 0.05
expertise
External wall E4: Jamb Calculated by person with suitable | 0.05
expertise
Roof R1: Head of roof window SAP table default 0.24
Roof R2: Sill of roof window SAP table default 0.24
Roof R3: Jamb of roof window SAP table default 0.24
External wall E20: Exposed floor (normal) Calculated by person with suitable | 0.32
expertise
Party wall P7: Exposed floor (normal) Calculated by person with suitable |0 (!)
expertise
External wall E7: Party floor between dwellings | Calculated by person with suitable | 0.07
(in blocks of flats) expertise
Party wall P3: Intermediate floor between Calculated by person with suitable |0 (1)
dwellings (in blocks of flats) expertise
External wall E24: Eaves (insulation at ceiling | Calculated by person with suitable | 0.08
level - inverted) expertise
Party wall P4: Roof (insulation at ceiling SAP table default 0.48
level)
Party wall P5: Roof (insulation at rafter level) | SAP table default 0.48
External wall E14: Flat roof Calculated by person with suitable | 0.08
expertise
External wall E13: Gable (insulation at rafter Calculated by person with suitable | 0.08
level) expertise
Roof R8: Roof to wall (rafter) SAP table default 0.12
Roof R6: Flat ceiling SAP table default 0.12
Roof R4: Ridge (vaulted ceiling) SAP table default 0.12
Roof R5: Ridge (inverted) SAP table default 0.12
Roof R7: Flat ceiling (inverted) SAP table default 0.12
External wall E16: Corner (normal) Calculated by person with suitable | 0.09
expertise
External wall E17: Corner (inverted - internal Calculated by person with suitable |-0.09
area greater than external area) | expertise
External wall E18: Party wall between dwellings | Calculated by person with suitable | 0.06
expertise
3 Air permeability (better than typically expected values are flagged with a subsequent (!))
Maximum permitted air permeability at 50Pa 8 m°/hm
Dwelling air permeability at 50Pa 3 m*hm?, Design value (1) [OK
Air permeability test certificate reference
Main heating system 1: Boiler with radiators or underfloor heating - Mains gas
Efficiency 89.2%
Emitter type Radiators
Flow temperature 45°C
System type
Manufacturer boiler
Model boiler
Commissioning
Secondary heating system: N/A
Fuel N/A
Efficiency N/A
Commissioning
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Cylinder/store - type: N/A

Capacity N/A
Declared heat loss N/A
Primary pipework insulated N/A
Manufacturer

Model

Commissioning

Waste water heat recovery system 1 - type: N/A

Efficiency

Manufacturer

Model

6 Controls

Main heating 1 - type: Programmer, room thermostat, and TRVs

Function

Ecodesign class

Manufacturer

Model

Water heating - type: N/A

Manufacturer

Model

7 Lighting
Minimum permitted light source efficacy

75 Im/W

Lowest light source efficacy

80 Im/W

External lights control

N/A

8 Mechanical ventilation

System type: Balanced whole-house mechanical ventilation with heat recovery

Maximum permitted specific fan power | 1.5 W/(I/s)

Specific fan power 0.56 W/(I/s) [OK
Minimum permitted heat recovery 73%

efficiency

Heat recovery efficiency 90% | OK

Manufacturer/Model

MRXBOXAB-ECO3, MRXBOXAB-ECO3B

Commissioning

9 Local generation

Technology type: Photovoltaic system (1)

Peak power 7 kWp
Orientation South East

Pitch Horizontal
Overshading None or very little
Manufacturer

MCS certificate

10 Heat networks
N/A

11 Supporting documentary evidence

N/A

12 Declarations
a. Assessor Declaration

Compliance Report.

This declaration by the assessor is confirmation that the contents of this BREL Compliance Report
are a true and accurate reflection based upon the design information submitted for this dwelling for
the purpose of carrying out the "As designed" assessment, and that the supporting documentary
evidence (SAP Conventions, Appendix 1 (documentary evidence) schedules the minimum
documentary evidence required) has been reviewed in the course of preparing this BREL

Signed:

Name:

Assessor ID:

Date:
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b. Client Declaration

N/A
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