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ROOF HEIGHT 18.8M WITH A 973mm PARAPET

The flat roof build up is concrete slab with
tapered insulation and single ply
waterproofing membrane on top.
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System Design 

  



Vastern Road

Valentin Software GmbH

Page 1 of 5
Created with PV*SOL 2024 (R4)

Project Overview
PV System
Grid-connected PV System
Climate Data Silsoe, GBR (1991 - 2010)
Values source Meteonorm 7.3
PV Generator Output 25 kWp
PV Generator Surface 118.7 m²
Number of PV Modules 50
Number of Inverters 2

Figure: Schematic diagram



Vastern Road

Valentin Software GmbH

Page 2 of 5
Created with PV*SOL 2024 (R4)

Production Forecast
Production Forecast
PV Generator Output 25.00 kWp
Spec. Annual Yield 858.88 kWh/kWp
Performance Ratio (PR) 90.64 %

Grid Export 21,498 kWh/Year
Grid Export in the first year (incl. module degradation) 20,790 kWh/Year
Standby Consumption (Inverter) 26 kWh/Year

CO₂ Emissions avoided 10,092 kg / year

The results have been calculated with a mathematical model calculation from Valentin Software GmbH (PV*SOL algorithms). The 
actual yields from the solar power system may differ as a result of weather variations, the efficiency of the modules and inverter, 
and other factors.



Vastern Road

Valentin Software GmbH

Page 3 of 5
Created with PV*SOL 2024 (R4)

Set-up of the System
Overview
System Data
Type of System Grid-connected PV System

Climate Data
Location Silsoe, GBR (1991 - 2010)
Values source Meteonorm 7.3
Resolution of the data 1 h
Simulation models used:
   - Diffuse Irradiation onto Horizontal Plane Hofmann
   - Irradiance onto tilted surface Hay & Davies

Module Areas
1. Module Area - Module Area 1
PV Generator, 1. Module Area - Module Area 1
Name Module Area 1
PV Modules 25 x JAM66S30-500/MR  (v3)
Manufacturer JA Solar Holdings Co., Ltd.
Inclination 10 °
Orientation East 90 °
Installation Type Roof parallel
PV Generator Surface 59.4 m²

2. Module Area - Module Area 2
PV Generator, 2. Module Area - Module Area 2
Name Module Area 2
PV Modules 25 x JAM66S30-500/MR  (v3)
Manufacturer JA Solar Holdings Co., Ltd.
Inclination 10 °
Orientation West 270 °
Installation Type Roof parallel
PV Generator Surface 59.4 m²

Inverter configuration
Configuration 1
Module Area Module Area 1
Inverter 1
   Model S5-GR3P10K (v2)
   Manufacturer Ginlong (Solis)
   Quantity 1
   Sizing Factor 125 %
   Configuration MPP 1: 1 x 13

MPP 2: 1 x 12



Vastern Road

Valentin Software GmbH

Page 4 of 5
Created with PV*SOL 2024 (R4)

Configuration 2
Module Area Module Area 2
Inverter 1
   Model S5-GR3P10K (v2)
   Manufacturer Ginlong (Solis)
   Quantity 1
   Sizing Factor 125 %
   Configuration MPP 1: 1 x 13

MPP 2: 1 x 12

AC Mains
AC Mains
Number of Phases 3
Mains voltage between phase and neutral 230 V
Displacement Power Factor (cos phi) +/- 1



Vastern Road

Valentin Software GmbH

Page 5 of 5
Created with PV*SOL 2024 (R4)

Simulation Results
Results Total System
PV System
PV Generator Output 25.00 kWp
Spec. Annual Yield 858.88 kWh/kWp
Performance Ratio (PR) 90.64 %

Grid Export 21,498 kWh/Year
Grid Export in the first year (incl. module degradation) 20,790 kWh/Year
Standby Consumption (Inverter) 26 kWh/Year

CO₂ Emissions avoided 10,092 kg / year

Figure: Production Forecast
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System Weight & Wind Load Calculations 

  



Renusol Europe GmbH

Piccoloministraße 2

51063 Köln

Germany

Tel.    +49 (0) 221 788 70 70

Fax    +49 (0)221 788 70 799

info@renusol.com

www.renusol.com

Technical project overview

Vastern Road

Building project Vastern Road

Address Vastern Road , RG1

Country United Kingdom

Module Type Shanghai JA Solar Technology Co. Ltd. -

JAM66S30-500/MR (1500V)

Number of modules 50

Rated output 25 kWp

Mounting system FS10EW

Editor Renusol Europe GmbH
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

  

  

LOCATION

Street   Vastern Road

City   RG1

Country   United Kingdom

 

  

  

SURROUNDINGS

Code   Eurocode NA GB

Terrain height above sealevel   38,00 m

Snow load zone   Zone 2

Terrain category   Sea

Surroundings   normal

Service life of PV system   25 years

Failure consequence class   2

 

  

  

LOAD CALCULATION RESULT

Peak velocity pressure   0,96 kN/m

2

Snow load   0,37 kN/m

2

Snow load on roof   0,30 kN/m

2

Base wind speed (V

b,0

)   21,50 m/s

 

  

  

TOPOGRAPHY

Topography   Not exposed
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

  

  

ROOF PROPERTIES

Roof type   Free-form Flat roof  

Coverage type   Foil

C) Roof pitch   2,00 º

D) Building height   32,70 m

Parapet height   523,00 mm

Parapet width   0,00 mm

 

  

  

MODULE PARAMETERS

Manufacturer   Shanghai JA Solar Technology Co.

Ltd.

 

Name   JAM66S30-500/MR (1500V)

Length   2093 mm

Width   1134 mm

Height   35 mm

Weight   26.3 kg

Rated output   500 W

peak

Please check the compatibility of clamping positions with module

manufacturer advice.

The module data was taken from a database. Please check whether this

data corresponds to your actual module order. If necessary, please correct

the data using the editing function.
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

  

  

SYSTEM

System type   Ballasted  

System   FS10EW

Please check the entered row distance for an ideal yield calculation with a

correct calculation including consideration of the shading.

  

  

  

FASTENER DETAILS

X) Row distance   2462mm

Add third rail under the module   Automatic

Ballast block mass (optional)   10,00 kg

Friction coefficient   0,50

Partial safety factor dead load

(ballast)

  1

 

  

  

CLAMPS

Clamp type   Mid clamps+ / End clamps+

Clamp colour   silver
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

  

  

STATIC VALIDATION

  

Your project was validated by our statics check successfully.

Maximum ballast value: 111 kg

Ballast: 4783 kg

Modules: 1315 kg

Partlist: 180 kg

The predefined default values for input fields have to be compared with the conditions of the project. Necessary

changes to adapt to local conditions must be carried out. The following relevant input fields contain their

default value:

• Service life of PV system: 25 years

• Failure consequence class: 2

• Partial safety factor dead load (ballast): 1
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PROJECT DOCUMENTATION
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MODULE FIELDS

*Measurements in mm
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MODULE OVERVIEW WITH BALLAST VALUES

*Measurements in mm
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Ballast value[kg] (Blocks with 10 kg) / Sum of ballast stones: 502

  88

 (9)

  95

 (10)

  111

 (12)

  (26 x 9)   (10 x 10)  (14 x 12)
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MODULE FIELD 1

*Measurements in mm
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MODULES WITH POSITIONS COUNTER FOR STATICS TABLES

*Measurements in mm
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

BILL OF MATERIAL

  

Article No. Article Quantity Ordering Unit Weight/Piece Weight

R420081 End clamp+ 88 1 0,064 kg 5,632 kg

R420082 Middle clamp+ 56 1 0,063 kg 3,528 kg

R500404 Base rail connector 44 1 0,079 kg 3,476 kg

R500411 Roof protection pad 110x95x20

mm alu coated

44 1 0,133 kg 5,852 kg

R500419 Eave support XL 72 1 0,049 kg 3,528 kg

R500423 Ridge support 10° XL 36 1 0,443 kg 15,948 kg

R500499 Base rail FS10-EW XL 2362 mm 36 1 1,660 kg 59,760 kg

R520502 ECO Ballast set FS 2100 mm 32 1 2,500 kg 80,000 kg

R900229 Self Drilling Screw 4,8x19 A2 1 100 0,005 kg 0,500 kg

R900314 Socket bolt 6 x 110 mm 180 1 0,009 kg 1,620 kg

  Total Weight: 179,844 kg
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

ROOF STATICS

  

  

ROOF STATICS

Total weight   6278 kg

Module weight   1315 kg

Ballast   4783 kg

Max ballast   111 kg

Roof size   389,32 m

2

Weight per total roof area   16,13 kg/m

2

Mounting system weight   179,84 kg
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

MODULE FIELD STATICS

  

  

FIELD1

Total weight   6278 kg

Module weight   1315 kg

Ballast   4783 kg

Max ballast   111 kg

Field area   129,36 m

2

Weight per field area   48,53 kg/m

2

Mounting system weight   179,84 kg
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

MODULE STATICS

  

  

MODULE STATICS

Sliding B

W

BW = [qp * A * γQ * (CW - µ * CAW)] / [γG * (µ cos α – sin α)] - G

Uplift B

A

BA = [-qp * A * γQ * CAA] / [γG * cos α] - G

C

AA

 & C

AW

Cp value for uplift

C

W

Cp value for sliding

γG Partial safety factor self-weight

γQ Partial safety factor wind

G = 0,60 kN Self weight

Loads F

z

Fz = qp * A * γQ * CA

Loads F

x

Fx = qp * A * γQ * CW

A = 4,75m

2

Module area

µ = 0,50 Friction coefficient

q

p

 = 0,96 Peak velocity pressure

α = 2,00° Roof pitch
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PV-Configurator 3.0

Service Hotline: +49 (0) 221 788 70 70

  

Modul B

W

 [kN] B

A

 [kN] C

W

C

AA

C

AW

γG γQ

53 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

54 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

57 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

58 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

59 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

60 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

61 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

62 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

63 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

64 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

65 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

67 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

68 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

69 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

70 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

71 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

72 1,82 1,27 0,031 -0,302 -0,302 1,00 1,35

73 1,68 1,13 0,031 -0,280 -0,280 1,00 1,35

76 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

77 1,82 1,27 0,031 -0,302 -0,302 1,00 1,35

78 1,82 1,27 0,031 -0,302 -0,302 1,00 1,35

79 1,82 1,27 0,031 -0,302 -0,302 1,00 1,35

80 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35

81 1,82 1,27 0,031 -0,302 -0,302 1,00 1,35

82 1,82 2,13 0,031 -0,442 -0,302 1,00 1,35
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FS10-EW / FS10-EW XL

EN | Renusol System Datasheet 	
Misprints and errors, technical or other changes and changes in the availability of products are expressively reserved

FS10-EW  09 | 2021

General
System Ballasted PV-mounting system

Content Ground rails, rail connector, building protection mat, low post, high post, clamps

System warranty 10 years

Application area Flat roof on industrial, agricultural (except hydrogen sulfide exposition ) and residential buildings

Roof covering Bitumen, concrete, foil, gravel

Roof slope max. 5° without additional measures

System properties
System orientation East-West

Module tilt 10°

System weight approx. 1,15 kg/m²plus ballast (project specific)

Weight PV-module included approx.: 11,8 kg/m²plus ballast (project specific)

Friction coefficient µ =0,5 is to be determined and ensured upon installation surface.

Material Aluminum, stainless steel, rubber granulate

Minimum edge distance 0,6 m

Max. Wind Dynamic Pressure qp=1,5 kN/m² (with simultaneously acting snow load of sk=1,5 kN/m²)

Max. Wind Dynamic Pressure qp=1,0 kN/m² (with simultaneously acting snow load of sk=2,5 kN/m²)

Modules

Type Suitable for standard 60/72 cell panels. Approval for panel corner clamping is to be obtained.

Module width: FS10-EW: 950-1.052 mm / FS10-EW XL: 1053-1.168 mm

Module guidance Horizontal/Landscape

Certifications
Wind loads Determined in wind tunnel tests by Ruscheweyh Consult GmbH

PV layout Provided by Renusol (www.pv-configurator.com)

Ballast plan Provided by Renusol (www.pv-configurator.com)

Services
PV layout Provided by Renusol (www.pv-configurator.com)

Ballast plan Provided by Renusol (www.pv-configurator.com)

System Datasheet
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EN | Renusol System Datasheet 	
Misprints and errors, technical or other changes and changes in the availability of products are expressively reserved

FS10-EW  09 | 2021

System FS10-EW 

Ground rail R500501

Rail length L: 1989 mm

Row spacing R: 2090 mm

Module width X1: Min: 950 mm

X2: Max: 1020 mm
Passageway T(X1): Min: 185 mm 

T(X2): Max: 45 mm
System width W: Module length 

+24mm
Module inclination D: 10°

Shading angle S: ≈ 9,0° - 9,5°

System FS10-EW XL

Ground rail R500499

Rail length L: 2362 mm

Row spacing R: 2462 mm

Module width X1: Min: 1053 mm

X2: Max: 1168 mm
Passageway T(X1): Min:  355 mm 

T(X2): Max: 125 mm
System width W: Module length 

+24mm
Module inclination D: 9°

Shading angle S; ≈ 7,0° - 9,0°

System FS10-EW 

Ground rail R500500

Rail length L: 2260 mm

Row spacing R: 2360 mm

Module width X1: Min: 950 mm

X2: Max: 1052 mm
Passageway T(X1): Min: 455 mm 

T(X2): Max: 255 mm
System width W: Module length 

+24mm
Module inclination D: 10°

Shading angle S: ≈ 6,7°-7,9°

System FS10-EW 

Ground rail R500407

Rail length L: 2060 mm

Row spacing R: 2160 mm

Module width X1: Min: 950 mm

X2: Max: 1052 mm
Passageway T(X1): Min: 255 mm

T(X2): Max: 55 mm
System width W: Module length 

+24mm
Module inclination D: 10°

Shading angle S: ≈ 7,8° - 9,3°

2/2



Section 6 
System Solar Panel Data Sheet 
System Solar Panel Warranty Document 

  

























Section 7 
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目录：三相系列

S5-GR3P(3-25)K

Solis Three Phase Inverters

S5-GR3P5KS5-GR3P3K S5-GR3P4K S5-GR3P6K S5-GR3P8K

S5-GR3P13K S5-GR3P25K

S5-GR3P9K

S5-GR3P15K

S5-GR3P10K

S5-GR3P17KS5-GR3P12K S5-GR3P20K

Model:

360 degree

Smart Economic

Efficient Safe

▶▶ Max. efficiency 98.7%
▶▶ String current up to 16A
▶▶ Wide voltage range and low startup voltage

▶▶ Supports export power control
▶▶ Supports RS485, WiFi, GPRS
▶▶ Scan to register on SolisCloud, supports 
remote upgrade and control

▶▶ IP66
▶▶ AFCI protection, proactively reduces fire risk
▶▶ Automatic voltage stabilization technology in weak grid 
conditions

▶▶ Compact design, simple installation and maintenance
▶▶ > 150% DC/AC ratio
▶▶ Supports high power modules for lower installation costs



Datasheet
Model Name S5-GR3P3K S5-GR3P4K S5-GR3P5K S5-GR3P6K S5-GR3P8K S5-GR3P9K S5-GR3P10K S5-GR3P12K S5-GR3P13K S5-GR3P15K S5-GR3P17K S5-GR3P20K S5-GR3P25K

Input DC

Recommended max. PV power 4.5 kW 6 kW 7.5 kW 9 kW 12 kW 13.5 kW 15 kW 18 kW 19.5 kW 22.5 kW 25.5 kW 30 kW 37.5 kW

Max. input voltage 1100 V

Rated voltage 600 V

Start-up voltage 180 V

MPPT voltage range 160-1000 V

Max. input current 16 A / 16 A 32 A / 32 A

Max. short circuit current 25 A / 25 A 50 A / 50 A

MPPT number/Max. input 
strings number 2/2 2/4

Output AC

Rated output power 3 kW 4 kW 5 kW 6 kW 8 kW 9 kW 10 kW 12 kW 13 kW 15 kW 17 kW 20 kW 25 kW

Max. apparent output power 3.3 kVA 4.4 kVA 5.5 kVA 6.6 kVA 8.8 kVA 9.9 kVA 11 kVA 13.2 kVA 14.3 kVA 16.5 kVA 18.7 kVA 22 kVA 27.5 kVA

Max. output power 3.3 kW 4.4 kW 5.5 kW 6.6 kW 8.8 kW 9.9 kW 11 kW 13.2 kW 14.3 kW 16.5 kW 18.7 kW 22 kW 27.5 kW

Rated grid voltage 3/N/PE, 220 V / 380 V, 230 V / 400 V

Rated grid frequency 50 Hz / 60 Hz

Rated grid output current 4.6 A / 
4.3 A

6.1 A / 
5.8 A

7.6 A / 
7.2 A

9.1 A / 
8.7 A

12.2 A / 
11.5 A

13.7 A / 
13.0 A

15.2 A / 
14.4 A

18.2 A / 
17.3 A

19.8 A / 
18.8 A

22.8 A / 
21.7 A

25.8 A / 
24.6 A

30.4 A / 
28.9 A

38.0 A / 
36.1 A

Max. output current 4.7 A 6.4 A 7.9 A 9.5 A 12.7 A 14.3 A 15.9 A 19.1 A 20.7 A 23.8 A 27 A 31.8 A 39.7 A

Power Factor >0.99 (0.8 leading - 0.8 lagging)

THDi <2%

Efficiency

Max. efficiency 98.3% 98.5% 98.6% 98.7%

EU efficiency 97.9% 98.1% 98.2% 98.2%

Protection

DC reverse-polarity protection Yes

Short circuit protection Yes

Output over current protection Yes

Surge protection Yes

Grid monitoring Yes

Anti-islanding protection Yes

Temperature protection Yes

Integrated AFCI (DC arc-fault circuit 
protection)     Yes (1)

Integrated DC switch Optional

General Data

Dimensions (W*H*D) 310*563*219 mm

Weight 17.3 kg 18 kg 18.9 kg 20.3 kg 20.5 kg

Topology Transformerless

Self consumption (night) <1 W

Operating ambient 
temperature range -25 ~ +60°C

Relative humidity 0-100%

Ingress protection IP66

Cooling concept Natural convection Intelligent redundant fan-cooling

Max. operation altitude 4000 m

Grid connection standard G98 or G99, VDE-AR-N 4105 / VDE V 0124, EN 50549-1, VDE 0126 / UTE C 15 / VFR:2019, RD 1699 / RD 244 / UNE 206006 / 
UNE 206007-1, CEI 0-21, C10/11, NRS 097-2-1, TOR, EIFS 2018.2, IEC 62116, IEC 61727, IEC 60068, IEC 61683, EN 50530

Safety/EMC standard IEC/EN 62109-1/-2, IEC/EN 61000-6-1/-2/-3/-4

Features

DC connection MC4 connector

AC connection Quick connection plug

Display LCD

Communication RS485, Optional: Wi-Fi, GPRS

(1) Activation required.
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LIMITED PRODUCT WARRANTY  

 

The Ginlong Technologies Co., Ltd. (“Ginlong”) Limited Product Warranty (the 

“Limited Warranty”) in this document covers the products listed in Table 1, below 

(the “Products”), when a claim for service under this Limited Warranty (a “Claim”) 

is made by a Claimant (as defined in Section B, below), provided all of the 

applicable terms and conditions herein have been satisfied. 

A. The Limited Warranty 

Ginlong warrants that the Products will be free from defects and workmanship 

within the Warranty Period set forth in Section C, below.  This Limited Warranty 

is subject to the terms and conditions in this document.  This Limited Warranty 

may extend a Customer’s statutory rights and cannot be construed so as to 

diminish such statutory rights. 

The Limited Warranty under this document is available on and from May 1, 2024 

("Warranty Validation Date"). Unless otherwise agreed in writing, the Limited 

Warranty under this document is not applicable to any Products sold prior to the 

Warranty Validation Date. For the avoidance of doubt, the original terms and 

conditions supplied with that  Product will continue to apply for any Product sold 

prior to the Warranty Validation Date. 

B. Limited Warranty Eligibility 

Who may submit a Claim? 

A “Customer” is anyone who purchased the Products: 

1. directly from Ginlong, or  

2. from an authorised reseller who acquired the Products from Ginlong 

legitimately and made no modifications to the Products. 

A “Warranty Holder” may be: 

1. a Customer; or 

2. a transferee who receives a Product from a Customer and who has followed 

the proper process set forth in Section F, below, to transfer the Limited 

Warranty. 

A “Claimant” may be: 

1. a Warranty Holder; or 

2. a third party designated by the Warranty Holder for the purpose of 

submitting a Claim on the Warranty Holder’s behalf. 

Only a Claimant may submit a Claim. 

When must a Claim be submitted? 

Any Claim must be received by Ginlong within the Limited Warranty Period set 

forth in Table 1, below. 

C. Limited Warranty Period and Products Covered 

The Limited Warranty Period commences on the date the Product is sold to the 

Customer, if the Customer is an individual person.  Otherwise, the Limited 

Warranty Period commences at the earlier of: 

1. the date the Products are commissioned at installation; or 

2. six (6) months after the Products are dispatched from the Ginlong factory. 

(as applicable, the Limited Warranty Commencement). 

The Limited Warranty Period is the timeframe from Limited Warranty 

Commencement until the expiration of the applicable Limited Warranty Period 

set forth in Table 1, below. The Limited Warranty Period may be extended in 

accordance with Ginlong’s policy, or a written agreement between Ginlong and 

the Warranty Holder. If the Claimant applies for extended Limited Warranty 

Period, the Products need to be delivered to the place designated by Ginlong. 

The service scope of extended Limited Warranty is limited to the replacement or 

repair of the Products’ hardware. For other conditions and details of extended 

Limited Warranty, please refer to Ginlong’s policy or the written agreement 

between Ginlong and the Warranty Holder. 

The Limited Warranty Period for any Products that has been replaced or 

repaired under this Limited Warranty shall be the greater of: 

1. the remaining Warranty Period of the defective Product; or 

2. three (3) months from repair/replacement. 

 

 

 

Table 1 

 

D. Limited Warranty Claim Procedure 

To make a Claim, the Claimant shall promptly notify Ginlong upon detection that 

the Products are non-conforming or defective. To determine if the Product is 

covered by this Limited Warranty, the Claimant shall notify Ginlong’s service 

department in writing of the issue.  Such notice shall include:  

1. Detailed information about the defect; 

2. Completed Warranty Claim Form, which can be obtained from a Solis 

Service Agent via the Solis website ; 

3. Product Model (i.e. S6-GR1P(2.5-6)K) and Product Serial Number 

(i.e.160D72198270017); 

4. Copy of the Product invoice; and 

5. Copy of the installation report/certificate. 

After receiving notice from the Claimant, Ginlong will determine whether or not 

the reported defect is eligible for coverage under the Limited Warranty. If 

Ginlong determines, in its sole discretion, that the reported defect is not eligible, 

Ginlong will notify the Claimant accordingly and will explain the reason why such 

coverage is not available. See Warranty Exclusions in Section E, below, for 

details. 

Note that the Product label must be completely undamaged and legible and 

properly attached to the Product. If the aforementioned requirements are not 

fully met, Ginlong has no obligations under this Limited Warranty.  

If all of the requirements herein are met and the Product is eligible for coverage 

under the Limited Warranty, Ginlong shall, in its sole discretion:  

1. Provide replacement Product(s); or 

2. Instruct an accredited service provider to visit the Warranty Holder’s location 

to repair the defects or provide replacement Product(s); or 

3. Direct the Warranty Holder to return the Product(s) to Ginlong for repair or 

replacement. 

Ginlong will provide instructions for proper return or disposal of the defective 

Product.  Any replacement provided by Ginlong may be, at Ginlong’s sole 

discretion, new or factory refurbished. Any replacement provided by Ginlong will 

be at least functionally equivalent in feature, function, and compatibility to the 

Product. A replacement may have cosmetic defects that have no influence on 

energy production or safety compliance.  

Ginlong may repair or replace faulty parts at its discretion. If the Products or any 

parts are replaced by Ginlong under this Limited Warranty, all of the rights, title 

and interests in the returned Products/parts shall vest in Ginlong upon 

replacement.  

The Warranty Holder must return the Products/parts in the original packaging or 

equivalent. If the replaced Products/parts are not received by Ginlong within 

thirty (30) days from the date the Warranty Holder receives the replacement, the 

Warranty Holder will be charged for the Products/parts at the current price for 

new Products/parts. 

Ginlong may, in its sole discretion, elect to ship replacement Products/parts 

either prior to or after receipt of the Product, or after prepayment of the value of 

the replacement Product and delivery costs. 

 

 

Product Limited Warranty Period 

Solis Grid-tied Inverter on sale 5 Years 

Solis Storage Inverter on sale 5 Years 

Accessories 2 Years 
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No claim for compensation may be made for any loss of profit or use (including 

energy that has not been fed into the grid, energy that has not been used for 

self-consumption, etc.).  In no event, whether in contract, tort, or otherwise, 

shall  the maximum compensation for the Warranty Holder’s losses caused by 

a Product exceed the amount paid by the Customer for the purchase of the 

Products. 

Ginlong’s shall have no obligation to render on-site replacement services in 

locations where Ginlong, in its sole discretion, deems the location or 

circumstances too risky to render such services. 

If any Claim made pursuant to this Limited Warranty is determined to be 

unfounded (i.e. the returned Product is not faulty), Ginlong will charge the 

Warranty Holder for all costs incurred, including but not limited to labour, travel, 

and delivery to and from the Warranty Holder. 

Ginlong will notify the Claimant of any costs to be borne by the Warranty Holder 

prior to repair/replacement of the Product(s).  Such the costs must be paid in 

advance. If the Warranty Holder declines to pay such costs, Ginlong reserves 

the right to withhold repair/replacement services. 

Provided the Warranty Holder has been trained by Ginlong to perform an 

assembly replacement, Ginlong reserves the right to send an assembly in place 

of a replacement. 

E. Limited Warranty Exclusions  

Ginlong shall not be responsible or have any liability for failure to fulfil service 

commitments within the committed period of time when such issues are beyond 

Ginlong’s reasonable control. 

This Limited Warranty does not apply to damage (to hardware or data), costs or 

fees, or performance limitations/failures related to: 

  Access, labour or transport costs; 

  Loss or damage occurring whilst in transit  

  Items ancillary to installation not supplied by Ginlong; 

  Duties, import/export fees or costs and other general administrative costs; 

  Consequential damages including but not limited to loss of revenue 

  Fault caused by any other circumstance, event or matter, including another 

component in the Claimant's photovoltaic system, or any other event, device 

or applicance at the installation site; 

  Defect unable to be identified upon examination of Products at the time of 

purchase or installation; 

  Force majeure, including but not limited to extreme weather, lightning 

strikes, natural disasters, power surges, fires, pests, wars, etc.; 

  Non-conformity with local certification requirements because of their 

changes during the Limited Warranty Period; 

  Actions of third parties, event or accident outside Ginlong’ s reasonable 

control and not arising under normal and standard operating conditions; 

  Normal wear and tear; 

  Improper handling, transportation, storage, or repackaging by anyone other 

than Ginlong; 

  Failure to initially purchase the Products from Ginlong or the authorised 

reseller of Ginlong; 

  Failure to return the replaced Products to Ginlong or the authorised reseller 

in time; 

  Failure of the Customer to pay in full all amounts owing to Ginlong by the 

Customer; 

  Expiry of the Limited Warranty Period; 

  Failure to comply with Product manuals or other applicable documentation; 

  Failure to meet system requirements, including but not limited to ambient 

environment or external electricity parameter settings, as stated in any 

applicable written documents; 

  Improper system design, including insufficient protection from lightning or 

other environmental conditions; 

  Accident, negligence, misuse, abuse, neglect, or intentional damage; 

  Failure to observe safety regulations; 

  Improper site preparation, installation, commissioning, or maintenance; 

  Failure to have the Products installed correctly by a local grid company 

qualified installer and as per the installation instructions supplied with the 

Products or installed by Ginlong or the authorised reseller; 

  Movement of the Products for any reason after they have been installed 

(regardless of whether the Products are subsequently reinstalled or moved 

back to the same location) unless the Products are reinstalled at the same 

location by a qualified installer and they are stored during any interim period 

in accordance with the Product manual; 

 

 

 

  Repairs or attempted repairs by anyone other than Ginlong or its authorized 

representative; 

  Products opened, modified, or disassembled without Ginlong’s prior written 

consent; 

  Adjustment, change, or removal of identification marks not in compliance 

with Ginlong’s requirements or instructions; 

  Problems in Warranty Holder’s premises; 

  Use in combination with software, equipment, and batteries not certified and 

listed on Ginlong’s approved list for operation in the applicable territory with 

Ginlong’s Energy Storage Inverter. 

This Limited Warranty does not apply to cosmetic defects that do not impact 

energy production, or degrade form, fit, or function, or Products that were 

described in a quotation or delivery note as 'ex-display' or ‘reconditioned’ (A 

separate Warranty extension may have been issued to cover such Products). 

F. Transferring the Limited Warranty 

The Limited Warranty may be transferred from the Customer to another party 

after obtaining Ginlong’s written approval. Ginlong will initiate the transfer of the 

Limited Warranty.  A transferred Limited Warranty will be valid for the 

remainder of the Limited Warranty Period. Customer should discuss the transfer 

details with Ginlong to ensure the Limited Warranty is properly transferred and 

not void or voided. 

G. Data Protection 

If the Warranty Holder seeks warranty service provided by Ginlong, the Warranty 

Holder shall allow Ginlong to access, collect, and process information related to 

failure, detection, identifying, and debugging when providing the services. Such 

information will only be used to provide warranty services. Because the 

Warranty Holder is the controller of such information, Ginlong cannot confirm 

whether such information contains Warranty Holder confidential information or 

personal data. 

The Warranty Holder shall have sole responsibility and ensure that they will 

obtain and retain all necessary consent, permission, and authorisation 

("Consent"), in accordance with applicable legal requirements, for Ginlong to 

provide such service, so that Ginlong will not violate applicable legal 

requirements, Warranty Holder’s privacy policies, or Warranty Holder’s 

user-agreements in providing services. 

Ginlong will take reasonable measures to ensure the security of Warranty 

Holder’s information, but Ginlong is not responsible and shall have no direct or 

indirect liability related to the acquisition, processing, and/or loss of such 

information in the process of providing services. 

If the Warranty Holder returns Products to Ginlong, it indicates that the Warranty 

Holder has backed up any confidential, private, personal, or other information 

stored in the Products and has completely deleted such information from the 

Products.  It further indicates that the Warranty Holder authorises Ginlong to 

transfer the Products to the Ginlong service centre in other countries for 

maintenance. The Warranty Holder shall be solely responsible for deleting the 

above information before delivering the hardware to Ginlong. The Warranty 

Holder shall indemnify, defend, and hold Ginlong harmless from and against any 

and all claims, liabilities, obligations, costs, expenses, penalties, fines, 

confiscations and rulings imposed by any government agency or third party as a 

result of Ginlong’s failure to comply with applicable laws and regulations in 

transferring and disposing of the above information. 
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