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North East Elevation as Existing
1:50

> Roof Ridg& -
8100

w5 Loft Leveli -
5331

ﬂx First Floor Level

2425

Existing chimneys to be retained within
roof structure due to partial demolition
at lower levels, structural engineer o
advise

North East Elevation as Proposed
1:50

SIGNAGE

o

SIGNAGE

External Masonry wall (Ground Floor)
achieving a U-value of 0.26 (W/m?K)

Assumption of:

102.5mm Cottage mixture Brickwork
50mm unventilated air cavity

100mm Rockwool NyRock® Cavity Slab
032 stone wool insulation

100mm Blockwork

13mm Plasterboard on dabs with skim
finish

NOTES
The copyright of this drawing and design is from TNM and must not be copied or
reproduced without written consent.

All dimensions to be checked and verified on site via a responsible contractor prior to
commencement of any works

This drawing to be read in conjunction with the specification and other drawings
Do not scale to ascertain dimensions.
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Cottage mixture brick

Windows, doors, soffits, facias
and RWP in RAL 2006

White Render (through colour)

Pre patinated Zinc standing seam

Pre patinated Zinc standing seam
dormer window

Frameless glass balustrade

Grey ftiles roof

Chimney retained as existing

Brickwork detail retained as
existing to Bay Window
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