DO NOT SCALE

HIERARCHY OF BOUNDARY TREATMENTS

1. WALL AND FOUNDATIONS DEEMED STRUCTURALLY
SAFE — WALL TO REMAIN UP TO 2m HEIGHT.

2. WALL IN POOR CONDITION AND / OR UNSAFE —

ASSESSMENT CARRIED OUT ON CULVERT FOR
SUITABILITY OF CONSTRUCTION A NEW 2m HIGH

WALL (INCLUDING ASSESSMENT OF EXISTING
MATERIALS) OVER THE TOP, WHILE AVOIDING
DISRUPTION TO NEIGHBOURS.

5. WALL AND CULVERT NOT SAFE — 1.8m CLOSE
BOARDED FENCING TO BE INSTALLED.
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EXTERNAL FINISHES NOTES

1.
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This drawing to be read in conjunction with all relevant

Architects, Engineers and Subcontractors drawings and details.

This drawing is based on topographical survey and utility
mapping survey by Warner Surveys:

Drawing Nos. RT/222/0002/P/0001 & RT/222/0002/P/0002
Dated 02/03/2022

and laser survey by Encompass Surveys:
Drawing No. ENC/070723-2679-T
Dated June 2023

Unless noted otherwise, clauses refer to The Specification for
highway Works: Volume 1 of the Manual of Contract
Documents for Highway Works.

Refer to Architects drawings for details of all paving types &
patterns, soft landscaping, fences, gates & bollards.

For lighting, service supplies & ducting requirements, refer to
M&E drawings.

If surface course is not constructed within 3 days of base
course must be cleaned and tack coated prior to laying.

Carriageway constructions is based on a CBR value of 4.0%
in accordance with results found in Site Investigation
CRM.1265.037.GE.R.001.A by Enzygo, February 2022.
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Wall subject to further
structural inspections
during and following
demolition. Refer to
hierarchy below.

Wall to be demolished
due to poor condition.
Replacement determined
based on findings of
insepctions.

Existing garden wall
to be retained.

1.8m high
brickwork wall

1.8m high closeboard
timber fence.

Denotes extent of Gravel
Board on fenceline with
max. level difference of
0.3m.

Denotes extent of retaining
wall with max. retaining
height shown.

Hedgehog highway
opening in fence line.

N

SURFACE FINISHES LEGEND

K25

K6

New 125 x 255 precast concrete
kerb with a 125mm upstand.
(Kerb detail 1)

New 125 x 285 precast
concrete kerb with a 25mm

upstand. (Kerb detail 2)

New 125 x 150 precast
concrete kerb with a 6mm

upstand. (Kerb detail 3)

New 125 x 150 precast concrete
kerb flush with road surface.
(Channel detail 1)

New 50 x 150 EF precast
concrete edging laid flush.

(Edging detail 1)

New dropper kerb installed between
kerb detail K125 & K6 / K25.

New mini beany half battered

drainage kerb (Type HB) with
a 125mm upstand

New mini beany drainage kerb
(Type CENTRE STONE) with a
25mm upstand

New mini beany drainage kerb

transition (Type DROP KERB)
between MB125 and MB25

Extent of new private asphalt
road to adoptable standards

Extent of new asphalt footpath

REFER TO STRUCTURAL DESIGN
PACKAGE FOR DETAL OF to adoptable standards
PROPOSED FENCE INSTALLATION

OVER EXISTING CULVERT.

Extent of new asphalt
domestic vehicle crossover

POST DEMOLITION SURVEY REQUIRED
TO CONFIRM WHETHER GATE CAN BE = %
INSTALLED WITHIN THIS FENCE LINE, §
THIS WILL ALSO AFFECT THE . A

LANDSCAPING AROUND. <

Extent of new permeable
block paving, laid in a
45" herringbone pattern

Extent of new block
paving, laid in a 45

EXTENT OF LASER SCAN DATA

e herringbone pattern
Garden patios /
pathways
BD Proposed timber bollard
Site Boundary
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