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Project Name: George & Dragon, Reading
Project Stage: Construction
Completed By: Richard Smith
Role: Architect
Date: 30.10.24

Manufacturer Product Name Green Guide Summary 
Rating

Area (m2) Thickness (mm) Thermal 
Conductivity 

(W/m.K)

Responsible Sourcing Certification Scheme (RSCS) RSCS Certificate 
Number

Environmental Product 
Declaration (EPD)

Datasheet & Responsible 
Sourcing Certificates provided 

to Assessor?

Celotex CW4000 A 197.14 75 0.022 ENP413 Yes Yes

Celotex GA4000 A 186 100 0.022 ENP413 Yes Yes

Mannok Insulation Ltd Therm Floor / MF - Insulated Foil Faced Underfloor Board A+ 186 100 0.022 Environmental Management Systems (EMS) 526575 Yes Yes

External Wall Insulation

Ground Floor Insulation

Roof Insulation

Building Fabric Insulation Proforma
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Saint-Gobain Construction Products UK Limited 
trading as Celotex 

 

Saint-Gobain House 
East Leake 
Loughborough 
Leicestershire  LE12 6JU 

 
Tel: 01473 822093   Agrément Certificate 
e-mail: technicalsupport@saint-gobain.com 16/5343 
website: insulation-uk.com Product Sheet 4 

 CELOTEX INSULATION 
 CELOTEX CW4000 PIR INSULATION FOR PARTIAL FILL CAVITY WALLS 

This Agrément Certificate Product Sheet(1) relates to Celotex 
CW4000 PIR Insulation for Partial Fill Cavity Walls, comprising 
foil-faced rigid polyisocyanurate (PIR) foam board, for use as 
partial fill insulation to reduce the thermal transmittance of 
cavity walls in new buildings of a domestic or non-domestic 
nature with masonry inner and outer leaves. The product is 
installed during construction. 

(1)  Hereinafter referred to as ‘Certificate’. 

CERTIFICATION INCLUDES: 

•  factors relating to compliance with Building Regulations 
where applicable 

•  factors relating to additional non-regulatory information 
where applicable 

•  independently verified technical specification 
•  assessment criteria and technical investigations 
•  design considerations 
•  installation guidance 
•  regular surveillance of production 
•  formal three-yearly review.  

 

KEY FACTORS ASSESSED 

Thermal performance — the product has a declared thermal conductivity (λD) of 0.022 W·m–1·K–1 
(see section 6). 

Water resistance — the product will resist water transfer across the cavity (see section 7). 

Condensation risk — the product can contribute to limiting the risk of condensation (see section 8). 
Properties in relation to fire — the product has a reaction to fire classification of Class E to BS EN 13501-1 : 2007 and is restricted 
in some cases (see section 9). 

Durability — the product is durable, rot proof, water resistant and sufficiently stable to remain effective as insulation for  the life of 
the building (see section 12). 

The BBA has awarded this Certificate to the company named above for the product described herein. This product 
has been assessed by the BBA as being fit for its intended use provided it is installed, used and maintained as set 
out in this Certificate. 

On behalf of the British Board of Agrément   

Date of First issue: 20 November 2018 
 

John Albon – Head of Approvals 
Construction Products 

Claire Curtis-Thomas 
Chief Executive 

Certificate amended on 3 April 2019 to include Regulation 7(2) for England and associated text, and update to NHBC Standards. 
Certificate amended on 17 June 2019 to update fire section. 
Certificate amended on 24 January 2020 to include new regulatory guidance for fire in Scotland and Wales. 
Certificate amended on 13 May 2021 to update Certificate holder’s contact details. 

The BBA is a UKAS accredited certification body – Number 113. 
The schedule of the current scope of accreditation for product certification is available in pdf format via the UKAS link on the BBA website at www.bbacerts.co.uk 

Readers MUST check the validity and latest issue number of this Agrément Certificate by either referring to the BBA website or contacting the BBA directly. 
Any photographs are for illustrative purposes only, do not constitute advice and should not be relied upon. 

British Board of Agrément 
Bucknalls Lane 
Watford 
Herts WD25 9BA 

 
 
 

©2018 

 
tel: 01923 665300 

clientservices@bbacerts.co.uk 
www.bbacerts.co.uk 
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Regulations 
 
In the opinion of the BBA, Celotex CW4000 PIR Insulation for Partial Fill Cavity Walls, if installed, used and maintained in 
accordance with this Certificate, can satisfy or contribute to satisfying the relevant requirements of the following 
Building Regulations (the presence of a UK map indicates that the subject is related to the Building Regulations in the 
region or regions of the UK depicted): 
 

 

The Building Regulations 2010 (England and Wales) (as amended) 

Requirement: B3(4) Internal fire spread (structure) 
Comment:  The product is restricted by this Requirement in some cases. See sections 9.1 and 

9.3 of this Certificate. 
   
Requirement: B4(1) External fire spread 
Comment:  The product  is restricted by this Requirement in some cases. See sections 9.1 and 

9.3 of this Certificate. 
   
Requirement: C2(a) Resistance to moisture 
Comment:  The product can contribute to satisfying this Requirement. See section 7.1 of this 

Certificate. 
   
Requirement: C2(b) Resistance to moisture 
Comment:  The product can contribute to satisfying this Requirement. See section 7.2 of this 

Certificate. 
   
Requirement: C2(c) Resistance to moisture 
Comment:  The product can contribute to satisfying this Requirement. See sections 8.1 and 

8.4 of this Certificate. 
   
Requirement: L1(a)(i) Conservation of fuel and power 
Comment:  The product can contribute to satisfying this Requirement. See section 6 of this 

Certificate. 
   
Regulation: 7(1) Materials and Workmanship  
Comment:  The product is acceptable. See section 12 and the Installation part of this 

Certificate. 
   
Regulation: 7(2) Materials and Workmanship  
Comment:  The product is restricted by this Regulation. See sections 9.1 and 9.2 of this 

Certificate. 
   
Regulation: 26 CO2 emission rates for new buildings 
Regulation: 26A Fabric energy efficiency rates for new dwellings (applicable to England only) 
Regulation: 26A Primary energy consumption rates for new buildings (applicable to Wales only) 
Regulation: 26B Fabric performance values for new dwellings (applicable to Wales only) 
Comment:  The product can contribute to satisfying these Regulations. See section 6 of this 

Certificate. 

 

The Building (Scotland) Regulations 2004 (as amended) 

Regulation: 8(1) Durability, workmanship and fitness of materials 
Comment:  The product is acceptable. See section 12 and the Installation part of this 

Certificate. 
   
Regulation: 9 Building standards applicable to construction 
Standard: 2.4 Cavities 
Comment: 2.4 The product  is restricted by this Standard, with reference to clauses 2.4.2(1)(2), 

2.4.4(1) and 2.4.6(2).  See sections 9.1 and 9.4 of this Certificate. 
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Standard: 2.6 Spread to neighbouring buildings 
Comment:  The product is restricted by this Standard in some cases with reference to clauses 

2.6.5(1) and 2.6.6(2). See sections 9.1 and 9.4 of this Certificate. 
   
Standard: 3.4 Moisture from the ground 
Comment:  The product can contribute to satisfying this Standard, with reference to clauses 

3.4.1(1)(2) and 3.4.5(1)(2). See section 7.1 of this Certificate. 
Standard: 3.10 Precipitation 
Comment:  The product can contribute to satisfying this Standard, with reference to clauses 

3.10.1(1)(2) and 3.10.3(1)(2). See section 7.2 of this Certificate. 
   
Standard: 3.15 Condensation 
Comment:  The product can contribute to satisfying this Standard, with reference to clauses 

3.15.1(1)(2), 3.15.4(1)(2) and 3.15.5(1)(2). See sections 8.1 and 8.5 of this Certificate. 
   
Standard: 6.1(b) Carbon dioxide emissions 
Standard: 6.2 Building insulation envelope 
Comment:  The product can contribute to satisfying this Standard with reference to clauses, 

or parts of, 6.1.1(1), 6.1.2(2), 6.1.6(1), 6.2.1(1)(2), 6.2.3(1), 6.2.4(2), 6.2.5(2), 6.2.9(1), 
6.2.10(1), 6.2.11(1)(2) and 6.2.13(2). See section 6 of this Certificate. 

   
Standard: 7.1(a)(b) Statement of sustainability 
Comment:  The product can contribute to satisfying the relevant requirements of Regulation 

9, Standards 1 to 6, and therefore will contribute to a construction meeting a 
bronze level of sustainability as defined in this Standard. In addition, the product 
can contribute to a construction meeting a higher level of sustainability as defined 
in this Standard, with reference to clauses 7.1.4(1)(2) [Aspects 1(1)(2) and 2(1)], 
7.1.6(1)(2) [Aspects 1(1)(2) and 2(1)] and 7.1.7(1)(2) [Aspect 1(1)(2)]. See section 6 of this 
Certificate. 

   
Regulation: 12 Building standards applicable to conversions 
Comment:  All comments given for the product under Regulation 9, Standards 1 to 6, also 

apply to this Regulation, with reference to clause 0.12.1(1)(2) and Schedule 6(1)(2). 
   
  (1)  Technical Handbook (Domestic). 

(2)  Technical Handbook (Non-Domestic). 

 

The Building Regulations (Northern Ireland) 2012 (as amended) 

Regulation: 23 Fitness of materials and workmanship 
Comment:  The product is acceptable. See section 12 and the Installation part of this 

Certificate. 
   
Regulation: 28(a) Resistance to moisture and weather 
Comment:  The product can contribute to satisfying this Regulation. See section 7.1 of this 

Certificate. 
   
Regulation: 28(b) Resistance to moisture and weather 
Comment:  The product can contribute to satisfying this Regulation. See section 7.2 of this 

Certificate. 
   
Regulation: 29 Condensation 
Comment:  The product can contribute to satisfying this Regulation. See section 8.1 of this 

Certificate. 
   
Regulation: 35(4) Internal fire spread — structure 
Comment:  The product is restricted by this Regulation in some cases. See sections 9.1 and 

9.3 of this Certificate. 
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Regulation: 36(a) External fire spread 
Comment:  The product is restricted by this Regulation in some cases. See sections 9.1 and 

9.3 of this Certificate. 
   
Regulation: 39(a)(i) Conservation measures 
Regulation: 40(2) Target carbon dioxide emission rate 
Comment:  The product can contribute to satisfying these Regulations. See section 6 of this 

Certificate. 

 

Construction (Design and Management) Regulations 2015 
Construction (Design and Management) Regulations (Northern Ireland) 2016 
 
Information in this Certificate may assist the client, designer (including Principal Designer) and contractor (including 
Principal Contractor) to address their obligations under these Regulations. 
 
See section:  3  Delivery and site handling (3.4) of this Certificate. 
 

Additional Information 
 

NHBC Standards 2019 
 
In the opinion of the BBA, and subject to a 50 mm minimum residual cavity being maintained, Celotex CW4000 PIR 
Insulation for Partial Fill Cavity Walls, if installed, used and maintained in accordance with this Certificate, can satisfy or 
contribute to satisfying the relevant requirements in relation to NHBC Standards, Chapter 6.1 External masonry walls. 
 

CE marking 
 
The Certificate holder has taken the responsibility of CE marking the product in accordance with harmonised European 
Standard BS EN 13165 : 2012. An asterisk (*) appearing in this Certificate indicates that data shown are given in the 
manufacturer’s Declaration of Performance. 
 

Technical Specification 
 

1  Description 
 
Celotex CW4000 PIR Insulation for Partial Fill Cavity Walls comprises rigid polyisocyanurate (PIR) foam boards with foil-
facings, with the nominal characteristics given in Table 1. 
 

Table 1  Nominal characteristics 
 Product Facings Board size 

(mm) 
Thickness 

range 
(mm) 

Edge profile 

Celotex CW4000 
Composite foil-facing both sides 

(printed on one side only)(1) 
1200 x 450 25 to 100 

square edge 
or 

tongue-and-groove 
 
     (1)  See sections 4.8 and 13.4 of this Certificate. 

 

2  Manufacture 
 
2.1  Celotex PIR insulation is manufactured by a lamination process formed between foil-facings that are glued together 
in a continuous laminator, where the ‘adhesive’ is a mixture of two primary chemicals, polyol and MDI. An added 
blowing agent causes the adhesive to expand into foam that hardens, which is then cut to its finished board size and 
packed. 
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2.2  As part of the assessment and ongoing surveillance of product quality, the BBA has: 
 
• agreed with the manufacturer the quality control procedures and product testing to be undertaken 
• assessed and agreed the quality control operated over batches of incoming materials 
• monitored the production process and verified that it is in accordance with the documented process 
• evaluated the process for management of nonconformities 
• checked that equipment has been properly tested and calibrated 
• undertaken to carry out the above measures on a regular basis through a surveillance process, to verify that the 

specifications and quality control operated by the manufacturer are being maintained. 
 
2.3  The management system of Celotex has been assessed and registered as meeting the requirements of  
BS EN ISO 9001 : 2015 and BS EN ISO 14001 : 2015 by SGS UK Ltd (Certificate GB91/504 and GB11/83526 respectively). 
 

3  Delivery and site handling 
 
3.1  The product is delivered to site in polythene-wrapped packs. Each pack of boards contains a label with the 
manufacturer’s name, board dimensions and the BBA logo incorporating the number of this Certificate. 
 
3.2  The product must be protected from prolonged exposure to sunlight, and stored dry, flat and raised above ground 
level (to avoid contact with ground moisture). Where possible, packs should be stored inside. If stored outside, they 
should be under cover, or protected with opaque polythene sheeting. 
 
3.3  The product is light and easy to handle; care should be taken to avoid crushing the edges or corners. If damaged, 
the product should be discarded. 
 
3.4  The product must not be exposed to open flame or other ignition sources, or to solvents or other chemicals. 
 

Assessment and Technical Investigations 
 
The following is a summary of the assessment and technical investigations carried out on Celotex CW4000 PIR 
Insulation for Partial Fill Cavity Walls. 
 

Design Considerations 
 

4  Use 
 
4.1  Celotex CW4000 PIR Insulation for Partial Fill Cavity Walls is satisfactory for use as partial fill cavity wall insulation 
and is effective in reducing the thermal transmittance (U value) of external cavity walls with masonry inner and outer 
leaves (where masonry includes clay and calcium silicate bricks, concrete blocks, and natural and reconstituted stone 
blocks). The product is for use in new domestic and non-domestic buildings without height restriction (additional 
requirements apply above 25 m). It is essential that such walls are designed and constructed to incorporate the 
precautions in this Certificate to prevent moisture penetration. 
 
4.2  Buildings subject to the national Building Regulations should be designed and constructed in accordance with the 
relevant recommendations of: 
 
• BS EN 1996-1-1 : 2005, BS EN 1996-1-2 : 2005, BS EN 1996-2 : 2006 and BS EN 1996-3 : 2006 and their respective UK 

National Annexes 
• BS EN 845-1 : 2013 and BS 8000-3 : 2001. 
 
4.3  New buildings not subject to the national Building Regulations should also be built in accordance with the 
Standards given in section 4.2 of this Certificate. 
 
4.4  As with other forms of cavity wall insulation, where buildings need to comply with the NHBC Standards, specifiers 
should observe the requirements of that document. 
 
4.5  Cavity wall ties with insulation-retaining fixings and, if required, any additional ties to BS EN 845-1 : 2013 should be 
used for structural stability in accordance with BS EN 1996-1-1 : 2005, BS EN 1996-2 : 2006 and BS EN 1996-3 : 2006. 
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4.6  Care must be taken in the overall design and construction of walls incorporating the product to ensure the 
provision of appropriate: 

 
• cavity trays and damp-proof courses (dpc) 
• cavity barriers and fire dampers 
• resistance to the ingress of precipitation, moisture and dangerous gases from the ground 
• resistance to sound transmission when flanking separating walls and floors. 
 
4.7  The use of cavity battens or boards is strongly recommended to prevent thermal bridging by mortar droppings. 
4.8  For optimum thermal performance, the boards must be installed with the correct orientation of their printed foil-
facings. See section 13.4. 
 
Buildings up to and including 25 metres high 
 
4.9  The minimum residual cavity width to be maintained during construction is 25 mm. To achieve this, a greater 
nominal residual cavity width may need to be specified at the design stage (to allow for inaccuracies inherent in the 
building process). The specifier may either: 
 
• design a nominal residual cavity width of 50 mm (a residual cavity nominally at least 50 mm wide will be required by 

the NHBC), or 
• design a cavity width which takes into account the dimensional tolerances of the components which make up the 

wall (by reference to the British Standards relating to the bricks, blocks and boards, or by using the data from the 
respective manufacturers). Allowances may need to be made for the quality of building operatives and the degree 
of site supervision or control available. The limitations in respect of exposure of the proposed building as set out in 
Table 2 must also be observed. 

 
Table 2  Maximum allowable total exposure factors of different constructions 
 Construction Maximum allowable 

exposure factor 
E(1) 

All external masonry walls protected by: 
rendering (to BS EN 13914-1 : 2016), tile or slate hanging, or timber, plastic or metal 
weatherboarding or cladding 

No restriction 

One or more external masonry walls constructed from facing clay brickwork or natural stone, 
the porosity of which exceeds 20% by volume. Mortar joints must be flush pointed or 
weatherstruck 

100 

One or more external masonry walls constructed from calcium silicate bricks, concrete 
blocks, reconstituted stone, or natural stone, the porosity of which is less than 20% by 
volume, or any material with raked mortar joints 

88 

 
(1)  To BS 5618 : 1985. 
 
4.10  From ground level, the maximum height of continuous cavity walls must not exceed 12 metres; above 12 metres, 
the maximum height of continuous cavity walls must not exceed 7 metres. In both cases, breaks should be in the form 
of continuous horizontal cavity trays and weepholes discharging to the outside. 
 
4.11  An external render coat or other suitable finish should be applied in locations where such application would be 
normal practice; care should be taken to ensure that the residual cavity is not bridged by mortar. 
 
Buildings over 25 metres in height 
 
4.12  The width of the residual clear cavity to be achieved must be in excess of 50 mm, and the following additional 
requirements apply: 
 
• the specifier must take extra care when detailing to ensure that the introduction of the insulation does not affect 

the weather resistance of the wall. Above average site supervision is recommended during installation of the 
product 
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• where, for structural reasons, the cavity width is reduced, eg by the intrusion of ring beams, a minimum residual 
cavity width of 25 mm must be maintained and extra care must be taken with fixings and weatherproofing, eg the 
inclusion of cavity trays with weepholes. 

 

5  Practicability of installation 
 
The product is designed to be installed by a competent general builder, or a contractor, experienced with this type  
of product. 
 

6  Thermal performance 
 

 6.1  Calculations of the thermal transmittance (U value) of specific external wall constructions should be 
carried out in accordance with BS EN ISO 6946 : 2017 and BRE Report BR 443 : 2006, using the following 
values: 

• PIR insulation core — declared thermal conductivity (λD)* of 0.022 W·m–1·K–1 
• composite foil-facings both sides, printed on one side only — for unprinted facing, an aged emissivity (D) (to  

BS EN 15976 : 2011) of 0.05. 
 
6.2  The U value of a completed wall will depend on the selected insulation thickness, the number and type of fixings, 
and the insulating value of the substrate masonry and its internal finish. Calculated U values for example 
constructions are given in Table 3. 

 

Table 3  Example U values(1) — partial fill insulation (50 mm residual cavity) 
 

U value 
(W∙m-2·K-1) 

Celotex CW4000 
Insulation thickness 

(mm) 

100 mm dense block 
with 13 mm dense plaster(2) 

100 mm AAC block 
Plasterboard on dabs(3) 

0.18 — 85 

0.19 100 80 

0.25   70 50 

0.26   65 46 

0.27   60 46 

0.28   60 40 

0.30   55 40 

0.35   46 25 
 
(1)  The U value calculations are based on the following: 
• unprinted foil-face of the insulation board faces the 50 mm clear cavity and the printed side faces the internal leaf. See section 13.2 
• wall ties: mild steel (λ = 50 W∙m-1·K-1), 2.5 per m2, 12.5 mm2 cross-section 
• 102 mm brick (λ = 0.77 W∙m-1·K-1) 
• 50 mm low e cavity 
(2)  100 mm dense block (λ = 1.13 W∙m-1·K-1) bridged by mortar (6.6%, λ = 0.88 W∙m-1·K-1) and 13 mm dense plaster (λ = 0.57 W∙m-1·K-1) 
(3)  100 mm AAC block (λ = 0.12 W∙m-1·K-1) bridged by mortar (6.6%, λ = 0.88 W∙m-1·K-1) and 12.5 mm plasterboard (λ = 0.25 W∙m-1·K-1) on 15 mm dabs 

(20%, λ = 0.43 W∙m-1·K-1). 
 

Junctions 
 

 6.3  Care must be taken in the overall design and construction of junctions with other elements and 
openings to minimise thermal bridges and air infiltration. Detailed guidance can be found in the 
documents supporting the national Building Regulations. An example of an acceptable junction detail is 
shown in Figure 1. 
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Figure 1  Junction between the wall and the floor 
 

 

 

7  Water resistance 
 

 7.1  The product may be used in situations where it bridges the damp-proof course (dpc) in walls; 
dampness from the ground will not pass through to the inner leaf provided the wall is detailed in 
accordance with the requirements and provisions of the national Building Regulations. 

7.2  Constructions incorporating the product, and built in accordance with the Standards listed in section 4.2, will 
resist the transfer of precipitation to the inner leaf and satisfy the national Building Regulations. 

 
7.3  In all situations, it is particularly important to ensure during installation that: 
 
• installation is carried out to the highest level on each wall or the top edge of the insulation is protected by a cavity 

tray 
• cavity trays are used with appropriate stop ends and weepholes at lintel level 
• cavity battens and/or boards are used during construction to prevent bridging by mortar droppings 
• wall ties are installed correctly and are thoroughly clean 
• excess mortar is cleaned from the cavity face of the leading leaf and any debris removed from the cavity 
• mortar droppings are cleaned from the exposed edges of installed boards 
• dpc at ground level does not project into the cavity, as they can form a trap for mortar bridging 
• insulation boards are properly installed and butt-jointed 
• raked or recessed mortar joints are avoided in very severe exposure areas. 
 
7.4  Window and door opening reveals should be constructed incorporating a cavity barrier/closer/dpc, as required. 
 

8  Condensation risk 
 
Interstitial condensation 
 

 8.1  Walls will adequately limit the risk of interstitial condensation when they are designed and 
constructed in accordance with BS 5250 : 2011, Annexes D and G, and the relevant guidance. 

 
8.2  The foil-facings have a water vapour resistance of 1000 MN·s·g–1 and the insulation core has a water vapour 
resistivity of 300 MN·s·g–1m-1 and, therefore, will provide significant resistance to water vapour transmission. Joints 
between boards will facilitate the passage of water vapour under normal conditions of temperature and humidity. 
 
8.3  If the product is to be used in the external walls of rooms expected to have high humidity, care must be taken to 
provide adequate permanent ventilation to avoid possible problems from the formation of interstitial condensation. 
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Surface condensation 
 

 

8.4  Walls will adequately limit the risk of surface condensation when the thermal transmittance (U value) 
does not exceed 0.7 W·m–2·K–1 at any point, and the junctions with other elements are designed in 
accordance with the guidance referred to in section 6.3 of this Certificate. 

 

 

8.5  For buildings in Scotland, wall constructions will be acceptable when the thermal transmittance  
(U value) does not exceed 1.2 W·m–2·K–1 at any point, and the junctions with other elements are designed 
in accordance with the guidance referred to in BS 5250 : 2011, Annex G. Further guidance may be 
obtained from BRE Report BR 262 : 2002 and section 6.3 of this Certificate. 

 

9  Behaviour in relation to fire 
 

 9.1  The product has an E* reaction to fire classification to BS EN 13501-1 : 2007. It is not classified as 
non-combustible or of limited combustibility. 

 

 

9.2  In England and Wales, the product should not be used on buildings with a storey 18 m or more above 
ground level that contains: one or more dwellings, an institution, a room for residential purposes 
(excluding any room in a hostel, hotel or boarding house), student accommodation, care homes, 
sheltered housing or dormitories in boarding schools. 
 

 

 

9.3  In England, Wales and Northern Ireland, the product is unrestricted in terms of proximity to a 
boundary and, for constructions comprising two leaves of brick or concrete each at least 75 mm thick, and 
with cavities closed around openings and at the top of the wall (with cavity barriers in Northern Ireland), 
is unrestricted in terms of height, other than those described in section 9.2. For other constructions, the 
product should not be used in buildings with a floor more than 18 m above the ground and cavity barriers 
must be provided. 

 
 9.4  In Scotland, the product may be used without restriction on height or proximity to a relevant 

boundary, provided it is installed in a cavity that is between two leaves of masonry at least 75 mm thick, 
and which has a cavity barrier around all openings in the wall and at the top of the wall head. For other 
constructions, the product should not be used 1 m or less from a boundary or in a building with a floor 
more than 11 m above the ground and cavity barriers must be provided. 

 
9.5  Designers should refer to the relevant national Building Regulations and guidance for detailed conditions of use, 
particularly in respect of requirements for substrate fire performance, cavity closers and barriers, fire stopping of 
service penetrations and combustibility limitations for other materials and components used in the overall wall 
construction. 
 

10  Proximity of flues and appliances 
 
When installing the product in close proximity to certain flue pipes and/or heat-producing appliances, the relevant 
provisions of the national Building Regulations are applicable: 
 
England and Wales — Approved Document J, sections 1 to 4 
Scotland — Mandatory Standard 3.19, clauses 3.19.1(1)(2) to 3.19.9(1)(2) 

(1)  Technical Handbook (Domestic). 
(2)  Technical Handbook (Non-Domestic). 

Northern Ireland — Technical Booklet L, sections 1 to 6. 
 
 

11  Maintenance 
 
As the product is confined within the wall cavity and has suitable durability (see section 12), maintenance is not 
required. 
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12  Durability 
 

 The product is unaffected by the normal conditions in a wall, and is durable, rot proof, water resistant and 
sufficiently stable to remain effective as insulation for the life of the building. 

 

Installation 
 

13  General 
 
13.1  The Certificate holder will provide on-site demonstrations on request, to ensure correct installation from the 
outset. 
 
13.2  Adequate supervision of the installation should be maintained and the Certificate holder must have right of access 
to site to ensure correct installation. 
 
13.3  It is recommended that the inner leaf be constructed ahead of the outer leaf, as the boards are fastened to the 
cavity face of the inner leaf. It is essential that the spacing of wall ties/clips allows one long edge of each board to be 
secured at a minimum of two points. 
 
13.4  The product has printed logos applied to the foil-facing on one side only. To ensure optimum thermal 
performance, the boards must be installed with the unprinted foil-face always facing the cavity side. 
 
13.5  Vertical joints in the boards must be staggered and all joints tightly butted. Where protrusions occur in the cavity, 
the boards should be carefully cut to fit. 
 
13.6  If installation of the boards is terminated below the highest level of the wall, the top edge of the insulation must 
be protected by a cavity tray and alternate perpend joints raked out, to provide adequate drainage of water from the 
tray. 
 
13.7  Where required, door and window reveals should incorporate a suitable cavity barrier/closer. It is recommended 
that BBA-approved cavity closers are used. 
 

14  Procedure 
 
14.1  A section of the inner leaf is built, with the first row of wall ties, at approximately 600 mm horizontal spacing, 
where the insulation is to begin. The wall ties should not be placed directly on the dpc. The first run of boards should 
commence below the dpc level to provide some edge insulation for the floor (see Figure 2). 
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Figure 2  Insulation installed below dpc level to provide 
edge insulation for floor 

 

 

 
14.2  The leading leaf is then built up to the required height, with wall ties placed at a vertical spacing of 450 mm, 
ensuring the drip of the tie is located halfway across the residual cavity width. Excess mortar should be cleaned from 
the cavity face of the leading leaf, and the boards placed on the wall ties behind the retaining clips, to form a closely 
butt-jointed run. 
 
14.3  The second row of wall ties is fitted to retain the tops of the boards. It is essential that all wall ties slope 
downwards towards the outer leaf (see Figure 3) and are placed at centres not exceeding 900 mm(1), to ensure that 
each board is secured at a minimum of three points. It is also important that the first row of insulation boards is not in 
contact with the ground. 
 

(1)  Where buildings need to comply with NHBC Standards, the spacing should be no more than 600 mm. 

 
14.4  Additional ties may be required to satisfy the structural requirements of BS EN 845-1 : 2013, BS EN 1996-1-1 : 
2005, BS EN 1996-2 : 2006 and BS EN 1996-3 : 2006 to ensure adequate retention of boards or cut pieces. 
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Figure 3  Installation of wall ties 
 

 
 
14.5  The other leaf is built up to the level of the top of the boards. 
 
14.6  All boards should be either close-butted together (for plain edge boards) or interlocked (for tongue-and-groove 
boards), with vertical joints staggered. Insulation boards and wall ties should be staggered as construction proceeds 
and carried up to the highest level of the wall, except where protected by a cavity tray. Boards with a tongue-and-
groove edge require slots to be cut in the top tongue, to allow for placement of the wall ties (including insulation 
retainers). 
 
Mortar droppings 
 
14.7  After each section of the leading leaf is built, excess mortar should be removed from the cavity face and mortar 
droppings cleaned from exposed edges of the installed board, before installation of the next run of boards. Use of a 
cavity board or a cavity batten will protect the installed board edges and help to keep the cavity clean as the following 
leaf is built (see Figures 4 and 5). 
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Figure 4  Use of cavity batten 
 

 
 

 
Figure 5  Use of cavity board 
 

 
 

 
Wall openings 
 
14.8  Where openings such as doors and windows are in close proximity, it is recommended that a continuous lintel or 
cavity tray is used. Individual lintels or cavity trays should have stopends and be adequately drained. Insulation boards 
should be cut to butt tightly against the cavity barrier/closer/dpc. 
 
Cut pieces 
 
14.9  The product can be cut using a sharp knife or fine-toothed saw to fit openings, eg around windows, doors and 
airbricks. It is essential that cut pieces completely fill the spaces for which they are intended and are adequately 
secured. 
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Protection 
 
14.10  Exposed areas of boards should always be covered at the end of a day’s work or in driving rain. 
 
14.11  All building involving the product, particularly interrupted work, must conform to BS EN 1996-2 : 2006,  
Sections 3.2 Acceptance, handling and storage of materials and 3.6 Curing and protective procedures during execution. 
 

Technical Investigations 
 

15  Tests 
 
Results of tests were assessed to determine: 
 
• thermal conductivity 
• emissivity. 
 

16  Investigations 
 
16.1  An examination of data was made to analyse: 
 
• thermal conductivity 
• dimensional accuracy 
• compressive strength 
• dimensional stability under specific temperature and humidity conditions 
• water absorption 
• water vapour transmission 
• reaction to fire. 
 
16.2  A condensation risk analysis was carried out. 
 
16.3  A series of U value calculations was carried out. 
 
16.4  A calculation was undertaken to confirm the declared thermal conductivities. 
 
16.5  The manufacturing process was examined, including the methods adopted for quality control, and details were 
obtained of the quality and composition of the materials used. 
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Conditions of Certification 
 

17  Conditions 
 
17.1  This Certificate: 
 
• relates only to the product/system that is named and described on the front page 
• is issued only to the company, firm, organisation or person named on the front page – no other company, firm, 

organisation or person may hold or claim that this Certificate has been issued to them 
• is valid only within the UK 
• has to be read, considered and used as a whole document – it may be misleading and will be incomplete to be 

selective 
• is copyright of the BBA 
• is subject to English Law. 
 
17.2  Publications, documents, specifications, legislation, regulations, standards and the like referenced in this 
Certificate are those that were current and/or deemed relevant by the BBA at the date of issue or reissue of this 
Certificate. 
 
17.3  This Certificate will remain valid for an unlimited period provided that the product/system and its manufacture 
and/or fabrication, including all related and relevant parts and processes thereof: 
 
• are maintained at or above the levels which have been assessed and found to be satisfactory by the BBA 
• continue to be checked as and when deemed appropriate by the BBA under arrangements that it will determine 
• are reviewed by the BBA as and when it considers appropriate. 
 
17.4  The BBA has used due skill, care and diligence in preparing this Certificate, but no warranty is provided. 
 
17.5  In issuing this Certificate the BBA is not responsible and is excluded from any liability to any company, firm, 
organisation or person, for any matters arising directly or indirectly from: 
 
• the presence or absence of any patent, intellectual property or similar rights subsisting in the product/system or any 

other product/system 
• the right of the Certificate holder to manufacture, supply, install, maintain or market the product/system 
• actual installations of the product/system, including their nature, design, methods, performance, workmanship and 

maintenance 
• any works and constructions in which the product/system is installed, including their nature, design, methods, 

performance, workmanship and maintenance 
• any loss or damage, including personal injury, howsoever caused by the product/system, including its manufacture, 

supply, installation, use, maintenance and removal 
• any claims by the manufacturer relating to CE marking. 
 
17.6  Any information relating to the manufacture, supply, installation, use, maintenance and removal of this 
product/system which is contained or referred to in this Certificate is the minimum required to be met when the 
product/system is manufactured, supplied, installed, used, maintained and removed. It does not purport in any way to 
restate the requirements of the Health and Safety at Work etc. Act 1974, or of any other statutory, common law or 
other duty which may exist at the date of issue or reissue of this Certificate; nor is conformity with such information to 
be taken as satisfying the requirements of the 1974 Act or of any statutory, common law or other duty of care. 
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DECLARATION OF CONFORMITY 
 

Unique identification code of the product type: CELOTEX CW4000 

  

Intended use(s): Thermal insulation for buildings 

  

Manufacturer: SOPREMA UK Ltd 
SOPREMA House, Freebournes Road, Witham 
ESSEX 
CM8 3UN 

 United Kingdom 

  

System(s) of AVCP: 
System 4 (Reaction to fire) 
System 3 (Other characteristics) 

  

Designated standard EN 13165:2012+A2:2016 

  

Approved body/ies: 0836 

  

Declared performances  

Essential characteristics Performances Test standard 
Designated 
standard 

Thermal conductivity - λD  (W/(mK)) 25 ≤ d ≤ 100 mm 0,022 EN 12667 

EN 13165:2012 
+ A2:2016 

Thermal resistance – RD (m².K/W) 25-100 mm 1,10-4,50 EN 12667 

Thickness - dN (mm) T2 EN 823 

Reaction to fire F EN 13501-1 

Durability of reaction to fire against heat, weathering, 
ageing/degradation 

F 1 EN 13501-1 

Durability against heat, weathering, ageing/degradation 
- Thermal conductivity - λD  (W/mK) 25 ≤ d ≤ 100 mm 
- Thermal resistance – RD (m².K/W) 25-100 mm 
- Dimensional stability  (%) 
- Deformation under specified compressive load  

and temperature conditions (%) 

 
0,022 

1,20-4,50 
DS(70,90)3 

 
NPD 

 
EN 12667 
EN 12667 
EN 1604 

 
EN 1605 

Compressive strength at 10 % deformation (kPa) CS(10\Y)120 EN 826 

Tensile strength perpendicular to faces (kPa) NPD EN 1607 

Durability of compressive creep against ageing/degradation (kPa) NPD EN 1606 

Short term water absorption NPD EN 1609 

Long term water absorption by immersion NPD EN 12087 

Flatness after partial immersion NPD EN 825 

Water vapour diffusion resistance - µ NPD EN 12086 

Acoustic absorption index NPD EN 354 

Continuous glowing combustion NPD 2 - 

Dangerous substances  NPD 2 - 

NPD = no performance determined 

1) The fire performance does not deteriorate with time 

2) In the absence of European harmonized test methods, verification and declaration on release and content has to be done taking into 

account national provisions in the place of use 

 
 
The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of 
conformity is issued, in accordance with UK Regulation, under the sole responsibility of the manufacturer identified above. 
 
 
 
Signed for and on behalf of the manufacturer by: Marnix Derks, Technical Director 

 Witham, 2/07/2024 

 
 
 
 
 
 
 



24-DOPCW4000-01 UK
Celotex reserves the right to alter or amend product specification without notice.  
The information given in this publication is correct to the best of our knowledge  
at the time of publication. Whilst Celotex will endeavor to ensure publications are  
up to date, it is the users responsibility to check with us that it is correct prior to use.

DECLARATION OF PERFORMANCE
Document No. 24-DOPCW4000-01 UK

1.  Unique identification of the product type:
Celotex CW4000

2.  Type, batch or serial number or any other element allowing identification of the 
construction product as required under Article 11(4) of the CPR:
See product label

3.  Intended use or uses of the construction product, in accordance with the
applicable harmonised technical specification, as foreseen by the manufacturer: Thermal 
Insulation for Buildings

4.  Name, registered trade name or registered trade mark and contact
address of the manufacturer as required under Article 11(5):
Soprema Insulation Ltd trading as Celotex, Lady Lane Industrial Estate, Hadleigh, Ipswich, 
IP7 6BA

5.  Where applicable, name and contact address of the authorised
representative whose mandate covers the tasks specified in Article 12(2):
N/A

6.  System or systems of Assessment and Verification of Constancy of Performance (AVCP) 
of the construction product as set out in Annex V:
System 4 (Reaction to Fire) and System 3 (other properties)

7.  Covered by designated standard:
BS EN 13165:2012 + A2:2016
 Name and address of the approved body determining product-type on the basis of initial 
type testing:
British Board of Agrément (No. 0836), Bucknalls Lane, Watford, Herts WD25 9BA



8. Declared performance:

Essential characteristics Declared performance Designated standard

Thickness tolerance dN 25-100mm T2

BS EN 13165:2012 + A2:2016

Thermal resistance
Thermal resistance m2.K/W 1.10  (for dN 25 mm)

4.50  (for dN 100 mm)

Thermal conductivity W/m.K 0.022

Length and width

<1000mm mm ± 5

1000 to 2000mm mm ± 7.5

2001 to 4000mm mm ± 10

Squareness Sb mm/m ≤ 5

Flatness
Length < 2.5m 

≤ 0.75m2

> 0.75m2
mm ≤ 5

≤ 10

Reaction to fire Reaction to fire Euroclass F

Durability of Reaction to fire 
against heat, weathering, 
ageing/degradation

Durability of Reaction to fire 
of the product as placed  

on the market
Euroclass Does not change with time

Durability of thermal 
resistance against heat, 
weathering, ageing/ 
degradation

Thermal resistance m2.K/W 1.10  (for dN 25 mm)
4.50  (for dN 100 mm)

Thermal conductivity W/m.K 0.022

Durability characteristics
m2.K/W 1.10  (for dN 25 mm)

4.50  (for dN 100 mm)

W/m.K 0.022

Dimensional stability DS(70,90)3 
DS(-20,-)1

Deformation under specified 
compressive load and 

temperature conditions
NPD

Determination of the aged 
values of thermal resistance 

and thermal conductivity
W/m.K 0.022

Compressive strength Compressive stress or 
compressive strength kPa CS(10\Y)120

Tensile/flexural strength Tensile strength  
perpendicular to faces NPD

Durability of compressive 
strength against ageing/
degradation

Compressive creep NPD

Water permeability
Short term water absorption 
Long term water absorption

NPD 
NPD

Flatness after one side wetting NPD

Water vapour permeability Water vapour transmission NPD

Acoustic absorption index Sound absorption NPD

Release of dangerous 
substances to the 
indoor environment

Release of dangerous 
substances NPD (a)

Reaction to fire of the 
product in standardised 
assemblies simulating 
end-use applications

Reaction to fire of the  
product in standardised 
assemblies simulating  
end-use applications

NPD

Continuous glowing 
combustion

Continuous glowing 
combustion NPD (a)

NPD = No Performance Determined
(a) 	�No harmonised standard test method available

24-DOPCW4000-01 UK
Celotex reserves the right to alter or amend product specification without notice.  
The information given in this publication is correct to the best of our knowledge  
at the time of publication. Whilst Celotex will endeavor to ensure publications are  
up to date, it is the users responsibility to check with us that it is correct prior to use.



9. �The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 8.

	�This declaration of performance is issued under the sole responsibility of the
manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

24-DOPCW4000-01 UK
Celotex reserves the right to alter or amend product specification without notice.  
The information given in this publication is correct to the best of our knowledge  
at the time of publication. Whilst Celotex will endeavor to ensure publications are  
up to date, it is the users responsibility to check with us that it is correct prior to use.

Marnix Derks
Soprema NV



 Data SheetPublish date: 27 feb 2024  |  Reference code: 20240227 Celotex CW4000

PIR Insulation for Partial Fill Masonry Cavity Walls

Celotex CW4000 is an easy to install polyisocyanurate (PIR) insulation board 
with excellent thermal performance, featuring  a low emissivity foil facing. 
Available in thicknesses from 40mm to 100mm, it is suitable for use in partial 
fill cavity wall applications

Features & Benefits

Thermal Performance

Excellent thermal performance with a 
thermal conductivity of 0.022 W/m.K, 
reducing the thickness of insulation 
required to hit the target U-value.

High Performance Facer

Low emissivity foil facing provides 
improved thermal performance in 
sealed cavity air spaces, improving the 
achievable U-value.

Easy to Install

The boards are light and rigid assisting 
with ease of transportation, handling 
and fitting. They are sized to fit standard 
wall tie spacing for ease of installation.

BBA Certified

Celotex CW4000 has been assessed by 
the BBA as fit for use in defined partial 
fill cavity wall applications if installed, 
used and maintained as set out in the 
certificate. Please read the certification 
at insulation-UK.com/BBA for full details 
and restrictions.

Sustainability

Celotex CW4000 achieves a BRE 
Green Guide Rating of A, which can 
assist in demonstrating environmental 
performance in your BREEAM 
assessments. Please visit the Celotex 
page at GreenBookLive.com for further 
details.
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 Data SheetCelotex CW4000

Print Key Considerations

When using Celotex CW4000, you need to satisfy yourself that use 

of the product meets all relevant national Building Regulations and 

guidance as well as local, national and other applicable standards 

relevant for your construction or application, including requirements in 

relation to fire and applicable height restrictions.
Please refer to the following product documents which are available at 
insulation-uk.com/products/celotex-cw4000 (product properties) and 
insulation-uk.com/healthandsafety (safety properties):

• BBA certificate

• Declaration of Performance

• Health & safety datasheet

Celotex CW4000 should not be used in the external walls of buildings over 11 metres in height. Recent

changes to Building Regulations mean that only non-combustible insulation or insulation of limited

combustibility should be used in buildings of that height.

Product Specification

Thickness (mm) Lambda Value 
(W/m.K) R-Value (m².K/W) Length (mm) Width (mm) Maximum Weight 

(kg/m²) Pieces per Pallet

40 0.022 1.80 450 1200 1.41 224

50 0.022 2.25 450 1200 1.92 176

60 0.022 2.70 450 1200 2.26 160

75 0.022 3.40 450 1200 2.78 128

85 0.022 3.85 450 1200 3.13 112

100 0.022 4.50 450 1200 3.65 96

Characteristics

Thermal Celotex CW4000 has a declared thermal conductivity of 
0.022 W/m.K, according to BS EN 13165 for factory made 
rigid polyurethane foam (PU) products.

Fire Euroclass F Reaction to Fire classification, according to BS 
EN 13501-1. Products with this level of classification are not 
provided with a rating for smoke emission.

Environmental All Celotex products are manufactured under 
Environmental Management System – ISO 14001:2015.  
Celotex has complied with the requirements of 
Environmental Profile BRE Global Scheme Document 
SD028 and BRE Methodology for Environmental Profile 
of Construction Products SD6050. Celotex CW4000 has 
obtained the BRE Global Certification Mark. Certificate 
number ENP413.

Certification BBA Approved (Cert no 16/5343) for partial fill cavity 
walls, when installed, used and maintained as set out in the 
certification. Please visit insulation-uk.com/BBA to read 
the full certification for details and restrictions. 
UKCA Marked to BS EN 13165.

Handling, 
Storage, Health 
and Safety

Information regarding storage, installation and handling 
of Celotex products and health & safety information 
(including as to products of combustion), can be found at 
insulation-uk.com/healthandsafety

Quality All Celotex products are manufactured under Quality 
Management Standard – ISO 9001:2015.

Publish date: 27 feb 2024  |  Reference code: 20240227
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Celotex reserves the right to amend or revise product specification without notice.  
The information in this publication is correct at the time of publication. The information herein 
should not be read in isolation as it is meant only as guidance for the user,  
who should always ensure that they are fully conversant with the products and systems being 
used and their subsequent installation prior to the commencement of work. 
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SOPREMA reserves the right to amend the composition of its material and consequently their prices, without prior notice. For this reason, all orders will be accepted 

only in accordance with the conditions and technical specifications in force at the date of order. 
 

Contact: www.soprema.com 
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TECHNICAL DATASHEET 

 

CELOTEX CW4000 
 

Description 
 
CELOTEX CW4000 is a rigid thermal insulation board made of polyisocyanurate (PIR) foam. 
The boards are provided on both sides with a low emissivity aluminium composite foil facing. 
CELOTEX CW4000 is mainly used as thermal insulation in parial fill cavity wall application. 
 

Packing & Storage 
 

Thickness 
(mm) 

Boards/ 
pack 

m²/pack 
Boards/ 

pallet 
m²/pallet 

Thermal resistance (RD) 
(m².K/W) 

40 14 7,6 224 121,0 1,80 

50 11 5,9 176 95,0 2,25 

60 10 5,4 160 86,4 2,70 

75 8 4,3 128 69,1 3,40 

85 7 3,8 112 60,5 3,85 

100 6 3,2 96 51,8 4,50 

 
Store the boards on a flat surface, keep dry and protected from sunlight. 
 

Characteristics 
 

Thermal conductivity - λD (W/(m.K)) (EN 12667) 40 ≤ d ≤ 100 mm 0,022 

Length (mm) (EN 822) 1200 ± 7,5 

Width (mm) (EN 822) 450 ± 5 

Thickness tolerance - dN (EN 823) T2 

Density (kg/m3) NPD 

Edge profile straight 

Compressive strength at 10 % deformation (kPa) (EN 826) CS(10\Y)120 

Dimensional stability (%) (EN 1604) 
DS(70,90)3 
DS(-20,-)1 

Long term water absorption by total immersion (%) (EN 12087) NPD 

Reaction to fire (EN 13501-1) F 

Water vapour diffusion resistance - µ (EN 12086) NPD 

Tensile strength perpendicular to faces (kPa) (EN 1607)  NPD 

Durability of compressive creep against ageing/degradation (kPa) (EN 1606) NPD 

NPD = no performance determined 

 

Installation 
 
Always consult the local regulations and contact the manufacturer for technical questions.  
Immediately after installation the insulation boards must be protected against weather conditions and sunlight. 
 

Certifications 
 
- BBA 16/5343 (UK) 
 

Special indications 
 
Hygiene, Health and Environment 
The product does not contain any substance which is likely to be detrimental to your health or to the environment and 
complies with generally admitted Health and Safety Requirements. 
 
Quality-, Environment- and Safety Management 
SOPREMA always recognises as a high level of importance the quality of the products, the environment and safety. 

For this reason, we operate independently monitored Quality and Environment Assurance Systems in line with  
EN ISO 9001 and EN ISO 14001. 
 

http://www.soprema.com/


INVOICE DATE

CODE QTYDESCRIPTION PRICE NETT VAT

CUSTOMER REF. ACCOUNT CURRENCY

INVOICE TO :

Unit 8, Elagh Business Park

DELIVER TO :

NEW GREGGS, GEORGE AND DRAGON

08/10/2024 03.G&D.LD033 1098 1

KEYSTONE CIVILS

Buncrana Road BATH ROAD
Derry READING
N. Ireland RG30 2HA
BT48 8GH

CASHIERINVOICE NO.

Keystone Investments N.I.Ltd

PAGE

1103956 JOHN

INSULATE 75MM CELOTEX CW4000 CAVITY INSULATION
PER M2 112.320 9.38 1,053.56 1

Delivery ex Markovitz, 07.10.24
Delivery note: 01456773

210.71VAT

NETT

TOTAL

1,053.56

£ 1,264.27

NETT RATE % AMOUNT
210.711,053.56 20.00%1

VAT BREAKDOWN

Payment Terms : 30 Days from Invoice.
MCR Trading Terms & Conditions available on request and govern the contract at all times. 

INVOICE

MCR Building Supplies Ltd
The Meadows Ruskin Sports Village

Telephone : 01744 333059
VAT Reg : 441540228

e-Mail accounts@mcrbs.co.uk

Ruskin Drive St Helens WA10 6RP
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