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Halls & Catering Redevelopment
Student Accommodation
New Halls - Phase 2
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Flattened Elevations 7 & 8

Mar 2011 NPH MDSO
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Flattened Elevation Location Tag: 7 & 8

TYPE 3

TYPE 3

TYPE 3

TYPE 3

TYPE 3

TYPE 3

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 2

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 2

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 2

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 2

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 2

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE
18

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 4

TYPE 4

TYPE 4

TYPE 4

TYPE 4

TYPE
17

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1

TYPE 1 TYPE 9

TYPE 9

TYPE 9

TYPE 9

TYPE 9

TYPE 9

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 1 TYPE 1 TYPE 1 TYPE 1

TYPE 7

TYPE 7

TYPE 7

TYPE 7

TYPE 2

TYPE 2

TYPE 2

TYPE 2

TYPE 2

TYPE
18

TYPE 1 TYPE 1 TYPE 1 TYPE 1TYPE 1

TYPE 7

CCTV
Camera

Lightening conductor
tape position

Lightening conductor
tape position

Lightening conductor
tape position

CCTV
Camera

Lightening conductor
tape position

Lightening conductor
tape position

Lightening conductor
tape position

Lightening conductor
tape position

Lightening conductor
tape position

CCTV
Camera

07.03.2011 A SJW MDSO CONSTRUCTION ISSUE

Window cleaning: A permit to work must be obtained from Building Management prior to work
commencing

All external windows above ground level are cleaned with the use of tucker poles.
Maintenance routes have been provided around all accommodation blocks to allow MEWP
access to all external walls allowing alternative window cleaning methods to be adopted.
Relevant H&S ststements are to be submitted by specialists to UoR prior to works starting.

For all other maintenance work scaffolding or hydraulic platforms should be used with
appropriate guarding and toe boards. In all cases a work zone with warning notices should be
marked off prior wo work commencing.

15.03.2011 B SJW MDSO STO render colours added to legend.

18.03.2011 C DJE SJW Window types revised. Types 17 & 18 added.

04.05.2011 D SJW DJE Window Type 7 deleted. AOV note adjusted to align with
Velfac free area.

1m2
smoke
AOV

04.07.2011 E SJW MDSO Bat & swift boxes added to elevations following meeting with
ecologist 01.07.2011.

21.10.2011 F SJW MDSO CCTV positions adjusted per Hudson Dick email instruction
30.09.2011

01.03.2012 G SJW MDSO FINAL ISSUE


