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This statement should be read in conjunction with the following drawings and specification:
•	 L1097L01
•	 L1097L02
•	 L1097S01

1.0   General

All soft landscape works to be carried out by suitably qualified, trained and competent contractors under appropriate supervision (https://www.bali.org.uk/members).

All landscape works to be carried out in accordance with the relevant current British Standards and guidance, including but not restricted to: 
•	 BS 8545 Trees: from nursery to independence in the landscape. 
•	 BS 3998 Tree work. 
•	 BS 4428 Code of practice for general landscape operations (excluding hard surfaces)
•	 BS 3936 Nursery stock
•	 BS 5837 Trees in Relation to Design, Demolition and Construction 
•	 National Planting Specifications Guidelines
•	 Horticultural Trades Association standards (including ‘Handling and establishing landscape plants’ part 1, 2 & 3)
•	 COSHH Regulations.

http://www.davisla.com
https://www.bali.org.uk/members/?searchKeyword=E17+4JF&pageSize=10&pageNumber=1
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The following tasks should be carried out to achieve the desired design and management objectives:

•	 All plant deaths should be replaced to achieve the desired effect. 
•	 All newly planted specimen trees should receive regular inspections/ arboricultural work to ensure good health and shape. 
•	 All trees should receive regular inspections/ arboricultural work to ensure they are safe, have good health, have a tidy appearance.
•	 Water planting as necessary during the establishment period to ensure their continued healthy growth.
•	 Fertilise planting beds to ensure their continued health growth.
•	 Provide wildlife opportunities where ever possible.
•	 Plants should be  maintained on a regular basis to keep them looking tidy and healthy. 
•	 Amenity grass should be mown on a regular basis to achieve a uniform, tidy effect. 
•	 The planting beds should be kept free of litter and weeds to ensure a tidy appearance.
•	 Planting beds should be mulched to a depth of 50mm on an annual basis to suppress weeds and to keep a tidy appearance.

2.0   Design & Management Objectives

http://www.davisla.com
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3.0   Maintenance Schedule Generally
Operation		  Timing	 Frequency

Water all areas of newly planted grass, herbaceous & shrub planting	 April - September	 1 x per month
to field capacity during the growing season for the first year	 (during first year)	 (6 x per year)

Water all areas of newly planted trees to field capacity during	 March - October	 1 x per week
the growing season for the first two years		  (during first 2 years)

Water areas of high quality turf as necessary during prolonged periods of dry weather.	 All year round	 As necessary

All dead/ dying root balled and bare root trees and hedging to be	 December - February	 As necessary
replaced during the dormant season.

Replace dead/ dying container-grown plants at any time of year. 	 All year round	 All year round
Adequate water must be provided.

Spread a general controlled release fertiliser for shrubs (NPK 11+22+9) to all shrub 	 March - April	 1 x per year
beds at a rate of 100g/ m2.

Removal of autumn leaf fall from all landscape areas.	 October - December	 2 occasions per year

Remove by hand or spot treat weeds with suitable approved herbicide from	 April  & October	 2 x per year
all planting bed

Remove any windblown bark mulch from hard landscape areas.	 All year round	 1 x per month
Return to planting beds unless contaminated with litter or other material.

Top up bark mulch to all planting beds. Depth of mulch to be in accordance	 March - April	 1 x per year
with project specification.

http://www.davisla.com
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Deutzia spp.	 Prune already flowered shoots to encourage flowering	 August	 1 x per year

Hypericum ‘Hidcote’	 Prune to encourage good form	 October - November	 1 x per year

Lonicera nitida	 Prune to encourage dense form.	 May & August 	 2 x per year

Mahonia aquifolium.	 Cut back invasive growth and remove dead wood	 April	 1 x per year

Prunus ‘Otto Luyken’	 Prune dead wood	 April - May	 1 x per year

Sarcococca spp.	 Prune old/ damaged branches to keep a tidy appearance	 March	 1 x per year

Plant	 Operation	 Timing	 Frequency
4.0   Newly Planted Shrub Planting Maintenance

http://www.davisla.com
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Year 1	 Irrigate	 April - September	 1 x per month

	 Cut to a height of 50mm.	 June – October	 Every 2 weeks

Year 2 Onwards	 Cut to a height of 50mm.	 April – October	 Every 2 weeks

Year 1 – 3 	 Make good - Cultivate areas of bare soil and	 September- November	 1 x per year
	 reseed with grass seed

Time Period	 Operation	 Timing	 Frequency
5.0   Newly Seeded Grassland Maintenance

http://www.davisla.com


Page 8

Whitely Wood Lane, Reading Landscape Management & Maintenance PlanL1097M01A

Davis
Landscape Architecture

NOTE: All work to be carried out by a suitably qualified arboricultural consultant. To comply with the Wildlife and Countryside Act 1981, before any cutting commences all trees to be maintained 
should be checked for nesting birds. If nesting birds are discovered the section of tree where the nest is found should not be maintained until the young have fledged. (Disturbance is an 
offence, so where birds are nesting no part of the tree should be worked on, unless an emergency. Also a cordon area (circa 5m) would be required and hand tools used to reduce disturbance 
to an acceptable level for other operations which may cause disturbance).

If the intention is to complete tree work between the 1st March and the end of August, a due diligence check for nesting birds must be completed before work starts in order to comply with the 
Wildlife & Countryside Act 1981. Arborists should record such checks in their site-specific risk assessment. If active nests are found work should not take place until the young have fledged.  

The links below explain in more detail:
https://www.trees.org.uk/Help-Advice/Public/When-is-the-bird-nest-season
https://www.trees.org.uk/Help-for-Arborists/Treeworks-and-nesting-birds
https://www.trees.org.uk/Help-Advice/Public/So-what-actions-can-contractors-take-to-ensure-com
https://www.trees.org.uk/Help-Advice/Public/So-what-can-we-expect-if-we-find-ourselves-in-brea

Time Period	 Operation	 Timing	 Frequency
6.0   Newly Planted Specimen Tree Maintenance

Year 1 - 2 	 -  Check tree ties & adjust as required 	 March, August 	 2 x per year 
	 -  Remove broken diseased/ branches 	 March, August 	 2 x per year 
	 -  Straighten any leaning trees	 November - December 	 1 x per year
	 -  Provide 35L of water for each tree, increasing or decreasing depending
	 on the weather conditions. Half the watering should go into the irrigation 
	 pipe and half onto the surface (as per Arb Association guidance).	 March - October	 1 x per week
			 

Year 1 – 5	 -  Check general health of tree	 March, August 	 2 x per year
	 -  Remove all unwanted plant material from the base of all trees.	 April - May 	 1 x per year 
	 -  Place 1m2 of much to a depth of 75mm to the base of all trees.	 April - May 	 1 x per year
	 -  Replace dead/ diseased trees 	 November - December 	 1 x per year 
	 -  Check tree guards, straighten and re-secure as necessary	 March, August 	 2 x per year
	
Year 3 inspection 	 -  Remove tree ties and stake 	 August 	 1 x per year 
	 -  Remove broken diseased/ branches 
	 -  Remove branches to promote a tidy appearance

Year 5 onwards	 -  Check for general health & tidy appearance	 August 	 1 x per year
	 -  Cut back broken diseased/ branches 
	 -  Remove branches to promote a tidy appearance

http://www.davisla.com
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