NOTES:

1. This drawing is to be read in conjunction with all

relevant contract documentation from the design team,
with any conflicting information to be brought to the
attention of Davis Landscape Ltd in writing before

’ commencing on site.

| 4 CV 2, The contractor is to check and verify all levels and

, | @\O dimensions before construction. Any discrepancies are
2 to be brought to the attention of Davis Landscape Ltd in
\ writing before commencing on site.

\ 3. All dimensions in mm, unless otherwise stated.

\ 4. Do not scale from this drawing.

[ar 5. All sub base and concrete specification, fixings,

brackets & the like to Engineers' details & specification.

ROOTRAIN ARBORVENT

\ © CAST ALUMINUM
\ TRAFFICABLE
AERATION INLET to
Manufacturers detail.

6. We are not liable for the detailed design of above
ground drainage, ground drainage, sub-bases,
foundations, retaining structures, fall from height barriers
and building waterproofing details.

7. All proprietary products shall be installed in
accordance with manufacturers written instructions.

8. Submit Shop drawings for Davis Landscape Ltd
approval before constructing any bespoke landscape
item.
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Timber stake with rubber /R\’\
strap.
E1 -50mmX150mmX915mm British Existing boundary wall \Lﬂ/
standard edging by Marshalls (Approximate height and size)
or similar approved. Colour: Natural. Laid
flush.
ROOTRAIN ARBORVENT CAST
ALUMINUM TRAFFICABLE AERATION
INLET to Manufacturers detail. “tH
P1-Marshalls saxon textured t ReRoot Ribbed
paving Size 450x450x50mm Irrigation pipe Rev | Description Date By
Colour - Natural E 50 mm minimum gravel mulch
P4-Part M compliant tactile paving il to Architect's detail.
to top and bottom of steps. [ E ||
Size: 400x400x50mm; | E i~ Existing pavement
Marshalls Hazard Warning Paving; | L
Colour: Natural; or similar and approved | RV |
l ‘ [ t\ (J / -
- A5 : S T —— - _—
| 300mm minimum topsoil for trees.
B |?|. lof [ o] lel | * Topsoil to meet BS3882:2015 requirements. .
Subbase and beddingto ———— R %gw Landscape Architecture
Engineer's detail [N 15 lliffe Yard, London, SE17 3QA
TWIN WALLED STRUCTURAL GEONET N 600mm minimum subsoil for trees. 020 7277 1035
(RN Subsoil to meet BS8601:2013 requirements. mail@davisla.com | www.davisla.com
ROOTSOIL 20 TOPSOIL for use Existing_boundary wall fou.ndation Client
within top 600 of soil profile - ROOTSOIL20. (Approximate depth and size) Whitley Wood Properties Ltd
ROOTSOIL SUB SUBSOIL for use within soil \ ReRoot Flat
profiles 600mm or deeper - ROOTSOILSUBA.
2 X 500x500x600 soil cells stacked. Job Title
ROOTSPACE @ 1200mm DEPTH (2 UNIT DEEP) - GBURS62A. . .
@ ( ) Whitley Wood Lane, Reading
Install Rootspace side panels
to Manufacturer's and Engineer's detail.
No fi | di rextile | / Drawing Title
o fine gravel wrapped in geotextile layer . . .
with perforated pipe connected Con_crete' foundation to Tree pit detail
to positive drainage outlet (if required) to Engineer's details. Engineer’s detail.
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