
NEAREST GROUND
FLOOR WINDOW TO

HABITABLE ROOM

Provide linear root
barrier (600mm

depth) adjacent to

new boundary
fence

CLIPPED HEDGEROW
50 No. Carpinus betulus

PLEACHED TREES
6 No. Carpinus betulus

CLIPPED HEDGEROW
19 No. Carpinus betulus

Verbena bonariensis
Sesleria autumnalis
Sedum 'Autumn Joy'
Salvia x sylvestris 'Mainacht'
Salvia nemorosa 'Caradonna'
Rosmarinus officinalis 'Miss Jessopp's Upright'
Pyracantha saphyr 'Orange'
Nepeta racemosa 'Walkers Low'
Lavandula angustifolia 'Hidcote'
Geum 'Totally Tangerine'
Geranium Rozanne
Echinacea purpurea 'Magnus'
Aster frikartii 'Monch'
Species
TYPICAL SUNNY MIX

Viburnum davidii
Sarcococca confusa
Polystichum setiferum
Mahonia media 'Winter Sun'
Liriope muscari 'Big Blue'
Hydrangea arborescens 'Annabelle'
Geranium 'Brookside'
Elaeagnus x ebbingei 'Compacta'
Choisya ternata
Bergenia cordifolia
Anemone hybrida 'Queen Charlotte'
Alchemilla mollis
Species
TYPICAL SHADY MIX

hedge stock :Bushy :BR0.4Ctr Double Staggered at 0.45m offset60-90cmCarpinus betulus69
SpecificationDensityHeightSpeciesNumber

HEDGES

Pleached :Clear Stem min. 200 :RBCounted10-12cm300-350cmCarpinus betulus6
SpecificationDensityGirthHeightSpeciesNumber

TREES

PLANTING SCHEDULE

300
50

NOTE:
All Products supplied by Green
Blue Urban or GreenTech or
similar approved /equivalent. All
irrigation / aeration system shall be
installed in accordance with the
manufacturers' instructions

150

1200

Plant tree at same level as planted
in nursery with the root collar being
at finished soil level

400

300
150 Clean subsoil

Square Tree Pit: 1200mm
x1200mm. Depth of tree pit
minimum 300mm (extra excavation
to be provided to allow installation
of rootball at correct depth - final
depth dependant on each rootball
size). Backfilled with minimum
300mm depth of imported topsoil to
BS 3882:2015.

All the sides and bottom of tree pit
forked and broken up to prevent
glazing to ensure root penetration
into surrounding ground prior to
filling with drainage layer. Drainage
layer (if required TBC prior to
planting).

Mulch layer: 50-75mm depth.
Medium grade bark mulch or
equivalent; area to be free of
grass and weeds

Aeration & Irrigation system,
(GreenBlue Urban RootRain
irrigation system) to be installed
with pipe circuit resting on shoulder
of rootball in accordance with the
maunufactuers specification.
Ensure filler cap finishes slightly
above  mulch level

Short Double Staking & Ties: 2nr.
Stakes to be driven vertically at
least 300mm into bottom of tree pit
either side of tree prior to planting.
Stakes to be 750mm above ground
level. Secure tree to stakes with
GreenBlue Urban Nature Tie or
equivalent or rubber buckle &
spacer tree support

Imported premium grade top soil
(BS 3882);  min. 300mm depth

Imported premium grade top soil
(BS 3882);  min. 300mm depth

Washed subsoil sand layer.
300mm deep (For larger root balls
this should surround the lower
portion of the root ball)
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B R A D F O R D - S M I T H

NOTES
Copyright: This drawing is the property of Bradford-Smith Landscape Architect. It
must not be copied or reproduced or passed to a third party without written
consent of Bradford Smith Ltd..
Dimensions: Only figured dimensions are to be taken from this drawing. All
contractors must visit site and be responsible for taking and checking all dimensions
related to the works shown on the drawing. All levels in meters.
Utilities/Highways/Environment: It is the responsibility of the client or their
contractor to liaise with Utility Providers, Highways Authority's and Environment
Agency and to ensure that all approvals are in place.  It is the responsibility of the
contractor to locate all underground services prior to construction.
Drawings: All drawings and levels to be checked on site prior to the construction
works commencing on site. All drawings shall be read in conjunction with relevant
landscape specifications.
Discrepancies: Any discrepancy on the drawings shall be referred to the CA
immediately.

SOFT LANDSCAPE WORKS

Existing trees to be retained &
protected - refer to Andrew Belson

Tree Survey & AMS Report

Planning
PLANNING

NOTES
Ground work within RPA of existing trees - Any required excavations within RPA's for the new

planting and fence posts shall be undertaken by hand using hand held tools only to minimize any

root damage. All such works will be undertaken in full accordance with Section 7.2 of BS5837:

2012. Any required root pruning will be undertaken by the Arboricultural Consultant (where such

works are appropriate in accordance with the above Standard) and as detailed in Section 7.2'.

New Fencing: All fence posts within RPA's shall be locally adjusted to avoid significant roots and

undertaken by hand using hand held tools to minimize any root damage.

Tree Survey & RPA's - Refer to Andrew Belson Tree Survey & AMS Report.

Hard landscape details and drainage - refer to Architects and Engineers details. For details

on retaining structures, please refer to engineers / architects details.

Existing trees/ large shrubs not surveyed

(approximate locations)

Proposed tree planting - refer to typical
species list

Proposed Fagus sylvatica instant
hedgerow planting: 1.0m length Readyhedge

bags; Supplied by Readyhedge or similar

equivalent

MR & MRS JAVAID

SCALE 1 : 200 @ A2

Root Protection Area (RPA) - refer to
Andrew Belson Tree Survey & AMS

Report

Proposed planting beds: planted up by
client; depth of topsoil 300mm min.

NOTE: tree locations
of each species my

vary during
implementation

Proposed pleached trees - hornbeam;

12-14cm girth; clear stem 2.0m high

Proposed planting beds: mixed planting -
Refer to typical planting list

Proposed planting beds in rear
garden: mixed planting of

shrubs, ground cover and
perennial planting - Refer to

typical planting list in planting
schedule

Proposed planting beds
in rear garden: mixed

planting of shrubs,
ground cover and
perennials planting -

Refer to typical planting
list in planting schedule

Bird Boxes: 2nr. bird boxes installed on

proposed outbuilding on north-/easterly

facing aspects at a height away from

predators/people

Proposed species rich grass areas; depth
of topsoil 150mm;  WFG20 Eco Species Rich
Lawn or similar equivalent

Proposed 10no.
approx) Hornbeam or

Pyrus Chanticleer
pleached trees along
the south-eastern

boundary to provide
screening and
biodiversity

enhancements

ECOLOGICAL
ENHANCEMENTS - to be
provided within the site
providing valuable
landscape, amenity value
and increase bio-diversity on
the site.

BIRD BOX: 2 number
Vivara Pro Seville 32mm
WoodStone Nest Box

HEDGEHOG GAPS: Size 150x
150mm

LOG PILES: Hibernaculum

TREE SPECIES: Fruit / nut bearing

species. Nectar and pollen-rich species.

SPECIES RICH GRASS AREAS

INSECT / BUG HOTEL

Log pile

Insect / Bug Hotel : 1nr. installed on /

south/ south-westerly facing direction

Log pile: using preferably wood from
deciduous trees

CLIMBERS ON FENCES

Hedgehog gaps: corners of eastern

boundary fence

Bird Box

Hedgehog gap
in fence

Log pile

Hedgehog gap
in fence Insect tower
Bird Box

Bird Box

A selection of raised
pots / planters on patio

of varying sizes
(indicatively shown)

RHS PLANTS FOR POLLINATORS

LOG PILES: Hibernaculum

INSECT / BUG HOTEL

CLIMBERS ON FENCES

RHS PLANTS FOR POLLINATORS

SPECIFICATION NOTES - These implementation and maintenance specification notes are
for planning purposes only and do not constitute a detailed landscape specification.
SITE PREPARATION

Imported Topsoil

Imported topsoil shall be to BS 3882: 2015: Specification for topsoil and requirements for use, Multi-purpose grade -

(Landscape 20) and be of medium texture with a high proportion of loamy material. It shall be free from subsoil,

rubbish, roots of perennial weeds and other injurious to plant growth. Imported topsoil shall be from an

approved source and a sample submitted and analyzed/tested at an independent approved laboratory. Soil

Handling: The soils shall be handled in accordance to the Good Practice Guide for Handling Soils. Soil handling

shall only take place during the driest parts of the year to prevent compaction of the insitu soils. All topsoil used

for planting shall be tested by an approved Topsoil Analysts and any required amelioration or soil improver

required shall be carried out in accordance with the topsoil Analyst Report. The topsoil shall be free from

harmful trace elements, including phytotoxic and zootoxic elements harmful both to plant growth and man. The

topsoil should be tested by physical and chemical analysis and should state clearly the physical characteristics of

the soil, levels of micro-nutrients and chemical content. All fertilizers and added nutrients shall be applied by a

qualified staff or supervised so the correct application is undertaken.

Root Protection Area beneath Existing Trees: No new top soiling operations to take place within the

RPA - all new hedgerow and shrub ground cover planting within RPA's to be notched planted into existing soil

on site, using hand tools only to minimize root damage. If significant roots are encountered, these will be left

undamaged and plants locally adjusted. Existing trees: All existing trees to be retained shall be protected in

accordance with BS 5837:2012 - Trees in Relation to Construction. Existing levels shall be retained around

existing trees to be retained. Any tree works pruning to existing trees within the site shall comply with the BS

3998: 2010, Tree Work Recommendations and undertaken by an Arboricultural Association approved

Contractor.

Preparation for Topsoil Re-spread

Topsoil shall be spread following completion of all hard landscape building works, following a thorough

clearance and removal of building debris. Bottom of tree pit broken up to a depth of 150-200mm and scarify

sides. Tree pits within soft landscape areas: min. 1000 x 1000mm x 300mm deep (min). Depth of tree pit

dependant of depth of rootball; check dimensions of rootballs prior to planting. Tree pits backfilled with 300mm

imported topsoil over subsoil. Hedge and shrub planting areas: minimum 300mm deep. Grass areas: minimum

150mm deep. No new top soiling operations to take place within the RPA's.

Ameliorant's: Fertilizers & composts: Landscape contractor responsible to submitting imported topsoil

analysis to inform requirements. All topsoil ameliorant's (compost & fertilizers), approved peat - free to PAS100

& incorporated during backfilling & cultivation at required rate to full depth of growing medium.

Backfilling with Topsoil
Tree pits and shrub beds shall be backfilled, in layers, with previously prepared topsoil excavated from the tree

pit and imported topsoil as required. Topsoil thoroughly mixed with planting organic compost and slow release

fertilizer shall be used to plant all trees, shrubs and hedges. All finished levels shall be 25mm above adjacent

paving. The shrubs shall be shaken during backfilling to avoid air pockets and the soil must be firmed as the hole

is filled. All backfilled material shall include an organic compost and slow release fertilizer.

Cultivation: Topsoil shall be cultivated to a minimum of 300mm deep on planting areas to a medium tilth,

removing all rubbish, vegetation, perennial weeds, roots, stones over 50mm in any one dimension and raked to

even levels.

PLANTING

Plant Stock and Timing

Plant material shall conform to BS 3936 Part 1: 1992, Part 2: 1990; Part 9: 1998; Part 10: 1990 and BS4043: 1989

and shall be protected at all times in transit to the site. The planting season shall be from 1st October to the

31st March. Planting shall not be carried out during periods of frost, drought, cold drying winds, or when the

soil is waterlogged.

The planting shall be carried out in the first planting season following practical completion of the building and

hard landscaping. Planting outside the planting season will require adequate watering to ensure establishment.

Planting: All trees, hedges & shrub planting shall be planted upright at the same depth as the nursery soil level

and evenly spaced, leaving room for growth. Allow at least 300mm clearance between the rootball and the edge

of the pit to facilitate staking and to allow adequate amount of backfill around the root ball. Trees shall be

planted upright and at the same depth as the grown nursery soil level with the root collar being at finished soil

level, and evenly spaced, leaving room for growth. Allow at least 150-300mm clearance between the rootball

and the edge of the pit to facilitate staking and to allow adequate amount of backfill around the rootball.

Individual trees: All tree planting in accordance with BS8545:2014 Trees: From Nursery to Independence in

the Landscape - Recommendations. Trees shall be pit planted and supported by single / double stake - Refer to

tree pit detail. Immediately following planting, all plants shall be watered-in to field capacity.

MULCH: Prior to the application of mulch, the planting areas shall be completely weed free and watered

sufficiently to achieve field capacity. The surface of the planting areas shall be mulched with a layer of fine

composted bark mulch (0-8mm bark) to a depth of 50-75mm, ensuring that the low branches of shrubs plants

are not smothered. Supplied by AHS Ltd or similar equivalent. The mulch shall be topped-up to maintain, after

settlement, a depth of not less than 50mm.

IMPLEMENTATION

All trees, hedges and shrub planting areas shall be carried out in the first planting season after all the building

works and the hard landscaping areas have been set out and completed.

AFTER CARE PERIOD

Maintenance :The Aftercare Period shall extend for a five year period. During the Aftercare Period maintenance

visits shall be carried out, at least monthly from April to September and twice during the dormant season to

carry out the following operations to establish healthy growing plants in weed free areas. Maintenance

operations shall include: watering, firming-up all plants and adjust tree ties, stakes, pest and disease control,

grass cutting, general pruning, hedge trimming, weed control, removal of litter, fork over beds, top up mulch and

autumn tidying. Removal of defective plants and plant replacements in the following planting season.

Replacement plant stock if required or necessary shall be of similar species, size and form with the appropriate

support as the original specification. Minor pruning all woody plants to remove deadwood and achieve an overall

balanced canopy - where necessary. Need to consider and avoid breeding bird season (March- July/August).

Hedge trimming - Trimmed annually outside the bird nesting season which is March- July/August.  Check for

invasive species and remove from site. Health & Safety: Trees adjacent to public paths or adjacent to buildings

to be inspected annually and remedial tree works carried out where necessary. All plants, which have died, are

missing or have failed to thrive, shall be noted and replaced annually for a period of five years with the same size

and species as originally planted, in the following planting season.

NOTE: Tree / Hedgerow Species
Alternatives
Pleached trees:

· Pyrus calleryana 'Chanticleer'

Multi-stem or single stem trees
· Amelenchier species
· Crataegus (Hawthorn)
· Malus Red sentinel or

· Viburnum opulus (Guelder rose)
· Sorbus aucuparia (Rowan)

· Betula species(Birch)

Front Hedgerow
· Fagus sylvatica (Beech)

· Thuja plicata (Western red cedar)
· Crataegus (Hawthorn)

Climbers for Fences:
· Lonicera periclymenum (Honeysuckle

species)
· Climbing roses

PLANTING PALETTE

• Using native & non-native species to
provide biodiversity enhancement,
seasonal colour and all year round
interest.

• Fastigiate species and light canopy
trees such as birches selected to
avoid dense shading and restrict light
levels. The use of single stem and

multi- stemmed trees with bark
interest.

• Enhance the site aesthetically; and

reduce impact and visual effects of
the proposed development on the
landscape setting and character;

• Fruit and nut bearing species. Nectar
and pollen-rich species.

• Using native species to encourage
wildlife and enhance biodiversity
within the site; sourced from stock

of local provenance avoiding invasive
species and cultivars.

• Shade tolerant species to northern
and eastern aspects.

• Robust plants and plants that attract

wildlife.
•   The use and installation of low level

intensity lighting    to minimize the
impact on bats.

TYPICAL TREE PIT DETAIL FOR HEAVY STANDARD, EXTRA
HEAVY STANDARD & ADVANCED TREES (12-14, 14-16cm &
16-18cm girth) IN SOFT LANDSCAPE

SPECIFICATION NOTES - These implementation and maintenance specification notes are
for planning purposes only and do not constitute a detailed landscape specification.
SITE PREPARATION

Imported Topsoil

Imported topsoil shall be to BS 3882: 2015: Specification for topsoil and requirements for use, Multi-purpose grade -

(Landscape 20) and be of medium texture with a high proportion of loamy material. It shall be free from subsoil,

rubbish, roots of perennial weeds and other injurious to plant growth. Imported topsoil shall be from an

approved source and a sample submitted and analyzed/tested at an independent approved laboratory. Soil

Handling: The soils shall be handled in accordance to the Good Practice Guide for Handling Soils. Soil handling

shall only take place during the driest parts of the year to prevent compaction of the insitu soils. All topsoil used

for planting shall be tested by an approved Topsoil Analysts and any required amelioration or soil improver

required shall be carried out in accordance with the topsoil Analyst Report. The topsoil shall be free from

harmful trace elements, including phytotoxic and zootoxic elements harmful both to plant growth and man. The

topsoil should be tested by physical and chemical analysis and should state clearly the physical characteristics of

the soil, levels of micro-nutrients and chemical content. All fertilizers and added nutrients shall be applied by a

qualified staff or supervised so the correct application is undertaken.

Root Protection Area beneath Existing Trees: No new top soiling operations to take place within the

RPA - all new hedgerow and shrub ground cover planting within RPA's to be notched planted into existing soil

on site, using hand tools only to minimize root damage. If significant roots are encountered, these will be left

undamaged and plants locally adjusted. Existing trees: All existing trees to be retained shall be protected in

accordance with BS 5837:2012 - Trees in Relation to Construction. Existing levels shall be retained around

existing trees to be retained. Any tree works pruning to existing trees within the site shall comply with the BS

3998: 2010, Tree Work Recommendations and undertaken by an Arboricultural Association approved

Contractor.

Preparation for Topsoil Re-spread

Topsoil shall be spread following completion of all hard landscape building works, following a thorough

clearance and removal of building debris. Bottom of tree pit broken up to a depth of 150-200mm and scarify

sides. Tree pits within soft landscape areas: min. 1000 x 1000mm x 300mm deep (min). Depth of tree pit

dependant of depth of rootball; check dimensions of rootballs prior to planting. Tree pits backfilled with 300mm

imported topsoil over subsoil. Hedge and shrub planting areas: minimum 300mm deep. Grass areas: minimum

150mm deep. No new top soiling operations to take place within the RPA's.

Ameliorant's: Fertilizers & composts: Landscape contractor responsible to submitting imported topsoil

analysis to inform requirements. All topsoil ameliorant's (compost & fertilizers), approved peat - free to PAS100

& incorporated during backfilling & cultivation at required rate to full depth of growing medium.

Backfilling with Topsoil
Tree pits and shrub beds shall be backfilled, in layers, with previously prepared topsoil excavated from the tree

pit and imported topsoil as required. Topsoil thoroughly mixed with planting organic compost and slow release

fertilizer shall be used to plant all trees, shrubs and hedges. All finished levels shall be 25mm above adjacent

paving. The shrubs shall be shaken during backfilling to avoid air pockets and the soil must be firmed as the hole

is filled. All backfilled material shall include an organic compost and slow release fertilizer.

Cultivation: Topsoil shall be cultivated to a minimum of 300mm deep on planting areas to a medium tilth,

removing all rubbish, vegetation, perennial weeds, roots, stones over 50mm in any one dimension and raked to

even levels.

PLANTING

Plant Stock and Timing

Plant material shall conform to BS 3936 Part 1: 1992, Part 2: 1990; Part 9: 1998; Part 10: 1990 and BS4043: 1989

and shall be protected at all times in transit to the site. The planting season shall be from 1st October to the

31st March. Planting shall not be carried out during periods of frost, drought, cold drying winds, or when the

soil is waterlogged.

The planting shall be carried out in the first planting season following practical completion of the building and

hard landscaping. Planting outside the planting season will require adequate watering to ensure establishment.

Planting: All trees, hedges & shrub planting shall be planted upright at the same depth as the nursery soil level

and evenly spaced, leaving room for growth. Allow at least 300mm clearance between the rootball and the edge

of the pit to facilitate staking and to allow adequate amount of backfill around the root ball. Trees shall be

planted upright and at the same depth as the grown nursery soil level with the root collar being at finished soil

level, and evenly spaced, leaving room for growth. Allow at least 150-300mm clearance between the rootball

and the edge of the pit to facilitate staking and to allow adequate amount of backfill around the rootball.

Individual trees: All tree planting in accordance with BS8545:2014 Trees: From Nursery to Independence in

the Landscape - Recommendations. Trees shall be pit planted and supported by single / double stake - Refer to

tree pit detail. Immediately following planting, all plants shall be watered-in to field capacity.

MULCH: Prior to the application of mulch, the planting areas shall be completely weed free and watered

sufficiently to achieve field capacity. The surface of the planting areas shall be mulched with a layer of fine

composted bark mulch (0-8mm bark) to a depth of 50-75mm, ensuring that the low branches of shrubs plants

are not smothered. Supplied by AHS Ltd or similar equivalent. The mulch shall be topped-up to maintain, after

settlement, a depth of not less than 50mm.

IMPLEMENTATION

All trees, hedges and shrub planting areas shall be carried out in the first planting season after all the building

works and the hard landscaping areas have been set out and completed.

AFTER CARE PERIOD

Maintenance :The Aftercare Period shall extend for a five year period. During the Aftercare Period maintenance

visits shall be carried out, at least monthly from April to September and twice during the dormant season to

carry out the following operations to establish healthy growing plants in weed free areas. Maintenance

operations shall include: watering, firming-up all plants and adjust tree ties, stakes, pest and disease control,

grass cutting, general pruning, hedge trimming, weed control, removal of litter, fork over beds, top up mulch and

autumn tidying. Removal of defective plants and plant replacements in the following planting season.

Replacement plant stock if required or necessary shall be of similar species, size and form with the appropriate

support as the original specification. Minor pruning all woody plants to remove deadwood and achieve an overall

balanced canopy - where necessary. Need to consider and avoid breeding bird season (March- July/August).

Hedge trimming - Trimmed annually outside the bird nesting season which is March- July/August.  Check for

invasive species and remove from site. Health & Safety: Trees adjacent to public paths or adjacent to buildings

to be inspected annually and remedial tree works carried out where necessary. All plants, which have died, are

missing or have failed to thrive, shall be noted and replaced annually for a period of five years with the same size

and species as originally planted, in the following planting season.

NOTE: Tree / Hedgerow Species
Alternatives
Pleached trees:

· Pyrus calleryana 'Chanticleer'

Multi-stem or single stem trees
· Amelenchier species
· Crataegus (Hawthorn)
· Malus Red sentinel or

· Viburnum opulus (Guelder rose)
· Sorbus aucuparia (Rowan)

· Betula species(Birch)

Front Hedgerow
· Fagus sylvatica (Beech)

· Thuja plicata (Western red cedar)
· Crataegus (Hawthorn)

Climbers for Fences:
· Lonicera periclymenum (Honeysuckle

species)
· Climbing roses

PLANTING PALETTE

• Using native & non-native species to
provide biodiversity enhancement,
seasonal colour and all year round
interest.

• Fastigiate species and light canopy
trees such as birches selected to
avoid dense shading and restrict light
levels. The use of single stem and

multi- stemmed trees with bark
interest.

• Enhance the site aesthetically; and

reduce impact and visual effects of
the proposed development on the
landscape setting and character;

• Fruit and nut bearing species. Nectar
and pollen-rich species.

• Using native species to encourage
wildlife and enhance biodiversity
within the site; sourced from stock

of local provenance avoiding invasive
species and cultivars.

• Shade tolerant species to northern
and eastern aspects.

• Robust plants and plants that attract

wildlife.
•   The use and installation of low level

intensity lighting    to minimize the
impact on bats.

AutoCAD SHX Text
0°

AutoCAD SHX Text
0

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
6m

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
 step

AutoCAD SHX Text
0°

AutoCAD SHX Text
NORTH


	Sheets and Views
	865


