/o3> DOUBLE TREE STAKING-BRACING

\___/ TYPICAL PLAN FOR CLEAR STEM TREES

e All dimensions in millimetres unless otherwise indicated. All levels in metres relative
to Ordnance Datum and are positive (AOD) unless otherwise indicated.

o Figure dimensions only to be taken from this drawing. Dimensions and levels to be
checked on site.

/02 TREE PLANTING PIT >20cm girth « Do ot escale tis craving

2 no. adjustable rubber tree ties, with buckle & rubber

/03a DOUBLE TREE STAKING

\___/ TYPICAL SECTION FOR CLEAR STEM TREES

not to scale
not to scale

Adjustable rubber tree tie. with buckle. e For civil apd structgral matters inpluding existiqg_and proposed services, _sub-base
\\/ TYPICAL SECTION FOR CLEAR STEM & MULTISTEM TREES 1:20 cushion fixed between brace & trunk. Size suitable for tree Size suitable for tree girth. Loop tie over Tree pit size varies to accommodate rootball, o omaton ?;;tht:esrtsru eures(nludngreaning valls over S0mm elgh) et
girth. Loop tie over bracing & around trunk. Secured to bracing & around trunk. Secured to 150mm wider than diameter of rootball or o The original version of this drawing was produced in colour - monochrome copies
cross brace with 2. no galv. nails. cross brace with 2. no galv. nails. sufficiently wide to accommodate stakes. should not be relied upon to accurately reflect all drawing elements.
Repeat on opposite side.
75mm diam. 1/2 round brace (machine rounded
v TYPICAL SECTION FOR CLEAR STEM & MULTISTEM TREES 1:20 ] L ] no. galv. coachscrews. cross brace between trunk & brace.

Suitable for tree girth & size.

75 mm diam. 1/2 round brace (machine rounded
as per stakes). Fixed securely to stakes with 2
No. 10mm galv. coachscrews.

\
1.8m x 75mm diam. machined rounded treated }
softwood stake, ends pointed & tops weathered, |
fixed into firm ground. Stakes to be positioned Buckle | |
outside of tree pit. Rootball

. T lant that root fl learly visible at soil surface.
Tree planted so that root flare clearly visible ree planted so that root flare clearly visible at soil surface

at soil surface.

75mm deep approved bark mulch layer,
keeping clear of stem and ensuring root flare

75mm deep approved bark mulch layer, keeping clear of stem and Prevailing wind direction

is clearly visible. Cap ensuring root flare is clearly visible @ DOUBLE TREE STAK'NG-B RAC'NG
Cap Edges of tree pit raised to form dish j Edges of tree pit raised to form dish as shown. - U TYPICAL SECTION not to scale
as shown. T R 8 R
Pits to be backfilled with 300mm depth topsoil Pits to be backfilled with 400mm depth topsoil Tree pit - refer to detail 01 or 02 Curved profile rubber cushion nailed to cross
s e S At . . brace between trunk & brace. Suitable for
Platipus 'Piddler’ tree irrigation/aeration system. B Platipus E|ddler tree irrigation/aeration system. Suitable for tree girth & size.
Suitable for root ball size. root ball size.
Tree pit back-filled with subsoil as 75mm diam. 1/2 round brace (machine rounded as per
excavated if suitable or approved imported. Washed medium coarse grade sand to a depth of 200mm below rootball. Buckle stakes).
K \ Tree tie secured to rear of cross brace with 2. no galv.
nails
Base and sides of pit to be left undisturbed . . ,
unless drainage problems are apparent or 200mm Base and sides of pit to be left undisturbed unless
smearing occurred during excavation. { drainage PfOPlemS are apparent or smearing NOTE: Adjustable rubber tree tie, with spacer & buckle.
occurred during excavation 1. On steeper slopes or where space for a level platform is restricted adjust local slopes to Size suitable for tree girth. Loop tie over bracing &
provide sufficient soil depth over the rootball. around trunk. Secured to rear of cross brace with
TREE PIT WDTHS . 2. Stakes lengths may need to be increased to provide min. 1/3rd length below ground. 2. no galv. nails. Repeat on opposite side.
Depth"of t(;er? Plts t01 28 the sa(;ne ?;]S thi ro(c;tball and }N'rt]h 3. Trees planted within grass areas to be set in mulched earth circles, 1m diameter around
overall width to be 150mm wider than the diameter of the tree trunk, with turf trimmed neatly to form circle. NOTE:
rootball (75mm min. from rootball edge to tree pit side). Pits TREE PIT WIDTHS :

) . o ) . i 1. On steeper slopes or where space for a level platform is restricted adjust local slopes to
to be backfilled with 300mm depth of specified topsoil over Trees - 20cm girth and above. . . .
subsoil as per spec P P P Depth of tree pits to be 200mm deeper than rootball and with overall width provide sufficient soil depth over the rootoall.
' to be 150mm wider than the diameter of the rootball (75mm min. from 2. Stakes lengths may need to be increased to provide min. 1/3rd length below ground.
rootball edge to tree pit side. Pits to be backfilled with 400mm depth of 3. Trees planted within grass areas to be set in mulched earth circles, 1m diameter around

specified topsoil over washed medium coarse grade sand to a depth of
200mm below rootball.

tree trunk, with turf trimmed neatly to form circle.

/o7, SHRUB & GROUNDCOVER PLANTING

\___/ TYPICAL SECTION 1:20
Shrub planting & groundcover planting; pit excavated to accommodate
rootball. Shrub/perennial planted at nursery level.
@ LAWN / AMENITY GRASS AREAS @ SHRUB/G ROUNDCOVER PLANTlNG BEDS Where the planting bed abuts lawn and no
\J TYPICAL SECTION 120 U TYPICAL SECTION 1:20 edging is provided a clean edge is to be
@ W”_DFLOVVER Planting formed, sloping slightly back from vertical.
Grass seed mix as specified in Q30 U TYPICAL SECTION 1:20 Soil should be drawn back from edges to
Mulch layer. Lay to a finished depth of 75mm deep approved bark permit use of edging shears.
75mm depth allowing at least 10%
Ameliorated/imported topsoil mixture as Sem;nm;‘? aﬂaero;v(;r:j%;eas mulch ayer across bed.

Final settlement level of mulch surface to Mulch dished around stems.

be no less than 25mm below adjacent

ground level. @%\

specified in Q28. Cultivate in accordance with o
Q30 and fertilizer application as Q31

j Wildflower turf laid direct onto 150mm depth 75mm 150mm topsoil profile for lawn /
150mm 150mm sub-soil (nutrient poor) following ) . amenity arass areas
A— Subsoil araded to flowi ¢ d 4 decompaction, levelling and grading to levels —————— Ameliorated/imported topsoil mixture Topsoil profile - refer to —— y4g .
ubsoll gra .e 0 Tlowing co.n ours an Existing subsoil to be broken up - requirement 300mm as specified in Q28. Culfivate in specification.
decompact in accordance with of subsoil fill varies dependant on location, accordance with Q30, and fertilizer
specification graded and stones removed prior to application as per Q31

wildflower seeding ! .
- Subsoil graded to flowing contours

and decompact in accordance with

specification.
NOTES:
1. Grass slopes shall not exceed 1:3 gradient

Sub-soil decompacted ———
before spreading topsoil.

/08" LAWN & BED EDGING

/0sa HEDGE DOUBLE STAGGERED ROW & FENCE <1M ht. /oo HEDGE DOUBLE STAGGERED ROW & FENCE

\___/ TYPICAL SECTION 1:20

Form edge abutting paths, borders, manhole covers and the like with

\___/ TYPICAL PLAN

Approved horticultural black plastic ties

not to scale

\___/ TYPICAL PLAN

1:20

Hedging plants:
Planted in double staggered row 250mm apart at

a suitable edging tool, to clean straight lines or smooth flowing 500mm centres with appropriate sized recyclable
curves. A clean edge shall be formed, sloping slightly back from (1 per pla.nt) o secure hedge plants to Post & wire fence runs down green shrub shelter. Planted as typical detail.
vertical. Soil shall be drawn back from edges to permit the use of post & wire fence above ground level. centre of hedging. Position
edging shears. Tied to top line wire. stakes to avoid damaging the
. o . ) o rootball.
Wire tensioning: Stainless steel ‘Griple' wire joiners
\/ 100mm diam. machined rounded treated — 75mm dﬁam. machined rounded t.reate.d softwood stake, T T T &) T
softwood stake, ends pointed & tops weathered, e aalvanised steel ends pointed & tops weathered, fixed into firm ground. i i
LAWN BED L SR Ay omm g Intermediate post located at max.1.5m centres.
driven into firm ground. Straining post line wire
located at the end of run, at changes of direction,
or a max. 30m straight run. ,
Wire runs free through staples
Tie links straining post to.sFrut wﬁth l 50mm - NOTES GENERAL: Approved horticultural black plastic ties (1
Straining wire . - Y 1. Refer to terra firm planting plan for details of per plant) to secure hedge plants to post &
g 4 row, plant spacing and species. wire fgnce above ground level. Tied to top
line wire.
350mm 2 no. wire galv. 10 gauge.
TYPICAL SECTION 600mm
75mm deep approved bark mulch layer
across bed. Mulch dished around P03 | 28/04/25 | MS | MH | Detail 05 (Wildfiower) amended from seed to turf
stems. P02 | 17/04/25 | MS | MH | Notes removed RE: staining stakes
300mm

P01 | 24/09/24 | MH | AS | First issue
rev. | date by | chk| notes

project Dwyer Road, Reading

75mm diam. 1/2 round strut. Approx.

title Planting details
900mm length.

status Stage 3/4

scale @ A1 As noted
NOTE: dwg no 2530-TFC-00-00-DR-L-4001
1. Stakes lengths to be as shown with min. 1/3rd length below ground.
2. Stakes to be positioned lower than the top of the hedge to allow for cutting. references
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