NEW BRICKWORK WALL. REFER TO
SIMPSON STRUCTURAL DETAILS
DRAWING P22-1222-011 FOR
CONSTRUCTION.

PAINT INNER SKIN OF 1.8m
HIGH EXISTING BRICKWORK
WALL. TO BE 1.8Bm ON
HIGHER SIDE.

PAINT INNER SKIN OF 1.8m
HIGH EXISTING BRICKWORK
WALL. TO BE 1.8m ON
HIGHER SIDE.

PAINT INNER FACE OF EXISTING
WALL. EXISTING BRICKWORK
WALL AT 2.5m HEIGHT.

BRICK PIER TO BUTT TO
NEW 1.8m HIGH CLOSE
BOARDED FENCE

DO NOT SCALE

PAINT INNER FACE OF
1.8m HIGH EXISTING
BRICKWORK WALL.

REFER TO SIMPSON STRUCTURAL
DRAWING P22-1222-SK_PWO01
FOR PARTY WALL DETALS TO
119 CAVERSHAM ROAD.
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EXISTING WINDOW OPENINGS TO
BE INFILLED WITH EXISTING
BRICKWORK BY PLOT 51. H
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I BRICKWORK TO MATCH DWELLING
[/ (WEINERBERGER CHATHAM MULTI)
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PAINT INNER SKIN EXISTING
BRICKWORK WALL.

PROPOSED 1.8m CLOSE BOARDED
FENCE TO BE INSTALLED EITHER END
OF NARROWING. TO ALLOW PASSAGE OF
FLOOD WATER AND ANIMALS, BASE OF
FENCE TO BE RAISED 300mm ABOVE
GROUND LEVELS.

REBUILD EXISTING WALL IN
BRICKWORK TO STRUCTURAL
ENGINEER'S DETAILS. REFER
TO DETAL ON DRAWING
P22-1222-011

REBUILD EXISTING BRICKWORK
WALL LOCALLY TO STRUCTURAL
ENGINEER'S DETAILS. REFER
TO DETAIL ON DRAWING
P22-1222-011.

EXISTING BRICKWORK
BOUNDARY WALL TO
BE RETAINED.

EXISTING ELEVATION OF 97 CAVERSHAM
ROAD TO BE MADE GOOD FOLLOWING
DEMOLITION OF 97A CAVERSHAM ROAD.

INSTALLATION NOTE

POSITION IN THE CORNER OF THE SCREEN FENCE TO CONNECT NEIGHBOURING
GARDENS. GENERALLY, THERE SHOULD BE 2 PER GARDEN, ONE ON EACH SIDE TO
PROVIDE A ROUTE IN WHICH THE HEDGEHOGS CAN TRAVEL AND NOT GET TRAPPED.

CUT A 130mm x 130mm SQUARE HOLE IN THE BOTTOM OF THE GARDEN FENCE OR
WALL — USE THE HEDGEHOG HIGHWAY BY TIMLOC AS A GUIDE. LINE UP THE
HEDGEHOG HIGHWAY BY TIMLOC WITH THE HOLE AND SECURE INTO PLACE WITH
SCREWS (NOT PROVIDED)

BOUNDARIES NOTES

1.

This drawing to be read in conjunction with all relevant

Architects, Engineers and Subcontractors drawings and
details.

This drawing is based on topographical survey and utility
mapping survey by Warner Surveys:

Drawing Nos. RT/222/0002/P/0001 & RT/222/0002,/P/0002
Dated 02/03/2022

and laser survey by Encompass Surveys:
Drawing No. ENC/070723-2679-T
Dated June 2023

Refer to notes below.

1.8m high brickwork wall. Brickwork
colour and type to match existing
unless specifed otherwise.

1.8m high closeboard timber fence
with 150x22mm timber gravel
boards. Timber to be Natural
colour and treated with Tanelith E.

Denotes extent of concrete Gravel
300 GB

Board with max. level difference
. _ i BB N |

of 0.3m and 1.8m high
closeboard timber fence.

@ Hedgehog highway opening in fence
line. Refer to specification below.

Site Boundary

Existing and Proposed Brickwork Walls

1. Tops to be replaced with soldier
course and creasing tile.

2. Creasing tile to be red plain tile
to match brickwork.

3. Soildier course to be in Medway
Orange brickwork.
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