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1. INTRODUCTION 

1.1. The proposed development entails the demolition of existing buildings and the development of flexible 

employment floorspace totalling circa 4,300m2 gross external area (GEA) of modern, flexible Class (i)office, 

(ii) research and development, (iii) industrial process and B8 Storage and Distribution uses, offering 

employment floorspace in a range of sizes that meets modern market requirements.  

1.2. When considering the potential air quality impacts in relation to such development, there are four 

fundamental air quality considerations: 

• First, the significance of existing, baseline levels of pollutants and whether existing pollutant 

concentrations pose a health risk for or nuisance to existing and future receptors.  

• Second, the potential significance of pollutants arising during the construction stage of the development 

and whether pollutant emissions will have health impacts or create nuisance for existing receptors (and 

future receptors, should these come into being during the proposed construction programme);  

• Third, the potential significance of pollutants arising during the operational stage of the development, 

including pollution associated with additional traffic that may be generated by the development and 

emissions associated with mechanical equipment, combustion technology and / or processes associated 

with the proposals; and  

• Fourth, the potential significance of pollutants during the construction and operational phases of the 

development in the context of any neighboring protected habitats sites. 

1.3. Quantum Air has been commissioned to assess existing baseline concentrations of pollutants characterising 

the site and provide professional opinion regarding the site suitability for proposed development and the 

potential use of the site for industrial schemes.  

1.4. This report therefore presents a review of existing baseline pollutant concentrations at the site determine 

whether such baseline conditions raise any health concerns in the context of air quality objectives for 

England. 

1.5. This report is structured as follows:  

• Section 2 describes the location of the site;  

• Section 3 presents the development proposals for the site;  

• Section 4 provides a commentary on air quality related legislation, governmental and regional air quality 

strategies and policies and national and local planning guidance; 
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• Section 5 reviews background concentrations of pollutants; 

• Section 6 assesses the significance of pollutants based on Air Quality Objectives for England;  

• Section 7 assesses the construction dust and its mitigation; 

• Section 8 assesses the transport emissions due to the proposed development site; 

• Section 9 assesses the operational impacts at the proposed development site; 

• Conclusions are presented in Section 10. 
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2. SITE LOCATION 

2.1. The proposed development is located within the jurisdiction of Reading Borough Council (RBC).  

2.2. The site is located on the eastern edge of the Richfield Avenue Employment Area. Half of the site lies within 

the designated employment allocation, while the other half is currently in employment use. It forms part of 

a broader industrial and employment zone within Reading town centre. 

2.3. The site is bordered by sensitive residential uses to the north and east, with recently developed residential 

properties, including four-storey flats, facing the site to the south along Meadow Road and at the corner of 

Meadow Road and Milford Road. To the east, existing industrial and employment uses are located adjacent 

to the site and will remain operational throughout the site's development. 

Site Location Plan (© OpenStreetMap Contributors,2024) 

 

 

 

 



QA24463/AQ                                      02 July 2025 

 
 

 

Page 6 of 57 

 

Red Line Plan of the proposed redevelopment site 

 

 

2.4. The site contains two existing buildings: both existing buildings are occupied with talbot house and the 

surrounding area of hardstanding currently used as a bus depot while the other building is divided into two 

units for commercial use. Both structures are outdated and fall short of the standards expected in the modern 

employment market, including current EPC ratings and sustainability features sought by prospective 

occupiers.   
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3. PROPOSED DEVELOPMENT 

3.1. The proposed site covers approximately 0.89 hectares and currently accommodates two existing 

employment buildings with footprints of around 2,100m² and 1,000m² respectively. The development 

proposes the demolition of these buildings and the construction of four new buildings comprising 11 units of 

varying sizes, designed to accommodate a range of modern employment uses including office space, research 

and development, industrial processes, and B8 storage and distribution, in line with current market demands. 

3.2. The proposed development will include 56 car parking spaces, with 11 accessible bays near building 

entrances, in accordance with the Reading Borough Local Development Framework. Sustainable transport is 

supported through electric vehicle charging infrastructure, with at least 10% of spaces offering active 

charging, as required by Local Plan Policy TR5. The scheme also promotes active travel by providing 15 cycle 

spaces via Sheffield stands within each unit.  

3.3. The layout is shown below: 

Proposed Layout 
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4. LEGISLATION AND PLANNING POLICY CONTEXT 

Legislation  

4.1. Below is a list of relevant legislative instruments and for each item more details can be found within the 

Appendices. 

• The Environment Act 1995 

• The Air Quality (England) Regulations 2000 (as amended) 

• Air Quality Standards Regulations (2010) (as amended) 

• Conservation of Habitats and Species Regulations 2017 (as amended) 

• The Environment (Miscellaneous Amendments) (EU Exit) Regulations 2020   

• Environment Act 2021  

• Environmental Targets (Fine Particular Matter) (England) Regulations 2023 

• Environmental Protection Act 1990 

• Governmental Air Quality Policies and Strategies 

• Air Quality Plan for Nitrogen Dioxide (NO2) in the UK (2017) 

• Clean Air Strategy (2019) 

• Environment Improvement Plan (2023) 

• Air Quality Strategy (2023) 

 

National Planning Policy  

National Planning Policy Framework  

4.2. The latest version of the NPPF was published in December 2024. The overall environmental objective of 

national planning policy is “to protect and enhance our natural, built and historic environment; including 

making effective use of land, improving biodiversity, using natural resources prudently, minimising waste and 

pollution, and mitigating and adapting to climate change, including moving to a low carbon economy." 

4.3.  Section 9 promotes sustainable transport. In relation to air quality, paragraph 109 states that: 

"Transport issues should be considered from the earliest stages of plan-making and development 

proposals, using a vision-led approach to identify transport solutions that deliver well-designed, 

sustainable and popular places. This should involve:… 

... 
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e)  identifying and pursuing opportunities to promote walking, cycling and public transport use 

are identified and pursued; 

f)  identifying, assessing and taking into account the environmental impacts of traffic and 

transport infrastructure – including appropriate opportunities for avoiding and mitigating any 

adverse effects, and for net environmental gains. 

4.4.  Additionally, paragraph 110 states: 

"The planning system should actively manage patterns of growth in support of these objectives. 

Significant development should be focused on locations which are or can be made sustainable, 

through limiting the need to travel and offering a genuine choice of transport modes. This can help 

to reduce congestion and emissions and improve air quality and public health...". 

4.5.  Section 15 `Conserving and enhancing the natural environment' sets out the following policy requirements 

in relation to air quality: 

4.6.  Paragraph 187: 

"Planning policies and decisions should contribute to and enhance the natural and local environment 

by:... 

...e) preventing new and existing development from contributing to, being put at unacceptable risk 

from, or being adversely affected by, unacceptable levels of soil, air, water or noise pollution or land 

instability. Development should, wherever possible, help to improve local environmental conditions 

such as air and water quality, taking into account relevant information such as river basin 

management plans; ...". 

4.7.  Paragraph 198: 

"Planning policies and decisions should also ensure that new development is appropriate for its 

location taking into account the likely effects (including cumulative effects) of pollution on health, 

living conditions and the natural environment, as well as the potential sensitivity of the site or the 

wider area to impacts that could arise from the development...". 

4.8.  Paragraph 199: 

"Planning policies and decisions should sustain and contribute towards compliance with relevant 

limit values or national objectives for pollutants, taking into account the presence of Air Quality 

Management Areas and Clean Air Zones, and the cumulative impacts from individual sites in local 

areas. Opportunities to improve air quality or mitigate impacts should be identified, such as through 

traffic and travel management, and green infrastructure provision and enhancement. So far as 

possible these opportunities should be considered at the plan-making stage, to ensure a strategic 

approach and limit the need for issues to be reconsidered when determining individual applications. 
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Planning decisions should ensure that any new development in Air Quality Management Areas and 

Clean Air Zones is consistent with the local air quality action plan". 

4.9. In relation to the decision-making process, paragraph 56 and 57 of the NPPF states: 

"Local planning authorities should consider whether otherwise unacceptable development could be 

made acceptable through the use of conditions or planning obligations. Planning obligations should 

only be used where it is not possible to address unacceptable impacts through a planning condition. 

Planning conditions should be kept to a minimum and only imposed where they are necessary, 

relevant to planning and the development to be permitted, enforceable, precise and reasonable in 

all other respects….” 

Planning Practice Guidance – Air Quality 

4.10. The Planning Practice Guidance (PPG) is used to support the National Planning Policy Framework and is 

published online. The guidance on air quality was originally published in 2014 and updated in November 2019. 

The PPG provides various principles on how planning can take account of the impact of new development on 

air quality. 

4.11. Paragraph 001 Reference ID 32-001-20191101: 

“What air quality considerations the planning regime needs to address? 

 This includes references to relevant legislation, government policy, guidance, datasets and 

tools which can be utilised when assessing Air Quality.”  

 

4.12. Paragraph 002 Reference ID : 32-002-20191101: 

"What is the role of plan-making with regard to air quality? 

It is important to take into account air quality management areas, Clean Air Zones, and other areas 

including sensitive habitats or designated sites of importance for biodiversity where there could be 

specific requirements or limitations on new development because of air quality”. 

4.13. Paragraph 005 Reference ID : 32-005-20191101: 

“When could air quality consideration be relevant to the development management process? 

Whether air quality is relevant to a planning decision will depend on the proposed development and 

its location. Concerns could arise if the development is likely to have an adverse effect on air quality 

in areas where it is already known to be poor, particularly if it could affect the implementation of air 

quality strategies and action plans and/or breach legal obligations (including those relating to the 

conservation of habitats and species). Air quality may also be a material consideration if the 

proposed development would be particularly sensitive to poor air quality in its vicinity. 
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Where air quality is a relevant consideration the local planning authority may need to establish: 

• the ‘baseline’ local air quality, including what would happen to air quality in the absence of the 

development; 

• whether the proposed development could significantly change air quality during the 

construction and operational phases (and the consequences of this for public health and 

biodiversity); and 

• whether occupiers or users of the development could experience poor living conditions or health 

due to poor air quality…”. 

4.14.  Paragraph 006 Reference ID : 32-006-20191101: 

"What specific issues may need to be considered when assessing air quality impacts? 

Considerations that may be relevant to determining a planning application include whether the 

development would: 

• Lead to changes (including any potential reductions) in vehicle-related emissions in the 

immediate vicinity of the proposed development or further afield. This could be through the 

provision of electric vehicle charging infrastructure; altering the level of traffic congestion; 

significantly changing traffic volumes, vehicle speeds or both; or significantly altering the traffic 

composition on local roads. Other matters to consider include whether the proposal involves the 

development of a bus station, coach or lorry park; could add to turnover in a large car park; or 

involve construction sites that would generate large Heavy Goods Vehicle flows over a period of 

a year or more; 

• Introduce new point sources of air pollution. This could include furnaces which require prior 

notification to local authorities; biomass boilers or biomass-fuelled Combined Heat and Power 

plant; centralised boilers or plant burning other fuels within or close to an air quality 

management area or introduce relevant combustion within a Smoke Control Area; or extraction 

systems (including chimneys) which require approval or permits under pollution control 

legislation; 

• Expose people to harmful concentrations of air pollutants, including dust. This could be by 

building new homes, schools, workplaces or other development in places with poor air quality; 

• Give rise to potentially unacceptable impacts (such as dust) during construction for nearby 

sensitive locations; 

• Have a potential adverse effect on biodiversity, especially where it would affect sites designated 

for their biodiversity value.” 

4.15. Paragraph 007 Reference ID : 32-007-20191101: 

"How detailed does an air quality assessment need to be?” 
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Assessments need to be proportionate to the nature and scale of development proposed and the 

potential impacts (taking into account existing air quality conditions", and because of this are likely 

to be locationally specific)...". 

4.16.  Paragraph 008 Reference ID : 32-008-20191101: 

"How can an impact on air quality be mitigated? 

"Mitigation option will need to be locationally specific, will depend on the proposed development 

and need to be proportionate to the likely impact. It is important that local planning authorities work 

with the applicants to consider appropriate mitigation so as to ensure new development is 

appropriate for its location and unacceptable risks are prevented...". 

Local Planning Policy 

4.17. The Reading Local Plan (Reading Borough Council, 2024) guides development in Reading up to 2036 and will 

therefore play a key role in how the town evolves, with core objectives for sustainable growth. The Local Plan 

seeks to deliver new homes and employment space in Reading, alongside critical infrastructure to 

accommodate forecast housing demands and job creation, and to ensure the town remains an attractive 

place to work, live and study. 

4.18. Local Plan Policy EN15: Air Quality is of direct relevance to air pollution in the planning context: 

“Development should have regard to the need to improve air quality and reduce the effects of poor 

air quality. 

i. Development that would detrimentally affect air quality will not be permitted 

unless the effect is to be mitigated. The following criteria should be taken into 

account:  

a. Whether the proposal, including when combined with the cumulative effect of 

other developments already permitted, would worsen air quality;  

b. Whether the development is within, or accessed via, an Air Quality 

Management Area; and 

c.  Whether it can be demonstrated that a local worsening in air quality that 

would not detrimentally affect human health or the environment would be 

offset by an overall improvement in air quality, for instance through reduction 

in the need to travel.  

ii. Where a development would introduce sensitive uses (such as residential, schools 

and nurseries, hospitals, care facilities) into, or intensify such uses within, an Air 

Quality Management Area, detrimental effects on that use will be mitigated. 
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Mitigation measures should be detailed in any planning application. If there are 

significant detrimental effects that cannot be mitigated, the application should be 

refused. 

iii. Where required, planning obligations will be used to secure contributions to 

measures to tackle poor air quality or for air quality monitoring.” 

4.19. This policy aims to ensure that increased development within Reading does not lead to a net increase in 

emissions as well as ensuring any increased exposure within the poorest areas of air quality is accompanied 

by appropriate mitigation.  

4.20. In addition to this are several policies of indirect relevance to air quality, including: 

• CC3: Adaption to Climate Change  

• TR1: Achieving the Transport Strategy  

• TR2: Major Transport Projects 

• TR4: Cycle Routes and Facilities; and  

• TR5: Car and Cycle Parking and Electric Vehicle Charging 

Reading 2050 Vision 

4.21. The Reading 2050 Vision is an ambitious description of what Reading can be, with three themes central to 

Reading’s long-term success as a smart and sustainable city.  

These three themes are:  

• A green tech city 

• A city of culture and diversity  

• A city of rivers and parks  

The report envisages a place where low carbon living will be the norm, and where the built environment, 

technology and innovation have combined to create a smart, dynamic and sustainable city, with a high quality 

of life and equal opportunity for all.  
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Climate Emergency Declaration and Strategy 2020-2025 

4.22. Reading Borough Council declared a climate emergency in February 2019 which highlighted its commitment 

to playing a full role and leading by example in achieving a carbon neutral Reading by 2030. The Reading 

Climate Emergency Strategy 2020- 25 sets out the actions required during the five-year period to work 

towards the Reading Borough Council Air Quality Action Plan – 2024 - 2029 22 objective of a net zero carbon 

Reading by 2030, the target adopted in the climate emergency declaration. There are several actions within 

the strategy that will help drive down local emissions: 

• T13: Develop a zero-emission vehicle strategy for the Borough  

• T14: Decarbonise the Council Vehicle Fleet  

• T15: Increase Public Electric Vehicle Charging Points 

• T16: Increase Zero Emission Vehicles Uptake 

• T18: Planning Policy for EV Charging in new properties 

• T19: Reduce emissions from the Taxi Fleet; and 

• T20: Improve Electric Vehicle Charging Infrastructure 

 

Reading Transport Strategy 2040 (Local Transport Plan)  

4.23. Nitrogen dioxide concentrations have generally improved across Reading in recent years. Nonetheless, some 

areas of Central Reading are still in, or close to, exceedance of legal objectives, specifically at locations close 

to busy and congested roads. Many of Reading Borough Council’s actions therefore revolve around 

improvements to Reading’s local transport network. The Reading Transport Strategy will help to deliver both 

the Reading 2050 and Reading Local Plan visions, through an ambitious programme of measures to enable 

and encourage sustainable travel choices in the town by 2040, with the intent that future transport strategies 

will continue to support the Reading 2050 vision in the longer term. Strategic objectives have been developed 

as the guiding principles running through this strategy to ensure and set out how Reading will measure 

success in delivering the vision for transport in Reading. 

These strategic objectives are presented in the figure below: 
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The Local Transport Strategy sets out 32 strategic policies and proposes over 40 schemes and initiatives to 

achieve the above objectives. Most of these prospective schemes and initiatives will offer benefits to local air 

quality, at least indirectly. 

Carbon Plan 2020-25 

4.24. The Carbon Plan sets out policy and targets on corporate energy and water management and identifies 

actions to achieve these within the time period 2020- 2025. The plan includes actions which relate to reducing 

and decarbonising Reading’s own buildings and services, including transport which accounts for 15% of CO2 

emissions (2018/19) for the authority. 

  

Adapted from Reading Borough Council Air Quality Action Plan – 2024 - 2029. 

Reading Transport Strategy Objectives 

https://images.reading.gov.uk/2024/05/Reading-AQAP-2024-2029_-Final.pdf
https://images.reading.gov.uk/2024/05/Reading-AQAP-2024-2029_-Final.pdf
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Berkshire West Health and Wellbeing Strategy 2021-2030  

4.25. Reading’s Health and Wellbeing Strategy sets out the areas the Council will focus on to improve and protect 

the health and wellbeing of people who live in Reading and those who visit. The strategy and associated 

action plan cover a wide range of topics, including a vision that all residents will benefit from a healthy 

environment, a ‘Health in All Policies' approach to reduce health inequalities, the benefit to mental and 

physical health of increased physical activity levels through active travel and a recognition of the benefits of 

greater social connectedness through improved access to transport.  

Corporate Plan  

4.26. The Corporate Plan sets out how the Council will enable Reading to realise its full potential and ensure that 

everyone who lives and works in Reading can share the benefits of its success.  

4.27. The Council has listened to what residents, businesses and partners have said about their experience of 

Reading, and their hopes and aspirations for the town. In this year’s residents survey, the Council heard that 

residents are satisfied with how it runs services in Reading but would like to see more action taken on 

affordable housing, levels of crime, road conditions, congestion and climate change. Through public 

consultation on major change initiatives – such as the new Local Transport Plan and the Climate Emergency 

Strategy – the Council knows it has the support of residents and partners to make the required changes. The 

Council will drive the necessary change in Reading by focussing on the following three themes:  

• Healthy environment  

• Thriving communities 

• Inclusive economy 

4.28. This air quality assessment has taken into consideration all the above policies and guidelines. 

Non-Regulatory Thresholds 

4.29. The World Health Organization (WHO) released its “Air Quality Guidelines Global Update” in 2005, which was 

published in 2006. The update included “Air Quality Guidelines” (AQG’s) to reduce public health impacts from 

the adverse effects of air pollution including health impacts such as respiratory and cardiovascular diseases 

and premature death.   

4.30. The guidelines were updated in 2021, in response to more recent epidemiological studies which indicate 

adverse effects at lower levels than had previously observed. In recognition of the difficultly of meeting the 

AQGs in many jurisdictions, the WHO guidance also proposed a series of Interim Targets (IT’s) which represent 

steps towards achieving the AQG’s.   
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4.31. The AQG’s are set out in the table below. 

WHO Guidelines and Interim Targets 

Pollutant Time Period 

Interim Target Level, µg/m3 
Air Quality 

Guideline Level, 
µg/m3 

1 2 3 4 

Nitrogen 
Dioxide 

NO2 

1-hour mean  - - - - 200 

24-hour mean 120 50 - - 25 

Annual mean 40 30 20 - 10 

Particulate 
Matter 
PM10 

24-hour mean 150 100 75 50 45 

Annual mean 70 50 30 20 15 

Particulate 
Matter 
PM2.5 

24-hour mean 75 50 37.5 25 15 

Annual mean 35 25 15 10 5 

 

4.32. It is important to note that the AQG’s and IT’s do not represent legally binding values for England. The legal 

requirements for the UK are set out in relevant legislation and accompanying governmental Air Quality 

Strategy. The WHO values do have provide aspirational non-statutory benchmark reference values against 

which air quality impacts can be assessed.      
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5.    BACKGROUND CONCENTRATIONS OF POLLUTANTS 

5.1. The council has five different automatic monitoring sites out of which three of them are managed by 

Automatic Urban and Rural Network (AURN) which is run by the Department for Environment, Food & Rural 

Affairs (DEFRA) and two of them were managed local authorities and is not a part of DEFRA’s national 

monitoring strategy. The air quality baseline has been reviewed using the concentrations of nitrogen dioxide 

(NO2), concentrations of particulate matter less than 10 micrometres in diameter (PM10), and the 

concentrations of particulate matter less than 2.5 micrometres in diameter (PM2.5).  

5.2. This desktop study was undertaken using the Information on existing air quality, that has been obtained by 

collating the results of monitoring carried out by DEFRA, local authority and other available monitoring 

networks. This covers both the application site (if there is any) and the surrounding area, the latter being 

used to provide context for the assessment.   

• The annual mean background concentrations of NO2 and particulate matter (PM10 and 

PM2.5) have been identified using the ambient air quality interactive map published by 

(DEFRA, 2024). These cover the whole of the country on a 1x1 km2 grid of average 

concentrations. 

• The annual mean roadside concentrations of NO2 and particulate matter (PM10 and PM2.5) 

have been obtained from the results of pollution climate mapping (PCM) model for the local 

council Reading Borough Council provided by (DEFRA, 2024a).  

5.3. The air quality strategy, states that the local authorities have a duty to consider air quality within their 

boundaries and produce and annual status report.  

• The annual status report (ASR) prepared by Reading Borough Council (RBC, 2024) indicates that air 

quality within their jurisdiction is generally good. Nonetheless, historical exceedances of NO₂ levels 

prompted the establishment of an Air Quality Management Area (AQMA) on August 19, 2009, known 

as the Reading AQMA. 

• Reading AQMA encompasses Reading Town Centre, major radial road routes leading into Reading 

(including Junction 11 of the M4), and areas along the railway lines where they pass through densely 

populated zones.  

5.4. Reading Borough Council operates a network of 62 diffusion tubes, strategically positioned (borough wide) 

to estimate the concentrations of NO2 and these sites are located inside the Reading AQMA to capture local 

air quality trends. 

5.5. The annual average concentration of NO₂ was below the air quality objective at all monitoring sites, except 

at Malcolm Place (DT-48) within the Reading AQMA, where the level measured 42.6 µg/m³, exceeding the 

NO₂ objective. However, after applying distance correction to the nearest receptor, this value decreased to 

35 µg/m³.  
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5.6. The proposed development site is located inside the Reading AQMA. The site location in relation to the AQMA 

is illustrated in the figure below. 

5.7. The annual mean background concentrations of NO2 and particulate matter (PM10 and PM2.5) have been 

identified using the ambient air quality interactive map by (DEFRA, 2024) which contains data from the 

Pollution Climate Mapping (PCM) for 1x1 km2 grid squares. The data in the table below is taken by using the 

option named as “click on the feature” and find the respective concentrations. The site is located between 

two grids of 1 km × 1km (Four-digit grid reference: SU7074, SU7174), hence we obtained the concentration 

data from both grids (eastings and northings are X: 470978, Y: 174191 and X: 471029, Y: 174221) and 

presented the average of the annual mean concentrations in the table below.  

       DEFRA annual mean roadside and background concentrations for 2023 

 

The proposed development site location in reference to the nearest AQMA. 

 
Figure notes: Contains OS data © Crown Copyright and database right 2020  

Pollutant 
Limit 

Values 
(µg/m3) 

Roadside Concentrations 
(µg/m3) a 

Background 
Concentrations 

(µg/m3) b 

Compliance 
with Limit 

Values 

NO2 40 17.5 12.1 ✓ 

PM10 40 13.6 11.5 ✓ 

PM2.5 20 8.0 7.2 ✓ 

Table notes: 
a Annual mean roadside concentrations obtained from 41 different roadside points used by the PCM 
model as critical exposure points for Reading Borough Council 
b Annual mean background concentrations from UK ambient air quality interactive map with 1 Kilometre 
Grid Square Selection. 
Source: UK AIR: Air Information Resource; Link: https://uk-air.defra.gov.uk/data/gis-mapping/ 

 

https://uk-air.defra.gov.uk/data/gis-mapping/
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5.8. The roadside concentrations of NO2 and particulate matter (PM10 and PM2.5) were obtained from the results 

of PCM model by (DEFRA, 2024a) for the local authority (RBC) and are obtained from 41 different roadside 

points used by the PCM model as critical exposure points for Reading Borough Council.   

PCM modelling points for roadside concentrations for NO2 and PM (PM10 and PM2.5) in Reading Borough 
Council in relation to the site (green pin) 

 
Figure notes: Contains OS data © Crown copyright and database right (2024) 

 

5.9. Reading Borough Council published their latest Air Quality Annual Status Report (ASR) in June 2024 (RBC, 

2024) which provides annual mean concentrations of NO2 up to 2023 monitored by the local authority. The 

local authority uses diffusion tube samplers to monitor the NO2 levels within their boundaries. These are non-

automatic monitoring locations illustrated in reference to the site location in the figure below, and their 

corresponding NO2 levels are mentioned in the table below. 
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Location of Proposed Development Site (green pin) in relation to Non-Automatic Monitoring Sites 

 
Figure notes: Contains OS data © Crown copyright and database right (2024). The blue markers shows the sites exceeding annual mean NO2 
concentrations. 

 

Annual mean NO2 concentrations at the non-automatic monitoring sites in Reading Borough Council. 

Site ID X Y Type of site 
a NO2 annual mean concentrations (µg/m3)  

2019 2020 2021 2022 2023 

DT-1 470738 173433 Roadside 26.1 21.3 22.3 22.4 26.5 

DT-2 471293 174236 Roadside 35.3 26.5 28.7 29.4 27.6 

DT-3 470987 173016 Roadside 38.6 26 32.2 30.3 27.5 

DT-4 471261 174236 Roadside 32 22.2 27.3 26.2 23.2 

DT-5 471103 174774 Roadside 32.6 24.0 26.1 25.3 24.2 

DT-6 469899 172528 Roadside  17.3 19 18.1 16.2 

DT-7 470835 172992 Roadside 33.7 25.3 29.6 26.3 25 

DT-8 470717 173373 Roadside 36.5 28.2 30.5 29.9 23.9 

DT-9 474425 172053 Roadside 34 27.7 31.5 30.1 28.7 

DT-10 469845 172462 Roadside  18.2 21.1 19.9 19 

DT-11 472513 173281 Roadside 34.9 27.9 35.2 32.7 31.7 

DT-12 471161 174379 Roadside 30.5 25 29.7 29.3 26.2 
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DT-13 471373 173584 Roadside 38.9 30.6 37.6 38.8 33.9 

DT-14 471942 174600 Roadside 31 22.9 24.1 24.1 21.9 

DT-15 470081 173517 Roadside 31.3 23.3 27.5 26 24.4 

DT-16 472715 173227 Roadside 26.5 18.7 21.4 22 20.8 

DT-17 470294 173445 Roadside 35.7 29.6 30.8 27.5 22.7 

DT-18 471420 174129 Roadside 27.9 23.7 25.4 24.8 23.9 

DT-19 470057 173489 Roadside 33.7 28.5 31.1 31 29.9 

DT-20 471123 173734 Roadside 35.5 27 32.4 30.1 32.9 

DT-21 473833 172719 Roadside   17 15.4 15.4 

DT-22 471909 174543 Roadside 38.4 27.2 32 33.6 29.5 

DT-23 472521 172469 Roadside 34.8 25.5 27.3 27.4 17.1 

DT-24 473729 173432 Roadside    20 26.4 

DT-25 472953 171764 Kerbside     15.5 

DT-26 471717 172856 Roadside 29.4 22.3 26.8 24.2 21.7 

DT-27 471558 174919 Roadside 33.2 24.6 26.9 25.1 24.2 

DT-28 469470 173715 Roadside 29.2 22.9 27.5 24.5 25.7 

DT-29 471557 174944 Roadside 28.8 21.3 24.9 22.9 23 

DT-30 471913 174490 Roadside 27.1 18.5 21.9 23.3 24.2 

DT-31 468978 173895 Roadside 35.5 28.8 28.7 30.9 27.9 

DT-32 468967 173935 Roadside 39.1 32.6 33.1 32.3 30.2 

DT-33 473717 172677 Roadside   16.6 16 14.1 

DT-34 473233 173244 Roadside 29.1 21.1 24.1 22.6 22.6 

DT-35 471461 174840 Roadside 36.4 28.5 31.5 27.2 25.2 

DT-36 471061 173018 Roadside 34.1 26.8 29.8 27.6 26.8 

DT-37,38,39 471156 174424 Roadside     24.3 

DT-40 471202 173869 Roadside     37.1 

DT-41 471401 174790 Roadside     36.1 

DT-42 471401 174790 Roadside 34.5 25.6 29.8 27.8 25.9 

DT-43 472592 173253 Roadside 40.8 28.2 30.6 32.1 30.9 

DT-44 472706 172047 Roadside     22.8 

DT-45 470230 173818 Roadside 34 27.4 30.1 30.3 26.2 

DT-46 471437 173589 Roadside 41 28.5 35.9 38 36.7 

DT-47 472015 173223 Kerbside 27.9 20.1 24.1 22.5 21.1 

DT-48 471174 173846 Roadside 52.4 40 42.1 43.3 42.6 
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DT-49 471509 173705 Roadside  29.1 33.6 35 33.2 

DT-50 470808 173512 Roadside 30.9 23.7 25.1 24.9 33.2 

DT-51 472742 172024 Roadside     18.1 

DT-52 471685 172853 Roadside 31.4 24.5 28.7 26.9 24.6 

DT-53 472496 172563 Roadside     17.4 

DT-54 471177 173641 Roadside 32 23.6 27.3 26.8 25.8 

DT-55 471320 173577 Roadside 40.3 30 38.2 37.6 38.9 

DT-56 473363 170479 Roadside 34.1 23.8 30.7 28.7 26.9 

DT-57 473329 170269 Kerbside 26.2 20.1 24.3 22.2 20.9 

DT-58 472071 173157 Kerbside 34 23.2 25.2 25.2 25 

DT-59 471324 173820 Roadside 38 31.3 32.6 29 31.9 

DT-60 471413 173808 Roadside 35.4 26.9 29.1 27.4 29.8 

DT-61 471508 173663 Roadside     36.5 

DT-62 470906 173517 Roadside 32 24.7 28.8 30.4 27.2 

DT-63 469368 173530 Roadside   15.7 14.9 13.2 

DT-64 473068 173204 Roadside 39.2 28.5 33.3 31.5 31.3 

Table notes: 
a Annual mean NO2 concentrations from the Non-Automatic monitoring sites (Diffusion tubes) at 64 different locations 
deployed by Reading Borough Council 
The values in bold represent the exceedances in air quality objective of 40 (µg/m3).  

                   Source: https://www.reading.gov.uk/climate-and-pollution/air-quality-pollution-and-energy/ 

 

5.10. As previously stated, there are five automatic monitoring stations, out of which three monitoring stations are 

run by DEFRA and two monitoring stations are run by the local authorities.  

 

 

 

 

 

 

 

https://www.reading.gov.uk/climate-and-pollution/air-quality-pollution-and-energy/
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5.11. DEFRA’s AURN and Reading Borough Council’s locally operated automatic monitoring sites in relation to the 

development site are illustrated in the above figure. 

5.12. The type of pollutants monitored, and the location of the automatic monitoring sites managed by DEFRA 

(Reading New Town, Reading London Road, and Reading Rose Kiln Lane), and  locally managed monitoring 

sites (Reading Caversham Road, and Reading Oxford Road) (DEFRA, 2024b) are provided in the table below.  

Location of Proposed Development Site in relation to Automatic Monitoring Sites run by 
DEFRA 

 
Figure notes: Contains OS data © Crown copyright and database right (2024) 

Location of Proposed Development Site in relation to Automatic Monitoring Sites run by 
local authorities 

 
Figure notes: Contains OS data © Crown copyright and database right (2024) 
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Annual mean concentrations of NO2, PM10, and PM2.5 and at the automatic monitoring sites managed by 

DEFRA in Reading for the years 2018-2024 (as of 04th February 2025) 

Site 

Name 
Coordinates  Site Type Pollutant 

Annual Mean Concentrations (µg/m3) 

2018 2019 2020 2021 2022 2023 2024 

Reading 

London 

Road 

473721, 

173412 

 Urban 

Traffic 

NO2 
29.7 26.7 17.9 20.6 21.3 19.3 17.7 

PM10 16.8 17.2 19.2 17.0 18.4 17.5 15.0 

PM2.5  - - - - - - - 

Reading 

New 

Town 

473468, 

173207 

Urban 

Background 

NO2 25.9 24.3 15.4 19.7 25.2 13.4 10.5 

PM10 13.4 11.5 15.3 14.6 15.8 12.0 10.5 

PM2.5  9.1 9.5 8.5 7.6 8.3 7.3 6.7 

Reading 

Rose Kiln 

Lane 

471255, 

172376 

Urban 

Traffic 

NO2 - - - - - - - 

PM10 - - - - - - - 

PM2.5  - - - - - - 7.2 

Table notes: 

Data obtained from DEFRA UK AIR: Information resource.  

Reading London Road Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00620 

Reading New Town Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00462 

Reading Rose Kiln Lane Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA01053 

  

 Annual mean concentrations of NO2, PM10, and PM2.5 and at the automatic monitoring sites locally managed 

by Reading Borough Council for the years 2018-2024 (as of 04th February 2025) 

Site Name Coordinates  Site Type Pollutant 
Annual Mean Concentrations (µg/m3) 

2018 2019 2020 2021 2022 2023 2024 

Reading 

Caversham 

Road 

471156, 

174427 

Urban 

Traffic 

NO2 
40.2 34.7 25.0 26.1 26.7 24.1 23.2 

PM10 24.2 24.4 20.5 20.5 24.7 21.1 23.1 

PM2.5  - - - - - - - 

Reading 

Oxford 

Road 

468703, 

174127 

Urban 

Traffic 

NO2 27.8 26.0 19.5 21.7 22.7 23.2 21.1 

PM10 23.0 21.0 18.1 17.5 19.9 16.8 15.9 

PM2.5  - - - - - - - 

Table notes: 

Data obtained from DEFRA UK AIR: Information resource.  

Reading Caversham Road Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=REA2&provider=aqengland 

Reading Oxford Road Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=REA4&provider=aqengland 

 

 

https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00620
https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00462
https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA01053
https://uk-air.defra.gov.uk/networks/site-info?uka_id=REA2&provider=aqengland
https://uk-air.defra.gov.uk/networks/site-info?uka_id=REA4&provider=aqengland
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Industrial Uses 

5.13. The proposed development site is located eastern edge of the Richfield Avenue Employment Area, comprising 

of employment buildings, car showroom dealerships, hotels and leisure centres. According to the UK 

Pollutant Release and Transfer Register (PRTR) data sets (DEFRA, 2022a) for Reading Borough Council, there 

are 16 industrial facilities. The main industrial air pollutant sources in the area are waste and wastewater 

management, Sewerage, Incineration of non-hazardous waste, and landfills. 

5.14. Two sewage treatment plants namely (i) Reading Sewage Treatment Works (STW); and (ii) Wargrave STW 

located at a distance of ~2 miles to the south of the development site, and ~4.7 miles northeast of the site. 

These STW’s release numerous chemical compounds. However, these releases are limited to water and not 

to air, hence these emissions are not considered in our assessment making the contribution from the STW’s 

industry negligible. 

5.15. The landfill sites, namely Burghfield Landfill Site and Star Works Landfill Site, are identified sources of 

atmospheric methane emissions. The Burghfield Landfill Site, situated approximately 2.3 miles south of the 

proposed development, has been recorded to emit 164,000 kilograms of methane in 2023. When assessed 

in the context of the United Kingdom's total methane emissions, this represents an estimated contribution 

of 0.00029%. Similarly, the Star Works Landfill Site, located approximately 7.6 miles to the northeast of the 

development site, emits 257,000 kilograms of methane in 2023, accounting for approximately 0.00045% of 

national methane emissions. In addition, the Star Works site is reported to release 4 kilograms of 

chlorofluorocarbons (CFCs) and 3 kilograms of hydrochlorofluorocarbons (HCFCs), which constitute an 

insignificant quantity of emissions when compared with total UK emissions. Given the relatively minor scale 

of emissions and the considerable distance of both landfill sites from the development location, their overall 

impact is considered negligible. 

5.16. The PRTR data set for Reading Borough Council’s recycling facilities, waste transfer facilities, waste 

management centre, and manufacturing plants indicates no recorded air pollutant releases for year 2023 

which is the latest available data (DEFRA, 2022a). Consequently, the development site and the industrial 

activities around the vicinity of the site does not significantly contribute to air pollution, apart from emissions 

associated with road traffic. 

5.17. This report focuses on air quality assessment and its related health effects concerning the proposed 

development. Based on the available data, the health impacts from industrial sources in the area are 

negligible or insignificant. 

 

 



QA24463/AQ                                      02 July 2025 

 
 

 

Page 27 of 57 

 

6. ASSESSMENT 

6.1. The desktop assessment of air quality for site suitability is made using the concentrations available from the 

DEFRA: UK AIR Information Resource, automatic monitoring sites in the Reading Borough Council run by 

DEFRA, and locally managed automatic monitoring sites run by Reading Borough Council, predicted PCM 

modelled results from DEFRA, and the non-automatic monitoring stations governed by the local borough 

council. 

Review of Air Quality Baseline Conditions 

6.2. The Proposed Development site is located within the Reading AQMA. The pollutants are reviewed with the 

aid of the automatic and non-automatic monitoring stations run by DEFRA and Reading Borough Council.  

6.3. The baseline concentrations of pollutants are considered in relation to three separate types of criteria, 

covered by different legislation, policy, and guidance. These include Air Quality Objectives (AQOs), Limit 

Values (LVs), and Air Quality Guidelines (AQGs).  

Air Quality Objectives 

6.4. Measured NO2 concentrations at the automatic monitoring sites in Reading Borough Council run by DEFRA 

have not recorded any exceedances of the annual mean AQO of 40 µg/m3 between the years of 2018 to 2024. 

Similarly, the PM10 and PM2.5 concentrations were also found to be well under the AQO of 40 µg/m3 and 20 

µg/m3 for the year 2024. 

Annual Mean concentrations of NO2 and PM2.5 measured for 2018-2024 at the Automatic Monitoring 
Sites managed by DEFRA 

 
Figure notes: Contains data from DEFRA UK AIR: Information resource.  

Reading London Road Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00620 

Reading New Town Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00462 

Reading Rose Kiln Lane Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA01053 
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6.5. Similarly, the automatic monitoring sites run by local borough council have not recorded any exceedances of 

the annual mean AQO of 40 µg/m3 between the years of 2018 to 2024, except for the Caversham Road site 

which has an exceedance of 0.2 µg/m3 (40.2 µg/m3) in the year 2018. However, the NO2 concentrations from 

2019-2024 was well under AQO and does not record any exceedance.  Similarly, the PM10 and PM2.5 

concentrations were also found to be well under the AQO of 40 µg/m3 and 20 µg/m3 for the year 2024. 

Annual Mean concentrations of NO2 and PM2.5 measured for 2018-2024 at the Automatic Monitoring 
Sites managed by Reading Borough Council 

 
Figure notes: Contains data from DEFRA UK AIR: Information resource.  

Reading London Road Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00620 

Reading New Town Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA00462 

Reading Rose Kiln Lane Link: https://uk-air.defra.gov.uk/networks/site-info?uka_id=UKA01053 

 

6.6. The local council (Reading Borough Council) operated 64 non-automatic monitoring sites measuring 

concentrations of NO2 in the vicinity of the Proposed Development.  The sites exceeding the annual mean 

concentrations such as the DT-48 which is located approximately 0.3 miles southeast of the proposed 

development site. However, after applying distance correction to the nearest receptor, this value decreased 

to 35 µg/m³. The concentrations of all the non-automatic monitoring sites run by Reading Borough Council 

have been depicted in the figure below to show the level of air quality at the proposed development site and 

its surroundings. 
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Annual Mean concentrations of NO2 measured for 2018-2023 at the non-automatic Monitoring Sites 

 
 

Figure notes: Contains data from Reading Borough Council ASR. Link: https://images.reading.gov.uk/2024/10/Reading-BC-ASR-2024.pdf 

 

6.7. The DEFRA mapped annual mean background and roadside concentrations of NO2, PM10, and PM2.5 from the 

national Pollution Climate Mapping modelling did not exceed AQO of 40 µg/m3 for NO2, and PM10. Similarly, 

the PM2.5 concentrations did not exceed the AQO of 20 µg/m3 for the years of 2018 to 2023 in the vicinity of 

the Proposed Development and illustrated in the figure below.  
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Limit Value Compliance 

6.8. Defra have not identified any exceedances of the LVs in the current scenario and in the future up to year 

2030 in the PCM modelled results for NO2, PM10, and PM2.5 along the roads in the local area of the Proposed 

Development. The tables below provide an indication that the air quality levels in the proposed development 

and its surroundings are well under the AQO and limit values portraying a safe level of air quality. 

Annual mean concentrations of NO2 from DEFRA’s national Pollution Climate Mapping modelling for the years 

2018-2030. 

 

Annual mean concentrations of PM10 and PM2.5 from DEFRA’s national Pollution Climate Mapping modelling 

for the years 2018-2030. 

Year Annual Mean PM Concentrations (µg/m3) Compliance with Limit 

Values PM10 (LV - 40 µg/m3) PM2.5 (LV - 20 µg/m3) 

2018 19.0 12.6 ✓ 

2020 18.3 12.1 ✓ 

2025 17.4 11.4 ✓ 

2030 17.4 11.3 ✓ 

a The mean concentrations are taken from roads A33, A4155,and A329 

 

 

Year 

a Annual Mean NO2 concentrations (µg/m3) 
Compliance with Limit 

Values (40 µg/m3) 
Background Concentrations Roadside Concentrations 

2018 22.8 29.9 
✓ 

2019 22.0 28.6 
✓ 

2020 21.0 27.3 
✓ 

2021 20.5 26.1 
✓ 

2022 20.0 25.0 
✓ 

2023 19.6 24.0 
✓ 

2024 19.0 23.0 
✓ 

2025 18.6 22.1 
✓ 

2026 18.3 21.4 
✓ 

2027 18.0 20.7 
✓ 

2028 
 

17.7 20.0 
✓ 

2029 17.5 19.5 
✓ 

2030 17.3 19.0 
✓ 

a The mean concentrations are taken from roads A329, A327, A4155, A4, A33, and A4074 
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World Health Organization Guidelines 

6.9. The table below provide an indication of the baseline air quality for the Proposed Development site with 

respect to the WHO annual mean ITs and AQGs 

Indicative Achievement of Annual Mean WHO Guidelines / Interim Targets (µg/m3) on the Proposed 

Development site 

Pollutant IT1 IT2 IT3 IT4 AQG 

NO2 ✓ ✓ ✓ n/a x 

PM10 ✓ ✓ ✓ ✓ x 

PM2.5 ✓ ✓ ✓ ✓ x 

Table notes:  

? may achieve IT/AQG; x IT/AQG not achieved; ✓ IT/AQG achieved; n/a not applicable. 

 

6.10. The figures and tables provided in this section and the previous section portrays that the concentrations of 

air pollutants, such as NO2, PM10, and PM2.5 from the automatic and non-automatic monitoring stations from 

the vicinity of the proposed development site, is showing no exceedances of the mean national air quality 

objectives and limit values for the years 2018-2023. In addition, the mean concentrations predicted up to 

year 2030 falls under the compliance of limit values.  

6.11. Therefore, this desktop analysis and construction dust assessment for the proposed development site, 

demonstrates that the annual mean concentrations of NO2, PM10, and PM2.5 for the existing scenario and the 

future predictions are all below national objective. 
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7.  CONSTRUCTION DUST ASSESSMENT 

7.1.  In January 2024, the Institute of Air Quality Management (IAQM) released Version 2.2 of its updated guidance 

on the Assessment of Dust from Demolition and Construction. This latest version (IAQM, 2024) represents a 

comprehensive rewrite of the original 2014 guidance, incorporating lessons learned and advancements made 

over the past decade. 

7.2.  The updated guidance replaces all previous versions and provides developers, consultants, and 

environmental health practitioners with a systematic framework for conducting construction dust impact 

assessments. It aids in determining the significance of impacts and identifying appropriate mitigation 

measures to eliminate or minimize potential effects. 

7.3. The IAQM provides guidance on a five-step process to assess the potential impacts of construction dust pre-

mitigation, provide mitigation measures specific to the risk and assess the post-mitigation impacts. 

7.4.  The assessment procedure follows the following framework: 

• Step 1 - Screen the requirement for a more detailed assessment; 

• Step 2 - Assess the risk of dust impacts of the four phases of construction (demolition, earthworks, 

construction and trackout), taking into account: 

o the scale and nature of the works, which determines the potential Dust Emission Magnitude 

(Step 2A); and 

o the sensitivity of the area (Step 2B). 

o These factors are combined to give the risk of dust impacts (Step 2C). 

• Step 3 - Determine the site-specific mitigation for the potential activities; 

• Step 4 - Examine the residual effects and determine whether or not these are significant; and 

• Step 5 - Prepare the Construction Dust Assessment. 

 Steps of Assessment 

7.5. Step 1 of the assessment procedure is to screen the need for a detailed assessment. The guidance provides 

distance-based criterion in Box 1 of the guidance which states: 

An assessment will normally be required where there is:  

• a ‘human receptor’ within:  

o 250 m of the boundary of the site; or  

o 50 m of the route(s) used by construction vehicles on the public highway, up to 250 m from 

the site entrance(s).  

• an ‘ecological receptor’ within:  



QA24463/AQ                                      02 July 2025 

 
 

 

Page 33 of 57 

 

o 50 m of the boundary of the site; or  

o 50 m of the route(s) used by construction vehicles on the public highway, up to 250 m from 

the site entrance(s). 

7.6. There are human receptors within the distances set out in the guidance thus a detailed assessment is required 

for human receptors.  

The following section sets out Step 2 of the assessment procedure.  

Potential Dust Emission Magnitude 

7.7. The guidance explains that the dust emission magnitude is based on the scale of the anticipated works and 

should be classified as Small, Medium, or Large. The guidance provides examples of the magnitude 

classification for each of the potential stages.  

Demolition 

7.8. There will be a requirement to demolish the existing buildings, the total volume of which is estimated to be 

31000 m3. It is not known whether there will be crushing or screening on-site, but there will be demolition of 

metal cladding. Based on the illustrative criteria in the IAQM guidance, the dust emission class for demolition 

is considered Medium. 

Earthworks 

7.9. The dust generated by the earthworks depends on the nature of the earth and soil, and the total site area at 

the application site. The characteristics of the soil have been defined using the British Geological Survey’s UK 

Soil Observatory website (British Geological Survey, 2024) and are set out in the table below.  

Soil Conditions at the Application Site 

Category Record 

Soil layer thickness Deep 

Soil texture Silt to Silty Loam 

Subsoil grain size Argillaceous 

Soil Parent Material Residual Clay & Loamy Loes 

Table notes: -Data obtained from 
https://mapapps2.bgs.ac.uk/ukso/home.html#:~:text=About%20the%20UK%20Soil%20Observatory,contribute%20information%2
0about%20your%20soil. 

 

7.10. The area of earthworks is unknown but the whole site covers an area that is approximately 4300 m2. Dust will 

arise mainly from the handling and transport of dusty materials (such as dry soil). The Proposed Development 

will likely be completed in a number of phases, helping to minimise dust. However, to provide a conservative 
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assessment, phasing has not been considered. The soil type is a mix of residual clay and loamy loes and the 

soil texture is silt to silty loam. Based on the illustrative criteria in the IAQM guidance document, the dust 

emission magnitude for earthworks is considered Small. 

Construction 

7.11. The Proposed Development includes the erection of industrial and warehouse units with ancillary offices   The 

total volume for construction will be approximately 45150 m3. The exact building materials are metal 

cladding, micro rib cladding, aluminium, steel, glass and red brickworks. Based on the illustrative criteria in 

the IAQM, the dust emission magnitude for construction is considered Medium. 

Track out 

• The number of HDVs leaving the site on a single day are unknown. Based on the site area and proposed 

building volume there are expected to be between <20 HDV movements per day. These HDVs may lead to 

dust and dirt being tracked out. It is not known if there will be any unpaved haul roads on site, however based 

on the site area the maximum length of any unpaved roads that could be on site would be approximately 

<50m. The soil type, as outlined the table above, has a low potential for dust release. Based on the example 

definitions set out in the IAQM guidance, the dust emission magnitude for track out is considered Small. 

Summary of Potential Dust Emission Magnitude 

7.12. The table below summaries the dust emission magnitude from the construction phases of the Proposed 

Development. 

      

Sensitivity of the Study Area 

7.13. The guidance explains that the sensitivity of the area should take account of a number of factors including:  

• the specific sensitivities of receptors in the area; 

• the proximity and number of those receptors; 

• in the case of PM10, the local baseline concentration; and 

• site-specific factors, such as whether there are natural shelters, such as trees, to reduce the risk of wind-

blown dust. 

Construction Dust Assessment 

Activity Dust Emission Magnitude 

Demolition Medium * 

Earthworks Medium* 

Construction Medium * 

Track out Small* 
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7.14. The IAQM guidance document provides examples of high, medium and low sensitivity receptors for each of 

the potential effects. These are provided in Box 6 to Box 8 of the guidance and consideration should be given 

to the additional factors presented in Box 9 of the guidance. The guidance also provides a series of matrices 

(Tables 2, 3 and 4 of the guidance document) to determine the sensitivity of the area based on the receptor 

sensitivity, number of receptors, the proximity to the dust emission activity and baseline PM10 concentration. 

Residential properties are considered high sensitivity receptors to dust soiling and elevated levels of PM10. 

7.15. The site is within the Richfield Avenue Employment Area. While primarily an employment zone, residential 

rear gardens lie ~63 m north of the site’s centre and ~12 m from its northern boundary. Further north, the 

area includes a mix of uses such as employment buildings, car showrooms, hotels, and leisure centres. To the 

east, residential gardens are ~37 m from the site centre and <10 m from the eastern boundary, with further 

residential properties and mixed-use developments, including a 3-storey self-storage unit and industrial 

buildings. The west features numerous employment and industrial buildings, with the site edge ~117 m from 

its centre. To the south, 4-storey residential flats face the site across Meadow and Milford Roads, ~43 m from 

the centre. There are ~15 highly sensitive receptors within 20 m to the north and east, indicating high 

sensitivity. However, with 42 receptors within 50 m and 94 within 100 m, the area falls into the IAQM’s 

medium sensitivity category (10–100 receptors). Beyond 250 m, with >100 receptors, the sensitivity is 

considered low. Based on Table 2 of the IAQM guidance, the area's overall sensitivity to dust soiling impacts 

is Medium. 

7.16. Annual mean PM10 predicted background concentrations in the vicinity of the Proposed Development are 

predicted to be a maximum of 11.5 µg/m3. There are around 10-100 high sensitivity receptors that are likely 

to be exposed to these concentrations within 250 m of the application site. However, the levels of PM10 in 

the vicinity of the proposed development are very low. Based on Table 3 of the IAQM guidance, the sensitivity 

of the area to human health impacts due to levels of PM10 during the demolition, earthworks, and 

construction and track out stages will be Low.  

7.17. There are no sensitive ecological sites that are within 50 m of the application site. The nearest ecological site 

is the Local Nature Reserve (LNR) Lousehill Copse located ~1.8 miles wast of the site. Based on Table 4 of the 

IAQM guidance, the sensitivity of the area to ecological impacts due to dust during the demolition, 

earthworks and construction stages will be Negligible. 

7.18. In line with the IAQM guidance, sensitive receptors have been considered within 50m of track out routes up 

to 250 m of the site entrances. There are around 10-100 high sensitivity properties within 250 m of the roads 

along which material could be tracked. However, there are no unpaved roads and the material used for 

construction has a low potential to dust release and thus the area is considered to be of Low sensitivity to 

dust soiling impacts due to track out. In terms of human health, the area is considered to be of Low sensitivity.  
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7.19. There are no sensitive ecological sites within 250m of the site. Based on Table 4 of the IAQM guidance, the 

sensitivity of the area to ecological impacts due to track out will be Negligible. 

Summary of sensitivity of the surrounding area with respect to the development site 

Potential 
Impact 

Sensitivity of the Surrounding Area 

Demolition Earthworks Construction Trackout 

Dust Soiling Medium Low Medium Low 

Human 
Health 

Low Low Low Low 

Ecology Negligible Negligible Negligible Negligible 

Table notes:  

IAQM Guidance states that trackout may occur along the public highway for up to 500 m from large magnitude sites, 200 m from 
medium magnitude sites, and 50 m from small magnitude sites, as measured from the site exit.  

Risk of Dust Effect 

7.20. The guidance has, helpfully, provided a series of matrices (Table 2, Table 3 and Table 4 of the guidance 

document) to determine the potential impact at receptors based on the receptor sensitivity, number of 

receptors and the proximity to the dust emission activity.   

7.21. The dust emission magnitudes have been combined with the sensitivities of the area in using the matrices in 

the guidance (Table 6, Table 7, Table 8 and Table 9 of the guidance), in order to assign a risk category to each 

activity. The resulting risk categories for the four construction activities, without mitigation, are set out in the 

table below. 

Summary of Dust Risk for each Stage of construction at the proposed development 

Potential 
Impact 

Risk 

Demolition a Earthworks b Construction c Trackout d 

Dust Soiling Medium Risk Low Risk Medium Risk Low Risk 

Human 
Health 

Low Risk Low Risk Low Risk Low Risk 

Ecological Negligible Negligible Negligible Negligible 

Table notes: 

a. Based on Table 6 of the IAQM guidance document.  

b. Based on Table 7 of the IAQM guidance document.  

c. Based on Table 8 of the IAQM guidance document.  

d. Based on Table 9 of the IAQM guidance document.  

 

Significance of effects 

7.22. The IAQM guidance does not provide a method for assessing the significance of effects before mitigation and 

advises that pre-mitigation significance should not be determined.  
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7.23. Step 3 - The risk categories set out in the table above have been used to determine the appropriate level of 

mitigation as set out in step 3 of the assessment procedure. 

Mitigation 

7.24. Measures to mitigate emissions will be required during the demolition and construction phase of the 

proposed development in order to minimise impacts upon nearby sensitive receptors.  

7.25. The Proposed Development has been identified as medium risk for dust soiling effects during the demolition 

phase and construction phase, and low risk for dust soiling effects during the earthworks and track out phase. 

In terms of human health, the proposed development has been identified as low risk during the demolition, 

construction, earthworks, and track out phase. Finally, in terms of Ecological receptors, the risk is negligible 

with respect to the proposed development.  

7.26. The IAQM guidance document describes measures that should be employed, as appropriate, to reduce the 

impacts. In addition to this the IAQM has also published guidance on monitoring during demolition and 

construction (IAQM, 2018).  Based on the finding of this assessment, a set of measures that are both highly 

recommended and desirable to be incorporated into the specification for the construction works has been 

drawn up. These measures are shown in the tables below. 

7.27. The mitigation measures for the application site should be written into a dust management plan (DMP). The 

DMP may be integrated into a Code of Construction Practice or the Construction Environmental Management 

Plan and may require monitoring.  

7.28. Where mitigation measures rely on water, it is expected that only sufficient water will be applied to damp 

down the material. There should not be any excess to potentially contaminate local watercourses. 

Communication 

Measure 
Highly Recommend / 

Desirable 

Develop and implement a stakeholder communications plan that includes 
community engagement before work commences on site. 

Highly Recommended 

Display the name and contact details of person(s) account- able for air quality 
and dust issues on the site boundary. This may be the environment 
manager/engineer or the site manager. 

Highly Recommended 

Display the head or regional office contact information. Highly Recommended 
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Develop and implement a Dust Management Plan (DMP), which may include 
measures to control other emissions, approved by the Local Authority. The level 
of detail will depend on the risk and should include as a minimum the highly 
recommended measures in this document. The desirable measures should be 
included as appropriate for the site. In London additional measures may be 
required to ensure compliance with the Mayor of London’s guidance. The DMP 
may include monitoring of dust deposition, dust flux, real-time PM10 continuous 
monitoring and/or visual inspections. 

Highly Recommended 

Dust Management  

Measure 
Highly Recommend / 

Desirable 

Site Management 

Record all dust and air quality complaints, identify cause(s), take appropriate 
measures to reduce emissions in a timely manner, and record the measures 
taken. 

Highly Recommended 

Make the complaints log available to the local authority when asked. Highly Recommended 

Record any exceptional incidents that cause dust and/or air emissions, either on- 
or off- site, and the action taken to resolve the situation in the logbook. 

Highly Recommended 

Monitoring 

Undertake daily on-site and off-site inspection, where receptors (including roads) 
are nearby, to monitor dust, record inspection results, and make the log available 
to the local authority when asked. This should include regular dust soiling checks 
of surfaces such as street furniture, cars and windowsills within 100 m of site 
boundary, with cleaning to be provided if necessary. 

Desirable 

Carry out regular site inspections to monitor compliance with the DMP, record 
inspection results, and make an inspection log available to the local authority 
when asked. 

Desirable 

(Highly recommended 
during demolition and 

construction phase) 

Increase the frequency of site inspections by the person accountable for air 
quality and dust issues on site when activities with a high potential to produce 
dust are being carried out and during prolonged dry or windy conditions. 

Desirable 

(Highly recommended 
during demolition and 

construction phase) 

Agree dust deposition, dust flux, or real-time PM10 continuous monitoring 
locations with the Local Authority. Where possible commence baseline 
monitoring at least three months before work commences on site or, if it a large 
site, before work on a phase commences. Further guidance is provided by IAQM 
on monitoring during demolition, earthworks and construction. 

Desirable 

(Highly recommended 
during demolition and 

construction phase) 

Preparing and maintaining the site 
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Plan site layout so that machinery and dust causing activities are located away 
from receptors, as far as is possible. 

Highly Recommended 

Erect solid screens or barriers around dusty activities or the site boundary that 
are at least as high as any stockpiles on site. 

Highly Recommended 

Fully enclose site or specific operations where there is a high potential for dust 
production and the site is actives for an extensive period. 

Highly Recommended 

Avoid site runoff of water or mud. Highly Recommended 

Keep site fencing, barriers and scaffolding clean using wet methods. Highly Recommended 

Remove materials that have a potential to produce dust from site as soon as 
possible, unless being re-used on site. If they are being re-used on-site cover as 
described below. 

Highly Recommended 

Cover, seed or fence stockpiles to prevent wind whipping.  Highly Recommended 

Install green walls, screens or other green infrastructure to minimise the impact 
of dust and pollution. 

Desirable 

Operating vehicle/machinery and sustainable travel 

Ensure all vehicles switch off engines when stationary - no idling vehicles. Highly Recommended 

Avoid the use of diesel- or petrol-powered generators and use mains electricity 
or battery powered equipment where practicable. 

Highly Recommended 

Impose and signpost a maximum-speed-limit of 15 mph on surfaced and 10 mph 
on unsurfaced haul roads and work areas (if long haul routes are required these 
speeds may be increased with suitable additional control measures provided, 
subject to the approval of the nominated undertaker and with the agreement of 
the local authority, where appropriate). 

Desirable 

Implement a Travel Plan that supports and encourages sustainable travel (public 
transport, cycling, walking, and car-sharing). 

Desirable 

Operations 

Only use cutting, grinding or sawing equipment fitted or in conjunction with 
suitable dust suppression techniques such as water sprays or local extraction, 
e.g. suitable local exhaust ventilation systems. 

Highly Recommended 
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Ensure an adequate water supply on the site for effective dust/particulate matter 
suppression/mitigation, using non-potable water where possible and 
appropriate. 

Highly Recommended 

Use enclosed chutes and conveyors and covered skips. Highly Recommended 

Minimise drop heights from conveyors, loading shovels, hoppers and other 
loading or handling equipment and use fine water sprays on such equipment 
wherever appropriate. 

Highly Recommended 

Ensure equipment is readily available on site to clean any dry spillages and clean 
up spillages as soon as reasonably practicable after the event using wet cleaning 
methods. 

Highly Recommended 

Waste management 

Avoid bonfires and burning of waste materials. Highly Recommended 

Reuse and recycle waste to reduce dust from waste materials. Highly Recommended 

Measures specific to demolition  

Measure 

Highly Recommend / 
Desirable 

Soft strip inside buildings before demolition (retaining walls and windows in the 
rest of the building where possible, to provide a screen against dust). 

Desirable 

Ensure effective water suppression is used during demolition operations. 
Handheld sprays are more effective than hoses attached to equipment as the 
water can be directed to where it is needed. In addition, high volume water 
suppression systems, manually controlled, can produce fine water droplets that 
effectively bring the dust particles to the ground. 

Highly Recommended 

Avoid explosive blasting, using appropriate manual or mechanical alternatives. Highly Recommended 

Bag and remove any biological debris or damp down such material before 
demolition. 

Highly Recommended 

Measures specific to Earthworks 

Measure 
Highly Recommend / 

Desirable 
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Re-vegetate earthworks and exposed areas/soil stockpiles to stabilise surfaces  

as soon as practicable. 
Desirable 

Use Hessian, mulches or trackifiers where it is not possible to re-vegetate or 
cover  

with topsoil, as soon as practicable. 
Desirable 

Only remove the cover in small areas during work and not all at once. Desirable 

Measures specific to Construction 

Measure 
Highly Recommend / 

Desirable 

Avoid scabbling (roughening of concrete surfaces) if possible. Desirable 

Ensure sand and other aggregates are stored in bunded areas and are not 
allowed to dry out, unless this is required for a particular process, in which case 
ensure that appropriate additional control measures are in place. 

Highly Recommended  

Ensure bulk cement and other fine powder materials are delivered in enclosed 
tankers and stored in silos with suitable emission control systems to prevent 
escape of material and overfilling during delivery.  

Desirable 

For smaller supplies of fine power materials ensure bags are sealed after use 
and stored appropriately to prevent dust. 

Desirable 

Measures specific to track out 

Measure 

Highly Recommend / 
Desirable 

Use water-assisted dust sweeper(s) on the access and local roads, to remove, as 
necessary, any material tracked out of the site. This may require the sweeper 
being continuously in use. 

Highly Recommended 

Avoid dry sweeping of large areas. Highly Recommended 

Ensure vehicles entering and leaving sites are covered to prevent escape of 
materials during transport. 

Highly Recommended 

Inspect on-site haul routes for integrity and instigate necessary repairs to the 
surface as soon as reasonably practicable. 

Highly Recommended 

Record all inspections of haul routes and any subsequent action in a site log 
book. 

Highly Recommended 
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Install hard surfaced haul routes, which are regularly damped down with fixed 
or mobile sprinkler systems, or mobile water bowsers and regularly cleaned. 

Highly Recommended 

Implement a wheel washing system (with rumble grids to dislodge accumulated 
dust and mud prior to leaving the site where reasonably practicable). 

Highly Recommended 

Ensure there is an adequate area of hard surfaced road between the wheel 
wash facility and the site exit, wherever site size and layout permits. 

Highly Recommended 

Access gates to be located at least 10 m from receptors where possible. Highly Recommended 

 

Summary of Construction Dust Assessment 

7.29. The construction dust assessment for the proposed development has been conducted in compliance with 

IAQM guidance. 

7.30. Construction activities have less potential to generate dust and emissions, since the materials used in the 

construction are mostly metal cladding, micro rib cladding and steel which are not prone to generate dust 

and emissions. The proposed development site has been classified as medium risk for dust soiling during 

demolition and construction, and low/negligible risk during earthworks and track out. To address this, a 

comprehensive package of mitigation measures will be implemented to minimize dust emissions. With these 

measures in place, any residual effects are anticipated to be ‘not significant.’  

7.31. The IAQM guidance acknowledges that, despite robust dust management plans, it is not always possible to 

ensure complete effectiveness under all conditions, such as adverse weather. As a result, the local community 

may occasionally experience short-term annoyance. However, the scale and duration of such occurrences 

are not expected to be significant enough to alter the conclusion that the overall construction and demolition 

effects of the proposed development will remain ‘not significant.’ 

Health Impacts 

7.32. The health risk and impacts of the construction dust with respect to the high, medium and low sensitivity 

receptors were found to be low, since the annual mean PM10 predicted background concentrations be a 

maximum of 11.5 µg/m3 in the vicinity of the Proposed Development and >100 high sensitivity receptors were 

found exposed to these concentrations within 250 m of the application site. However, this is categorised as 

low risk, showing that no further assessment or mitigation measures are required. 
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Construction Traffic and Plant 

7.33. As previously stated, there is no significant construction and demolition effects from the proposed 

development. However, we recommend some best available techniques (BAT) to be adapted during the 

construction phase, and they are listed below: 

•  All vehicles should switch off engines when stationary, no idling vehicles; 

• Minimise the movement of construction traffic around the site; 

• Maximising efficiency (this may include alternative modes of transport, maximising vehicle 

utilisation by ensuring full loading and efficient routing); 

• Vehicles should be well maintained and kept in a high standard of working order; 

• Avoid the use of diesel or petrol powered generators by using mains electricity or battery 

powered equipment where possible. 

 

 

 

 

 

 

 

 

8. OPERATION PHASE TRAFFIC EMISSIONS 

8.1. The EPUK & IAQM Guidance — `Planning for Air Quality' (IAQM, 2017) has been used to assess potential 

traffic impacts associated with the development and this is outlined within the table below. 

Indicative criteria requiring an air quality assessment 

The Development will 
Indicative criteria to proceed to an air quality 

assessment 
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Cause a significant change in Light Duty Vehicle 

(LDV) traffic flows on local roads with relevant 

receptors. (LDV = cars and small vans <3.5t gross 

vehicle weight). 

A change of LDV flows of: 

- more than 100 AADT within or adjacent to an 

AQMA  

-more than 500 AADT elsewhere 

Cause a significant change in Heavy Duty Vehicle 

(HDV) flows on local roads with relevant receptors. 

(HDV = goods vehicles + buses >3.5t gross vehicle 

weight). 

A change of HDV flows of: 

- more than 25 AADT within or adjacent to an 

AQMA  

- more than 100 AADT elsewhere 

Realign roads, i.e. changing the proximity of 

receptors to traffic lanes 

 

Where the change is 5m or more and the road is 

within an AQMA 

 

Introduce a new junction or remove an existing 

junction near to relevant receptors 

 

Applies to junctions that cause traffic to significantly 

change vehicle accelerate/decelerate, e.g. traffic 

lights, or round abouts. 

 

Introduce or change a bus station 

 

Where bus flows will change by: 

- more than 25 AADT within or adjacent to an AQMA 

- more than 100 AADT elsewhere 

 

Have an underground car park with extraction 

system 

The ventilation extract for the car park will be within 

20m of the relevant receptor. 

Coupled with the car park having more than 100 

movements per day (total in and out) 

 

8.2. Traffic data for both the existing scenario and the proposed development will be assessed. If the analysis 

identifies a significant change in traffic volumes that exceeds the indicative thresholds set out in the EPUK & 

IAQM guidance document, Planning for Air Quality, an air quality assessment will be required. If the projected 

changes remain within the defined thresholds, no further assessment will be necessary. 

       Traffic data for the existing conditions and the proposed development site obtained from transport consultants 

Existing Site 

Type of Movement 
Type of 
Vehicle 

Daily 
Movements 

(24-hour) 

Day time (07:00 to 23:00) Nighttime (23:00 to 07:00) 

Total Peak Hour Total Peak Hour  

(16-hours) (08:00-09:00) (8-hours) (06:00-07:00) 

Arrivals HGV 10 9 1 1 0 

 Cars & 
LGV 

111 99 23 12 2 
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Departures HGV 11 10 2 1 0 

 Cars & 
LGV 

122 109 9 13 2 

Combined HGV 21 19 3 2 0 

Two-Way Movements 
Cars & 
LGV 

255 227 32 28 4 

 

8.3. The operational traffic generation data for the proposed development has been provided by the project 

transport consultant, Stunt Consulting. The development is expected to result in an increase in operational 

traffic; however, this change complies with the indicative criteria, indicating that the traffic impact from the 

new development is not significant. Since, the increase in LGVs and HGVs are well below the threshold of 100 

AADT and 25 AADT within or adjacent to the nearest AQMA. The proposed development site is present inside 

the Reading AQMA and the vehicle trips are well below the threshold proposed by EPUK & IAQM Guidance 

— `Planning for Air Quality' (IAQM, 2017) which concludes that an air quality assessment is not required.  

 

 

 

 

9. OPERATIONAL IMPACTS 

Building Emissions  

9.1. The energy strategy for the proposed development does not involve significant centralized on-site 

combustion plants, and no backup diesel generators are anticipated for life-safety systems. 

9.2. The buildings will be delivered as shell and core, with office heating provided by air source heat pumps 

(ASHPs). These renewable energy systems contribute to reducing greenhouse gas emissions and lowering the 

carbon footprint. They do not release toxic pollutants such as nitrogen oxides, carbon monoxide, or other 

combustion-related emissions, thereby minimizing any potential adverse impacts on air quality. 

9.3. The proposed heating systems are not directly associated with NOx or particulate emissions and therefore 

comply with the EPUK and IAQM criteria. As such, no mitigation measures are required. However, any future 

installation of process plants or equipment that could deteriorate air quality must be secured through 

appropriate planning conditions and comply with relevant regulations, such as the Environmental Permitting 

Regulations  (UK Legislation, 2018)  

Traffic Emissions 



QA24463/AQ                                      02 July 2025 

 
 

 

Page 46 of 57 

 

9.4. As outlined in the previous assessment of traffic-related emissions, the proposed development traffic is 

unlikely to have any detrimental pollution impact upon the local road networks and current levels of ambient 

air quality. Consequently, mitigation measures are not expected to be necessary.  

9.5. Although, any increase in traffic in the future compared to the current predicted net traffic should be kept 

under EPUK and IAQM compliance by adopting suitable emissions mitigation assessment (EPUK&IAQM, 2017) 

 

 

10. CONCLUSIONS 

10.1. The base line air quality and site suitability assessment for the proposed development site have been carried 

out using the data from DEFRA automatic monitoring site, local council’s non-automatic monitoring sites, and 

the PCM modelled results from the UK Air: Information resource.  

10.2. The air pollutant concentrations for the proposed development are well below the current legislated AQOs 

and LVs.  

10.3. The construction dust assessment shows that the demolition and construction phases of the proposed 

development falls under medium risk and the earthworks and track out falls under low risk. Also, the dust 

impacts on human health and ecological receptors are considered to be low risk and negligible. Hence, the 

impacts of construction dust are found to be not significant. 

10.4. The predicted traffic at the proposed development units during demolition and construction phases were 

found be in compliant with the EPUK and IAQM guidance. Therefore, no further air quality assessment is 

required.  

10.5. Overall, our air quality assessment demonstrates that the development site is suitable for the 

implementation of industrial units, as air quality levels comply with all regulatory standards. Therefore, the 

air quality impacts due to the proposed development are considered to be ‘not significant’. 

 

 

 

        Glossary, References and Appendices 

Glossary 
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AADF Annual Average Daily Traffic Flow 

AADT Annual Average Daily Traffic 

An exceedance A period of time (defined for each standard) where the concentration is 

higher than that set out in the Standard. 

An objective The target date on which exceedances of a Standard must not exceed a 

specified number. 

AMCT Annual Mean Concentration Target 

AQAP Air Quality Action Plan 

AQFA Air Quality Focus Areas 

AQG Air Quality Guidelines 

AQMA Air Quality Management Area 

AQN Air Quality Neutral 

AQOs Air Quality Objectives 

Air Quality Standards Concentrations recorded over a given time period, which are considered 

to be acceptable in terms of what is scientifically known about the effects 

of each pollutant on health and on the environment. 

AQS Air Quality Strategy 

APS Air Pollution Services 

ASHPs Air Source Heat Pumps 

ASR Annual Status Report  

AURN Automatic Urban and Rural Network 

BREEAM Building Research Establishment Environmental Assessment 

Methodology 

DEFRA Department for Environment, Food and Rural Affairs 

EPUK Environmental Protection UK 

EU European Union 

HGV Heavy Goods Vehicle 

HDV Heavy Duty Vehicle 

IAQM Institute of Air Quality Management 

LDV Light Duty Vehicle 

LGV Light Goods Vehicle 

Limit Values (LVs) Legally binding parameters that must not be exceeded. Limit values are 

set for individual pollutants and are made up of a concentration value, an 

averaging time over which it is to be measured, the number of 

exceedances allowed per year, if any, and a date by which it must be 

achieved. Some pollutants have more than one limit value covering 

different endpoints or averaging times. 

NO2 Nitrogen dioxide 

NOx Nitrogen Oxides 
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NPPF National Planning Policy Framework 

PCM Pollution Climate Mapping 

PPG Planning Practice Guidance 

PM2.5 Small airborne particles, more specifically particulate matter less than 2.5 

micrometres in aerodynamic diameter 

PM10 Small airborne particles, more specifically particulate matter less than 10 

micrometres in aerodynamic diameter  

PRTR Pollutant Release and Transfer Register 

RBC Reading Borough Council 

μg/m3 Microgrammes per cubic metre 
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Appendices 

Legislation  

The Environment Act 1995 

Part IV of the Environment Act 1995 (as amended) requires the UK Government to publish an “Air Quality 

Strategy” (AQS) every five years. The AQS is required to set out air quality standards, objectives and 

measured for improving ambient air quality within the UK. In addition to the protection of human 

health, the AQS must also set standards and objectives for the protection of vegetation and 

ecosystems. 

The Act also sets out requirements for the Local Air Quality Management (LAQM) regime, which imposes 

duties on Local Authorities to regularly review and assess air quality within its area.  

In addition to the protection of human health, the AQS also sets standard and objectives for the 

protection of vegetation and ecosystems. 

The Air Quailty (England) Regulations 2000 (as amended) 
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The Air Quality (England) Regulations 2000 set out quantitative Air Quality Objectives (AQO’s) for 

England. Pollutants covered include benzene, 1,3-butadiene, carbon monoxide, lead, nitrogen 

dioxide particulate matter (PM10) and sulphur dioxide.   

The Air Quality (England) (Amendment) Regulations 2002 introduced amended AQO’s for benzene and 

carbon monoxide.  

All Air Quality Objectives (AQO’s) objectives include compliance dates, taking account of the economic 

considerations, practicability and technical feasibility of their delivery. 

AQO’s apply at locations where members of the public are regularly present. Where any of the prescribed 

AQO’s are not likely to be achieved within any part of a Local Authority’s area, the authority 

concerned must designate that part of its area as an “Air Quality Management Area” (AQMA). An 

action plan covering the designated area will then have to be prepared setting out how the authority 

intends to exercise its powers in relation to the designated area in pursuit of the achievement of the 

prescribed AQO’s. 

 

 

 

Air Quality Standards Regulations (2010) (as amended) 

The Air Quality Standards Regulations 2010 transpose AQO’s defined in EU Ambient Air Quality Directive 

(2008/50/EC) and the Fourth Daughter Directive (2004/107/EC) into UK legislation.  

The Air Quality Standards (Amendment) Regulations 2016 amend the 2010 Regulations, including updated 

definitions for Directive 2008/50/EC and Directive 2004/107/EC: adjustments to the criteria for the location 

and operation of air quality monitoring stations and new requirements for documents and reviewing the 

selection of monitoring sites.   

Conservation of Habitats and Species Regulations 2017 (as amended) 

The Conservation of Habitats and Species Regulations (as amended) are a key piece of UK Legislation aimed 

at conserving biodiversity by protecting habitats and species. The Regulations essentially transpose the 

requirements of EU Wild Birds Directive (2009/147/2009) and EU Habitats Directive (92/43/EEC).  

 The Regulations require the designation of protected habitats sites, protection of listed species and ensuring 

that any project that might have a significant adverse effect on a protected site is appropriately assessed and, 

if required, effects mitigated.  
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The Regulations were amended by the Conservation of Habitats and Species (Amendment) (EU Exit) 

Regulations 2019 to ensure the continued effectiveness of the 2017 Regulations, but transferring 

responsibilities previously held by EU Institutions to UK bodies and other legal and practical continuity 

updates. 

The Environment (Miscellaneous Amendments) (EU Exit) Regulations 2020 

The Environment (Miscellaneous Amendments) (EU Exit) Regulations 2020 were introduced to address minor 

errors and ensure the continued effectiveness of environmental laws in the Uk post-Brexit.  

4.14. The most significant amendment was to the AQO for PM2.5, to ensure that this aligned with the UK’s 

air quality objectives.  

 

 

 

 

 

Environment Act 2021 

The Environment Act 2021 introduces several significant measures aimed at improving air quality 

management in the UK, including: 

The setting of short-term and long-term air quality targets. Of particular note, is a legally binding target for 

reducing fine particulate matter (PM2.5) in ambient air; 

A requirement for the Secretary of State to review the air quality strategy at least every five years and produce 

an annual report to Parliament on progress towards meeting air quality objectives; 

• Enhancing the LAQM framework requiring greater cooperation between local authorities and other relevant 

public bodies to improve air quality; 

• A requirement for Local Authorities to declare Air Quality Management Areas (AQMA’s) within 12 

months of identifying an exceedance of air quality objectives and produce an Air Quality Action Plan 

within 18 months; 
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• Amendments to the Clean Air Act 1993 to allow local authorities to impose civil penalties for breaches in 

smoke control areas, replacing the existing criminal offence. This specifically aims to reduce PM2.5 

emissions from domestic stoves and fires;  

• Creating a power for the recall of vehicles and engines that do not meet environmental standards, 

including air emissions standards; and   

Designating National Highways as a “Relevant Public Authority” and creating a legal requirement for it to work with 

local authorities to meet air quality standards and objectives on road networks. 

Environmental Targets (Fine Particular Matter) (England) Regulations 2023 

These Regulations set out specific targets for the reduction of fine particulate matter (PM2.5). Key targets 

include:  

A requirement to reduce the annual mean concentration of PM2.5 to 10 µg/m3 nationwide by 2040, with an 

interim target of 12 µg/m3 to be achieved by January 2028; and  

A 35% reduction in average population exposure to PM2.5 by 2040, with an interim target of a 22% reduction 

by January 2028 (both compared to 2018 baseline concentrations). 

These new targets have been imposed to drive reductions in the worst PM2.5 hotspots across the country, 

whilst ensuring an overall nationwide improvement in air quality. 

 

Environmental Protection Act 1990 

Construction works may give rise to dust emissions, including coarse (PM10) and fine (PM2.5) particular matter. 

The unreasonable exposure of individuals to dust is a matter that can be directly enforced through the 

provision of the Environmental Protection Act 1990, where it is held that such emissions constitute a 

“statutory nuisance”. For the purposes of the regulations, statutory nuisances related to air quality matters 

include:  

• "...b - smoke emitted from premises so as to be prejudicial to health or a nuisance. 

• c - fumes or gases emitted from premises so as to be prejudicial to health or a nuisance. 

• d - any dust, steam, smell or other effluvia arising on industrial, trade or business premises and being 

prejudicial to health or a nuisance...". 

Section 79 of the Act requires that, where a complaint regarding air quality matters falling within the remit 

of the Act is made by a person living within its area, a Local Authority must take reasonably practicable steps 

to investigate the complaint. There are no numerical thresholds which define “acceptability”, however, where 
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the Local Authority is satisfied that a statutory nuisance exists (or could occur), it is required to service an 

“Abatement Notice” under Section 80 of the Act (subject to a period of seven days when alternative steps for 

the abatement of the nuisance can be explored).  

Section 82 of the Act gives an aggrieved individual the power to apply directly to a Magistrates Court to seek 

an order for the abatement of an alleged nuisance. 

Governmental Air Quality Policies and Strategies 

Air Quality Plan for Nitrogen Dioxide (NO2) in the UK (2017) 

The Air Quality Plan for Nitrogen Dioxide (NO2) in the UK outlines the government’s strategy to reduce 

roadside NO2 concentrations and meet statutory air quality limits. Key objectives include:  

• Reducing NO2 emissions from vehicles, particularly diesel cars;  

• Requiring local authorities to develop and implement measures to achieve compliance with NO2 

limits in the shortest possible time;  

• Promotes the adoption of cleaner transport options, such as electric vehicles and public 

transportation; 

• The implementation of enhanced monitoring and reporting mechanisms to track progress and 

ensure transparency. 

• To protect public health, particularly in urban areas where pollution levels are highest. 

Clean Air Strategy (2019) 

DEFRA published its “Clean Air Strategy” in 2019 to tackle air pollution comprehensively across the UK. Key 

objectives include:  

• Reducing exposure of harmful pollutants, most particularly fine particulate matter (PM2.5) and nitrogen 

dioxide (NO2);  

• Reducing pollutant emissions from transport, industry, agriculture and domestic heating;  

• Promoting the development and adoption of environmentally cleaner technologies and practices to 

support economic growth;  

• Reducing the impact of air pollution on the natural environment, including ecosystems and biodiversity; 

and 
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Improving the monitoring and reporting or air quality to promote transparency and accountability in progress towards 

cleaner air. 

Environment Improvement Plan (2023) 

DEFRA’s “Environment Improvement Plan 2023” is the first revision of the UK’s Government’s “25 Year 

Environment Plan” and sets out a detailed roadmap to enhance the natural environment in England. It builds 

on the Clean Air Strategy 2019, promoting the following key objectives: 

• Limiting declines in biodiversity by creating and restoring wildlife habitats; 

• Improving air and water quality, reducing pollution, and managing exposure to chemicals and pesticides.  

• Promoting a circular economy to maximise resource efficiency and minimizing waste 

• Mitigating and adapting to climate change through sustainable practices and green finance initiatives. 

• Boosting “green” jobs and support farmers in adopting nature-friendly practices. 

 

 

 

 

Air Quality Strategy (2023) 

The latest “Air Quality Strategy” was published by DEFRA in April 2023. The strategy aims to improve air 

quality across England by setting out a comprehensive framework for local authorities. Key objectives include:  

• Achieving long term air quality goals, including ambitious targets in relation to fine particulate matter 

(PM2.5). 

• Providing guidance and tools to help local council’s effectively use their powers to reduce pollution and 

improve air quality;  

• A focus on the reduction of emissions from industrial sources, domestic burning and transportation, 

including the stricter enforcement of environmental permits and promoting cleaner fuels;  

• Promoting training, guidance and knowledge sharing among local authorities to ensure they are 

equipped to tackle air quality issues.  
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As noted earlier, this report seeks to present an air quality assessment for the proposed development.. When 

considering the potential significance of pollution from demolition, construction and construction traffic, the 

principal pollutants of concern are nitrogen dioxide (NO2) and particulate matter of size 10 and 2.5 microns 

(PM10 and PM2.5). Relevant Air Quality Objectives for these pollutants set out in the AQS are summarised in 

Table below. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Air Quality Objectives in the UK 

Pollutant Concentration Measured As 
Date to be achieved by (and 

maintained thereafter) 

Nitrogen Dioxide 
(NO2) 

200 µg/m3 
1-hour mean not to be 
exceeded more than 18 

times per year 
31/12/2005 

40 µg/m3 Annual mean 31/12/2005 

Particles (PM10) 

50 µg/m3 
24-hour mean not to be 
exceeded more than 35 

times per year 
31/12/2004 

40 µg/m3 Annual mean 31/12/2004 
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Particles (PM2.5) 
 
 
 

20 µg/m3 

Annual mean 

2020 

Target of 15% reduction in 
concentrations at urban 

background 
Between 2010 and 2020 

12 µg/m3 

Interim annual mean target 
to be achieved by 2028 

2028* 
Target of 22% reduction in 

average population 
exposure 

10 µg/m3 
Legally binding nationwide 
annual mean target to be 

achieved by 2040 
2040** Target of 35% reduction in 

average population 

exposure 

     *Note: Interim PM2.5 targets are to be achieved by 2028. 

     *Note: Legally binding PM2.5 targets are to be achieved by 2040.  

 

 

 

 


