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Paving imaée from Maréhalls website.
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Sand jointing.

Concrete slab paving
450 x 450 x 50mm, Saxon paving,

TN Natural, by Marshalls

\

30 mm sand laying course.

o I ‘H—’i Compacted ground.

Concrete slab

prom— Geotextile membrane.
; Recycled MOT Type 1 sub-base to

Engineer's specification.
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/ Jointing mortar
[ (L) 400 x (W) 400 x (D)50 mm, Tactile
T A VN Blister Paving, Marshalls, Standard Natural.

Sand laying course to Engineer's specification.

—r' Geotextile membrane

Recycled MOT Type 1 sub-base to Engineer's
specification.

Compacted ground.

S11 Tactile blister paving
Scale: 1:10. Land. Spec.: Q25.320

s Edging image from Marshalls website.

(L)915 x (W)125 x (D150mm, British standard

kerb, Bullnosed Drop kerb centre, by Marshalls.

Mortar bed.

Concrete foundation and haunch to

Engineer's detail.

Recycled MOT Type 1 sub-base to Engineer's

T specification.

_ ——=——Compacted ground.

E5 Drop kerb
Scale: 1:10; Land. Spec.: Q10.112
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Paving image from Millboard's website.
_AH Composite Decking
I s | —— 1T 3600 x 200 x 32 mm, Weathered Oak Decking, V 3
Vintage, by Millboard
Support beams
DuoSpan 136 mm beam, by Millboard
Post — [ T—IT[—
Plas-Pro Post 100x100mm, by Millboard _ _
L s Recycled MOT Type 1 sub-base to Engineer's
S - specification.
— - s Geotextile membrane
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Self-binding gravel

Edging detail to 1004_DT_401 detail 01.

Paving image from Breedon's website.

Self-binding gravel
Breedon Golden Amber Gravel, by Breedon.

Recycled MOT Type 1 sub-base to Engineer's
specification.

u\— Geotextile membrane.

Compacted ground.

Edging image from Kinley's website.

Aluminum edging

AluExcel 75mm, Flexible, by Kinley

Composite decking
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3000 x 150 x 38 mm, Gravel board, treated I ‘ |\| 4 \
softwood timber edge boards fixed with |\ = W
R T 50x50x450 Peg, treated softwood stakes at ] o
] § max 1.2m centres, by Timberstore
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Concrete foundation to Engineer's detail.

E1 Timber edging
Scale: 1:10. Land. Spec.: Q23.310

E2 Aluminum edging
Scale: 1:10. Land. Spec.: Q30.560
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(L)915 x (W)125 x (D)255mm, British 125 (L)915 x (W)125 x (D)255mm, British
standard kerb, Half Battered straight kerb, 75 standard kerb, 45° Splayed kerb, by
by Marshalls. =" Marshalls.
2
Mortar bed to Engineer's specification. Mortar bed to Engineer's specification.
Concrete foundation and haunch to 1 Concrete foundation and haunch to
Engineer's detail. a5 /N Engineer's detail.
Recycled MOT Type 1 sub-base to Engineer's ' S Recycled MOT Type 1 sub-base to Engineer's
specification. I e specification.
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45° Splayed kerb

——=——Compacted ground.
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Scale: 1:10; Land. Spec.: Q10.113
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Scale: 1:10; Land. Spec.: Q10.114

Gravel

W— Gravel
40-20mm Aegean White Cobbles & Pebbles, by

Paving image from CED Stone's website. <> <>

<> aig ag from Adagrip’s website.

Tar spray and chip

% Buff colour mix, to match the existing

CED Stone.

Recycled MOT Type 1 sub-base to Engineer's
specification.

Macadam base course

Recycled MOT Type 1 sub-base to
Engineer's specification.

Geotextile membrane.

Compacted ground.

Tar spray and chip

F— Geotextile membrane
Compacted ground
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Scale: 1:10. Land. Spec.: Q22.185

oLl 7 // oo Edging image from Marshalls website.

125

(L)915 x (W)125 x (D)255/150mm, British
standard kerb, Bullnosed Drop kerb left

88 Scale: 1:10. Land. Spec.: Q23.160
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£ // // // Pin kerb, Flat top edgi
L ) p edging
\\\ \\\ \\\>\/X R - (L)914 x (W)50 x (D)150mm, by Marshalls.
[ 1 _A“? Natural. Landscape spec.: Q10.112A
*D » | . Concrete foundation and haunch to
4oe > Engineer's detail.

Recycled MOT Type 1 sub-base to Engineer's

MO ——

S «l—u— Compacted ground.

specification.

hand & right hand, by Marshalls.

125

Mortar bed to Engineer's specification.

Concrete foundation and haunch to
Engineer's detail.

Recycled MOT Type 1 sub-base to Engineer's
specification.

——=——Compacted ground.

E3 Pin kerb
Scale: 1:10; Land. Spec.: Q10.110

Scale: 1:10; Land. Spec.: Q10.111

@ Transition kerb - Left & right

Drawing Information

Copyright of Place Design Ltd. 2024
All Rights Reserved

PLEASE NOTE: Figured dimensions take
precedent over scale, do not scale from drawings.

Inform Place Design Ltd of any discrepancies
before works commence on site.

All dimensions to be checked on site

SIGNIFICANT HEALTH, SAFETY & ENVIRONMENTAL INFORMATION RELATING TO CDM Rev. Description Date By  Checked NOTE:

HEALTH: TOO First issue. 09/01/25 CHC GH All new external paving is to be designed by the Contractor to meet the loads that would be exerted by the
use of the following client equipment, including maximum number of batteries where applicable, and fully
laden with driver/passengers, plus an allowance of an additional 20%:

SAFETY: a) Genie S-85 XC self-propelled telescopic boom
b) Yamaha YDREXS5 electric golf buggy
c) Cushman Shuttle 8 electric golf buggy

ENVIRONMENTAL: d) E-Z-GO 2020 RXV Shuttle 2+2 electric golf buggy

IT IS ASSUMED ALL WORKS WILL BE CARRIED OUT BY A COMPETANT CONTRACTOR
WORKING, WHERE APPROPRIATE , TO AN AGREED METHOD STATEMENT

The Contractor is to inspect the client's equipment on site and procure all necessary data from the

manufacturers (including required third-party batteries where applicable) to establish maximum loads.
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Green Park (Reading) No.1 Limited 300 Brook Drive
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London, W12 7FQ
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Place Design Ltd
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London, SW20 0BU, UK
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