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Groundcover planting
Refer to Softworks plans.

‘Mulch
75mm bark mulch
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1 Groundcover
Scale: 1:10

Hedge planting
Refer to Softworks Plans.

Mulch
75mm composted pine bark mulch

Subsoil
150mm depth

Compacted ground.

Hedge
@ Scale: 1:10

DO NOT SCALE FROM DRAWING

Wild flower
ZANYS Refer to Softworks plans.
\\//\
/ / Subsoil

>150 mm depth

Compacted ground.

Wild flower

Scale: 1:10

\ Double staking

J 1650mm(H) x 75mm machine round tree
support stakes, by Green-tech; and

Bare root tree
(refer to planting proposals)

Ensure nursery level of soil sits

50x100mm cross braces staked from the
windward side.

Tree fixed to brace with cushioned and
adjustable tree ties.

Tree protection

at top of soil level allowing for
any settlement

Semi-permeable geotextile
eg. Terram T1000 or similar

100mm depth of free draining
stone to base of tree pit

Rainbow Bio Wrap tree guard,
600mm(H) 50-65mm (dia),
by Green-tech

75mm well bark mulch

Topsoil

to BS3882:2007. Min. 450mm depth. Install in
layers of 175mm (max.) compacted with 3no.
passes of a vibro-tamper per layer
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4 Bare root tree
Scale: 1:10
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Topsoil

to BS3882:2007. Min. 450mm depth.
Install in layers of 175mm (max.)
compacted with 3no. passes of a
vibro-tamper per layer
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Subsoil
to BS8601:2013. Back filled in max
200mm horizons and compacted
by treading.

Semi-permeable geotextile

e.g. Terram T1000 (or similar & approved)
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Biodegradable tree guard
60x10x10cm, Bio-Earth
Biodegradable Plastic-Free Tree
Shelter Guard, by Green-tech
Land.spec.: Q31.566

Tree
to be planted at nursery level

Aerationl/irrigation pipe

@60mm annular aeration/ irrigation
pipe and pipe cap. Ensure inlet is
slightly above finished mulch level
Land. spec.:Q31.512

Underground guying

ArborGuy tree anchoring system, by
GreenBlue Urban.

Land. spec.: Q31.526

100mm depth of free draining stone to
domed base of tree pit

Tree pit to be actively drained if not
deemed free draining. Permeability of
ground to be determined in advance.
Perforated drainage pipe (if required) to
engineers details

Tree pit
@ Scale: 1:10

Drawing Information

Copyright of Place Design Ltd. 2024
All Rights Reserved

PLEASE NOTE: Figured dimensions take
precedent over scale, do not scale from drawings.

Inform Place Design Ltd of any discrepancies
before works commence on site.

All dimensions to be checked on site

SIGNIFICANT HEALTH, SAFETY & ENVIRONMENTAL INFORMATION RELATING TO CDM No. Revision date by  checked
NOTE:
HEALTH: TOO First issue. 09.01.25 CHC GH
TO1 Tender issue. 19.03.25 CC GH
SAFETY:
ENVIRONMENTAL:

IT IS ASSUMED ALL WORKS WILL BE CARRIED OUT BY A COMPETANT CONTRACTOR
WORKING, WHERE APPROPRIATE , TO AN AGREED METHOD STATEMENT

e  Soil depth plans to be provided by contractor as part of construction package.
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