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Composite Chestnut Battens

DESCRIPTION

Chestnut Composite Battens warm blend of red and brown tones are ideal for
contemporary and traditional projects. Combine with brushed chestnut DesignBoard
composite decking to create a seamless horizontal to vertical design. Composite
Battens are a hard-wearing and low maintenance wood alternative ideal for creating
long lasting garden screens. Before buying, we recommend that all customers read
our Product Guide.

Aftercare

Although Composite Battens are low maintenance compared to a natural wood deck
which will require cleaning and treating to preserve the life of the material, it does still
require cleaning in order to keep it looking at its best. There is nothing special in the
way the battens should be cleaned and he use of a stiff brush and a hose or
alternatively a jet wash will remove most marks and dirt. You can clean your the
battens as often as you like but as a guide every 9 - 12 months is what we expect to
be the average, depending on location, usage and how clean you would like to keep
them

SPECIFICATION & DIMENSIONS

Dimensions 50mm x 20mm x 3.6m or 90mm x 20mm x 3.6m
Tolerance +/- 3.6mm length, 1mm width & thickness
Product Type Vertical Screening

Packaging Plastic Wrap

Suitable for Walls

Surface Finish Brushed finish

Edges Square

Material Type 50% PVC / 50% natural bamboo fibres
Country Of Origin China

Application External

Weight 4.78kg each

Frost Resistant Yes

Flexural Strength 21.7 Mpa

Water Absorption 0.51%
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must any portion of this drawing be reproduced or copied
in anyway without the permission of Morgan Lovell.

All dimensions must be checked on site, do not scale,
other than for planning purposes.
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